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>>>>>>>>>> Next change <<<<<<<<<<
7.3.Y	NetworkQoSManagementInfo document
[bookmark: _Hlk83832521]The <network-QoS-management-info> element shall be the root element of the NetworkQoSManagementInfo document.
The <NetworkQoSManagement-info> element shall include one of the followings:
a)	a <QoS-management-initiation-request> element;
b)	a <QoS-management-initiation-responset> element;
c)	a <QoS-management-provision-request> element; and
d)	a <QoS-management-provision-response> element;
The <QoS-management-initiation-request> element:
a)	shall include a <VAL-ue-id> element;
b)	shall include a <VAL-ue-list> element;
1)	shall include one or more <VAL-ue-id> elements;
c)	may include <VAL-service-id> element which:
d)	may include <end-to-end-QoS-requirements> element;
e)	may include <service-area> element; and
f)	may include <validity-period> element.
The <QoS-management-initiation-response> element:
a)	shall include a <result> element; and
b)	may include a <QoS-configuration> element.
The <QoS-management-provision-request> element:
a)	shall include a <VAL-ue-id> element; and
b)	may include a <QoS-downgrade-report> element;
The <QoS-management-provision-response> element:
a)	shall include a <server-id> element; and
b)	shall include a <requested-QoS-parameters> element;
>>>>>>>>>> Next change <<<<<<<<<<
7.5.Z	NetworkQoSManagementInfo document
The recipient of the XML ignores any unknown element and any unknown attribute.
The <network-QoS-management-info> element is the root element of the XML document. The <network-QoS-management-info> element contains a <QoS-management-initiation-request> element, a <QoS-management-initiation-response> element, a <QoS-management-provision-request> element or a <QoS-management-provision-response> element.
A <QoS-management-initiation-request> element is used to request for initiation of the network assisted QoS management. The <QoS-management-initiation-request> element:
a)	shall include a <VAL-ue-id> element which contains the identity of IP address of the VAL UE performing the request;
b)	shall include a <VAL-ue-list> element which contains one or more <VAL-ue-id> child elements, each contains the identity of the VAL UE; 
c)	may include a <VAL-service-id> element which contains the VAL service identity of the VAL application;
d)	may include a <end-to-end-QoS-requirements> element which contains the QoS requirements for latency, throughput, reliability and jitter for the VAL application for the end-to-end session;
e)	may include a <service-area> element which contains the geographical area or topological area where an end-to-end QoS management request applies; and
f)	may include a <validity-period> element which contains the period of time during which an end-to-end requirement is valid.
A <QoS-management-initiation-response> element is used to get the response for initiation of the network assisted QoS management. The <QoS-management-initiation-response> element:
a)	shall include a <result> element which contains the outcome of the end-to-end QoS management response which indicates either a success or a failure; and
b)	may include a <QoS-configuration> element which contains QoS downgrade reported by the SNRM-C or for QoS change requested by SNRM-S.
A <QoS-management-provision-request> element is used to request for provisioning of the network assisted QoS management. The <QoS-management-initiation-request> element:
a)	shall include a <VAL-ue-id> element which contains the identity of the SNRM-C acting as the VAL UE and performing the request; and
b)	may include <QoS-downgrade-report> element which contains the report indicating a QoS downgrade of the end-to-end QoS parameters (latency, throughput, reliability and jitter) which may be reported based on QoS configuration parameter from the end-to-end QoS management response.
A <QoS-management-provision-response> element is used to get the response for provisioning of the network assisted QoS management. The <QoS-management-initiation-request> element:
a)	shall include a <server- id> element which contains the identity of the VAL server; and
b)	shall include a <requested-QoS-parameters> element which contains change request for the end-to-end QoS management, imposed by the VAL server on one or more VAL UEs, engaged in a network-assisted communication.
[bookmark: _Toc68197139]>>>>>>>>>> End of changes <<<<<<<<<<

