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In CT1 specification, we need to add 5GVN group information to group amnnouncement message.
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* * * First Change * * * *
[bookmark: _Toc34062171][bookmark: _Toc34394612][bookmark: _Toc45274416][bookmark: _Toc51932955][bookmark: _Toc58513684][bookmark: _Toc82719797][bookmark: _Hlk58513100]6.2.7.3.1	Sending group announcement notification
Upon successful creation of group, for each VAL user in <explicit-member-list> element of a <list-service> element of the group document, the SGM-S:
a)	shall check whether valid group events subscription exists for event SUBSCRIBE_GROUP_ANNOUNCEMENT (0x01) as defined in clause A.1.2 or not; if valid subscription does not exists then skip rest of the steps;
b)	shall generate an HTTP POST message to notify group announcement. In the HTTP POST message:
1)	shall set request URI to call back URI received at the time of creating subscription;
2)	shall set Content-Type header to "application/json"; and
3)	shall include an HTTP request entity-body serialized into a JavaScript Object Notation (JSON) structure; In the entity-body:
i)	shall set the "Identity" parameter to the identity of the subscription;
ii)	shall set the "Event" parameter to the value SUBSCRIBE_GROUP_ANNOUNCEMENT (ox01) as specified in clause B.2;
iii)	shall set the "GroupID" parameter to the identity of the VAL Group;
iv)	may set the "Subject" parameter to the value of <seal-subject> child element of a <common> element of a <list-service> element from the group document;
v)	shall set the "IsJoinReq" parameter to “true”;
vi)	may include the "Val-services" parameter as specified in clause B.2;
vii)	if there are no privacy concerns with sharing the identity list, may include the "Members-list" parameter as specified in clause B.2; and.
viii)	if the group is created for 5G LAN-Type communication, may include the "5GVN Group Info" parameter providing 5GVN group information; and
c)	shall send the HTTP POST request towards SGM-C.

* * * Next Change * * * *

[bookmark: _Toc34062214][bookmark: _Toc34394655][bookmark: _Toc45274448][bookmark: _Toc51932987][bookmark: _Toc58513717][bookmark: _Toc82719839]B.2	Group announcement notification
The SGM-S shall convey the following parameters while sending group announcement notification to SGM-C.
Table B.2-1: Parameters for group announcement notification
	Parameter
	Description

	Identity
	REQUIRED. A unique string representing notification channel identity. 

	Event
	REQUIRED. Shall be set to SUBSCRIBE_GROUP_ANNOUNCEMENT (0x01) as specified in table A.1.2-2.

	GroupID
	REQUIRED. An URI that represent a VAL group identity

	Subject
	REQUIRED. A string representing the title or description for the group.

	IsJoinReq
	OPTIONAL. A Boolean indicating whether user needs to perform registration to join the group or not. This Boolean will be set to “true” for each user in <explicit-member-list> element if present in the document.

	Val-services
	OPTIONAL. Represents list of services supported by the group.

	Members-list
	OPTIONAL. Represents list of VAL users who are member of the group.

	VAL service specific information
	OPTIONAL. Provides placeholder for VAL service specific information.

	5GVN Group Info
	OPTIONAL. Represents a 5GVN group information as specified in table B.2-2. 



NOTE: The Group announcement notification is considered as Group creation notification when “IsJoinReq” parameter is not present or set to "false".
Table B.2-2: Parameters for 5GVN group information
	Parameter
	Description

	Communication Type
	REQUIRED. Represents the type of the group. This specification defiles following type of the communication transport:
- 0x01: ETHERNET_TYPE
- 0x02: IPv4_TYPE
- 0x04: IPv6_TYPE
- 0x08: IPV4V6_TYPE

	DNN
	OPTIONAL. Represents data network name for the 5GVN group.

	S-NSSAI
	OPTIONAL. Represents S-NSSAI for the 5GVN group.




* * * End of Change * * * *

