

	
3GPP TSG-CT WG4 Meeting #107-e	C4-216428
E-Meeting, 15th – 23rd November 2021												was 6332
	CR-Form-v12.1

	CHANGE REQUEST

	

	
	29.531 
	CR
	0119
	rev
	1
	Current version:
	17.2.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	X



	

	Title:	
	Target NSSAI correction

	
	

	Source to WG:
	Nokia, Nokia Shanghai Bell

	Source to TSG:
	CT4

	
	

	Work item code:
	eNS_Ph2
	
	Date:
	2021-11-05

	
	
	
	
	

	Category:
	B
	
	Release:
	Rel-17

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-15	(Release 15)
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)

	
	

	Reason for change:
	SA2- S2-2107954 has agreed where
If the serving PLMN supports the subscription-based restrictions to simultaneous registration of network slices (see clause 5.15.12), and if the UE has NSSRG as part of the subscription information received from the HPLMN, the Target NSSAI includes only S-NSSAIs sharing at least one NSSRG. 
Therefore, stage 3 text needs to be aligned for the same. 

	
	

	Summary of change:
	Description update to include compatible target NSSAI

	
	

	Consequences if not approved:
	Misaligned with stage2 

	
	

	Clauses affected:
	5.2.2.2.2, 5.2.2.2.4 

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	This CR does not introduce any change in Open APIs

	
	

	This CR's revision history:
	Rev-1 wording aligned






Page 1






* * * First Change * * * *
[bookmark: _Toc20142280][bookmark: _Toc34217224][bookmark: _Toc34217376][bookmark: _Toc39051739][bookmark: _Toc43210311][bookmark: _Toc49853216][bookmark: _Toc56530005][bookmark: _Toc82714421][bookmark: _Toc25156160][bookmark: _Toc34124460][bookmark: _Toc43207574][bookmark: _Toc49857054][bookmark: _Toc56676885][bookmark: _Toc56691408][bookmark: _Toc56698672][bookmark: _Toc81297799][bookmark: _Toc25156162][bookmark: _Toc34124462][bookmark: _Toc43207576][bookmark: _Toc49857056][bookmark: _Toc56676887][bookmark: _Toc56691410][bookmark: _Toc56698674][bookmark: _Toc81297801][bookmark: _Toc25156164][bookmark: _Toc34124464][bookmark: _Toc43207578][bookmark: _Toc49857058][bookmark: _Toc56676889][bookmark: _Toc56691412][bookmark: _Toc56698676][bookmark: _Toc81297803]5.2.2.2.2	Get service operation of Nnssf_NSSelection service
In this procedure, the NF Service Consumer (e.g. AMF) retrieves the slice selection information including the Allowed NSSAI, Configured NSSAI, target AMF Set or the list of candidate AMF(s) and other optional information.
This service operation shall also be used to retrieve the slice mapping information including the mapping of S-NSSAI(s) of the VPLMN to corresponding HPLMN S-NSSAI(s) during inter-PLMN mobility procedure.



Figure 5.2.2.2.2-1: Retrieve the network slice information during the mobility procedure
1	The AMF shall send a GET request to the NSSF.
If the AMF wants to retrieve the slice selection information, one or more of the following parameters shall be included as query parameters: Requested NSSAI and Subscribed S-NSSAI(s) with the indication if marked as default S-NSSAI and the associated subscribed NSSRG information and optionally UE support of subscription-based restrictions to simultaneous registration of network slice feature Indication included in the slice-info-request-for-registration, PLMN ID of the SUPI, TAI, NF type of the NF service consumer, Requester ID.
If the AMF wants to retrieve the slice mapping information, the following parameters shall be included as query parameters: sNssaiForMapping IE and requestMapping IE included in the slice-info-request-for-registration, PLMN ID of the SUPI, TAI, NF type of the NF service consumer and Requester ID.
2a	On success, "200 OK" shall be returned when the NSSF is able to find authorized network slice information for the requested network slice selection information, the response body shall include a payload body containing at least the Allowed NSSAI, target AMF Set or the list of candidate AMF(s); the payload body may additionally contain a target AMF Service Set and target NSSAI. If subscribed NSSRG list is provided, the NSSF shall provide the compatible S-NSSAIs in the Allowed NSSAI as defined in clause 5.15.12 of 3GPP TS 23.501 [2] and compatible S-NSSAIs in the target NSSAI (if provided). "200 OK" shall also be returned when the NSSF is able to find the requested slicing mapping information, the response body shall include a payload body containing the mapping of S-NSSAI(s) of the VPLMN to corresponding HPLMN S-NSSAI(s) included in the allowedNssaiList IE.
2b	If no slice instances can be found for the requested slice selection information or the requested slice mapping information, then the NSSF shall return a 403 Forbidden response with the "ProblemDetails" IE containing the Application Error "SNSSAI_NOT_SUPPORTED" (cf. Table 6.1.7.3-1).
On failure or redirection, the NSSF shall return one of the HTTP status codes together with the response body listed in Table 6.1.3.2.3.1-3.

* * * Next Change * * * *
[bookmark: _Toc20142282][bookmark: _Toc34217226][bookmark: _Toc34217378][bookmark: _Toc39051741][bookmark: _Toc43210313][bookmark: _Toc49853218][bookmark: _Toc56530007][bookmark: _Toc82714423]5.2.2.2.4	Get service operation of Nnssf_NSSelection service during UE configuration update procedure
In this procedure, the NF Service Consumer (e.g. AMF) retrieves network slice configuration information (e.g. the Allowed NSSAI and the Configured NSSAI) during the UE configuration update procedure.



Figure 5.2.2.2.4-1: Retrieve the network slice information during UE configuration update procedure
1	The NF Service consumer (e.g. AMF) shall send a GET request to the NSSF. The request shall include query parameters: Subscribed S-NSSAI(s) with the indication if the S-NSSAI is marked as default S-NSSAI and the associated subscribed NSSRG information and optionally UE support of subscription-based restrictions to simultaneous registration of network slice feature Indication, PLMN ID of the SUPI, TAI, NF type of the NF service consumer and the NF instance ID of the requester NF.
2a	On success, "200 OK" shall be returned when the NSSF is able to find authorized network slice information for the requested network slice selection information, the response body shall include a payload body containing at least the Allowed NSSAI, Configured NSSAI and optionally target NSSAI. If subscribed NSSRG list is provided, the NSSF shall provide the compatible S-NSSAIs in the Allowed NSSAI and Configured NSSAI as defined in the clause 5.15.12 of 3GPP TS 23.501 [2] and compatible S-NSSAIs in the target NSSAI(if provided).
2b	If no slice instances can be found for the requested slice selection information, then the NSSF shall return a 403 Forbidden response with the "ProblemDetails" IE containing the Application Error "SNSSAI_NOT_SUPPORTED" (cf. Table 6.1.7.3-1).
On failure or redirection, the NSSF shall return one of the HTTP status codes together with the response body listed in Table 6.1.3.2.3.1-3.

* * * End of Changes * * * *
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