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* * * First Change * * * *
[bookmark: _Toc11338357][bookmark: _Toc27584960][bookmark: _Toc36456902][bookmark: _Toc45027780][bookmark: _Toc45028615][bookmark: _Toc67681369][bookmark: _Toc82679933][bookmark: _Toc19717173][bookmark: _Toc27490657][bookmark: _Toc27556950][bookmark: _Toc27723867][bookmark: _Toc36030939][bookmark: _Toc36042859][bookmark: _Toc36814184][bookmark: _Toc44689038][bookmark: _Toc44923792][bookmark: _Toc51860761][bookmark: _Toc57930532][bookmark: _Toc57931162][bookmark: _Toc73971683][bookmark: _GoBack]5.2.2.2.10	Identifier Translation
Figure 5.2.2.2.10-1 shows a scenario where the NF service consumer (e.g. NEF) sends a request to the UDM to receive the SUPI/GPSI that corresponds to the provided GPSI/SUPI (see also 3GPP TS 23.502 [3], clause 4.13.2.2, and clause 4.13.7.2 and clause 4.15.z). The request contains the UE's identity (/{ueId}) which shall be a SUPI or GPSI and the type of the requested information (/id-translation-result).
NOTE:	This service operation can be used by a Rel-15 GMLC during 5GS-MT-LR procedure to get the SUPI of a UE from GPSI, as an authorized NF service consumer of Nudm_SubscriberDataManagement service.



Figure 5.2.2.2.10-1: Identifier Translation
1.	The NF Service Consumer (e.g. NEF) shall send a GET request to the resource representing the IdTranslationResult, with query parameters indicating the supported-features and/or necessary information used for identifier translation (e.g. af-id, app-port-id, etc.).
2a.	On success, the UDM shall respond with "200 OK" with the message body containing the UE's  requested identity (GPSI or SUPI).
	If the expected result of identifier translation is GPSI and the AF specific query parameters (e.g. af-id, app-port-id, af-service-id, mtc-provider-info, etc) are provided, the UDM shall take the provided AF specific information into account to determine the GPSI (i.e. External Identifier) to be returned for the UE.
2b.	If there is no valid subscription data for the UE, HTTP status code "404 Not Found" shall be returned including additional error information in the response body (in the "ProblemDetails" element).
2c. If the AF included in the request is not allowed to perform this operation for the UE, HTTP status code "403 Forbidden" shall be returned including additional error information in the response body (in the "ProblemDetails" element).
On failure, the appropriate HTTP status code indicating the error shall be returned and appropriate additional error information should be returned in the GET response body.
* * * Next Changes * * * *
[bookmark: _Toc11338530][bookmark: _Toc27585162][bookmark: _Toc36457123][bookmark: _Toc45028007][bookmark: _Toc45028842][bookmark: _Toc67681601][bookmark: _Toc82680177][bookmark: _Toc24937765][bookmark: _Toc33962585][bookmark: _Toc42883354][bookmark: _Toc49733222][bookmark: _Toc56690867][bookmark: _Toc80997940][bookmark: _Toc24937716][bookmark: _Toc33962535][bookmark: _Toc42883302][bookmark: _Toc49733170][bookmark: _Toc56690797][bookmark: _Toc80997868][bookmark: _Toc19717295][bookmark: _Toc27490787][bookmark: _Toc27557080][bookmark: _Toc27723997][bookmark: _Toc36031069][bookmark: _Toc36042989][bookmark: _Toc36814314][bookmark: _Toc44689169][bookmark: _Toc44923923][bookmark: _Toc51860893][bookmark: _Toc57930664][bookmark: _Toc57931294][bookmark: _Toc73971816]6.1.3.12.3.1	GET
This method shall support the URI query parameters specified in table 6.1.3.12.3.1-1.
Table 6.1.3.12.3.1-1: URI query parameters supported by the GET method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	supported-features
	SupportedFeatures
	O
	0..1
	see 3GPP TS 29.500 [4] clause 6.6

	af-id
	string
	O
	0..1
	AF Identifier, see 3GPP TS 23.502 [3] clause 4.13.2.2 and clause 4.13.7.2

If not present, additional authorization on AF indentifier is not required (see 3GPP TS 23.502 [3] clause 4.15.6.8)

	app-port-id
	[bookmark: OLE_LINK9]AppPortId
	C
	0..1
	Indicates the Application port identity, see 3GPP TS 23.501 [2] clause 4.4.7 or 3GPP TS 23.502 [3] clause 4.13.7.2.
This attribute shall be present If if ueId is a SUPI in Resource URI variables and if the application port identity is available., this shall be present and indicates Application port identity, see 3GPP TS 23.501 [2] clause 4.4.7 or 3GPP TS 23.502 [3] clause 4.13.7.2

	af-service-id
	string
	C
	0..1
	Indicates the Application Service Identifier, see 3GPP TS 23.502 [3] clause 4.15.z.
This attribute shall be present if ueid is a SUPI in Resouce URI variables and if the application service identifier is available.

	mtc-provider-info
	MtcProviderInformation
	C
	0..1
	Indicates the information of MTC Service Provider and/or MTC Application.
This attribute shall be present if ueid is a SUPI in Resource URI variables and if the MTC provider information is available.

	requested-gpsi-type
	GpsiType
	C
	0..1
	Indicates the requested GPSI type, and it may be included when the ueId variable in the resource URI is a SUPI.

If the ueId variable in the resource URI is a GPSI, this parameter should not be included (i.e., in that case, the UDM returns the GPSI type that was not used in ueId, if available).



This method shall support the request data structures specified in table 6.1.3.12.3.1-2 and the response data structures and response codes specified in table 6.1.3.12.3.1-3.
Table 6.1.3.12.3.1-2: Data structures supported by the GET Request Body on this resource
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	



Table 6.1.3.12.3.1-3: Data structures supported by the GET Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	IdTranslationResult
	M
	1
	200 OK
	Upon success, a response body containing the SUPI and optionally the MSISDN shall be returned.

	ProblemDetails
	O
	0..1
	404 Not Found
	The "cause" attribute may be used to indicate one of the following application errors:
- USER_NOT_FOUND
- DATA_NOT_FOUND

	ProblemDetails
	O
	0..1
	403 Forbidden
	The "cause" attribute may be used to indicate one of the following application errors:
- AF_NOT_ALLOWED

	NOTE:	In addition common data structures as listed in table 5.2.7.1-1 of 3GPP TS 29.500 [4] are supported.



Table 6.1.3.12.3.1-4: Headers supported by the GET method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	If-None-Match
	string
	O
	0..1
	Validator for conditional requests, as described in IETF RFC 7232 [25], clause 3.2

	If-Modified-Since
	string
	O
	0..1
	Validator for conditional requests, as described in IETF RFC 7232 [25], clause 3.3



Table 6.1.3.12.3.1-5: Headers supported by the 200 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Cache-Control
	string
	O
	0..1
	Cache-Control containing max-age, as described in IETF RFC 7234 [26], clause 5.2

	ETag
	string
	O
	0..1
	Entity Tag, containing a strong validator, as described in IETF RFC 7232 [25], clause 2.3

	Last-Modified
	string
	O
	0..1
	Timestamp for last modification of the resource, as described in IETF RFC 7232 [25], clause 2.2



[bookmark: _Toc82680370][bookmark: _Hlk66008367]* * * Next Changes * * * *
6.1.6.3.17	Enumeration: GpsiType
Table 6.1.6.3.17-1: Enumeration GpsiType
	Enumeration value
	Description

	"MSISDN"
	GPSI type of MSISDN

	"EXT_ID"
	GPSI type of external identity

	"EXT_GROUP_ID"
	GPSI type of external group identity



* * * Next Changes * * * *
[bookmark: _Toc11338878][bookmark: _Toc27585639][bookmark: _Toc36457662][bookmark: _Toc45028581][bookmark: _Toc45029416][bookmark: _Toc67682190][bookmark: _Toc82680818]A.2	Nudm_SDM API
********TEXT SKIPPED********
  /{ueId}/id-translation-result:
    get:
      summary: retrieve a UE's SUPI or GPSI
      operationId: GetSupiOrGpsi
      tags:
        - GPSI to SUPI Translation or SUPI to GPSI translation
      parameters:
        - name: ueId
          in: path
          description: Identifier of the UE
          required: true
          schema:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/VarUeId'
        - name: supported-features
          in: query
          description: Supported Features
          schema:
             $ref: 'TS29571_CommonData.yaml#/components/schemas/SupportedFeatures'
        - name: af-id
          in: query
          description: AF identifier
          schema:
            type: string
        - name: app-port-id
          in: query
          description: Application port identifier
          content:
            application/json:
              schema:
                $ref: '#/components/schemas/AppPortId'
        - name: af-service-id
          in: query
          description: AF Service Identifier
          schema:
            type: string
        - name: mtc-provider-info
          in: query
          description: MTC Provider Information
          schema:
             $ref: 'TS29571_CommonData.yaml#/components/schemas/MtcProviderInformation'
        - name: requested-gpsi-type
          in: query
          description: Requested GPSI Type
          schema:
            $ref: '#/components/schemas/GpsiType'
        - name: If-None-Match
          in: header
          description: Validator for conditional requests, as described in RFC 7232, 3.2
          schema:
            type: string
        - name: If-Modified-Since
          in: header
          description: Validator for conditional requests, as described in RFC 7232, 3.3
          schema:
            type: string
      responses:
        '200':
          description: Expected response to a valid request
          content:
            application/json:
              schema:
                $ref: '#/components/schemas/IdTranslationResult'
          headers:
            Cache-Control:
              description: Cache-Control containing max-age, as described in RFC 7234, 5.2
              schema:
                type: string
            ETag:
              description: Entity Tag, containing a strong validator, as described in RFC 7232, 2.3
              schema:
                type: string
            Last-Modified:
              description: Timestamp for last modification of the resource, as described in RFC 7232, 2.2
              schema:
                type: string
        '400':
          $ref: 'TS29571_CommonData.yaml#/components/responses/400'
        '403':
          $ref: 'TS29571_CommonData.yaml#/components/responses/403'
        '404':
          $ref: 'TS29571_CommonData.yaml#/components/responses/404'
        '500':
          $ref: 'TS29571_CommonData.yaml#/components/responses/500'
        '503':
          $ref: 'TS29571_CommonData.yaml#/components/responses/503'
        default:
          description: Unexpected error
********TEXT SKIPPED********


********TEXT SKIPPED********
    GpsiType:
      description: Type of GPSI (MSISDN or External-ID)
      anyOf:
        - type: string
          enum:
          - MSISDN
          - EXT_ID
          - EXT_GROUP_ID
        - type: string
********TEXT SKIPPED********


* * * End of Changes * * * *
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