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	Reason for change:
	SA2 has agreed alternative method to request the notification of PDU session established/terminated via AMF/SMF in S2-2106968
In the alternative, the PCF will provide the "request for notification of SM Policy association establishment and termination to a list of (DNN, S-NSSAI)(s) together with PCF for UE binding information (the callback)" to AMF via AM Policy Association. The AMF will store the information in UE Context and send the PCF binding information to the SMF if the PDU session is for a DNN/Slice matching the list provided by PCF.

The PDU session information (slice/dnn combination) to be used to matching which PDU session to be monitored is commonly used by PCF/AMF/SMF service APIs and possibly to be used by other services and other use case. A common data type for PDU session information is recommended.

Pcf for UE Callback Information will be used by SMF/AMF/PCF interfaces, and also specified.


	
	

	Summary of change:
	Define new common data types: 

- PcfUeCallbackInfo
- PduSessionInfo


	
	

	Consequences if not approved:
	SA2 agreed requirement not implemented.
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	Other comments:
	This CR introduce backward compatible new feature to the OpenAPI file for Namf_Communication, Nsmf_PduSession, Npcf_AMPolicyControl and Npcf_SMPolicyControl APIs.
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* * * Begin of Changes * * * *
[bookmark: _Toc25156382][bookmark: _Toc34124684][bookmark: _Toc43207808][bookmark: _Toc49857278][bookmark: _Toc56677114][bookmark: _Toc56691637][bookmark: _Toc56698901][bookmark: _Toc81298046][bookmark: _Toc28012927][bookmark: _Toc34251372][bookmark: _Toc36103068]5.4.4.x	Type PcfUeCallbackInfo
Table 5.4.4.x-1: Definition of type PcfUeCallbackInfo
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	callbackUri
	Uri
	M
	1
	This IE shall contain the Callback URI on the PCF for a UE to receive the SM Policy Association Establishment and Termination Event Notifications from the PCF for a PDU session.

	

	bindingInfo
	string
	O
	0..1
	This IE shall be present, if available.

When present, this IE shall contain the Binding indications of the Callback URI on the PCF for a UE indicated by callbackUri IE and set to the value of the 3gpp-Sbi-Binding header defined in clause 5.2.3.2.6 of 3GPP TS 29.500 [25], without the header name.

	



* * * Next Change * * * *
5.4.4.y	Type PduSessionInfo
Table 5.4.4.y-1: Definition of type PduSessionInfo
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	snssai
	Snssai
	M
	1
	This IE shall indicate the S-NSSAI in the serving PLMN of a PDU session.

	

	dnn
	Dnn
	M
	1
	This IE shall Indicate the DNN of a PDU session. 

If DNN replacement if applicable for the PDU session, this IE shall indicate the DNN of the PDU session after DNN replacement.
	



* * * Next Change * * * *
[bookmark: _Toc24925935][bookmark: _Toc24926113][bookmark: _Toc24926289][bookmark: _Toc33964149][bookmark: _Toc33980916][bookmark: _Toc36462718][bookmark: _Toc36462914][bookmark: _Toc43026185][bookmark: _Toc49763719][bookmark: _Toc56754420][bookmark: _Toc82716055]A.2	Data related to Common Data Types
openapi: 3.0.0

****************** Text Skipped for Clarity *********************
    SpatialValidityCondRm:
      description: Contains the Spatial Validity Condition or the null value.
      anyOf:
        - $ref: '#/components/schemas/SpatialValidityCond'
        - $ref: '#/components/schemas/NullValue'

    PcfUeCallbackInfo:
      description: Contains the PCF for the UE information necessary for the PCF for the PDU session to send SM Policy Association Establishment and Termination events.
      type: object
      properties:
        callbackUri:
          $ref: '#/components/schemas/Uri'
        bindingInfo:
          type: string
      nullable: true
      required:
        - callbackUri

    PduSessionInfo:
      description: indicates the DNN and S-NSSAI combination of a PDU session.
      properties:
        snssai:
          $ref: '#/components/schemas/Snssai'
        dnn:
          $ref: '#/components/schemas/Dnn'
      required:
        - dnn
        - snssai

#
# Data types describing alternative data types or combinations of data types
#

****************** Text Skipped for Clarity *********************

* * * End of Changes * * * *


