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	Reason for change:
	CR0176 of TS 29.336 (C4-214747) was agreed at CT4#105e, which introduces the partial cancellation of group based event monitoring. An Editor's Notes is added to address the possibility whether to include the exclude identifier at message level or in monitoring configuration.

Editor's Note:	Whether to include the "Exclude-Identifiers" AVP at message level is FFS.
Inclusion of exclude identifier list at message level could be beneficial when the partial cancellation is applied to all events and there are large number monitoring configurations, thus the exclude identifier doesn't need to be repeated in each monitoring configuration.

On the other hand, the following factors should be considered:

1. In practice, the number of events monitored for certain UEs with one session is small (usually 1~3 events), the saving from repetition is limited.

2. The SCEF may serving multiple SCA/AS IDs, which requires the SCEF-Reference-ID(-for-Deletion) to be provided corresponding per SCA/AS. If include excluded identifier list at message level instead of in monitoring configurations, the SCEF-Reference-ID(-for-Deletion) shall also be provided at message level which requires big change at message pattern (currently the SCEF reference ID is always associated with a specification operation, e.g., in monitoring configuration or suggested network configuration, etc.)

3. exclude identifier in monitoring configuration provide fine granularity and flexibility, which allows the possibility for partial cancellation at event level (future proof). It also provide backward compatibility to current group reporting mechanism.

Above all, this CR propose to keep the excluded identifier AVP in monitoring configuration as documented in current 3GPP specification and remove the Editor's Notes.
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8.4.2	Monitoring-Event-Configuration
The Monitoring-Event-Configuration AVP is of type Grouped, and it contains the details of the monitoring event from the SCEF. At least SCEF-Reference-ID or one SCEF-Reference-ID-for-Deletion shall be present.
AVP format:
Monitoring-Event-Configuration ::=	<AVP header: 3122 10415>
[ SCEF-Reference-ID ]
[ SCEF-Reference-ID-Ext ]
{ SCEF-ID }
{ Monitoring-Type }
*[ SCEF-Reference-ID-for-Deletion ]
*[ SCEF-Reference-ID-for-Deletion-Ext ]
[ Maximum-Number-of-Reports ]
[ Monitoring-Duration ]
[ Charged-Party ]
[ Maximum-Detection-Time ]
[ UE-Reachability-Configuration ]
[ Location-Information-Configuration ]
[ Association-Type ]
[ DL-Buffering-Suggested-Packet-Count ]
[ PLMN-ID-Requested ]
[ MTC-Provider-Info ]
[ PDN-Connectivity-Status-Configuration ]
[ Exclude-Identifiers ]
*[AVP]
At least one of the SCEF-Reference-ID or SCEF-Reference–ID-for-Deletion shall be present.
The Maximum-Number-of-Reports AVP, if present, shall contain the maximum number of event reports to be generated by the HSS, MME, or SGSN until the monitoring event configuration is considered to expire.
The Monitoring-Duration AVP, if present, shall contain the absolute time at which the monitoring event configuration is considered to expire.
If both Maximum-Number-of-Reports and Monitoring-Duration AVPs are present, the monitoring event configuration shall be considered to expire as soon as one of the conditions is met.
If both Maximum-Number-of-Reports and Monitoring-Duration AVPs are absent, the monitoring event configuration shall be considered as a one-time monitoring request (same behaviour as setting Maximum-Number-of-Reports to 1).
Monitoring-Type shall only be taken into account in combination with SCEF-Reference-ID; Monitoring-Type AVP shall be ignored for deletion of an event (in combination with SCEF-Reference-ID-for-Deletion).
The details of how to handle expiration of Monitoring events is described in 3GPP TS 23.682 [2].
When the "Extended Reference IDs" feature is supported by the HSS and SCEF, the SCEF-Reference-ID-Ext and SCEF-Reference-ID-for-Deletion-Ext AVPs shall be used instead of SCEF-Reference-ID and SCEF-Reference-ID-for-Deletion respectively.
When the "Dynamic-Group-Event-Monitoring" feature is supported by the HSS and SCEF, the Exclude-Identifiers AVP may be included to cancel the event monitoring for the listed UEs in a group for which there is a configured Monitoring Event.
Editor's Note:	Whether to include the "Exclude-Identifiers" AVP at message level is FFS.
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