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For the purposes of the present document, the abbreviations listed in 3GPP TR 21.905 [1] apply.
GEO	Geosynchronous Orbit
LEO	Low Earth Orbit
MEO	Medium Earth Orbit
NCGI	NR Cell Global Identity
NR	New Radio
RG	Residential Gateway
* * * Next Change * * * *
2.25.47	Access Restriction Data
The use of this data is described in 3GPP TS 23.501 [112] clause 5.3.4.1.1.
The Access Restriction Data is permanent subscriber data and is conditionally stored per PLMN in the UDM and the AMF.
The parameter takes either of the following values:
-	NR not allowed as primary RAT, the subscriber shall not be allowed to access the network in TAs using NR radio access. Valid for Idle and Connected mode;
-	NR not allowed as secondary RAT, the subscriber shall not be allowed to access the network using NR radio access as secondary RAT. Valid for Connected mode; 
NOTE:	As specified in clause 4.11.1.2.1 of 3GPP TS 23.502 [113], this restriction can also be applied when attached to EPC depending on operator policy, and in this case AMF will send this information to MME during handover from 5GC to EPC in order to allow MME to make appropriate handling, e.g. SGW selection based on access restriction, or whether or not to allocate resources for secondary RAT during inter RAT handover.
-	NR in unlicensed bands not allowed as primary RAT, the subscriber shall not be allowed to access the network in TAs using NR radio access in unlicensed bands. Valid for Idle and Connected mode;
-	NR in unlicensed bands not allowed as secondary RAT, the subscriber shall not be allowed to access the network using NR radio access in unlicensed bands as secondary RAT. Valid for Connected mode;
-	E-UTRA not allowed as primary RAT, the subscriber shall not be allowed to access the network in TAs using E-UTRA radio access. Valid for Idle and Connected mode;
-	E-UTRA not allowed as secondary RAT, the subscriber shall not be allowed to access the network using E-UTRA radio access as secondary RAT. Valid for Connected mode;
-	E-UTRA in unlicensed bands not allowed as secondary RAT, the subscriber shall not be allowed to access the network using E-UTRA radio access in unlicensed bands as secondary RAT. Valid for Connected mode;
-	NB-IoT not allowed, the subscriber shall not be allowed to access the network in TAs using NB-IoT radio access. Valid for Idle and Connected mode;
-	LTE-M not allowed, the subscriber shall not be allowed to access the network in TAs using LTE-M radio access. Valid for Idle and Connected mode;.
-	NR(LEO) satellite access not allowed as primary RAT, the subscriber shall not be allowed to access the network in TAs using NR(LEO) satellite access. Valid for Idle and Connected mode;
-	NR(MEO) satellite access not allowed as primary RAT, the subscriber shall not be allowed to access the network in TAs using NR(MEO) satellite access. Valid for Idle and Connected mode;
-	NR(GEO) satellite access not allowed as primary RAT, the subscriber shall not be allowed to access the network in TAs using NR(GEO) satellite access. Valid for Idle and Connected mode;
-	NR(OTHERSAT) satellite access not allowed as primary RAT, the subscriber shall not be allowed to access the network in TAs using NR(OTHERSAT) satellite access. Valid for Idle and Connected mode.
Only the access restriction for WB-E-UTRA and NB-IoT may include a different value per PLMN.
The use of this parameter for TA update procedures is described in 3GPP TS 23.501 [112].
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