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Additional discussion(if needed):
…
Proposed changes:
*** 1st Change ***
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Figure 4.2.5.3-1: NF service consumer update an existing PCF for a UE binding information
The NF service consumer shall invoke the Nbsf_Management_Update service operation to update the PCF for a UE binding information for a UE in the BSF. The NF service consumer shall send an HTTP PATCH request with "{apiRoot}/nbsf-management/v1/pcf-ue-bindings/{bindingId}" as Resource URI, where "{bindingId}" is the "Individual PCF for a UE Binding" resource identifier that is to be updated, as shown in figure 4.2.5.3-1, step 1. The "PcfForUeBindingPatch" data structure provided in the request body shall contain the information to be updated as follows.
The "PcfForUeBindingPatch" data structure, for the PCF instance and the associated PCF address information of the PCF holding the AM policy association, shall contain if a new PCF instance is selected:
a)	the PCF instance ID encoded as "pcfForUeFqdn" attribute; and
b)	if the PCF supports the Npcf_PolicyAuthorization service, the Npcf_AMPolicyAuthorization service address information consisting of:
1)	the FQDN of the PCF encoded as "pcfFqdn" attribute; and/or
2)	a description of IP endpoints at the PCF hosting the Npcf_AMPolicyAuthorization service encoded as "pcfForUeIpEndPoints" attribute.
NOTE:	In this release of the specification the PCF for a UE registering the binding information in the BSF supports the Npcf_AMPolicyAuthorization service.
If the BSF cannot successfully fulfill the received HTTP PATCH request due to the internal BSF error or due to the error in the HTTP PATCH request, the BSF shall send the HTTP error response as specified in subclause 5.7.
Otherwise, upon the reception of the HTTP PATCH request with: "{apiRoot}/nbsf-management/v1/pcf-ue-bindings/{bindingId}" as Resource URI and the "PcfForUeBindingPatch" data structure as request body, the BSF shall update the binding information.
If the BSF successfully updated an "Individual PCF for a UE Binding" resource, the BSF shall respond with "200 OK" status code with the message body containing thea resource representation withof the updated PCF for a UEsession binding information in the "PcfForUeBindingPatch" data structure, as shown in figure 4.2.5.3-1, step 2.
If the BSF determines the received HTTP PATCH request needs to be redirected, the BSF shall send an HTTP redirect response as specified in subclause 6.10.9 of 3GPP TS 29.500 [6].
*** End of Changes ***
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