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* * * First Change * * * *
[bookmark: _Toc24925870][bookmark: _Toc24926048][bookmark: _Toc24926224][bookmark: _Toc33964084][bookmark: _Toc33980838][bookmark: _Toc36462639][bookmark: _Toc36462835][bookmark: _Toc43026079][bookmark: _Toc49763613][bookmark: _Toc56754309][bookmark: _Toc88743080][bookmark: _Toc101253990][bookmark: _Toc101254429][bookmark: _Toc104112141][bookmark: _Toc104192318][bookmark: _Toc104192882][bookmark: _Toc106638818][bookmark: _Toc106626396][bookmark: _Toc106640405][bookmark: _Toc107007278][bookmark: _Toc107007282][bookmark: _Toc89034982][bookmark: _Toc89064780][bookmark: _Toc89180081][bookmark: _Toc97071760][bookmark: _Toc106632394]5.4.4.33	Type: PlmnIdNid
Table 5.4.4.33-1: Definition of type PlmnIdNid
	Attribute name
	Data type
	P
	Cardinality
	Description

	mcc
	Mcc
	M
	1
	Mobile Country Code

	mnc
	Mnc
	M
	1
	Mobile Network Code

	nid
	Nid
	C
	0..1
	Network Identity; Shall be present if PlmnIdNid identifies an SNPN (see clauses 5.30.2.3, 5.30.2.9, 6.3.4, and 6.3.8 in 3GPP TS 23.501 [2]). Otherwise, this attribute shall be absent.



When PlmnIdNid needs to be converted to string (e.g. when used in maps as key), the string shall be composed of three digits "mcc" followed by "-" and two or three digits "mnc" followed by "-" and 11 digits "nid", and shall match the following pattern:
^[0-9]{3}-[0-9]{2,3}-[A-Fa-f0-9]{11}$
Example 1:	"262-01-000007ed9d5"
Example 2:	"302-720-000007ed9d5"

* * * For Information * * * *
[bookmark: _Toc24925840][bookmark: _Toc24926018][bookmark: _Toc24926194][bookmark: _Toc33964054][bookmark: _Toc33980808][bookmark: _Toc36462609][bookmark: _Toc36462805][bookmark: _Toc43026049][bookmark: _Toc49763583][bookmark: _Toc56754279][bookmark: _Toc88743050][bookmark: _Toc101253960][bookmark: _Toc101254399][bookmark: _Toc104112111][bookmark: _Toc104192288][bookmark: _Toc104192852][bookmark: _Toc106638788]5.4.4.3	Type: PlmnId
Table 5.4.4.3-1: Definition of type PlmnId
	Attribute name
	Data type
	P
	Cardinality
	Description

	mcc
	Mcc
	M
	1
	Mobile Country Code 

	mnc
	Mnc
	M
	1
	Mobile Network Code 



When PlmnId needs to be converted to string (e.g. when used in maps as key), the string shall be composed of three digits "mcc" followed by "-" and two or three digits "mnc", and shall match the following pattern:
^[0-9]{3}-[0-9]{2,3}$
Example 1:	"262-01"
Example 2:	"302-720"

* * * End of Changes * * * *
