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*******
* * * First Change * * * *
6.2.6.3.3	Enumeration: DeregistrationReason
The enumeration DeregistrationReason represents the reason for the Deregistration Notification. It shall comply with the provisions defined in table 6.2.6.3.3-1.
Table 6.2.6.3.3-1: Enumeration DeregistrationReason
	Enumeration value
	Description

	"UE_INITIAL_REGISTRATION"
	When sent by the HSS; indicates that the deregistration towards the UDM is due to an initial attach in EPS.
When sent by the UDM; indicates that the deregistration in the old AMF is due to a new AMF serving the UE during an initial registration
See 3GPP TS 23.502 [3] and 3GPP TS 23.632 [32].

	"UE_REGISTRATION_AREA_CHANGE"
	see 3GPP TS 23.502 [3]

	"SUBSCRIPTION_WITHDRAWN"
	see 3GPP TS 23.502 [3]

	"5GS_TO_EPS_MOBILITY"
	see 3GPP TS 23.502 [3] and 3GPP TS 23.632 [32].

	"5GS_TO_EPS_MOBILITY_UE_INITIAL_REGISTRATION"
	This value shall only be sent by the UDM. It indicates that the deregistration in AMF is due to an initial attach in EPS, See 3GPP TS 23.502 [3] and 3GPP TS 23.632 [32].

	"REREGISTRATION_REQUIRED"
	see 3GPP TS 23.502 [3]

	"SMF_CONTEXT_TRANSFERRED"
	see 3GPP TS 23.502 [3]

	"DUPLICATE_PDU_SESSION"
	This value shall only be sent by the UDM to an SMF. It indicates that the deregistration in the SMF is due to a new PDU session with the same PDU session ID has been established in another SMF.

	"5G_SRVCC_TO_UTRAN_MOBILITY"
	This value shall be used in deregistration notifications after 5G-SRVCC to UTRAN HO completion.
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*********text not shown for clarity*************

    DeregistrationReason:
      anyOf:
        - type: string
          enum:
          - UE_INITIAL_REGISTRATION
          - UE_REGISTRATION_AREA_CHANGE
          - SUBSCRIPTION_WITHDRAWN
          - 5GS_TO_EPS_MOBILITY
          - 5GS_TO_EPS_MOBILITY_UE_INITIAL_REGISTRATION
          - REREGISTRATION_REQUIRED
          - SMF_CONTEXT_TRANSFERRED
          - DUPLICATE_PDU_SESSION
          - 5G_SRVCC_TO_UTRAN_MOBILITY
        - type: string
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