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	Reason for change:
	1) The reference to the 23.003 clause defining the Decorated NAI for SUCI is not correct in clause 4.1.2.5.

2) Annex S.3.2 of TS 33.501 specifies the following requirement: 

[bookmark: _Hlk87980390]16. The AUSF shall send Nausf_UEAuthentication_Authenticate Response message with EAP-Success and MSK key to NSWOF. The AUSF may optionally provide the SUPI to NSWOF. The AUSF/UDM shall not perform the linking increased home control to subsequent procedures (as stated in present document clause 6.1.4).
17. The NSWOF shall send the EAP-success and MSK to WLAN AN over the SWa interface. The EAP-Success message is forwarded from WLAN AN to the UE.

	
	

	Summary of change:
	1) The reference to the 23.003 clause defining the Decorated NAI for SUCI is corrected in clause 4.1.2.5.

2) The NSWOF sends the MSK received from the AUSF in the Pairwise Master Key IE in the SWa Authentication and Authorization Answer.
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* * * First Change * * * *
[bookmark: _Toc106902821][bookmark: _Toc24986306][bookmark: _Toc34205734][bookmark: _Toc39061918][bookmark: _Toc43277160][bookmark: _Toc49847490][bookmark: _Toc56419465][bookmark: _Toc106640330][bookmark: _Toc106640405][bookmark: _Toc107007278][bookmark: _Toc107007282][bookmark: _Toc89034982][bookmark: _Toc89064780][bookmark: _Toc89180081][bookmark: _Toc97071760][bookmark: _Toc106632394]4.1.2.5	SWa procedures for NSWO in 5GS
The SWa interface between the non-3GPP WLAN access and the NSWOF shall use the same stage 3 protocol definition as for the SWa interface in EPS, with the following modifications: 
-	SWa Authentication and Authorization procedure:
-	The User Identity IE in the SWa Authentication and Authorization Request and in the SWa Authentication and Authorization Response shall contain the SUCI in NAI form as defined in clause 28.7.3 of 3GPP TS 23.003 [14]. In NSWO roaming scenario with a 3GPP AAA Proxy in the VPLMN (see clause 4.2.15 of 3GPP TS 23.501 [59]), the SUCI in NAI form shall be decorated as defined in clause 28.7.3 9 of 3GPP TS 23.003 [14] to enable the routing of SWa signalling towards the 3GPP AAA Proxy in the VPLMN.  
NOTE 1:	This IE does not contain any leading digit to differentiate between authentication schemes.
NOTE 2:	The realm in the SUCI in NAI form (starting by the first label "5gc") enables to route the signaling towards an NSWOF, as opposed to sending it to a 3GPP AAA Server, if the non-3GPP WLAN access also supports SWa signaling with a 3GPP AAA Server e.g. for a 4G subscriber. 
-	EAP-AKA' as specified in RFC 5448 [27] shall be used as the authentication method. 
-	The NSWOF shall behave as specified in Annex S of 3GPP TS 33.501 [60]. The NSWOF shall send the MSK received from the AUSF in the Pairwise Master Key IE in the SWa Authentication and Authorization Answer.
-	The SWa HSS/AAA Initiated Detach, SWa Non-3GPP Access Network Initiated Detach and SWa Re-authentication and Re-Authorization are not supported. 
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