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* * * First Change * * * *
[bookmark: _Toc106613319]5.3.2.11.2	Roaming Information Update
Figure 5.3.2.11.2-1 shows a scenario where the HSS sends a request to the UDM to update the Roaming Information Update in the 3GPP Access Registration context. The request contains the UE's identity which shall be an IMSI.



Figure 5.3.2.11.2-1: Roaming Information Update
1.	The HSS sends a POST request to the resource representing the UE's Roaming information to update or create the Roaming Information.
2a.	On success, the UDM updates the RoamingInfoUpdate resource by replacing it with the received resource information, and responds with "204 No Content".
2b.	If the resource does not exist (there is no previous Roaming Information Update stored in UDM for the user, UDM stores the received Roaming Information Update and responds with HTTP Status Code "201 created" with the created Roaming Information Update.
2c.	If the operation cannot be authorized due to e.g EPC core network restriction, the HSS is not allowed to access, HTTP status code "403 Forbidden" should be returned including additional error information in the response body (in "ProblemDetails" element)..
On failure, the appropriate HTTP status code indicating the error shall be returned and appropriate additional error information should be returned in the POST response body.

* * * Next Change * * * *
6.2.3.2.4.4	Operation: roaming-info-update
6.2.3.2.4.4.1	Description
The roaming-info-update custom operation is used by the NF service consumer (HSS) to trigger an update of the Roaming Information stored in the 3GPP Registration context. For details see 3GPP TS 23.632 [32].
6.2.3.2.4.4.2	Operation Definition
This operation shall support the request data structures specified in table 6.2.3.2.4.4.2-1 and the response data structure and response codes specified in table 6.2.3.2.4.4.2-2.
Table 6.2.3.2.4.4.2-1: Data structures supported by the POST Request Body on this resource
	Data type
	P
	Cardinality
	Description

	RoamingInfoUpdate
	M
	1
	Contains the roaming information provided by the NF service consumer.



Table 6.2.3.2.4.4.2-2: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	RoamingInfoUpdate
	M
	1
	201 Created
	Upon success, a response body containing a representation of the resource of the created Roaming Information shall be returned.

	n/a
	
	
	204 No Content
	Upon success, an empty response body shall be returned 

	ProblemDetails
	O
	0..1
	403 Forbidden
	The "cause" attribute may be used to indicate any of the following application errors:
- SERVICE_NOT_ALLOWED

	ProblemDetails
	O
	0..1
	404 Not Found
	The "cause" attribute may be used to indicate any of the following application errors:
- USER_NOT_FOUND

	NOTE:	The manadatory HTTP error status code for the POST method listed in Table 5.2.7.1-1 of 3GPP TS 29.500 [4] also apply.




* * * End of Changes * * * *
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