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* * * First Change * * * *

[bookmark: _Toc20120585][bookmark: _Toc21623463][bookmark: _Toc27587166][bookmark: _Toc36459229][bookmark: _Toc45028476][bookmark: _Toc51870155][bookmark: _Toc51870277][bookmark: _Toc90582032][bookmark: _Toc106615925]6.1.8	Feature negotiation
The optional features in table 6.1.8-1 are defined for the Nudr_DataRepository API. They shall be negotiated using the extensibility mechanism defined in clause 6.6 of 3GPP TS 29.500 [7].
Table 6.1.8-1: Supported Features
	Feature number
	Feature Name
	Description

	1
	ResourceRemovalNotificationPolicyData
	This feature indicates the support of the complete removal of a Policy Data resource.

	2
	ResourceNotificationExposureDataFix
	This feature indicates the support of corrections to Notifications of data changes in the Exposure Data resource.

	3
	DomainNameProtocol
	This feature supports the additional protocol matching condition for the domain name in PFD data.

	4
	EnhancedBackgroundDataTransfer
	This feature indicates the support of applying the Background Data Transfer Policy to a future PDU session requested by the AF for Policy Data resource and Application Data resource as defined in 3GPP TS 29.519 [3]. This feature requires the support of SessionManagementPolicyDataPatch feature to update Background Data Transfer data within the Session Management Policy Data.

	5
	MacAddressRange
	This feature indicates the support of a set of MAC addresses with a specific range for the traffic filter in the application data resource as specified in 3GPP TS 29.519 [3].

	6
	MultiTemporalCondition
	This feature indicates the support of multiple temporal validity conditions in the Traffic Influence Data resource as specified in 3GPP TS 29.519 [3].

	7
	PatchReport
	If some of the modifications included in the PATCH request are not successfully implemented, the UDM reports the result of PATCH request execution to the consumer. See clause 5.2.7.2 of 3GPP TS 29.500 [7].

	8
	URLLC
	This feature indicates support of Ultra Reliable Low Latency Communication (URLLC) requirements, i.e. AF application relocation and UE address(es) preservation in the Application Data resource as specified in 3GPP TS 29.519 [3].

	9
	SessionManagementPolicyDataPatch
	This feature indicates the support of the HTTP PATCH method to update the session management policy data defined in a Policy Data resource as specified in 3GPP TS 29.519 [3].

	10
	ConditionalSubscriptionwithPartialNotification
	This feature indicates the support of subscription to notification of resource data changes conditioned to the change occurs in a fragment of the resource. It applies for Policy Data resources as specified in 3GPP TS 29.519 [3].

	11
	EnhancedInfluDataNotification
	This feature indicates the support of enhancement of data change Notifications in the Influence Data resource as specified in 3GPP TS 29.519 [3].

	12
	PerUePerSnAuthStatus
	This feature indicates the support of the Individual authentication status per UE per serving network as specified in 3GPP TS 29.505 [2].

	13
	OpSpecDataMapNotification
	This feature indicates the support of the notification of data changes in the OperatorSpecificData resource by including the complete map of Operator Specific Data Containers. It applies to Policy Data resources as specified in 3GPP TS 29.519 [3].

	14
	PlmnSmPolicyData
	This feature indicates the support of a resource in the policy data which represents Session Management Policy Data per PLMN. It applies for Policy Data resources as specified in 3GPP TS 29.519 [3].

	15
	OSDResource_Create_Delete
	This feature indicates the support of the creation and the removal of the OperatorSpecificData resource by a Policy Data NF service consumer. It applies to Policy Data resources as specified in 3GPP TS 29.519 [3].

	16
	AF_latency
	This feature indicates the support for Edge relocation considering user plane latency. It applies for Influence Data resource as specified in 3GPP TS 29.519 [3].

	17
	CHFsetSupport
	This feature indicates the support of CHF redundancy and failover mechanisms based on CHF instance availability within a CHF Set, (i.e. secondary CHF address may be omitted). It applies to Policy Data resources as specified in 3GPP TS 29.519 [3].

	18
	ConditionalSubscriptionWithExcludeNotification
	This feature indicates the support in the subscription to notification of data changes of the indication of the properties whose changes do not trigger a notification. It applies to Policy Data resources as specified in 3GPP TS 29.519 [3]. It requires the support of OpSpecDataMapNotification feature

	19
	ProSe
	This feature indicates the support of UE 5G ProSe policies and subscription information. It applies for Policy Data resources as specified in 3GPP TS 29.519 [3].

	20
	NSAC
	This feature indicates the support of NSAC (Network Slice Admission Control) related policy subscription information. It applies to Policy Data resources as specified in 3GPP TS 29.519 [3].

	21
	UESubDataSetRetrieve
	This feature indicates the support of the UE Subscription Data Sets Retrieve as specified in clause 5.2.47 of 3GPP TS 29.505 [2].

	22
	SharedSmSubsData
	This feature indicates the support of shared Session Management Subscription Data. If the NF consumer (UDM) does not support this feature, the UDR shall not take the alternative to include extendedSmSubsData in SmSubsData.
It applies to Subscription Data resources as specified in 3GPP TS 29.505 [2]

	23
	DeliveryOutcome
	This feature indicates the support of functionality to allow PCF notifications about the outcome of the UE Policy delivery related to the invocation of AF provisioned service parameters as specified in 3GPP TS 29.519 [3].

	24
	AfGuideURSP
	This feature indicates the support of Application guidance for URSP determination related application data as specified in 3GPP TS 29.519 [3].

	25
	EasDeployment
	This feature indicates the support of EAS Deployment Information Data and Subscription related application data as specified in 3GPP TS 29.519 [3].

	26
	DCAMP
	This feature indicates the support of DCAMP related application data. It applies to Application Data resources as specified in 3GPP TS 29.519 [3].

	27
	FilterAnyUE
	This feature indicates the support of queries and subscriptions to service parameter data resource filtered by the any UE indication as specified in 3GPP TS 29.519 [3].

	28
	SimultConnectivity
	This feature indicates the support of temporary simultaneously connectivity at edge relocation. It applies for Influence Data resource as specified in 3GPP TS 29.519 [3].

	29
	EeSubscriptionExt
	This feature indicates the support of handling EE subscription data along with associated subscription resources as specified in 3GPP TS 29.505 [2].

	xx
	PeiResource
	This feature indicates the support of storing PEI in the PeiInfo resource as specified in 3GPP TS 29.505 [2].



	
* * * Next Changes * * * *

[bookmark: _Toc20120588][bookmark: _Toc21623466][bookmark: _Toc27587206][bookmark: _Toc36459269][bookmark: _Toc45028516][bookmark: _Toc51870195][bookmark: _Toc51870317][bookmark: _Toc90582073][bookmark: _Toc106615965]A.2	Nudr_DataRepository API
This Annex specifies the formal definition of the Nudr_DataRepository service. It consists of OpenAPI 3.0.0 specifications, in YAML format.
The OpenAPI 3.0.0 definition related to SubscriptionData shall comply with the definition in 3GPP TS 29.505 [2].
The OpenAPI 3.0.0 definition related to PolicyData, StructuredDataForExposure and ApplicationData shall comply with the definition in 3GPP TS 29.519 [3].
The OpenAPI file for the Nudr_DataRepository API is defined as follows:

<..skip..>

  /subscription-data/{ueId}/context-data/smsf-3gpp-access:
    $ref: 'TS29505_Subscription_Data.yaml#/paths/~1subscription-data~1%7BueId%7D~1context-data~1smsf-3gpp-access'
  /subscription-data/{ueId}/context-data/smsf-non-3gpp-access:
    $ref: 'TS29505_Subscription_Data.yaml#/paths/~1subscription-data~1%7BueId%7D~1context-data~1smsf-non-3gpp-access'
  /subscription-data/{ueId}/context-data/location:
    $ref: 'TS29505_Subscription_Data.yaml#/paths/~1subscription-data~1%7BueId%7D~1context-data~1location'
  /subscription-data/{ueId}/context-data/ip-sm-gw:
    $ref: 'TS29505_Subscription_Data.yaml#/paths/~1subscription-data~1%7BueId%7D~1context-data~1ip-sm-gw'
  /subscription-data/{ueId}/context-data/mwd:
    $ref: 'TS29505_Subscription_Data.yaml#/paths/~1subscription-data~1%7BueId%7D~1context-data~1mwd'
  /subscription-data/{ueId}/context-data/roaming-information:
    $ref: 'TS29505_Subscription_Data.yaml#/paths/~1subscription-data~1%7BueId%7D~1context-data~1roaming-information'
  /subscription-data/{ueId}/context-data/pei-info:
    $ref: 'TS29505_Subscription_Data.yaml#/paths/~1subscription-data~1%7BueId%7D~1context-data~1pei-info'
  /subscription-data/{ueId}/{servingPlmnId}/provisioned-data/sms-mng-data:
    $ref: 'TS29505_Subscription_Data.yaml#/paths/~1subscription-data~1%7BueId%7D~1%7BservingPlmnId%7D~1provisioned-data~1sms-mng-data'

<..skip..>

* * * End of Changes * * * *
