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*** First Change ***
[bookmark: _Toc104385263]5.6.2.21	Type DispersionCollection
Table 5.6.2.21-1: Definition of type DispersionCollection
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	gpsi
	Gpsi
	C
	0..1
	Indicates external UE identifier. (NOTE 1)
	

	supi
	Supi
	C
	0..1
	Indicates internal UE identifier, represents a SUPI identifying a UE (NOTE 1)
	

	ueAddr
	IpAddr
	C
	0..1
	Indicates UE IP address. (NOTE 1)
	

	dataUsage
	UsageThreshold
	M
	1
	Data volume exchanged for the UE. (NOTE X)
	

	flowDesp
	FlowDescription
	C
	0..1
	Represents IP 5-tuple with protocol, IP address and port for UL/DL application traffic. (NOTE 2)
	

	appId
	ApplicationId
	C
	0..1
	Indicates an Application Identifier. (NOTE 2)
	

	dnais
	array(Dnai)
	O
	1..N
	Indicates the DN Access Identifiers representing location of the service flow.
May only be provided if the "ueAddr" attribute is provided.
	

	appDur
	DurationSec
	O
	0..1
	Indicates the duration for the application.
	

	NOTE 1:	One of the "supi", "gpsi" or "ueAddr" attribute shall be provided.
NOTE 2:	If the "ueAddr" attribute is provided, either the "appId" or "flowDesp" attribute shall be provided.
NOTE X:	The "duration" attribute within the UsageThreshold data type is not applicable.



*** End of Changes ***

