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Additional discussion(if needed):
Proposed changes:

[bookmark: _Hlk32241584][bookmark: _Hlk32443572]*** 1st Change ***
[bookmark: _Toc104479303][bookmark: _Toc11227393][bookmark: _Toc18481022][bookmark: _Toc34228178][bookmark: _Toc36041581][bookmark: _Toc36041737][bookmark: _Toc44680174][bookmark: _Toc45134771][bookmark: _Toc49583656][bookmark: _Toc51764093][bookmark: _Toc58838768][bookmark: _Toc59020083][bookmark: _Toc59020170][bookmark: _Toc68170834][bookmark: _Toc105674026][bookmark: _Toc493845657][bookmark: _Toc494194735][bookmark: _Toc528159044][bookmark: _Toc532198011][bookmark: _Toc34123765][bookmark: _Toc36038509][bookmark: _Toc36038597][bookmark: _Toc36038788][bookmark: _Toc44680728][bookmark: _Toc45133640][bookmark: _Toc45133731][bookmark: _Toc49417429][bookmark: _Toc51762396][bookmark: _Toc58838112][bookmark: _Toc59017125][bookmark: _Toc68168271][bookmark: _Toc104385201][bookmark: _Toc11247460][bookmark: _Toc27044584][bookmark: _Toc36033626][bookmark: _Toc45131763][bookmark: _Toc49776048][bookmark: _Toc51746968][bookmark: _Toc66360523][bookmark: _Toc68105028][bookmark: _Toc74755658][bookmark: _Toc75351369][bookmark: _Toc11247463][bookmark: _Toc27044587][bookmark: _Toc36033629][bookmark: _Toc45131766][bookmark: _Toc49776051][bookmark: _Toc51746971][bookmark: _Toc66360526][bookmark: _Toc68105031][bookmark: _Toc74755661][bookmark: _Toc75351372]5.28	MSEventExposure API
*** 2nd Change ***
5.28.1	Introduction
The Nnef_MSEventExposure service shall use the MSEventExposure API.
The API URI of MSEventExposure API shall be:
{apiRoot}/3gpp-ms-event-exposure/v1
with the following components:
-	"apiRoot" is set as defined in clause 5.2.4 of 3GPP TS 29.122 [4].
-	"apiName" shall be set to "3gpp-ms-event-exposure".
-	"apiVersion" shall be set to "v1" for the current version defined in the present document.
All resource URIs in the clauses below are defined relative to the above root URI.
*** 3rd Change ***
[bookmark: _Toc34123810][bookmark: _Toc36038554][bookmark: _Toc36038642][bookmark: _Toc36038833][bookmark: _Toc44680774][bookmark: _Toc45133686][bookmark: _Toc45133777][bookmark: _Toc49417475][bookmark: _Toc51762442][bookmark: _Toc58838158][bookmark: _Toc59017171][bookmark: _Toc68168317][bookmark: _Toc104385247]5.28.6	Used Features
The table below defines the features applicable to the MSEventExposure API. Those features are negotiated as described in clause 5.2.7 of 3GPP TS 29.122 [4].
Table 5.28.6-1: Features used by MSEventExposure API
	Feature number
	Feature Name
	Description

	
	
	



*** 4th Change ***
5.28.7	Error handling
[bookmark: _Toc104479352]5.28.7.1	General
HTTP error handling shall be supported as specified in clause 5.2.6 of 3GPP TS 29.122 [4].
In addition, the requirements in the following clauses shall apply.
[bookmark: _Toc104479353]5.28.7.2	Protocol Errors
In this Release of the specification, there are no additional protocol errors applicable for the MSEventExposure API.
[bookmark: _Toc104479354]5.28.7.3	Application Errors
The application errors defined for the MSEventExposure API are listed in table 5.28.7.3-1. 
Table 5.28.7.3-1: Application errors
	Application Error
	HTTP status code
	Description

	
	
	



*** End of Changes ***

