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* * * * Start of Changes * * * *
[bookmark: _Toc94261334][bookmark: _Toc104198980][bookmark: _Toc104489416][bookmark: _Toc90658239][bookmark: _Toc94261422][bookmark: _Toc104199074][bookmark: _Toc104489510][bookmark: _Toc28012467][bookmark: _Toc36038425][bookmark: _Toc45133695][bookmark: _Toc51762449][bookmark: _Toc59017021][bookmark: _Toc104301017]5.2.2.5.3	Notification about TSC application session context termination
This procedure is invoked by the TSCTSF to notify the NF service consumer that the TSC application session context is no longer valid, as defined in 3GPP TS 23.501 [2], 3GPP TS 23.502 [3] and 3GPP TS 23.503 [19].
Figure 5.2.2.5.3-1 illustrates the notification about application session context termination.




Figure 5.2.2.5.3-1: Notification about TSC application session context termination
When the TSCTSF determines that the TSF TSC AF application session context is no longer valid, the TSCTSF shall invoke the Ntsctsf_QoSandTSCAssistance_Notify service operation by sending the HTTP POST request (as shown in figure 5.2.2.5.3-1, step 1) using the notification URI received in the "Individual TSC Application Session Context" context creation, as specified in clause 5.3.2.2, and appending the "terminationterminate" segment path at the end of the URI, to trigger the NF service consumer to request the TSC application session context termination (see clause 45.3.2.4.2). The TSCTSF shall provide in the body of the HTTP POST request the "TerminationInfo" data type including:
-	the Individual TSC Application Session Context resource identifier related to the termination notification in the "resUri" attribute; and
-	the TSC application session context termination cause in the "termCause" attribute of the "TerminationCause" data type.
Upon the reception of the HTTP POST request from the TSCTSF requesting the TSC application session context termination, the NF service consumer shall acknowledge that request by sending an HTTP response message with the corresponding status code.
If the HTTP POST request from the TSCTSF is accepted, the NF service consumer shall acknowledge the receipt of the TSC application session context termination request with a "204 No Content" response to HTTP POST request (as shown in figure 5.2.2.5.3-1, step 2) and shall invoke the Ntsctsf_QoSandTSCAssistance_Delete service operation to the TSCTSF as described in clause 5.23.2.4.
If the HTTP POST request from the TSCTSF is not accepted, the NF service consumer shall indicate in the response to HTTP POST request the cause for the rejection as specified in clause 6.2.7.
If the NF service consumer determines the received HTTP POST request needs to be redirected, the NF service consumer shall send an HTTP redirect response as specified in clause 6.10.9 of 3GPP TS 29.500 [5].
* * * * Next change * * * *

[bookmark: _Toc89295763][bookmark: _Toc94261476][bookmark: _Toc104199131][bookmark: _Toc104489567]6.2.5.3.2	Target URI
The Callback URI "{notifUri}/terminate " shall be used with the callback URI variables defined in table 6.2.5.3.2-1.
Table 6.2.5.3.2-1: Callback URI variables
	Name
	Definition

	notifUri
	The Notification Uri as assigned within the Individual TSC Application Session Context resource and described within the TscAppSessionContextData Data type (see table 6.2.6.2.2-1) or TscAppSessionContextUpdateData (see table 6.2.6.2.4-1).



* * * * End of changes * * * *
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