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* * * First Change * * * *
[bookmark: _Toc510696593][bookmark: _Toc35971385][bookmark: _Toc67903509][bookmark: _Toc89295561][bookmark: _Toc94261283][bookmark: _Toc104198932][bookmark: _Toc104489368]5.2.2.2.2	Creating a new subscription
Figure 5.2.2.2.2-1 illustrates the creation of a subscription.


Figure 5.2.2.2.2-1: Creation of a subscription
To subscribe the notification of the capability of time synchronization service, the NF service consumer shall send an HTTP POST message to the TSCTSF to the URI "{apiRoot}/ntsctsf-time-sync/<apiVersion>/subscriptions". The HTTP POST message shall include the TimeSyncExposureSubsc data structure as request body. The TimeSyncExposureSubsc data structure shall include:
-	the indication of the UEs to which the time synchronization capabilities is requested via: 
-	identification of a list of individual UEs within a "supis" attribute; 
-	identification of a list of individual UEs within a "gpsis" attribute;
-	indication of any UE within the "anyUeInd" attribute; or
-	identification of a group of UE(s) within the "interGroupId" attribute; or.
-	identification of a group of UE(s) within the "exterGroupId" attribute.
-	subscription to event(s) notification as "evSubsc" attribute;
-	notification URI within the "subsNotifUri" attribute;
-	notification correlation Id within the "subsNotifId" attribute;
and may include:
-	DNN with the "dnn" attribute;
-	S-NSSAI with the "snssai";
-	the conditions to match for notifying the event within the "eventFilters" attribute;
-	notification methods within the "notifMethods" attribute
-	maximum number of reports within the "maxReportNbr" attribute;
-	expiry time withinthe "expiry" attribute; and
-	report period within the "repPeriod" attribute.
Upon receipt of the HTTP request from the NF service consumer, if the request is authorized, the TSCTSF shall:
-	create a new subscription;
-	assign a subscription correlation ID;
-	select an expiry time that is equal to or less than the expiry time potentially received in the request;
-	store the subscription;
-	if the "interGroupId" attribute or "exterGroupId" attribute is received from the NF service consumer, interact with the UDM to retrieve the SUPI list that belong to the group using the Nudm_SDM service as defined in 3GPP TS 29.503 [24];
-	if the "gpsi" attribute is received from the NF service consumer, interact with the UDM to retrieve the SUPI that corresponds to the GPSI using the Nudm_SDM service as defined in 3GPP TS 29.503 [24];
-	use the parameters received from the NF service consumer (i.e. DNN, S-NSSAI and, if available, the list of UEs or UEs that belong to the group of UEs) to determine the matching AF-session(s) and for any such AF-session interact with the PCF by triggering Npcf_PolicyAuthorization_Create/Update request message as defined in 3GPP TS 29.514 [20].
NOTE 1:	If the PCF determines an existing PDU Session is potentially impacted by time synchronization service (based on local configuration or SM Policy Association), the PCF invokes Npcf_PolicyAuthorization_Notify service operation to the TSCTSF as defined in clause 4.2.5.16 of 3GPP TS 29.514 [20] to send the received TSC User Plane Node information. At that time, the TSCTSF retrieves from the BSF the PCF binding information (including the UE Identities for the notified PDU session), as specified in 3GPP TS 29.521 [23], and can create the AF-session by sending to the PCF the Npcf_PolicyAuthorization_Create service operation.
-	send an HTTP "201 Created" response with TimeSyncExposureSubsc data structure as response body and a Location header field containing the URI of the created individual subscription resource, i.e. "{apiRoot}/ntsctsf-time-sync/<apiVersion>/subscriptions/{subscriptionId}".
The TSCTSF shall handle the AF session(s) associated with the "Individual Time Synchronization Exposure Subcription" resource. 
-	To associate a new AF session to the "Individual Time Synchronization Exposure Subcription" resource, when the TSCTSF receives the Npcf_PolicyAuthorization_Notify service operation for establishment of a new PDU session, the TSCTSF shall retrieve from the BSF, as specified in 3GPP TS 29.521 [23], the PCF binding information to complete the necessary AF-Session information and triggers the Npcf_PolicyAuthorization_Create request message to the PCF to create an AF-session., and use the parameters received from the NF service consumer above to determine whether the AF session is matched. If it is, the TSCTSF associates the new AF session to the "Individual Time Synchronization Exposure Subscription" resource. The TSCTSF shall update the time synchronization service capability for this new DS-TT as defined in clause 5.2.2.4.2.
-	To remove an AF session from the associated ones to the "Individual Time Synchronization Exposure Subcription" resource, when the TSCTSF receives the Npcf_PolicyAuthorization_Notify service operation indicating the termination of an existing PDU session, the TSCTSF triggers the Npcf_PolicyAuthorization_Delete request message to the PCF and determines if the corresponding AF session is associated with the "Individual Time Synchronization Exposure Subscription" resource. If it is so, the TSCTSF shall remove the AF session from the list of AF session(s) associated with the "Individual Time Synchronization Exposure Subscription" resource. The TSCTSF shall update the time synchrozation service capability for this removed DS-TT as defined in cluase 5.2.2.4.2.
NOTE 2:	After the TSCTSF retrieves from the BSF the PCF binding information (including the UE Identities for the notified PDU session), as specified in 3GPP TS 29.521 [23], the TSCTSF can store internally the information required to invoke Npcf_PolicyAuthorization_Create service operation and delay the Npcf_PolicyAuthorization_Create service operation (the creation of the AF-session) till the subscription to notification of the capability of time synchronization service is received for the concerned UE. In this case, when the TSCTSF receives the subscription request, the TSCTSF interacts with the PCF by triggering Npcf_PolicyAuthorization_Create message as defined in in 3GPP TS 29.514 [20].
NOTE 3:	When the TSCTSF receives the Npcf_PolicyAuthorization_Notify service operation indicating the termination of an existing PDU session associated to an AF-session that it is not associated with any "Individual Time Synchronization Exposure Subscription" resource, the TSCTSF removes the AF-session and triggers the Npcf_PolicyAuthorization_Delete request message to the PCF.
If the TSCTSF cannot successfully fulfil the received HTTP POST request due to the internal TSCTSF error or due to the error in the HTTP POST request, the TSCTSF shall send the HTTP error response as specified in clause 6.1.7.
* * * Second Change * * * *
[bookmark: _Toc104199002][bookmark: _Toc104489438][bookmark: _Toc28013348][bookmark: _Toc36040104][bookmark: _Toc44692721][bookmark: _Toc45134182][bookmark: _Toc49607246][bookmark: _Toc51763218][bookmark: _Toc58850116][bookmark: _Toc59018496][bookmark: _Toc68169502][bookmark: _Toc97203195]5.4.2.2.2	Creating a new configuration
Figure 5.4.2.2.2-1 illustrates the creation of a configuration.


Figure 5.4.2.2.2-1: Creation of a configuration
To create a configuration, the NF service consumer shall send an HTTP POST message to the TSCTSF to the URI "{apiRoot}/ntsctsf-asti/<apiVersion>/configurations". The HTTP POST message shall include the AccessTimeDistributionData data structure as request body, as shown in figure 5.4.2.2.2-1, step 1. The AccessTimeDistributionData data structure shall include:
-	one of the indication of the UEs to which the 5G access stratum time distribution configuration is requested via: 
-	identification of a list of individual UEs within the "supis" attribute; or
-	identification of a group of UE(s) within the "interGrpId" attribute;
-	identification of a list of individual UEs within the "gpsis" attribute;
-	identification of a group of UE(s) within the "exterGrpId" attribute; and
-	5G access stratum time distribution parameters within the "asTimeDisParam" attribute;
Within the "asTimeDisParam" attribute inside the AccessTimeDistributionData data structure, the NF service consumer:
-	shall include the "asTimeDisEnabled" attribute set to true if the access stratum time distribution via Uu reference point should be activated (otherwise, if the access stratum time distribution via Uu reference point should be inactive, the "asTimeDisEnabled" attribute may either be omitted or included and set to "false");
-	may include the time synchronization error budget within the "timeSyncErrBdgt" attribute;
-	may include the temporal validity condition within the "tempValidity" attribute.
Upon receipt of the HTTP request from the NF service consumer, if the request is authorized, the TSCTSF shall:
-	if the 5G access stratum time distribution configuration applies to a n internal group of UEs indicated in the "interGrpId" attribute or to an external group of UEs indicated in the "exterGrpId" attribute, interact with the UDM to retrieve the list of individual UEs that belong to the group using the Nudm_SDM service as defined in 3GPP TS 29.503 [24];
-	if the 5G access stratum time distribution configuration applies to a list of individual UEs within the "gpsis" attribute, interact with the UDM to retrieve the SUPI(s) that corresponds to each of the GPSI(s) using the Nudm_SDM service as defined in 3GPP TS 29.503 [24]; .
-	subscribe to event notifications of newly registered PCF for the UE by invoking Nbsf_Management_Subscribe Service Operation as defined in 3GPP TS 29.521 [23], if not yet subscribed;
-	interact with the PCF to provide the configuration information for each target UE using the Npcf_AMPolicyAuthorization_Create service operation as defined in 3GPP TS 29.534 [14];
-	create a new resource, which represents a new "Individual ASTI Configuration" instance, addressed by a URI as defined in clause 6.1.3.7 and containing a TSCTSF created resource identifier; and
-	send an HTTP "201 Created" response with AccessTimeDistributionData data structure as response body and a Location header field containing the URI of the created Individual ASTI Configuration resource, i.e. "{apiRoot}/ntsctsf-asti/<apiVersion>/configurations/{configId}", as shown in figure 5.4.2.2.2-1, step 2.
If the TSCTSF cannot successfully fulfil the received HTTP POST request due to the internal TSCTSF error or due to the error in the HTTP POST request, the TSCTSF shall send the HTTP error response as specified in clause 6.3.7.

* * * Third Change * * * *
[bookmark: _Toc89295568][bookmark: _Toc94261289][bookmark: _Toc104198939][bookmark: _Toc104489375]5.2.2.4.2	Notification about the capability of time synchronization service
Figure 5.2.2.4.2-1 illustrates the notification about the capability of time synchronization service. 


Figure 5.2.2.4.2-1: Notification about the capability of time synchronization service
The TSCTSF maintains the association between the AF session(s) and the Individual Time Synchronization Exposure Subscription resource as defined in clause 5.2.2.2.2 and detects the capability of time synchronization service (for a list of UEs, a group of UEs or any UE in a DNN and S-NSSAI), by composing the time synchronization capabilities for the DS-TT/UE(s) connected to the NW-TT based on the capability information received from the DS-TT(s) and NW-TT via the PCF. If the NF service consumer includes an Event Filter with one or more of the requested PTP instance type, requested transport protocol for PTP, or requested PTP Profile, the TSCTSF considers only the DS-TT(s) and NW-TT(s) with these capabilities as part of the time synchronization capability set that is reported to the NF service consumer. If necessary, when the list of AF session(s) associated to the Individual Time Synchronization Exposure Subscription resource changes, e.g. upon PDU Session establishment or termination, the TSCTSF may notify the update of the capability of time synchronization service for the DS-TT/UE(s) connected to the NW-TT(s). In order to send the capability of time synchronization service to the NF service consumer, the TSCTSF shall send an HTTP POST request with "{subsNotifUri}", as previously provided by the NF service consumer within the corresponding subscription, as request URI and TimeSyncExposureSubsNotif data structure as request body that shall include:
-	Notification correlation ID provided by the NF service consumer during the subscription within "subsNotifId" attribute; and
-	information about the observed event(s) within the "eventNotifs" attribute that shall contain for each observed event an "SubsEventNotification" data structure that shall include:
1.	the detected event within the  "event" attribute;
2.	when the event is "AVAILABILITY_FOR_TIME_SYNC_SERVICE", the capabilities of time synchronization service for one or more user plane nodes with the "timeSyncCapas" attribute. Within each instance of TimeSyncCapability data structure, the TSCTSF shall include the identifier of the applicable NW-TT within the "upNodeId" attribute, the "gmCapables" attribute indicating if the user plane node supports acting as a gPTP and/or PTP grandmaster, the supported 5G clock quality within the "asTimeRes" attribute, if applicable, and the PTP capabilities for each UE within the "ptpCapForUes" attribute, when the UEs are identified with a SUPI, or within "ptpCapForGpsis" attribute, when the UEs are identified with a GPSI.
Upon the reception of an HTTP POST, the NF service consumer shall send an HTTP "204 No Content" response for a successful processing.
If the HTTP POST request from the TSCTSF is not accepted, the NF service consumer shall indicate in the response to HTTP POST request the cause for the rejection as specified in clause 6.1.7.
If the NF service consumer determines the received HTTP POST request needs to be redirected, the NF service consumer shall send an HTTP redirect response as specified in clause 6.10.9 of 3GPP TS 29.500 [4].

* * * Fourth Change * * * *
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This clause specifies the application data model supported by the API.
Table 6.1.6.1-1 specifies the data types defined for the Ntsctsf_TimeSynchronization service based interface protocol.

Table 6.1.6.1-1: Ntsctsf_TimeSynchronization specific Data Types
	Data type
	Clause defined
	Description
	Applicability

	ConfigForPort
	6.1.6.2.11
	Contains the configuration for a port.
	

	PtpCapabilitiesPerUe
	6.1.6.2.6
	Contains the PTP capabilities supported by a UE.
	

	PtpInstance
	6.1.6.2.10
	Contains the PTP Instance.
	

	TimeSyncExposureSubsc
	6.1.6.2.2
	Contains the parameters for the subscription to notification of capability of time synchronization service
	

	TimeSyncCapability
	6.1.6.2.5
	Contains the capability of time synchronization service
	

	TimeSyncExposureConfig
	6.1.6.2.9
	Contains the configuration of time synchronization service
	

	TimeSyncExposureConfigNotif
	6.1.6.2.7
	Contains the notification of configuration of time synchronization service.
	

	TimeSyncExposureSubsNotif
	6.1.6.2.3
	Contains the notification of time synchronization service.
	

	StateOfConfiguration
	6.1.6.2.8
	Indicates the PTP port states for a NW-TT and DS-TTs.
	

	StateOfDstt
	6.1.6.2.12
	Contains the PTP port state of a DS-TT
	

	SubsEventNotification
	6.1.6.2.4
	Contains the notification of capability of time synchronization for a list of UEs.
	



Table 6.1.6.1-2 specifies data types re-used by the Ntsctsf_TimeSynchronization service based interface protocol from other specifications, including a reference to their respective specifications and when needed, a short description of their use within the Ntsctsf_TimeSynchronization service based interface.
Table 6.1.6.1-2: Ntsctsf_TimeSynchronization re-used Data Types
	Data type
	Reference
	Comments
	Applicability

	AsTimeResource
	3GPP TS 29.522 [17]
	Indicates the supported 5G clock quality.
	

	DateTime
	3GPP TS 29.571 [15]
	String with format "date-time" as defined in OpenAPI Specification [6].
	

	DistributionMethod
	3GPP TS 29.522 [17]
	Identifies the time synchronization distribution methods supported by 5GS.
	

	Dnn
	3GPP TS 29.571 [15]
	The DNN the user is connected to.
	

	DurationSec
	3GPP TS 29.571 [15]
	Identifies a period of time in units of seconds.
	

	EventFilter
	3GPP TS 29.522 [17]
	Contains the conditions to match for notifying the event.
	

	ExternalGroupId
	3GPP TS 29.571 [15]
	Identifies a External Group.
	

	GmCapable
	3GPP TS 29.522 [17]
	Indicates separately whether 5GS supports acting as a gPTP or PTP grandmaster.
	

	Gpsi
	3GPP TS 29.571 [15]
	The external identification of the user (i.e., an External Id or an MSISDN).
	

	GroupId
	3GPP TS 29.571 [15]
	Identifies a group of internal globally unique ID.
	

	Snssai
	3GPP TS 29.571 [15]
	Identifies the S-NSSAI.
	

	SubscribedEvent
	3GPP TS 29.522 [17]
	Indicates the subscribed event.
	

	Supi
	3GPP TS 29.571 [15]
	The internal identification of the user (i.e. IMSI, NAI).
	

	SupportedFeatures
	3GPP TS 29.571 [15]
	Used to negotiate the applicability of the optional features defined in table 5.8-1.
	

	TimeSyncExposureConfig
	3GPP TS 29.522 [17]
	Contains the parameters of time synchronization configuration.
	

	Uinteger
	3GPP TS 29.571 [15]
	Unsigned integer.
	

	Uint64
	3GPP TS 29.571 [15]
	
	

	Uri
	3GPP TS 29.571 [15]
	Identifies a referenced resource.
	




* * * Fifth Change * * * *
6.1.6.2.2	Type: TimeSyncExposureSubsc
Table 6.1.6.2.2-1: Definition of type TimeSyncExposureSubsc
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	supis
	array(Supi)
	C
	1..N
	Subscription Permanent Identifier.
(NOTE)
	

	gpsis
	array(Gpsi)
	C
	1..N
	Public user identifier.
(NOTE)
	

	interGrpId
	GroupId
	C
	0.1
	The internal Group Id(s).
(NOTE)
	

	exterGrpId
	ExternalGroupId
	C
	0..1
	The external Group Id.
(NOTE)
	

	anyUeInd
	boolean
	C
	0..1
	Identifies whether the AF request applies to any UE (i.e. all UEs). This attribute shall set to "true" if applicable for any UE, otherwise, set to "false".
	

	notifMethod
	NotificationMethod
	O
	0..1
	If "notifMethod" is not supplied, the default value "ON_EVENT_DETECTION" applies.
	

	dnn
	Dnn
	O
	0..1
	Identifies a DNN, a full DNN with both the Network Identifier and Operator Identifier, or a DNN with the Network Identifier only.
	

	snssai
	Snssai
	O
	0..1
	Identifies an S-NSSAI.
	

	subscribedEvents
	array(SubscribedEvent)
	O
	1..N
	Identifies the requirement to be notified of the event(s).
	

	eventFilters
	array(EventFilter)
	O
	1..N
	Contains the filter conditions to match for notifying the event(s) of time synchronization capabilities for a list of UE(s).
	

	subsNotifUri
	Uri
	M
	1
	Notification URI for time sensitive capability reporting.
	

	subsNotifId
	string
	M
	1
	Notification Correlation ID assigned by the NF service consumer.
	

	maxReportNbr
	Uinteger
	O
	0..1
	If omitted, there is no limit.
	

	expiry
	DateTime
	C
	0..1
	This attribute indicates the expiry time of the subscription, after which the NEF shall not send any event notifications and the subscription becomes invalid. It may be included in an event subscription request and may be included in an event subscription response based on operator policies. If an expiry time was included in the request, then the expiry time returned in the response should be less than or equal to that value. If the expiry time is not included in the response, the NF service consumer shall not associate an expiry time for the subscription.
	

	repPeriod
	DurationSec
	C
	0..1
	Is supplied for notification Method "periodic".
	

	suppFeat
	SupportedFeatures
	C
	0..1
	Represents the features supported by the NF service consumer. This parameter shall be supplied by the NF service consumer in the POST request and the response that requested the creation of an Individual Time Synchronization Subscription resource.
	

	NOTE: 	Only one of the properties "supis", "gpsis", "anyUeInd", "exterGrpId" or "interGrpId" shall be included.



* * * Sixth Change * * * *
[bookmark: _Toc73716346][bookmark: _Toc89295697][bookmark: _Toc94261413][bookmark: _Toc104199070][bookmark: _Toc104489506][bookmark: _Toc89295698][bookmark: _Toc94261414][bookmark: _Toc104199071][bookmark: _Toc104489507]6.1.6.2.5	Type: TimeSyncCapability
Table 6.1.6.2.5-1: Definition of type TimeSyncCapability
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	upNodeId
	Uint64
	M
	1
	Identifies the applicable NW-TT. Contains a TSC user plane node Id. If integrated with TSN, the user plane node Id is a bridge Id defined in IEEE 802.1Q [18] clause 14.2.5.
	

	gmCapables
	array(GmCapable)
	C
	1..N
	Indicates whether user plane node supports acting as a gPTP and/or PTP grandmaster.
(NOTE)
	

	asTimeRes
	AsTimeResource
	C
	0..1
	Indicates the supported 5G clock quality (i.e. the source of time used by the 5GS). (NOTE)
	

	ptpCapForUes
	map(PtpCapabilitiesPerUe)
	C
	1..N
	Contains the PTP capabilities supported by the list of UE(s). The key of the map is the SUPI.
Shall be present if the "gmCapables" attribute is included and the PTP Capabilities are reported per SUPI.
	

	ptpCapForGpsis
	map(PtpCapabilitiesPerUe)
	C
	1..N
	Contains the PTP capabilities supported by the list of UE(s). The key of the map is the GPSI.
Shall be present if the "gmCapables" attribute is included and the PTP Capabilities are reported per GPSI.
	

	NOTE:	At least one of the "gmCapables" attribute and "asTimeRes" attribute shall be included.



* * * Seventh Change * * * *
6.1.6.2.6	Type: PtpCapabilitiesPerUe
Table 6.1.6.2.6: Definition of type PtpCapabilitiesPerUe
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	supi
	Supi
	CM
	0..1
	Identifies the UE to which the reported PTP instance below apply.
(NOTE)
	

	gpsi
	Gpsi
	C
	0..1
	Identifies the UE to which the reported PTP instance below apply.
(NOTE)
	

	ptpCaps
	array(EventFilter)
	M
	1..N
	Contains the reported PTP capabilities for the UE.
	

	NOTE:	Either the "supi" or the "gpsi" attribute is included, based on whether the request contained an internal or an external identifier.




* * * Eigth Change * * * *
[bookmark: _Toc94261424][bookmark: _Toc104199076][bookmark: _Toc104489512]6.1.6.2.11	Type: ConfigForPort
Table 6.1.6.2.11-1: Definition of type ConfigForPort
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	supi
	supi
	C
	0..1
	Identifies the UE/DS-TT which the parameters below apply.
(NOTE)
	

	gpsi
	Gpsi
	C
	0..1
	Identifies the UE/ DS-TT which the parameters below apply (NOTE)
	

	n6Ind
	boolean
	C
	0..1
	Indicates the N6 termination which the parameters below apply.
(NOTE)
	

	ptpEnable
	boolean
	O
	0..1
	This is used to set the portDS.portEnable. If omitted, the default value as described in the PTP Profile is used
	

	logSyncInter
	integer
	O
	0..1
	Specifies the mean time interval between successive Sync messages. This is applicable for IEEE Std 1588 [45] Boundary Clock or IEEE Std 802.1AS [46] operation. If omitted, the default value as described in the PTP Profile is used.
	

	logSyncInterInd
	boolean
	O
	0..1
	When set to FALSE, the value of "logSyncInter" attribute is used to set the initialLogSyncInterval as described in IEEE Std 802.1AS [46]. When set to TRUE, the value of "logSyncInter" attribute is used to set the mgtSettableLogSyncInterval as described in IEEE Std 802.1AS [46].
If omitted, the default value as described in the IEEE Std 802.1AS [46] is used.
	

	logAnnouInter
	integer
	O
	0..1
	Specifies the mean time interval between successive Announce messages. This is applicable for IEEE Std 1588 [45] Boundary Clock or IEEE Std 802.1AS [46] operation. If omitted, the default value as described in the PTP Profile is used.
	

	logAnnouInterInd
	boolean
	O
	0..1
	When set to FALSE, the value of "logAnnouInter" attribute is used to set the initialLogAnnounceInterval as described in IEEE 802.1AS [46]. When set to TRUE, the value of "logAnnouInter" attribute is used to set the mgtSettableLogAnnounceInterval as described in IEEE Std 802.1AS [46].
If omitted, the default value as described in the IEEE Std 802.1AS [46 is used.

	

	NOTE: 	Only one ofEither "supi", "gpsi" or "n6Ind" attribute shall be included.




* * * Ninth Change * * * *
[bookmark: _Toc104199077][bookmark: _Toc104489513]6.1.6.2.12	Type: StateOfDstt
Table 6.1.6.2.12-1: Definition of type StateOfDstt
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	supi
	Supi
	CM
	0..1
	Identifies the UE/DS-TT which the parameters below apply.
(NOTE)
	

	gpsi
	Gpsi
	C
	0..1
	Identifies the UE/DS-TT which the parameters below apply.
(NOTE)
	

	state
	boolean
	M
	1
	When the PTP port state is Leader, Follower or Passive, it is included and set to true
to indicate the state of configuration for DS-TT port is active; when PTP port state is
in any other case, it is included and set to false to indicate the state of configuration for DS-TT port is inactive. Default value is false.
	

	NOTE:	Either the "supi" or the "gpsi" attribute is included, based on whether the request contained an internal or an external identifier



* * * Tenth Change * * * *
[bookmark: _Toc104199184][bookmark: _Toc104489620][bookmark: _Toc104199187][bookmark: _Toc104489623]6.3.6.1	General
This clause specifies the application data model supported by the API.
Table 6.3.6.1-1 specifies the data types defined for the Ntsctsf_ASTI service based interface protocol.

Table 6.3.6.1-1: Ntsctsf_ASTI specific Data Types
	Data type
	Clause defined
	Description
	Applicability

	AccessTimeDistributionData
	6.3.6.2.2
	Contains the parameters for the creation of 5G access stratum time distribution configuration.
	

	AsTimeDistributionParam
	6.3.6.2.3
	Contains the 5G access stratum time distribution parameters.
	

	ActiveUe
	6.3.6.2.6
	Contains the UE identifier whose status of the access stratum time distribution is active and the optional requested time synchronization error budget.
	

	StatusRequestData
	6.3.6.2.4
	Contains the parameters for retrieval of the status of the access stratum time distribution for a list of UEs.
	

	StatusResponseData
	6.3.6.2.5
	Contains the parameters for the status of the access stratum time distribution for a list of UEs.
	



Table 6.3.6.1-2 specifies data types re-used by the Ntsctsf_ASTI service based interface protocol from other specifications, including a reference to their respective specifications and when needed, a short description of their use within the Ntsctsf_ASTI service based interface.
Table 6.3.6.1-2: Ntsctsf_ASTI re-used Data Types
	Data type
	Reference
	Comments
	Applicability

	ExternalGroupId
	3GPP TS 29.571 [15]
	Identifies an External Group.
	

	Gpsi
	3GPP TS 29.571 [15]
	The external identification of the user (i.e., an External Id or an MSISDN).
	

	GroupId
	3GPP TS 29.571 [15]
	Identifies a group of internal globally unique ID.
	

	Supi
	3GPP TS 29.571 [15]
	The identification of the user (i.e. IMSI, NAI).
	

	SupportedFeatures
	3GPP TS 29.571 [15]
	Used to negotiate the applicability of the optional features defined in table 6.3.8-1.
	

	TemporalValidity
	3GPP TS 29.514 [20]
	TemporalValidity
	

	Uinteger
	3GPP TS 29.571 [15]
	Unsigned integer.
	



* * * Elleventh Change * * * *
6.3.6.2.2	Type: AccessTimeDistributionData
Table 6.3.6.2.2-1: Definition of type AccessTimeDistributionData
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	supis
	array(Supi)
	C
	1..N
	Subscription Permanent Identifier(s). (NOTE)
	

	gpsis
	array(Gpsi)
	C
	1..N
	Public user Identifier(s). (NOTE)
	

	interGrpId
	GroupId
	C
	0.1
	The internal Group Id(s). (NOTE)
	

	exterGrpId
	ExternalGroupId
	C
	0..1
	The external Group Id(s). (NOTE)
	

	asTimeDisParam
	AsTimeDistributionParam
	M
	1
	5G access stratum time distribution parameters
	

	suppFeat
	SupportedFeatures
	C
	0..1
	Represents the features supported by the NF service consumer. This parameter shall be supplied by the NF service consumer in the POST request and the response that requested the creation of an Individual ASTI Configuration resource.
	

	NOTE:	One of "supis", "gpsis", "exterGroupId" or "interGrpId" attributes shall be provided.



* * * Twelfth Change * * * *
[bookmark: _Toc104199189][bookmark: _Toc104489625]6.3.6.2.4	Type: StatusRequestData
Table 6.3.6.2.4-1: Definition of type StatusRequestData
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	supis
	array(Supi)
	CM
	1..N
	Subscription Permanent Identifier(s).
(NOTE)
	

	gpsis
	array(Gpsi)
	C
	1..N
	Public User Identifier(s).
(NOTE)
	

	NOTE:	Either the "supis" or the "gpsis" attribute is included, based on whether the request contained an internal or an external identifier.



* * * Thirdteenth Change * * * *
[bookmark: _Toc104199190][bookmark: _Toc104489626]6.3.6.2.5	Type: StatusResponseData
Table 6.3.6.2.5-1: Definition of type StatusResponseData
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	inactiveUes
	array(Supi)
	O
	1..N
	Indicate the SUPI(s)UE(s) whose status of the access stratum time distribution is inactive.
(NOTE)
	

	inactiveGpsis
	array(Gpsi)
	O
	1..N
	Indicate the GPSI(s) whose status of the access stratum time distribution is inactive.
(NOTE)
	

	activeUes
	array(ActiveUe)
	O
	1..N
	Contains the UE identifier(s) whose status of the access stratum time distribution is active and the optional requested time synchronization error budget.
	

	NOTE:	Either the "inactiveUes" or the "inactiveGpsis" attribute is included, based on whether the request contained an internal or an external identifier.



* * * Fourteenth Change * * * *
[bookmark: _Toc104199191][bookmark: _Toc104489627]6.3.6.2.6	Type: ActiveUe
Table 6.3.6.2.6-1: Definition of type ActiveUe
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	supi
	Supi
	CM
	0..1
	Indicate the UE SUPI whose status of the access stratum time distribution is active.
(NOTE)
	

	gpsi
	Gpsi
	C
	0..1
	Indicate the GPSI whose status of the access stratum time distribution is active.
(NOTE)
	

	timeSyncErrBdgt
	Uinteger
	O
	0..1
	Indicates the time synchronization error budget in terms of time units of nanoseconds.
	

	NOTE:	Either the "supi" or the "gpsi" attribute is included, based on whether the request contained an internal or an external identifier.



* * * Fifteenth Change * * * *
[bookmark: _Toc67903569][bookmark: _Toc89295786][bookmark: _Toc94261499][bookmark: _Toc104199203][bookmark: _Toc104489639]A.2	Ntsctsf_TimeSynchronization API
[bookmark: _Hlk515639407]openapi: 3.0.0

info:
  title: Ntsctsf_TimeSynchronization Service API
  version: 1.0.0
  description: |
    TSCTSF Time Synchronization Service.  
    © 2022, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC).  
    All rights reserved.

externalDocs:
  description: >
    3GPP TS 29.565 V17.0.0; 5G System; Time Sensitive Communication and Time Synchronization Function 
    Services; Stage 3.
  url: 'https://www.3gpp.org/ftp/Specs/archive/29_series/29.565/'
servers:
  - url: '{apiRoot}/ntsctsf-time-sync/v1'
    variables:
      apiRoot:
        default: https://example.com
        description: apiRoot as defined in clause 4.4 of 3GPP TS 29.501

security:
  - {}
  - oAuth2ClientCredentials:
    - ntsctsf-time-sync

paths:
  /subscriptions:
    post:
      summary: Creates a new subscription to notification of capability of time synchronization service resource
      operationId: TimeSynchronizationExposureSubscriptions
      tags:
        - Time Synchronization Exposure Subscriptions (Collection)
      requestBody:
        description: Contains the information for the creation the resource.
        required: true
        content:
          application/json:
            schema:
              $ref: '#/components/schemas/TimeSyncExposureSubsc'
      responses:
        '201':
          description: Successful creation of the resource.
          content:
            application/json:
              schema:
                $ref: '#/components/schemas/TimeSyncExposureSubsc'
          headers:
            Location:
              description: >
                Contains the URI of the created individual time synchronization exposure
                subscription resource, according to the structure
                {apiRoot}/ntsctsf-time-sync/{apiVersion}/subscriptions/{subscriptionId}
              required: true
              schema:
                type: string
        '400':
          $ref: 'TS29571_CommonData.yaml#/components/responses/400'
        '401':
          $ref: 'TS29571_CommonData.yaml#/components/responses/401'
        '403':
          $ref: 'TS29571_CommonData.yaml#/components/responses/404'
        '404':
          $ref: 'TS29571_CommonData.yaml#/components/responses/404'
        '411':
          $ref: 'TS29571_CommonData.yaml#/components/responses/411'
        '413':
          $ref: 'TS29571_CommonData.yaml#/components/responses/413'
        '415':
          $ref: 'TS29571_CommonData.yaml#/components/responses/415'
        '429':
          $ref: 'TS29571_CommonData.yaml#/components/responses/429'
        '500':
          $ref: 'TS29571_CommonData.yaml#/components/responses/500'
        '503':
          $ref: 'TS29571_CommonData.yaml#/components/responses/503'
        default:
          $ref: 'TS29571_CommonData.yaml#/components/responses/default'
      callbacks:
        subsEventNotification:
          '{$request.body#/subsNotifUri':
            post:
              requestBody:
                description: Notification of an event occurrence in the TSCTSF.
                required: true
                content:
                  application/json:
                    schema:
                      $ref: '#/components/schemas/TimeSyncExposureSubsNotif'
              responses:
                '204':
                  description: The receipt of the notification is acknowledged.
                '307':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/307'
                '308':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/308'
                '400':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/400'
                '401':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/401'
                '403':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/403'
                '404':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/404'
                '411':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/411'
                '413':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/413'
                '415':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/415'
                '429':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/429'
                '500':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/500'
                '503':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/503'
                default:
                  $ref: 'TS29571_CommonData.yaml#/components/responses/default'

  /subscriptions/{subscriptionId}:
    get:
      summary: "Reads an existing Individual Time Synchronization Exposure Subscription"
      operationId: GetIndividualTimeSynchronizationExposureSubscription
      tags:
        - Individual Time Synchronization Exposure Subscription (Document)
      parameters:
        - name: subscriptionId
          description: String identifying an Individual Time Synchronization Exposure Subscription
          in: path
          required: true
          schema:
            type: string
      responses:
        '200':
          description: A representation of the resource is returned.
          content:
            application/json:
              schema:
                $ref: '#/components/schemas/TimeSyncExposureSubsc'
        '307':
          $ref: 'TS29571_CommonData.yaml#/components/responses/307'
        '308':
          $ref: 'TS29571_CommonData.yaml#/components/responses/308'
        '400':
          $ref: 'TS29571_CommonData.yaml#/components/responses/400'
        '401':
          $ref: 'TS29571_CommonData.yaml#/components/responses/401'
        '403':
          $ref: 'TS29571_CommonData.yaml#/components/responses/403'
        '404':
          $ref: 'TS29571_CommonData.yaml#/components/responses/404'
        '406':
          $ref: 'TS29571_CommonData.yaml#/components/responses/406'
        '429':
          $ref: 'TS29571_CommonData.yaml#/components/responses/429'
        '500':
          $ref: 'TS29571_CommonData.yaml#/components/responses/500'
        '503':
          $ref: 'TS29571_CommonData.yaml#/components/responses/503'
        default:
          $ref: 'TS29571_CommonData.yaml#/components/responses/default'
    put:
      operationId: ReplaceIndividualTimeSynchronizationExposureSubscription
      summary: Replace an individual Time Synchronization Exposure Subscription
      tags:
        - IndividualTimeSynchronizationExposureSubscription (Document)
      requestBody:
        required: true
        content:
          application/json:
            schema:
              $ref: 'TS29522_TimeSyncExposure.yaml#/components/schemas/TimeSyncExposureSubsc'
      parameters:
        - name: subscriptionId
          description: String identifying an Individual Time Synchronization Exposure Subscription.
          in: path
          required: true
          schema:
            type: string
      responses:
        '200':
          description: OK. Resource was successfully modified and representation is returned.
          content:
            application/json:
              schema:
                $ref: '#/components/schemas/TimeSyncExposureSubsc'
        '204':
          description: No Content. Resource was successfully modified.
        '307':
          $ref: 'TS29571_CommonData.yaml#/components/responses/307'
        '308':
          $ref: 'TS29571_CommonData.yaml#/components/responses/308'
        '400':
          $ref: 'TS29571_CommonData.yaml#/components/responses/400'
        '401':
          $ref: 'TS29571_CommonData.yaml#/components/responses/401'
        '403':
          $ref: 'TS29571_CommonData.yaml#/components/responses/403'
        '404':
          $ref: 'TS29571_CommonData.yaml#/components/responses/404'
        '411':
          $ref: 'TS29571_CommonData.yaml#/components/responses/411'
        '413':
          $ref: 'TS29571_CommonData.yaml#/components/responses/413'
        '415':
          $ref: 'TS29571_CommonData.yaml#/components/responses/415'
        '429':
          $ref: 'TS29571_CommonData.yaml#/components/responses/429'
        '500':
          $ref: 'TS29571_CommonData.yaml#/components/responses/500'
        '503':
          $ref: 'TS29571_CommonData.yaml#/components/responses/503'
        default:
          $ref: 'TS29571_CommonData.yaml#/components/responses/default'
    delete:
      operationId: DeleteIndividualTimeSynchronizationExposureSubscription
      summary: Delete an Individual TimeSynchronization Exposure Subscription
      tags:
        - Individual Time Synchronization Exposure Subscription (Document)
      parameters:
        - name: subscriptionId
          in: path
          description: String identifying an Individual Time Synchronization Exposure Subscription.
          required: true
          schema:
            type: string
      responses:
        '204':
          description: No Content. Resource was successfully deleted.
        '307':
          $ref: 'TS29571_CommonData.yaml#/components/responses/307'
        '308':
          $ref: 'TS29571_CommonData.yaml#/components/responses/308'
        '400':
          $ref: 'TS29571_CommonData.yaml#/components/responses/400'
        '401':
          $ref: 'TS29571_CommonData.yaml#/components/responses/401'
        '403':
          $ref: 'TS29571_CommonData.yaml#/components/responses/403'
        '404':
          $ref: 'TS29571_CommonData.yaml#/components/responses/404'
        '429':
          $ref: 'TS29571_CommonData.yaml#/components/responses/429'
        '500':
          $ref: 'TS29571_CommonData.yaml#/components/responses/500'
        '503':
          $ref: 'TS29571_CommonData.yaml#/components/responses/503'
        default:
          $ref: 'TS29571_CommonData.yaml#/components/responses/default'

  /subscriptions/{subscriptionId}/configurations:
    post:
      summary: "Craete a new Individual Time Synchronization Exposure Configuration"
      operationId: CreateIndividualTimeSynchronizationExposureConfiguration
      tags:
        - Individual Time Synchronization Exposure Configuration (Document)
      parameters:
        - name: subscriptionId
          description: String identifying an Individual Time Synchronization Exposure Subscription.
          in: path
          required: true
          schema:
            type: string
      requestBody:
        description: Contains the information for the creation the resource.
        required: true
        content:
          application/json:
            schema:
              $ref: 'TS29522_TimeSyncExposure.yaml#/components/schemas/TimeSyncExposureConfig'
      responses:
        '201':
          description: Successful creation of the resource.
          content:
            application/json:
              schema:
                $ref: '#/components/schemas/TimeSyncExposureConfig'
          headers:
            Location:
              description: >
                Contains the URI of the created individual time synchronization exposure
                configuration resource, according to the structure
                {apiRoot}/ntsctsf-time-sync/{apiVersion}/subscriptions/{subscriptionId}
                /configurations/{configurationId}
              required: true
              schema:
                type: string
        '307':
          $ref: 'TS29571_CommonData.yaml#/components/responses/307'
        '308':
          $ref: 'TS29571_CommonData.yaml#/components/responses/308'
        '400':
          $ref: 'TS29571_CommonData.yaml#/components/responses/400'
        '401':
          $ref: 'TS29571_CommonData.yaml#/components/responses/401'
        '403':
          $ref: 'TS29571_CommonData.yaml#/components/responses/404'
        '404':
          $ref: 'TS29571_CommonData.yaml#/components/responses/404'
        '411':
          $ref: 'TS29571_CommonData.yaml#/components/responses/411'
        '413':
          $ref: 'TS29571_CommonData.yaml#/components/responses/413'
        '415':
          $ref: 'TS29571_CommonData.yaml#/components/responses/415'
        '429':
          $ref: 'TS29571_CommonData.yaml#/components/responses/429'
        '500':
          $ref: 'TS29571_CommonData.yaml#/components/responses/500'
        '503':
          $ref: 'TS29571_CommonData.yaml#/components/responses/503'
        default:
          $ref: 'TS29571_CommonData.yaml#/components/responses/default'
      callbacks:
        configEventNotification:
          '{$request.body#/configNotifUri':
            post:
              requestBody:
                description: Notification of an event occurrence in the TSCTSF.
                required: true
                content:
                  application/json:
                    schema:
                      $ref: '#/components/schemas/TimeSyncExposureConfigNotif'
              responses:
                '204':
                  description: The receipt of the notification is acknowledged.
                '307':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/307'
                '308':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/308'
                '400':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/400'
                '401':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/401'
                '403':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/403'
                '404':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/404'
                '411':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/411'
                '413':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/413'
                '415':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/415'
                '429':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/429'
                '500':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/500'
                '503':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/503'
                default:
                  $ref: 'TS29571_CommonData.yaml#/components/responses/default'

  /subscriptions/{subscriptionId}/configurations/{configurationId}:
    get:
      summary: "Reads an existing Individual Time Synchronization Exposure Configuration"
      operationId: GetIndividualTimeSynchronizationExposureConfiguration
      tags:
        - Individual Time Synchronization Exposure Configuration (Document)
      parameters:
        - name: subscriptionId
          description: String identifying an Individual Time Synchronization Exposure Subscription.
          in: path
          required: true
          schema:
            type: string
        - name: configurationId
          description: String identifying an Individual Time Synchronization Exposure Configuration.
          in: path
          required: true
          schema:
            type: string
      responses:
        '200':
          description: A representation of the resource is returned.
          content:
            application/json:
              schema:
                $ref: '#/components/schemas/TimeSyncExposureConfig'
        '307':
          $ref: 'TS29571_CommonData.yaml#/components/responses/307'
        '308':
          $ref: 'TS29571_CommonData.yaml#/components/responses/308'
        '400':
          $ref: 'TS29571_CommonData.yaml#/components/responses/400'
        '401':
          $ref: 'TS29571_CommonData.yaml#/components/responses/401'
        '403':
          $ref: 'TS29571_CommonData.yaml#/components/responses/403'
        '404':
          $ref: 'TS29571_CommonData.yaml#/components/responses/404'
        '406':
          $ref: 'TS29571_CommonData.yaml#/components/responses/406'
        '429':
          $ref: 'TS29571_CommonData.yaml#/components/responses/429'
        '500':
          $ref: 'TS29571_CommonData.yaml#/components/responses/500'
        '503':
          $ref: 'TS29571_CommonData.yaml#/components/responses/503'
        default:
          $ref: 'TS29571_CommonData.yaml#/components/responses/default'
    put:
      operationId: ReplaceIndividualTimeSynchronizationExposureConfiguration
      summary: Replace an individual Time Synchronization Exposure Configuration
      tags:
        - IndividualTimeSynchronizationExposureConfiguration (Document)
      requestBody:
        required: true
        content:
          application/json:
            schema:
              $ref: 'TS29522_TimeSyncExposure.yaml#/components/schemas/TimeSyncExposureConfig'
      parameters:
        - name: subscriptionId
          description: String identifying an Individual Time Synchronization Exposure Subscription.
          in: path
          required: true
          schema:
            type: string
        - name: configurationId
          description: String identifying an Individual Time Synchronization Exposure Configuration.
          in: path
          required: true
          schema:
            type: string
      responses:
        '200':
          description: OK. Resource was successfully modified and representation is returned.
          content:
            application/json:
              schema:
                $ref: '#/components/schemas/TimeSyncExposureConfig'
        '204':
          description: No Content. Resource was successfully modified.
        '307':
          $ref: 'TS29571_CommonData.yaml#/components/responses/307'
        '308':
          $ref: 'TS29571_CommonData.yaml#/components/responses/308'
        '400':
          $ref: 'TS29571_CommonData.yaml#/components/responses/400'
        '401':
          $ref: 'TS29571_CommonData.yaml#/components/responses/401'
        '403':
          $ref: 'TS29571_CommonData.yaml#/components/responses/403'
        '404':
          $ref: 'TS29571_CommonData.yaml#/components/responses/404'
        '411':
          $ref: 'TS29571_CommonData.yaml#/components/responses/411'
        '413':
          $ref: 'TS29571_CommonData.yaml#/components/responses/413'
        '415':
          $ref: 'TS29571_CommonData.yaml#/components/responses/415'
        '429':
          $ref: 'TS29571_CommonData.yaml#/components/responses/429'
        '500':
          $ref: 'TS29571_CommonData.yaml#/components/responses/500'
        '503':
          $ref: 'TS29571_CommonData.yaml#/components/responses/503'
        default:
          $ref: 'TS29571_CommonData.yaml#/components/responses/default'
    delete:
      operationId: DeleteIndividualTimeSynchronizationExposureConfiguration
      summary: Delete an Individual TimeSynchronization Exposure Configuration
      tags:
        - Individual Time Synchronization Exposure Configuration (Document)
      parameters:
        - name: subscriptionId
          in: path
          description: String identifying an Individual Time Synchronization Exposure Subscription.
          required: true
          schema:
            type: string
        - name: configurationId
          description: String identifying an Individual Time Synchronization Exposure Configuration.
          in: path
          required: true
          schema:
            type: string
      responses:
        '204':
          description: No Content. Resource was successfully deleted
        '307':
          $ref: 'TS29571_CommonData.yaml#/components/responses/307'
        '308':
          $ref: 'TS29571_CommonData.yaml#/components/responses/308'
        '400':
          $ref: 'TS29571_CommonData.yaml#/components/responses/400'
        '401':
          $ref: 'TS29571_CommonData.yaml#/components/responses/401'
        '403':
          $ref: 'TS29571_CommonData.yaml#/components/responses/403'
        '404':
          $ref: 'TS29571_CommonData.yaml#/components/responses/404'
        '429':
          $ref: 'TS29571_CommonData.yaml#/components/responses/429'
        '500':
          $ref: 'TS29571_CommonData.yaml#/components/responses/500'
        '503':
          $ref: 'TS29571_CommonData.yaml#/components/responses/503'
        default:
          $ref: 'TS29571_CommonData.yaml#/components/responses/default'

components:

  securitySchemes:
    oAuth2ClientCredentials:
      type: oauth2
      flows:
        clientCredentials:
          tokenUrl: '{nrfApiRoot}/oauth2/token'
          scopes:
            ntsctsf-timesynchronization: Access to the Ntsctsf_TimeSynchronization API

  schemas:
    TimeSyncExposureSubsc:
      description: >
        Contains the parameters for the subscription to notification of capability of time 
        synchronization service.
      type: object
      properties:
        supis:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/Supi'
          minItems: 1
        gpsis:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/Gpsi'
          minItems: 1
        interGrpId:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/GroupId'
        exterGrpId:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/ExternalGroupId'
        anyUeInd:
          type: boolean
          description: >
            Identifies whether the request applies to any UE. This attribute shall set to "true" if 
            applicable for any UE, otherwise, set to "false".
        notifMethod:
          $ref: 'TS29508_Nsmf_EventExposure.yaml#/components/schemas/NotificationMethod'
        dnn:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Dnn'
        snssai:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Snssai'
        subscribedEvents:
          type: array
          items:
            $ref: 'TS29522_TimeSyncExposure.yaml#/components/schemas/SubscribedEvent'
          minItems: 1
        eventFilters:
          type: array
          items:
            $ref: 'TS29522_TimeSyncExposure.yaml#/components/schemas/EventFilter'
          minItems: 1
        subsNotifUri:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Uri'
        subsNotifId:
          type: string
          description: Notification Correlation ID assigned by the NF service consumer.
        maxReportNbr:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Uinteger'
        expiry:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/DateTime'
        repPeriod:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/DurationSec'
        suppFeat:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/SupportedFeatures'
      required:
        - subsNotifUri
        - subsNotifId
      oneOf:
        - required: [supis]
        - required: [interGrpId]
        - required: [gpsis]
        - required: [exterGrpId]
        - required: [anyUeInd]

    TimeSyncExposureSubsNotif:
      description: Contains the notification of time synchronization service.
      type: object
      properties:
        subsNotifId:
          type: string
          description: Notification Correlation ID assigned by the NF service consumer.
        eventNotifs:
          type: array
          items:
            $ref: '#/components/schemas/SubsEventNotification'
          minItems: 1

    SubsEventNotification:
      description: >
        Contains the notification of capability of time synchronization for a list of UEs.
      type: object
      properties:
        event:
          $ref: 'TS29522_TimeSyncExposure.yaml#/components/schemas/SubscribedEvent'
        timeSyncCapas:
          type: array
          items:
            $ref: '#/components/schemas/TimeSyncCapability'
          minItems: 1

    TimeSyncCapability:
      description: Contains the capability of time synchronization service.
      type: object
      properties:
        upNodeId:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Uint64'
        gmCapables:
          type: array
          items:
            $ref: 'TS29522_TimeSyncExposure.yaml#/components/schemas/GmCapable'
          minItems: 1
        asTimeRes:
          $ref: 'TS29522_TimeSyncExposure.yaml#/components/schemas/AsTimeResource'
        ptpCapForUes:
          type: object
          additionalProperties:
            $ref: '#/components/schemas/PtpCapabilitiesPerUe'
          minProperties: 1
          description: >
            Contains the PTP capabilities supported by each of the SUPIUE(s). The key of the map is the 
            the supiSUPI.
        ptpCapForGpsis:
          type: object
          additionalProperties:
            $ref: '#/components/schemas/PtpCapabilitiesPerUe'
          minProperties: 1
          description: >
            Contains the PTP capabilities supported by each of the GPSI(s). The key of the map is
            the GPSI.
      required:
        - upNodeId
      anyOf:
        - required: [gmCapables]
        - required: [asTimeRes]

    PtpCapabilitiesPerUe:
      description: Contains the supported PTP capabilities per UE.
      type: object
      properties:
        supi:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Supi'
        gpsi:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Gpsi'
        ptpCaps:
          type: array
          items:
            $ref: 'TS29522_TimeSyncExposure.yaml#/components/schemas/EventFilter'
          minItems: 1
      required:
        - supi
        - ptpCaps
      oneOf:
        - required: [supi]
        - required: [gpsi]

    TimeSyncExposureConfigNotif:
      description: Contains the notification of time synchronization service state.
      type: object
      properties:
        configNotifId:
          type: string
          description: Notification Correlation ID assigned by the NF service consumer.
        stateOfConfig:
          $ref: '#/components/schemas/StateOfConfiguration'
      required:
        - configNotifId
        - stateOfConfig

    StateOfConfiguration:
      description: Contains the state of the time synchronization configuration.
      type: object
      properties:
        stateNwtt:
          type: boolean
          description: >
            When the PTP port state is Leader, Follower or Passive, it is included and set to true
            to indicate the state of configuration for NW-TT port is active; when PTP port state is
            in any other case, it is included and set to false to indicate the state of
            configuration for NW-TT port is inactive. Default value is false.
        stateOfDstts:
          description: Contains the PTP port states of the DS-TT(s).
          type: array
          items:
            $ref: '#/components/schemas/StateOfDstt'
          minItems: 1

    StateOfDstt:
      description: Contains the PTP port state of a DS-TT.
      type: object
      properties:
        supi:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Supi'
        gpsi:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Gpsi'
        state:
          type: boolean
          description: >

            When the PTP port state is Leader, Follower or Passive, it is included and set to true
            to indicate the state of configuration for DS-TT port is active; when PTP port state is
            in any other case, it is included and set to false to indicate the state of
            configuration for DS-TT port is inactive. Default value is false.
      required:
        - supi
        - state
      oneOf:
        - required: [supi]
        - required: [gpsi]

    TimeSyncExposureConfig:
      description: Contains the Time Synchronization Configuration parameters.
      type: object
      properties:
        upNodeId:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Uint64'
        reqPtpIns:
          $ref: '#/components/schemas/PtpInstance'
        gmEnable:
          type: boolean
          description: >
            Indicates that the AF requests 5GS to act as a grandmaster for PTP or gPTP if it is 
            included and set to true.
        gmPrio:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Uinteger'
        timeDom:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Uinteger'
        timeSyncErrBdgt:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Uinteger'
        configNotifId:
          type: string
          description: Notification Correlation ID assigned by the NF service consumer.
        configNotifUri:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Uri'
        tempValidity:
          $ref: 'TS29514_Npcf_PolicyAuthorization.yaml#/components/schemas/TemporalValidity'
      required: 
        - upNodeId
        - reqPtpIns
        - timeDom
        - configNotifId
        - configNotifUri

    PtpInstance:
      description: Contains PTP instance configuration and activation requested by the AF.
      type: object
      properties:
        instanceType:
          $ref: 'TS29522_TimeSyncExposure.yaml#/components/schemas/InstanceType'
        protocol:
          $ref: 'TS29522_TimeSyncExposure.yaml#/components/schemas/Protocol'
        ptpProfile:
            type: string
        portConfigs:
          type: array
          items:
            $ref: '#/components/schemas/ConfigForPort'
          minItems: 1
      required:
        - instanceType
        - protocol
        - ptpProfile

    ConfigForPort:
      description: Contains configuration for each port.
      type: object
      properties:
        supi:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Supi'
        n6Ind:
          type: boolean
        ptpEnable:
          type: boolean
        logSyncInter:
          type: integer
        logSyncInterInd:
          type: boolean
        logAnnouInter:
          type: integer
        logAnnouInterInd:
          type: boolean
      oneOf:
        - required: [supi]
        - required: [gpsi]
        - required: [n6Ind]

* * * Seventh Change * * * *
[bookmark: _Toc104199205][bookmark: _Toc104489641]A.4	Ntsctsf_ASTI API
openapi: 3.0.0

info:
  title: Ntsctsf_ASTI Service API
  version: 1.0.0
  description: |
    TSCTSF  Access Stratum time distribution configuration Service.  
    © 2022, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC).  
    All rights reserved.

externalDocs:
  description: >
    3GPP TS 29.565 V17.0.0; 5G System; Time Sensitive Communication and
    Time Synchronization Function Services; Stage 3.
  url: 'https://www.3gpp.org/ftp/Specs/archive/29_series/29.565/'

servers:
  - url: '{apiRoot}/ntsctsf-asti/v1'
    variables:
      apiRoot:
        default: https://example.com
        description: apiRoot as defined in clause 4.4 of 3GPP TS 29.501

security:
  - {}
  - oAuth2ClientCredentials:
    - ntsctsf-asti

paths:
  /configurations:
    post:
      summary: Creates a new Individual ASTI Configuration resource.
      operationId: ASTIConfiguration
      tags:
        - ASTI Configurations (Collection)
      requestBody:
        description: Contains the information for the creation the resource.
        required: true
        content:
          application/json:
            schema:
              $ref: '#/components/schemas/AccessTimeDistributionData'
      responses:
        '201':
          description: Successful creation of the resource.
          content:
            application/json:
              schema:
                $ref: '#/components/schemas/AccessTimeDistributionData'
          headers:
            Location:
              description: >
                Contains the URI of the created individual ASTI Configuration resource,
                according to the structure
                {apiRoot}/ntsctsf-asti/{apiVersion}/configurations/{configId}
              required: true
              schema:
                type: string
        '400':
          $ref: 'TS29571_CommonData.yaml#/components/responses/400'
        '401':
          $ref: 'TS29571_CommonData.yaml#/components/responses/401'
        '403':
          $ref: 'TS29571_CommonData.yaml#/components/responses/404'
        '404':
          $ref: 'TS29571_CommonData.yaml#/components/responses/404'
        '411':
          $ref: 'TS29571_CommonData.yaml#/components/responses/411'
        '413':
          $ref: 'TS29571_CommonData.yaml#/components/responses/413'
        '415':
          $ref: 'TS29571_CommonData.yaml#/components/responses/415'
        '429':
          $ref: 'TS29571_CommonData.yaml#/components/responses/429'
        '500':
          $ref: 'TS29571_CommonData.yaml#/components/responses/500'
        '503':
          $ref: 'TS29571_CommonData.yaml#/components/responses/503'
        default:
          $ref: 'TS29571_CommonData.yaml#/components/responses/default'

  /configurations/retrieve:
    post:
      summary: Request the status of the 5G access stratum time distribution for a list of UEs.
      operationId: RequestStatusof5GAccessStratumTimeDistribution
      tags:
        - ASTI Configurations
      requestBody:
        description: >
          Contains the information for the status of the 5G access stratum time distribution.
        required: true
        content:
          application/json:
            schema:
              $ref: '#/components/schemas/StatusRequestData'
      responses:
        '200':
          description: >
            Successful retrieval of the status of the 5G access stratum time distribution.
          content:
            application/json:
              schema:
                $ref: '#/components/schemas/StatusResponseData'
        '400':
          $ref: 'TS29571_CommonData.yaml#/components/responses/400'
        '401':
          $ref: 'TS29571_CommonData.yaml#/components/responses/401'
        '403':
          $ref: 'TS29571_CommonData.yaml#/components/responses/404'
        '404':
          $ref: 'TS29571_CommonData.yaml#/components/responses/404'
        '411':
          $ref: 'TS29571_CommonData.yaml#/components/responses/411'
        '413':
          $ref: 'TS29571_CommonData.yaml#/components/responses/413'
        '415':
          $ref: 'TS29571_CommonData.yaml#/components/responses/415'
        '429':
          $ref: 'TS29571_CommonData.yaml#/components/responses/429'
        '500':
          $ref: 'TS29571_CommonData.yaml#/components/responses/500'
        '503':
          $ref: 'TS29571_CommonData.yaml#/components/responses/503'
        default:
          $ref: 'TS29571_CommonData.yaml#/components/responses/default'

  /configurations/{configId}:
    put:
      summary: Modifies an existing Individual ASTI Configuration resource.
      operationId: ModifyIndividualASTIConfiguration
      tags:
        - Individual ASTI Configuration (Document)
      parameters:
        - name: configId
          description: String identifying an Individual ASTI Configuration.
          in: path
          required: true
          schema:
            type: string
      requestBody:
        required: true
        content:
          application/json:
            schema:
              $ref: '#/components/schemas/AccessTimeDistributionData'
      responses:
        '200':
          description: OK. Resource was succesfully modified and representation is returned.
          content:
            application/json:
              schema:
                $ref: '#/components/schemas/AccessTimeDistributionData'
        '204':
          description: No Content. Resource was succesfully modified.
        '307':
          $ref: 'TS29571_CommonData.yaml#/components/responses/307'
        '308':
          $ref: 'TS29571_CommonData.yaml#/components/responses/308'
        '400':
          $ref: 'TS29571_CommonData.yaml#/components/responses/400'
        '401':
          $ref: 'TS29571_CommonData.yaml#/components/responses/401'
        '403':
          $ref: 'TS29571_CommonData.yaml#/components/responses/403'
        '404':
          $ref: 'TS29571_CommonData.yaml#/components/responses/404'
        '411':
          $ref: 'TS29571_CommonData.yaml#/components/responses/411'
        '413':
          $ref: 'TS29571_CommonData.yaml#/components/responses/413'
        '415':
          $ref: 'TS29571_CommonData.yaml#/components/responses/415'
        '429':
          $ref: 'TS29571_CommonData.yaml#/components/responses/429'
        '500':
          $ref: 'TS29571_CommonData.yaml#/components/responses/500'
        '503':
          $ref: 'TS29571_CommonData.yaml#/components/responses/503'
        default:
          $ref: 'TS29571_CommonData.yaml#/components/responses/default'
    delete:
      operationId: DeleteIndividualASTIConfiguration
      summary: Delete an Individual ASTI Configuration
      tags:
        - Individual ASTI Configuration (Document)
      parameters:
        - name: configId
          in: path
          description: String identifying an Individual ASTI Configuration.
          required: true
          schema:
            type: string
      responses:
        '204':
          description: No Content. Resource was successfully deleted.
        '307':
          $ref: 'TS29571_CommonData.yaml#/components/responses/307'
        '308':
          $ref: 'TS29571_CommonData.yaml#/components/responses/308'
        '400':
          $ref: 'TS29571_CommonData.yaml#/components/responses/400'
        '401':
          $ref: 'TS29571_CommonData.yaml#/components/responses/401'
        '403':
          $ref: 'TS29571_CommonData.yaml#/components/responses/403'
        '404':
          $ref: 'TS29571_CommonData.yaml#/components/responses/404'
        '429':
          $ref: 'TS29571_CommonData.yaml#/components/responses/429'
        '500':
          $ref: 'TS29571_CommonData.yaml#/components/responses/500'
        '503':
          $ref: 'TS29571_CommonData.yaml#/components/responses/503'
        default:
          $ref: 'TS29571_CommonData.yaml#/components/responses/default'

components:

  securitySchemes:
    oAuth2ClientCredentials:
      type: oauth2
      flows:
        clientCredentials:
          tokenUrl: '{nrfApiRoot}/oauth2/token'
          scopes:
            ntsctsf-asti: Access to the Ntsctsf_ASTI API

  schemas:
    AccessTimeDistributionData:
      description: >
        Contains the parameters for the creation of 5G access stratum time distribution
        configuration.
      type: object
      properties:
        supis:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/Supi'
          minItems: 1
        gpsis:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/Gpsi'
          minItems: 1
        interGrpId:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/GroupId'
        exterGrpId:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/ExternalGroupId'
        asTimeDisParam:
          $ref: '#/components/schemas/AsTimeDistributionParam'
        suppFeat:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/SupportedFeatures'
      required:
        - asTimeDisParam
      oneOf:
        - required: [supis]
        - required: [interGrpId]
        - required: [gpsis]
        - required: [exterGrpId]

    AsTimeDistributionParam:
      description: Contains the 5G access stratum time distribution parameters.
      type: object
      properties:
        asTimeDisEnabled:
          type: boolean
          description: >
            When this attribute is included and set to true, it indicates that the access stratum
            time distribution via Uu reference point is activated.
        timeSyncErrBdgt:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Uinteger'
        tempValidity:
          $ref: 'TS29514_Npcf_PolicyAuthorization.yaml#/components/schemas/TemporalValidity'

    StatusRequestData:
      description: >
        Contains the parameters for retrieval of the status of the access stratum time distribution
        for a list of UEs.
      type: object
      properties:
        supis:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/Supi'
          minItems: 1
        gpsis:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/Gpsi'
          minItems: 1
      oneOf:
        - required: [supis]
        - required: [gpsis]supis

    StatusResponseData:
      description: >
        Contains the parameters for the status of the access stratum time distribution for a list of
        UEs.
      type: object
      properties:
        inactiveUes:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/Supi'
          minItems: 1
        inactiveGpsis:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/Gpsi'
          minItems: 1
        activeUes:
          type: array
          items:
            $ref: '#/components/schemas/ActiveUe'
          minItems: 1

    ActiveUe:
      description: >
        Contains the UE identifier whose status of the access stratum time distribution is active
        and the optional requested time synchronization error budget.
      type: object
      properties:
        supi:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Supi'
        gpsi:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Gpsi'
        timeSyncErrBdgt:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Uinteger'
      oneOf:
        - required: [supi]
        - required: [gpsi]

* * * End of Changes * * * *


image1.emf
1. POST «/subscriptions/

2. "201 Created"

NF service 

consumer

TSCTSF


Microsoft_Visio_2003-2010_Drawing.vsd
1. POST …/subscriptions/



image2.emf
1. POST «�configurations

2. "201 Created"

NF service 

consumer

TSCTSF


Microsoft_Visio_2003-2010_Drawing1.vsd
1. POST …/configurations



image3.emf
1. POST {subsNotifUri}

2. "204 No Content"

TSCTSF

NF service 

consumer


Microsoft_Visio_Drawing.vsdx
1. POST {subsNotifUri}
2. "204 No Content"
TSCTSF
NF service consumer



