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* * * First Change * * * *
[bookmark: _Toc28013323][bookmark: _Toc36040078][bookmark: _Toc44692691][bookmark: _Toc45134152][bookmark: _Toc49607216][bookmark: _Toc51763188][bookmark: _Toc58850083][bookmark: _Toc59018463][bookmark: _Toc68169469][bookmark: _Toc104478633][bookmark: _Toc74756131][bookmark: _Toc105675008][bookmark: _Toc36034068][bookmark: _Toc45132215][bookmark: _Toc49776500][bookmark: _Toc51747420][bookmark: _Toc66360999][bookmark: _Toc68105504][bookmark: _Toc74756134][bookmark: _Toc105675011][bookmark: _Toc36034069][bookmark: _Toc45132216][bookmark: _Toc49776501][bookmark: _Toc51747421][bookmark: _Toc66361000][bookmark: _Toc68105505][bookmark: _Toc74756135][bookmark: _Toc105675012][bookmark: _Toc36034071][bookmark: _Toc45132218][bookmark: _Toc49776503][bookmark: _Toc51747423][bookmark: _Toc66361002][bookmark: _Toc68105507][bookmark: _Toc74756137][bookmark: _Toc98161752][bookmark: _Toc28012453][bookmark: _Toc36038411][bookmark: _Toc45133681][bookmark: _Toc51762435][bookmark: _Toc59017007][bookmark: _Toc101262478][bookmark: _Toc28012253][bookmark: _Toc34123106][bookmark: _Toc36038056][bookmark: _Toc38875438][bookmark: _Toc43191919][bookmark: _Toc45133314][bookmark: _Toc51316818][bookmark: _Toc51761998][bookmark: _Toc56674985][bookmark: _Toc56675376][bookmark: _Toc59016362][bookmark: _Toc63167960][bookmark: _Toc66262470][bookmark: _Toc68166976][bookmark: _Toc73538094][bookmark: _Toc75351970][bookmark: _Toc83231780][bookmark: _Toc85535085][bookmark: _Toc88559548][bookmark: _Toc98181236]4.4.7.3	AF request not identified by UE address
For AF request not identified by UE address, it may target an individual UE, a group of UEs or any UE. For an individual UE identified by GPSI, or a group of UEs identified by External Group Identifier, the NEF shall interact with the UDM by invoking the Nudm_SubscriberDataManagement service as described in 3GPP TS 29.503 [17] to retrieve the SUPI or Internal Group Identifier. 
The NEF shall interact with the UDR to store the received traffic influence parameters from the AF by invoking the Nudr_DataRepository service as described in 3GPP TS 29.504 [20] and 3GPP TS 29.519 [23]., Iif the NEF receives an error code from the UDR, the NEF shall not create, update or delete the resource and shall respond to the AF with a proper error status code.
After receiving a successful response from the UDR, the NEF shall,
-	for the HTTP POST request, create a resource "Individual Traffic Influence Subscription" which represents the traffic influence subscription, addressed by a URI that contains the AF Identifier and an NEF-created subscription identifier, and shall respond to the AF with a 201 Created status code, including a Location header field containing the URI for the created resource. The AF shall use the URI received in the Location header in subsequent requests to the NEF to refer to this traffic influence subscription. 
-	for the HTTP PUT or PATCH request, update a resource "Individual Traffic Influence Subscription" which represents the traffic influence subscription, and shall responds to the AF with a 200 OK status code with the "TrafficInfluSub" data structure as response body containing the representation of the modified "Individual Traffic Influence Subscription", or an HTTP "204 No Content" response.
-	for the HTTP DELETE request, delete the corresponding active resource "Individual Traffic Influence Subscription" which represents the traffic influence subscription, and shall responds to the AF with a 204 No Content status code.
* * * Second Change * * * *
[bookmark: _Toc28013324][bookmark: _Toc36040079][bookmark: _Toc44692692][bookmark: _Toc45134153][bookmark: _Toc49607217][bookmark: _Toc51763189][bookmark: _Toc58850084][bookmark: _Toc59018464][bookmark: _Toc68169470][bookmark: _Toc104478634]4.4.7.4	Handling of UP path management event notification
If the NEF receives a UP path management event notification from the SMF indicating that the subscribed event has been detected, then the NEF shall provide a notification by sending an HTTP POST message that shall include the EventNotification data type at least with the subscribed event (e.g. UP Path has changed) to the AF identified by the notification destination received during creation or modification of the Individual Traffic Influence Subscription resource and, optionally, by the AF Transaction Identifier received during the creation of the Individual Traffic Influence Subscription resource. If a URI for AF acknowledgement within the "ackUri" attribute is provided by the SMF in the event notification as defined in 3GPP TS 29.508 [26], the NEF shall also provide a URI for AF acknowledgement within the "afAckUri" attribute in the EventNotification data. 
Upon receipt of the event notification, the AF shall respond with a "204 No Content" status code to confirm the received event notification.
Afterwards, if a URI for AF acknowledgement within the "afAckUri" attribute is received during the UP path management event notification, the AF may determine that an application layer relocation is needed, and may then send an HTTP POST request as acknowledgement for the UP path management event notification to inform the NEF about the result of application layer relocation. If the application layer is ready and/or the application relocation is completed, within the payload of the HTTP POST request, the AF shall include the AfAckInfo data type with the "afStatus" attribute set to "SUCCESS" and may provide within the AfResultInfo data the N6 traffic routing information associated to the target DNAI as "trafficRoute" attribute and, if the "ULBuffering" feature is supported, an indication that buffering of uplink traffic to the target DNAI is needed as "upBuffInd" attribute and, if the "EASIPreplacement" feature is supported, EAS IP replacement information as "easIpReplaceInfos" attribute; otherwise, the AF shall indicate the failure by including the AfAckInfo data type in the payload with the "afStatus" attribute sets to the corresponding failure cause. The NEF Northbound interface transaction identifier generated by the AF shall also be provided as the "afTransId" attribute within the AfAckInfo data if the AF has previously provided it.
Upon receipt of the AF acknowledgement, the NEF shall respond with a "204 No Content" status code to confirm the received acknowledgement, and forward the AF acknowledgement to the SMF as described in 3GPP TS 29.508 [26].
* * * End of Changes * * * *


