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	The normative table NOTEs that refer to application errors in the tables defining the methods on the resources defined for a particular API are redundant and may introduce confusion/misalignments with the service description clauses.

The proposal is to align with other TS.

	
	

	Summary of change:
	This CR proposes to:
· Update tables 6.1.4.3.2-2 2 and 6.1.5.2.3.1-2 to remove the existing tables NOTEs related to application erors and add a new NOTE referring to clause 6.1.7.3 for failure cases description.
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* * * * Start of changes * * * *
[bookmark: _Toc105668194][bookmark: _Toc85526862][bookmark: _Toc88659498][bookmark: _Toc88832409][bookmark: _Toc90660296][bookmark: _Toc97194421][bookmark: _Toc510696629][bookmark: _Toc35971420][bookmark: _Toc67903537][bookmark: _Toc70598460][bookmark: _Toc94004621][bookmark: _Toc94004837][bookmark: _Toc104465248][bookmark: _Toc28009803][bookmark: _Toc34061922][bookmark: _Toc36036678][bookmark: _Toc43284925][bookmark: _Toc45132704][bookmark: _Toc51193398][bookmark: _Toc51760597][bookmark: _Toc59015047][bookmark: _Toc59015563][bookmark: _Toc68165605][bookmark: _Toc83229701][bookmark: _Toc90648900][bookmark: _Toc105593792]6.1.4.3.2	Operation Definition
This operation shall support request data structures specified in table 6.1.4.3.2-1 and response data structures specified in table 6.1.4.3.2-2.
Table 6.1.4.3.2-1: Data structures supported by the POST Request Body on this resource
	Data type
	P
	Cardinality
	Description

	AuthUpdateData
	M
	1
	Contains the result of the revocation request to update authorization information for Restricted ProSe Direct Discovery.



Table 6.1.4.3.2-2: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	n/a
	
	
	204 No Content
	This case represents successful report of discovery authorization update result.

	ProblemDetails
	O
	0..1
	403 
Forbidden
	(NOTE 2)The "cause" attribute may be used to indicate one of the following application errors:
- UNSPECIFIED

See table 6.1.7.3-1 for the description of this error.

	NOTE 1:	The mandatory HTTP error status code for the POST method listed in table 5.2.7.1-1 of 3GPP TS 29.500 [4] also apply.
NOTE 2:	Failure cases are described in clause 6.1.7.3.



* * * * Next changes * * * *
[bookmark: _Toc26202332][bookmark: _Toc22624271][bookmark: _Toc22141069][bookmark: _Toc11343370][bookmark: _Toc26202518][bookmark: _Toc34804228][bookmark: _Toc35935799][bookmark: _Toc45030019][bookmark: _Toc51922379][bookmark: _Toc51922798][bookmark: _Toc90664051][bookmark: _Toc105668201]6.1.5.2.3.1	POST
This method sends a discovery authorization update notification to the NF service consumer.
This method shall support the request and response data structures and response codes specified in table 6.1.5.2.3.1-1 and table 6.1.5.2.3.1-2.
Table 6.1.5.2.3.1-1: Data structures supported by the POST Request Body
	Data type
	P
	Cardinality
	Description

	AuthUpdateData
	M
	1
	Input parameters to the "DiscoveryAuthorizationUpdateNotify" service operation, including the updated authorization information for Restricted ProSe Direct Discovery.



Table 6.1.5.2.3.1-2: Data structures supported by the POST Response Body
	Data type
	P
	Cardinality
	Response
codes
	Description

	n/a
	
	
	204 No Content
	This case represents successful notification of the event. 

	ProblemDetails
	O
	0..1
	403 Forbidden
	(NOTE 2)The "cause" attribute may be used to indicate one of the following application errors:
- UNSPECIFIED

See table 6.1.7.3-1 for the description of this error.

	NOTE 1:	The mandatory HTTP error status code for the POST method listed in table 5.2.7.1-1 of 3GPP TS 29.500 [4] also apply.
NOTE 2:	Failure cases are described in clause 6.1.7.3.



* * * * End of changes * * * *
