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	Reason for change:
	For communications between UAVs within a geographical area, as per specified in stage 2 TS 23.255, it only supports the unicast Uu transport mechanism in R17 and hence the direct communication between UAVs via U2-AE interface is not supported yet in R17.

"The following transport mechanisms can be supported for communications between UAVs within a geographical area:
a.	Using unicast Uu.
NOTE:	The mechanisms for communications between UAVs using multicast/broadcast Uu and ProSe are out of scope of the current release of the present document.
"
Also in the stage 3 TS 24.257, for the procedure of communications between UAVs within a geographical area, it only covers the unicast Uu transport mechanism as well.


	
	

	Summary of change:
	It proposes to remove the U2-AE interface transport mechanism for communications between UAVs within a geographical area.

	
	

	Consequences if not approved:
	The U2-AE interface transport mechanism for communications between UAVs within a geographical area has no stage 2 requirement and also not implemented in stage 3.
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The UE can contain a UAE client (UAE-C). The UAE-C and the UAE server (UAE-S) are located in the UAE layer. The UAE layer can offer the UAE capabilities to the UAS application specific layer. The UAE layer can utilize SEAL services provided by SEAL, which may include location management, group management, configuration management, identity management, key management and network resource management (see 3GPP TS 23.434 [4]).
The UAE-C communicates with the UAE-S over the U1-AE interface (see 3GPP TS 23.255 [2]). Furthermore, the UAE-C of a UE can communicate with the UAE-C of another UE over the U2-AE interface or over unicast Uu interface (including LTE-Uu or NG-RAN-Uu) (see 3GPP TS 23.255 [2]). Both the UAE-C and the UAE-S can act as an HTTP client or an HTTP server (see IETF RFC 7231 [5]). The HTTP protocol interactions are described in detail in clause 6.
By means of using the U1-AE interface:
a)	Communications between UAVs within a geographical area using unicast Uu can be provided as defined by clause 6.2;
b)	C2 communication mode selection and switching can be provided as defined by clause 6.3;
c)	UAS UE registration can be provided as defined by clause 6.4;
d)	UAS UE de-registration can be provided as defined by clause 6.5; and
e)	UAS UE registration update can be provided as defined by clause 6.6.
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