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* * * First Change * * * *
[bookmark: _Toc104711092][bookmark: _Toc107005369][bookmark: _Toc20215890][bookmark: _Toc27496391][bookmark: _Toc36108132][bookmark: _Toc44598885][bookmark: _Toc44602740][bookmark: _Toc45197917][bookmark: _Toc45695950][bookmark: _Toc51851406][bookmark: _Toc68189875][bookmark: _Toc104711107][bookmark: _Toc107005384]A.2.1.1	for sending a message to MSGin5G Client
For sending a message to MSGin5G Client, the Application Client may use the message content specified in Table A.2.1.1-1.
Message type:	MESSAGE SENDING REQUEST
Significance:	dual
Direction:	the Application Client of the Constrained UE to the MSGin5G Client of the MSGin5G Gateway UE
Table A.2.1.1-1: message content for sending a message to MSGin5G Client
	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length

	
	Message Type
	Message Type
A.2.2.1
	M
	V
	1

	
	Target address
	Target address 
A.2.2.2
	M
	LV
	6-n

	
	Message ID
	Message ID
A.2.2.4
	M
	V
	16

	
	Payload
	Payload
A.2.2.5
	M
	LV-E
	3-x

	A
	Application ID
	Application ID
A.2.2.3
	O
	TV
	13

	B
	Delivery status required
	Delivery status required
A.2.2.6
	O
	TV
	1

	D
	Target Type
	Target Type
A.2.2.7
	O
	TV
	1



* * * Next Change * * * *
[bookmark: _Toc104711098][bookmark: _Toc107005375]A.2.1.7	Registration Request
The Registration Request is sent by the Application Client of the Constrained UE to the MSGin5G Client of the MSGin5G Gateway UE to initiate registration. See table A.2.1.7.
Message type:	REGISTRATION REQUEST
Significance:	dual
Direction:	the Application Client of the Constrained UE to the MSGin5G Client of the MSGin5G Gateway UE
Table A.2.1.7: REGISTRATION REQUEST content
	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length

	
	Message Type
	Message Type
A.2.2.1
	M
	V
	1

	
	Layer-2 ID
	Layer-2 ID
A.2.2.14
	M
	V
	3

	
	Application ID
	Application ID
A.2.2.3
	M
	V
	21

	
	Credential information
	Credential information
A.2.2.15
	M
	LV
	2-XX



* * * Next Change * * * *
A.2.2.3	Application ID
The purpose of the Application ID information element is to uniquely identify the application for which the payload is intended. 
The Application ID information element is coded as shown in figure A.2.2.3-1 and table A.2.2.3-1
The Application ID information element is a type 3 information element with a length of 2 3 octets.

	8
	7
	6
	5
	4
	3
	2
	1
	

	Application ID IEI
	octet1

	Application ID value
	octet 2

	
	octet 3


Figure A.2.2.3-1: Application ID value
Table A.2.2.3-1: Application ID value
	Application ID value (octet 2-3)

The Application ID contains a number that uniquely identifies the destination application.




* * * End of Changes * * * *


