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Foreword

This Technical Report has been produced by the 3rd Generation Partnership Project (3GPP).

The contents of the present document are subject to continuing work within the TSG and may change following formal TSG approval. Should the TSG modify the contents of the present document, it will be re-released by the TSG with an identifying change of release date and an increase in version number as follows:

Version x.y.z

where:

x
the first digit:

1
presented to TSG for information;

2
presented to TSG for approval;

3
or greater indicates TSG approved document under change control.

y
the second digit is incremented for all changes of substance, i.e. technical enhancements, corrections, updates, etc.

z
the third digit is incremented when editorial only changes have been incorporated in the document.

Introduction

Machine to Machine (M2M) communication represents a significant growth opportunity for the 3GPP ecosystem. To support the so called ‘Internet of Things’ (IoT), 3GPP operators have to address usage scenarios with devices that are power efficient (with battery life of several years), can be reached in challenging coverage conditions e.g. indoor and basements and, more importantly, are cheap enough so that they can be deployed on a mass scale and even be disposable. 

The study on which this technical report is based has considered both the possibility of evolving the current GERAN system and the design of a new access system to meet the requirements for a Cellular IoT system for the lower data rate end of the M2M market. A summary of deployment scenarios that are relevant for Cellular IoT is provided in Annex A. 

Editor’s Note:  Deployment scenarios should be defined and captured in Annex A

Techniques captured in this report have been developed based on the assumption that Cellular IoT devices require very low throughput, do not have stringent delay requirements like those required for real time services, do not need to support circuit switched services, do not need to support Inter-RAT mobility and will perform intra-RAT mobility by cell reselection. 

1
Scope

The present document contains the outcomes of the 3GPP study item on, ‘Cellular System Support for Ultra Low Complexity and Low Throughput Internet of Things’. 

The following are covered by the study:

-
Objectives of the study.
- 
Evaluation methodology.
- 
Summary of physical layer aspects and higher layer aspects for different candidate techniques proposed during the study to fulfil the objectives.
-
Common assumptions used in the evaluation of candidate techniques.
-
Evaluation of network architecture aspects.
-
Link level and system level performance evaluations based on the objectives and evaluation methodology.
2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

-
References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

-
For a specific reference, subsequent revisions do not apply.

-
For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".

[2]
3GPP TR 41.001: "GSM Release specifications".

[3]
3GPP TR 36.888: "Study on provision of low cost Machine-Type Communications (MTC) user Equipment (UEs) based on LTE (v12.0.0)". 

[4]
3GPP TR 45.914: "Circuit switched voice capacity evolution for GSM/EDGE Radio Access Network (GERAN)".

[5] 
3GPP TS 45.005: "Radio transmission and reception (v12.2.0) ".
[6]
3GPP TS 24.008: "radio interface Layer 3 specification; Core network protocols; Stage 3".

[7]
3GPP TS 23.682: "Architecture enhancements to facilitate communications with packet data networks and applications".

…

3
Definitions, symbols and abbreviations
Delete from the above heading those words which are not applicable.

Clause numbering depends on applicability and should be renumbered accordingly.

3.1
Definitions

For the purposes of the present document, the terms and definitions given in TR 21.905 [1] and the following apply. 
A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1].

Definition format (Normal)

<defined term>: <definition>.

example: text used to clarify abstract rules by applying them literally.

3.2
Symbols

For the purposes of the present document, the following symbols apply:

Symbol format (EW)

<symbol>
<Explanation>

3.3
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. 
An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].
ACK

Acknowledgement

BLER

Block Error Rate

BS


Base Station

CIoT

Cellular Internet of Things
CN


Core Network
CoAP

Constrained Application Protocol
DL


Downlink
DSP

Digital Signal Processing
DTLS

Datagram Transport Layer Security
GWCN
Gateway Core Network
IC


Integrated Circuit
IP


Internet Protocol
IoT

Internet of Things

LDO

Low Differential Output
MAC

Medium Access Control
MCL

Maximum Coupling Loss
MOCN
Multi-Operator Core Network
MTC

Machine Type Communications

PA


Power Amplifier

PCB

Printed Circuit Board

PSS

Power Saving State

RAM

Random Access Memory
RAU

Routing Area Update
RF


Radio Frequency

RTC

Real Time Clock

Rx


Receive

SAP

Service Access Point

SINR

Signal to Interference Plus Noise Ratio
SMS

Short Message Service
SNDCP
Subnetwork Dependent Convergence Protocol
TAU

Tracking Area Update
TCXO

Temperature Compensated Crystal Oscillator

TU


Typical Urban
UDP

User Datagram Protocol
UL


Uplink
Tx


Transmit

4
Objectives
4.1
Performance objectives
4.1.1
Improved indoor coverage

A number of applications require deployment of Machine Type Communication (MTC) devices indoor, e.g. in an apartment basement, or on indoor equipment that may be close to the ground floor etc. This effectively means that indoor coverage should be readily available and reliable. It should be possible to achieve an extended coverage of 20 dB compared to commercially available legacy GPRS (Non EGPRS) devices. The assumption of the MCL for legacy GPRS (Non EGPRS) is 144.0 dB (see Annex B). The extended coverage should allow delivery of a data rate of at least 160 bps on both the uplink and downlink at the (equivalent of) the Service Access Point (SAP) to the equivalent SubNetwork Dependent Convergence Protocol (SNDCP) layer.

NOTE:
The implications of supporting software upgrades for MTC devices at 160 bps should be investigated.

Editor’s Note:  This subclause will be updated to include more details about the physical layer bit rate requirement to support 160 bps at the equivalent of the SNDCP layer.

4.1.2 
Support of massive number of low throughput devices

A system that can support a large number of devices, each generating a small amount of data is required. The support of MTC traffic should be possible either in existing GSM deployments or using small chunk(s) of licensed spectrum which may be available to operators by (re)using GSM carriers or using small parts of licensed spectrum coming from wideband systems like LTE (typically a substantially reduced number of 200 kHz RF channels compared to legacy GSM).

At cell level, it is expected that each household in a cell may have up to 40 MTC devices and the household density per cell is according to the assumptions in Annex A of TR 36.888 [3]. The resulting MTC device density per cell is provided in Annex E. 
4.1.3 
Reduced complexity

M2M applications require devices that are very cheap (so that they can be deployed on a mass scale or in a disposable manner). The study should take into consideration that MTC devices have very limited throughput requirement and may not need to support circuit switched services to develop techniques that can significantly reduce complexity and hence cost. 

4.1.4 
Improved power efficiency

The power consumption of MTC devices compared with legacy GPRS (non EGPRS) should be reduced so that they can have up to ten years battery life with battery capacity of 5 Wh (Watt-hours), even in locations with adverse coverage conditions, where up to 20 dB coverage  extension over legacy GPRS might be needed. 

4.2
Compatibility objectives
4.2.1
Co-existence 

The Cellular IoT system should avoid negative impacts to legacy GSM/WCDMA/LTE system(s) deployed in the same frequency band and adhere to the regulatory requirements which apply to the spectrum bands in which the system operates.
4.2.2
Implementation impact to base stations

Impacts to the GPRS/EDGE base station hardware should be minimised. 
4.2.3
Implementation impact to mobile station

Mobile stations for Cellular IoT need not be compatible with legacy GPRS networks.
5.
Evaluation methodology

5.1
 Coverage improvement evaluation methodology
The Maximum Coupling Loss (MCL) is used as a measure of the coverage performance. The methodology to evaluate the MCL is the same as in clause 5.2.1.2 in 3GPP TR 36.888 [1]. Table 5.1-1 summarises the parameters and method to calculate the MCL. 

Table 5.1-1: MCL calculation methodology
	Logical channel name
	
	

	Data rate(kbps)
	
	

	Transmitter
	
	

	(1) Tx power (dBm)
	
	

	Receiver
	
	

	(2) Thermal noise density (dBm/Hz)
	
	

	(3) Receiver noise figure (dB)
	
	

	(4) Interference margin (dB)
	
	

	(5) Occupied channel bandwidth (Hz)
	
	

	(6) Effective noise power
= (2) + (3) + (4) + 10 log ((5))  (dBm)
	
	

	(7) Required SINR (dB)
	
	

	(8) Receiver sensitivity = (6) + (7) (dBm)
	
	

	(9) Rx processing gain
	
	

	(10) MCL  = (1) ((8) + (9) (dB)
	
	


The assumptions for (1), (2), (3), (4) and (9) in Table 5.1-1 are summarised in Table 5.1-2 below.

Table 5.1-2: Assumptions for MCL evaluations

	No.
	Parameter
	Value

	1
	BS transmit power per 200KHz (dBm)
	See assumption 6 in Table D.1 

	2
	MS transmit power (dBm)
	See assumption 7 in Table D.1

	3
	Thermal noise density (dBm/Hz)
	-174

	4
	BS Receiver noise figure (dB)
	3

	5
	MS Receiver noise figure (dB)
	5

	6
	Interference margin (dB)
	0

	7
	Receiver processing gain (dB)
	0
 (See NOTE 1)

	NOTE 1: The Required SINR derived from link level simulations already take into account the receiver processing gain
.


The data rate is according to the requirements in Subclause  4.1.1. The occupied channel bandwidth (5) in Table 5.1-1 should be declared for the solution under evaluation. 

Editor’s note:  The BLER target for each logical channel should be defined

The coverage extension performance is evaluated by comparing the MCL of the proposed solution with a common MCL assumption for legacy GPRS (non EGPRS) of 144.0 dB (See Annex B). 


The coverage performance evaluation for a candidate solution should include all uplink and downlink logical channels relevant to that candidate solution.

 If repetition and/or spreading are used to improve coverage for a logical channel, the number of repetitions and/or spreading factor used to improve coverage of a logical channel should be stated. 

If frequency hopping is supported to improve coverage for a logical channel, then the MCL both with and without frequency hopping shall be evaluated for that logical channel. 
The coverage performance of the candidate solution is that of the logical channel with the limiting MCL.

5.2 
Capacity evaluation methodology
5.2.1 
General approach
Capacity evaluation is done by running system level simulations using traffic models defined in Annex E and the system level simulation assumptions in Annex D.

The capacity metric is defined as spectral efficiency in number of reports/200 kHz/hour. The minimum system bandwidth should be defined for each candidate solution and the system bandwidth assumed in any capacity performance evaluation should also be declared.
5.2.2. Capacity evaluation based on MS generated user data
The capacity metric is evaluated by running system level simulations with Mobile Autonomous Reporting (MAR) periodic traffic model and Network Command traffic model (See Annex E on traffic models). 

MAR exception reporting model (See Annex E) is not used for system capacity evaluation.

Software update reconfiguration/update model (See Annex E) is not used together with MAR periodic and Network Command in system level simulations
.  

For the purpose of system level simulation, a Gb architecture is assumed when using traffic models. 
 
 The split of devices between MAR periodic and Network Command is MAR periodic (80%) and Network Command (20%).

System level simulation for capacity evaluation should be repeated for the following total protocol overhead assumptions i.e. including all protocols below application layer and above equivalent of SNDCP layer (See table E.2-3 in Annex E). 

- 
A total protocol overhead of 65 bytes (without IP header compression).
- 
A total protocol overhead of 29 bytes (with IP header compression).
Editor’s Notes:  
-It is FFS whether the metric for system capacity is evaluated at the expected load (derived from assumptions in Appendix E on number of devices/cell, inter-arrival times and traffic split between MAR periodic and Network Command) or by considering the ‘full load’ which is the point at which increasing the load does not result in higher system capacity. 
5.2.3
 Capacity analysis based on software update/reconfiguration model 
The software update/reconfiguration model (See Annex E) is used to run standalone system level simulations to understand the impact of such traffic on the system capacity.

The DL traffic generated by the software update/reconfiguration model from devices in a cell is assumed to be uniformly distributed over time.

For each DL software/reconfiguration application payload, it is assumed that there is one UL application layer ACK of 20 bytes. 

Editor’s Notes:  

-The evaluation metric for evaluations based on standalone software update/reconfiguration model is FFS. 

-It is to be clarified if UL ACK is sent immediately after the MS successfully receives an application DL packet and if no retransmission of the DL packet/ UL ACK is required. 
5.3 
Latency evaluation methodology

Applications expected to be supported on Cellular IoT are generally expected to be delay tolerant and this relaxed latency requirement should be used in the design of a system with ultralow complexity and extended coverage (in building). 
However, it is still important to understand the range of latencies that can be expected in the system for delivering Mobile Autonomous Exception reports which may be generated by alarm type applications that need to be delivered in near real time. The latency evaluation in this study is three fold: analytical calculation of latency expected for MAR exception uplink reports, latency evaluation of uplink reports generated by MAR periodic in system level simulations and latency evaluation of the respective DL Application layer ACKs as part of system level simulation for capacity evaluation.
5.3.1 
Analytical calculation of latency for MAR exception uplink reports
Based on the assumption that exception reporting traffic will be prioritised in the system, an analytical method is used (i.e. calculation of latency using message sequence charts) under three different coverage conditions: GPRS reference MCL+0dB, GPRS reference MCL+10 dB and the maximum achievable coverage by the candidate technology. The latency is defined as follows:

-
Latency excludes time needed for system information (SI) reading (as this is generally not required).  
-
Latency includes the time for UE to synchronise to the network. 
-
Latency includes the time for an access attempt from the device till the time to successfully receive the application layer uplink (UL) payload at the base station. 

-
The target is 10 second latency.
Editor’s Notes:  
-It is to be clarified if analytical method is used to perform latency analysis of application DL ACK sent in response to UL MAR exception report.
-The details of the analytical calculation are FFS
5.3.2 

Latency evaluation for uplink reports generated by MAR periodic
Latency evaluation is done based on MAR periodic model (See Annex E) as part of system level simulations for system capacity evaluation
. 
 Latency definition for MAR UL periodic reporting is as follows:
-
Latency excludes time needed for SI reading (as this is generally not required). 
-
Latency includes the time for UE to synchronise to the network. 
-
Latency includes the time for an access attempt from the device till the time to successfully receive the UL application layer payload at the base station.  

-
No specific latency requirement is considered in this case.
NOTE: Latency analysis is not needed for Network Command model. 

5.3.3 

Latency evaluation of downlink application layer ACKs for uplink generated MAR periodic reports
Latency analysis is done for application layer DL ACK of uplink reports generated by MAR periodic model (See Annex E) as part of system level simulations for system capacity evaluation

-Latency is measured from the time from an application layer DL ACK being received at the base station from the application server till the time when the device has successfully received the application layer DL ACK.

5.4 
Energy consumption evaluation methodology

The purpose of energy consumption analysis is to calculate the achievable battery life for an MTC device using a specific candidate solution. A 5 Wh battery capacity should be assumed, without consideration of battery leakage impact since this depends on battery technology. 

An example of the different events that affect energy consumption when an MS has to send an IP packet and receive an IP acknowledgement for that packet is shown in Figure 5.4-1.  
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Figure 5.4-1: Example of events affecting energy consumption for IP packet exchange.
NOTE: Example in Figure 5.4-1 assumes GSM logical channels are used but the actual logical channels for ‘clean slate’ solutions may be different.
PSS denotes a Power Saving State such as that achieved with the Rel-12 Power Save Mode feature. In Idle, the device may be consuming more power than in the PSS state because, for example, it is maintaining a more accurate time/frequency synchronisation with the network.

The energy consumption methodology comprises of two steps: 
1. 
Declaration of key input parameters as shown in Table 5.4-1.
Table 5.4-1 Key input parameters for energy consumption analysis

	(1) Battery capacity

(Wh)
	(2) Battery power during Tx
(mW)
	(3) Battery power for Rx
(mW)
	(4) Battery power when Idle but not in PSS (mW)
	(5) Battery power in Power Save State (PSS)
(mW)
	(6) Time between end of IP packet carrying “report” and start of IP packet carrying “ack” on radio (ms)
	(7) Number of reports per day

	5
	
	
	
	[0.015]
	1000
	

	For each report (refer to Figure 5.4-1):

	(8) Rx time from PSS exit to re-entry into PSS

 (ms)
	(9) Idle time from PSS exit to re-entry into PSS 

(ms)
	(10) Tx time from PSS exit to re-entry into PSS
 (ms)
	(11) Time from last Rx or Tx activity to entry into PSS1
(ms)
	
	

	

	
	
	
	20000
	
	
	



	

	

	


	

	
	

	
	
	
	20 
	
	



2.
The battery life is calculated as follows:
a. Energy consumed per data report: 

e1 (mW×ms) = energy for Tx + energy for Rx + energy for tasks in idle
         =  (10) × (2)    +   (8) × (3)   +    (9) × (4)
E1 (Joules) = e1 / 1 000 000
b. Energy consumed per day:

E2 (Joules) = energy consumed per report × reports per day + energy in PSS per day
         =                     E1× (7)           +   (5) ×3600*24/1000
e2 (Watt Hours) = E2/3600
c. Days of battery life:

D = battery energy capacity / energy consumed per day = (1)/e2
d. Years of battery life:

Y = D/365
NOTE: In order to permit a focus on optimised battery life, the 20 second duration from last transmit/receive activity to entry into Power Save State implies the use of a GPRS Ready State timer that is deliberately different to the 44 second default value for T3314 (clause 11.2.2 of TS 24.008[6]), and a PSM-Active time that is probably different to the suggested value of “2 DRX cycles plus 10 seconds” (clause 4.5.4 of TS 23.682[7]). For the case where REL-12 Power Saving Mode is used for PSS, the PSM-active timer is assumed to be 0 and ‘ready timer’ is 20s.
Battery life analysis should be done as per step 2 above. The energy consumed per report is dependent on the packet size of the uplink transmission and downlink reception associated with a report and the coverage condition of the device. The analysis is done for Mobile Autonomous Reporting (MAR) periodic traffic 
for two packet sizes (with packet size = application layer payload + COAP+DTLS+UDP+IP header overhead) of 50 bytes and 200 bytes and three coverage levels: GPRS reference MCL + 0dB, GPRS MCL reference+10 dB and maximum achievable coverage of candidate technology. 
 
Editor’s note:  The assumption for DL packet size (for DL Application layer ACK) needs to be defined for battery life analysis.
The energy consumed per day by each device is also dependent on the reporting interval. Two reporting intervals of two hours and 24 hours are used in the analysis. 
 Table 5.4-3 provides an example of how the battery life analysis can be captured as a matrix for the different cases to be evaluated. 
Table 5.4-3 Presentation of battery life analysis evaluation for 2 packet sizes, 2 reporting intervals and 3 coverage levels
	
	Battery life/years (1 year = 365 days) for three coverage levels

	Packet size, reporting interval combination
	Coupling Loss = GPRS reference MCL +0 dB
	Coupling Loss = GPRS reference MCL+ 10 dB
	Coupling Loss = maximum supported value

	50 bytes, 2 hours
	
	
	

	200bytes, 2 hours
	
	
	

	50 bytes, 24 hours
	
	
	

	200 bytes, 24 hours
	
	
	



The power consumption in Power Save State is assumed to be [0.015] mW, which only includes the contributions of a low power crystal, a minimal amount of active circuitry such as timers, plus leakage. 
5.5 
Complexity comparison methodology
5.5.1
Principles
For each candidate system proposal the following complexity comparison principles will be followed:
-
The analysis will be standalone: no comparisons between apparently similar functional blocks in different candidates will be made.

-
Each system will be described in terms of its functional blocks, described at the level that reviewers can understand their content and function and carry out their own analysis.  The details of the functional blocks are left open since they will depend on the system details and proposed implementation.

-
DSP processing in terms of processor cycles / second may optionally be indicated.

-
Proposals should specify what elements are on chip, and what external components are used.

-
The assumed chip technology (process node) should be identified.

-
For external components the key technical characteristics should be identified, for example:

-
For memories, size and type (RAM, flash etc.)

-
PA power / linearity (Class C, B etc.)

-
Filters

-
Crystals (TCXO, RTC etc.)

5.5.2
Complexity metrics

Complexity will be measured according to the following aspects:
-
Silicon area estimate, including on-chip memory.

-
Indication of required gate density should be given.

-
Relative area of RF and baseband functions.

-
List of external components.

-
Any special characteristics of external components specific to a system proposal.

-
[Code space requirement.]

-
DSP cycles / second.

5.5.3
Exclusions

The following aspects of both on-chip and off-chip components will not be considered as they are likely to be equivalent between solutions.

-
Power management, LDOs, charging, etc.

-
Interfaces related to application functionality.

-
Application processor hardware and memory.

-
IC packaging.

-
PCB / screens.

-
Connectors and other mechanics.

-
Antennas.
5.5.4 
Comparison

The following aspects of complexity will be compared between system proposals.

-
Silicon area

-
Indicates complexity, but not direct cost difference.

-
If relevant, processor cycles / second.

-
External components

-
Number of components.

-
Any special requirements that affect relative cost.

5.5.5

GPRS reference

-
The same methodology shall be followed for the GPRS reference.

-
As a first reference case, the assumed GPRS functionality shall be
: Multislot Class 10, quad-band, +33 dBm output power (GSM 850/900), +30 dBm (DCS1800/PCS1900).

-
A second reference case will be analysed, which will be Multislot Class 10, single band (850 or 900 MHz), +33dBm.

6
Physical layer aspects and radio access protocols for GERAN evolution concepts

6.1
Overall description

e.g. need to support multiband operation for system, duplexing mode to be supported, radio frequency resource allocation for system etc.





	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	


	
	
	

	






	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	


	
	
	

	
	
	

	
	
	

	

	
	
	
	

	
	

	

	
	
	

	
	
	

	
	
	

	
	
	


	






















	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	


6.2
 GERAN evolution Concept#1

6.2.1
 General

6.2.2
Downlink physical layer design
6.2.2.1
Basic transmission scheme

e.g. modulation scheme, downlink data multiplexing scheme, channel coding scheme, transmit diversity scheme etc. 
6.2.2.2
 Physical layer procedure

e.g. scheduling approach, link adaptation mechanism, time diversity mechanism, cell detection mechanism, power control mechanism, physical layer measurements etc. 
6.2.3
Uplink physical layer design

6.2.3.2 
Basic transmission scheme

e.g. modulation scheme, uplink data multiplexing scheme, channel coding scheme, transmit diversity scheme etc. 
6.2.3.2 
Physical layer procedure

e.g. random access design, uplink scheduling approach, link adaptation mechanism, time diversity mechanism, cell detection mechanism, power control mechanism, physical layer measurements etc. 
6.2.4
 Link layer aspects

e.g. random access procedure, control channels and mapping to physical layer resources, traffic channels and mapping to physical layer resources, multiplexing/de-multiplexing principles, priority handling principles, data segmentation and re-assembly principles, retransmission schemes etc.

6.2.5
Radio resource management

e.g. MS states, system information, mobility procedure in different states, radio resource management ( e.g. bearer addition, modification, release principles, admission control principles, mobility management principles, load balancing principles, interference mitigation principles) etc.

6.2.6
Concept evaluation

6.3
 GERAN evolution concept#2 

…

7. 
Physical layer aspects and radio access protocols for clean slate concepts
7.1 
Narrow Band M2M (NB M2M)
7.1.1

General
To support massive number of low throughput MTC devices (UEs) with a limited number of 200 kHz resource blocks, each resource block is divided into a large number of “narrow band” physical channels which are individually modulated and pulse-shaped. Channelization is done in a frequency division multiplexed (FDM) manner, for both the uplink and the downlink.

The downlink channelization supports efficient frequency re-use, which is important for maintaining overall system capacity, and low complexity equalisation at the UE receiver. It also allows separation of traffic for different UE coverage classes onto different physical channels which allows easier optimisation of MAC characteristics, such as latency, for each coverage class.

The uplink channelization provides a very efficient means to improve the uplink coverage without compromising the uplink capacity. The channel spacing in the uplink is a fraction (e.g. 1/3) of that in the downlink. This creates many more physical channels in the uplink than in the downlink. With a significantly higher number of parallel uplink data transmissions, the aggregate uplink transmit power increases proportionately, and so does the achievable uplink capacity. 

Other techniques such as symbol rate spreading and burst rate repetition are employed in both the uplink and the downlink to further extend the coverage.

Unlike in GSM, the duration of a burst is variable, and a physical channel is only defined in the frequency domain, not in the time domain (i.e. there is only one physical channel per carrier). Different types of bursts can be carried on a physical channel, depending on the channel type.
The minimum system bandwidth is a single resource block. Additional resource blocks can be used to increase network capacity, and can have the additional benefit of providing frequency diversity if they are sufficiently separated in frequency. The choice of resource block bandwidth allows the system to be deployed by re-farming one or more GSM carriers. However, other deployment options are also available, such as deploying the system stand-alone in any suitable fragment of spectrum, or potentially within the guard-bands of another system.

The base station operates in RF full duplex mode in order to maximize network capacity. MTC devices operate in half duplex mode to reduce the RF cost.

7.1.2
Downlink physical layer design

7.1.2.1 
Basic transmission scheme
7.1.2.1.1 
Multiplexing scheme
7.1.2.1.1.1
 Channelization
For the downlink, it is proposed that the 200 kHz resource block is sub-divided into multiple downlink physical channels, for example 12 channels, which occupy a total of 180 kHz, plus a 10 kHz guard band at each edge. This is illustrated in Figure 7.1.2-1.
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Figure 7.1.2-1.  Downlink channelization
The physical channels are numbered DL_CHAN = 0 to 11, with DL_CHAN = 0 representing the lowest frequency channel. The centre frequency, FDL(DL_CHAN), of each physical channel relative to the lowest frequency of the resource block is given by:

FDL(DL_CHAN) = (DL_CHAN + 0.5) x 15 + 10 kHz

There are three types of downlink physical channels: the physical broadcast and synchronization channel (PBSCH) that carries synchronization signal and basic broadcast information basic broadcast information (system information type 1), the physical broadcast channel (PBCH) that carries extended broadcast information (system information types 2, 3 and 4), and the physical downlink shared channel (PDSCH) that carries data, control information, paging, and signalling, etc. A change in the extended broadcast information is indicated in the basic broadcast information. This minimizes the average time taken by a UE to access the broadcast information.
Each base station sector is allocated a number of downlink channels according to the frequency re-use strategy. At least two downlink physical channels are reserved for PBSCH and PBCH, and these physical channels are shared amongst all base stations using code division techniques. The remaining downlink physical channels are used for PDSCH.

A UE is not required to receive multiple downlink channels simultaneously, though must be capable of re-tuning its receiver from one downlink physical channel to a different downlink physical channel.
There is no requirement for different base stations to be time aligned.

This approach to channelization of the downlink has several benefits compared with using a single physical downlink channel that occupies the entire resource block:

-
An IoT network can be deployed using a total of only 200 kHz system bandwidth, since frequency re-use is incorporated within this system bandwidth by allocating subsets of downlink channels to neighbouring base stations.

-
Flexible and spectrally efficient frequency re-use is possible by appropriate selection of the frequency re-use factors according to the coverage enhancement associated with the traffic being carried on each channel.

-
Receiver equalization is very simple for the UE, due to the channel bandwidth being lower than the coherence bandwidth of the propagation channel. This reduces UE complexity whilst making the system performance very robust to channels with large delay spreads (similar to OFDM, though with no requirement for an FFT).

-
The individual pulse shaping of the modulation on each downlink channel means that there is no requirement to time-align base stations since “orthogonality” is achieved by frequency separation.

-
By allocating a single, deterministic physical channel to transmit the broadcast information, a UE can efficiently identify the presence of a Cellular IoT signal and find the strongest base station.

-
Downlink control and traffic to UEs requiring different levels of coverage enhancement can be separated by physical downlink channel, which allows characteristics of the overall system, such as latency, to be optimized separately for each coverage class.

7.1.2.1.1.2
Time structure
The proposed time structure for the downlink is illustrated in Figure 7.1.2-2.
The longest recurrent time period of the time structure is called a hyperframe and has a duration of 20971520 ms (or 5 h 49 mn 31 s 520 ms).

One hyperframe is subdivided into 4096 superframes which each have a duration of 5120 ms. Superframes are numbered modulo this hyperframe (superframe number, or SFN, from 0 to 4095).
One superframe is subdivided into 64 frames which each have a duration of 80ms. Frames are numbered modulo this superframe (frame number, or FN, from 0 to 63). A frame is the time unit for transmission of the broadcast signal and synchronization information on PBSCH. One frame is also the minimum interval between transmissions of successive downlink control information (DCI) bursts on PDSCH.
One frame comprises eight slots which are numbered modulo this frame (slot number, or SN, from 0 to 7). One slot lasts 10 ms and is the minimum scheduling unit on PDSCH. Unlike in GSM, the eight slots in one frame belong to the same physical channel.
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Figure 7.1.2-2.  Downlink time structure
7.1.2.1.1.3
Burst structure
A burst is an instantaneous transmission of data over a physical channel with a variable duration of one or more slots. There are four types of bursts in the downlink:
1)
Synchronization and broadcast burst. This burst is transmitted on PBSCH and is used for frequency and time synchronization and for basic system information broadcasting. It has a duration of one frame and contains 640 symbols for synchronization sequences and 320 symbols for system information type 1.
2)
Broadcast burst. This burst is transmitted on PBCH and is used for extended system information broadcasting. It has a duration of eight frames and contains 7680 symbols: 2880 symbols for system information type 2, 2880 symbols for system information type 3 and 1920 symbols for system information type 4.
3)
DCI (downlink control information) burst. This burst is periodically transmitted on PDSCH and is used to carry cell-specific (e.g. random access resource indicator) or UE-specific control information (e.g. scheduling information) for both the uplink and the downlink. It comprises a fixed-length part with a duration of 3 slots and a variable-length part. The reason for a variable length is that the amount of scheduling information is variable depending on the number of users being scheduled. The length of variable-length part is indicated in the fixed-length part.
4)
Non-DCI burst type 1. This burst is transmitted on PDSCH and is used to carry data and signalling information for higher layers. It has a duration of an integral number of slots, each containing 120 symbols. The length of this burst is indicated in the scheduling information.
The structure of the synchronization and broadcast burst is shown in Figure 7.1.2-3, and the structure of the broadcast burst is shown in Figure 7.1.2-4.
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Figure 7.1.2-3.  Synchronization and broadcast burst
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Figure 7.1.2-4.  Broadcast burst
The structure of the fixed-length part of a DCI burst is shown in Figure 7.1.2-5. A 20-bit preamble is inserted at the beginning of the burst to facilitate re-synchronization of UEs on wake-up from short DRX/DTX. Pilot symbols are inserted at regular intervals into the stream of data symbols, using 2 pilots for every 8 data symbols, to enable channel tracking and so coherent demodulation. Both preamble symbols and pilot symbols can be used for signal quality measurements.
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Figure 7.1.2-5.  Fixed-length part of a DCI burst
Non-DCI burst type 1 and the variable-length part of a DCI burst share the same structure which is shown in Figure 7.1.2-6. The number of slots (i.e. N1) is indicated in the fixed-length part of the corresponding DCI burst. Pilot symbols are inserted in the same way as for the fixed-length part of a DCI burst (see Figure 7.1.2-5).
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Figure 7.1.2-6.  Non-DCI burst type 1 or the variable-length part of a DCI burst
Depending on the intended coverage level, a burst may be repeated a number of times when being transmitted in order to support reception in poorer link budget conditions.
7.1.2.1.1.5
DCI interval
The subset of PDSCHs that are configured for transmission of DCI bursts is indicated in the broadcast system information. DCI bursts are only transmitted at the beginning of a frame. The number of frames between successive DCI bursts, called the DCI interval, is also indicated in the broadcast system information. The DCI interval is specific to each PDSCH where DCI bursts are transmitted and is configured according to the intended coverage level, e.g. 4 frames for normal coverage and 64 frames for extended coverage as shown in Figure 7.1.2-7. Similarly, the modulation and coding scheme (MCS) for the DCI bursts on a given PDSCH is indicated in the broadcast system information.
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Figure 7.1.2-7.  DCI interval for normal and extended coverage
7.1.2.1.2
Transmission chain
7.1.2.1.2.1
General
The transmission chains for PBSCH, PBCH and PDSCH are shown in Figure 7.1.2-8, Figure 7.1.2-9 and Figure 7.1.2-10, respectively.
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Figure 7.1.2-8.  Transmission chain for PBSCH
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Figure 7.1.2-9.  Transmission chain for PBCH
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Figure 7.1.2-10.  Transmission chain for PDSCH

7.1.2.1.2.2
FEC and interleaving
Convolutional coding with tail biting is utilised on the downlink for forward error correction (FEC) because this provides good coding gain with modest UE receiver complexity, whilst being applicable to the relatively short bursts that are common in a low throughput IoT system. Two coding rates are proposed: rate ½ and rate ¾, where the rate ¾ code is constructed by puncturing the rate ½ code. 

A block interleaver is applied after convolutional encoding to provide time diversity and to improve performance in the case of correlated bit errors. 

7.1.2.1.2.3
Scrambling
The output bits from FEC/interleaving are scrambled by applying an XOR logical operation between each output bit and the output of a cell-specific scrambling sequence generator. The scrambling can randomize the inter-cell interference and reduce the potential impact of long  sequences of identical bits.

Scrambling using this mechanism is not applied to the primary synchronization signal (PSS), secondary synchronization signal (SSS) or frame index identification signal (FIIS).
The scrambling sequence is defined by a length-31 Gold sequence. The output sequence 
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For a broadcast burst, and system information type 1 which is carried by a synchronization and broadcast burst, the sequence generator is initialised at the start of each burst with a seed that depends on the physical cell identifier, CELL_ID, and the frame index corresponding to the start of the burst, FRAME, as follows:
Cinit = {19’b0, FRAME[5:0], CELL_ID[5:0]} ^ 1

where 19’b0 represents 19 consecutive bits of 0, and ^ represents the logical XOR operation.

For a DCI burst, the sequence generator is initialised at the start of each burst with a seed that depends on the downlink channel number, DL_CHAN, the physical cell identifier, CELL_ID, and the frame index corresponding to the start of the burst, FRAME, as follows:
Cinit = {15’b0, DL_CHAN[3:0], FRAME[5:0], CELL_ID[5:0]} ^ 1
For a non-DCI burst, the sequence generator is initialised at the start of each burst with a seed that depends on the physical cell identifier, CELL_ID, the frame index corresponding to the start of the burst, FRAME, and the UE identifier, UE_ID, as follows:
Cinit = {UE_ID[19:0], FRAME[5:0], CELL_ID[4:0]} ^ 1
7.1.2.1.2.4
PSS generation

To generate a PSS, a length-255 m-sequence, 
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which is initialised with 
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Finally, the PSS, 
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7.1.2.1.2.5
SSS generation

To generate a SSS, a length-257 Zadoff-Chu sequence, 
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A scrambling sequence, 
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where 
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Finally, the SSS, 
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7.1.2.1.2.6
FIIS generation

The sequence used for FIIS, 
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The length-127 m-sequence 
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which is initialised with 
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7.1.2.1.2.7
Burst mapping

For a synchronization and broadcast burst, PSS, SSS, FIIS, and system information type 1 are successively mapped to the symbols of the burst.

For a broadcast burst, system information type 2, system information type 3, and system information type 4 are successively mapped to the symbols of the burst.

7.1.2.1.2.8
Preamble and pilot insertion
A 20-bit preamble sequence is transmitted prior to a DCI burst. This is used for acquisition of fine symbol timing and for fine frequency error offset estimation.

Pilot symbols are inserted between groups of data symbols in order to facilitate channel tracking during a burst. The data symbols, after constellation mapping, are partitioned into groups of 8 symbols. Each group of 8 data symbols is prefixed with 2 pilot symbols. No pilot symbols are inserted after the final group of 8 data symbols.

The preamble sequence and the pilot symbols are generated using the same length-31 Gold sequence generator described in sub-clause 7.1.2.1.2.3. Both the preamble sequence and the pilot symbols are encoded using BPSK modulation irrespective of the modulation method selected for the data symbols.
The sequence generator is initialised at the start of each DCI interval with a seed that depends on the downlink channel index, DL_CHAN, the physical cell identifier, CELL_ID, and the frame index corresponding to the start of the burst, FRAME, as follows:
Cinit = {15’b0, DL_CHAN[3:0], FRAME[5:0], CELL_ID[5:0]} ^ 3
The initial outputs from the sequence generator form the preamble sequence, if present, in order of transmission, and then the subsequent outputs form the pilot symbol sequence in order of transmission.

7.1.2.1.2.9
Modulation
The proposed downlink modulation schemes are BPSK, QPSK and 16-QAM. These modulation schemes are preferred over GMSK due to their improved demodulation performance, reduced spectral sidelobes, and higher spectral efficiency in the case of QPSK and 16-QAM.
It is anticipated that 16-QAM would only be used for non-DCI burst type 1 transmissions. It may be beneficial for cost reasons to define this as an optional downlink modulation scheme for UEs. 

7.1.2.1.2.10
Spreading
In addition to burst repetition, symbol spreading provides another means of achieving coverage enhancement. Similar to burst repetition, the additional receiver processing gain is achieved at the expense of reduced data rate. The receiver typically performs coherent integration over the spreading sequence for each symbol. Different spreading sequences are used for each base station in order to provide some suppression of inter-cell interference, especially for transmissions that use higher spreading factors. 

Symbol spreading is applied after constellation mapping. For the higher data rate coding schemes, no spreading is applied, so the output chip sequence equates to the input symbol sequence. For lower data rate coding schemes, each modulated symbol is repeated by the spreading factor and then the resulting chip sequence is multiplied by the spreading sequence.

The spreading sequence is applied to the chips in order of transmission, such that a ‘1’ in the spreading sequence results in a polarity inversion of both the I and Q values for a given chip. The spreading is applied to the preamble, if present, and pilot symbols in addition to the data symbols.

The symbol spreading sequence is generated using the same length-31 Gold sequence generator described in sub-clause 7.1.2.1.2.3.

For PBSCH and PBCH, the sequence generator is initialised at the start of each burst with a seed that depends on the physical cell identifier, CELL_ID, and the frame index corresponding to the start of the burst, FRAME, as follows:
Cinit = {19’b0, FRAME[5:0], CELL_ID[5:0]} ^ 2
For PDSCH, the sequence generator is initialised at the start of each burst with a seed that depends on the downlink channel index, DL_CHAN, the physical cell identifier, CELL_ID, and the frame index corresponding to the start of the burst, FRAME, as follows:
Cinit = {15’b0, DL_CHAN[3:0], FRAME[5:0], CELL_ID[5:0]} ^ 2
The benefit of symbol spreading compared with burst repetition is that it is possible to achieve the ideal processing gain from coherent combining, in contrast with burst repetitions which may suffer from diminishing returns as the number of repetitions increases due to poorer channel estimation and tracking. However, high symbol spreading factors reduce the maximum channel tracking rate and therefore the tolerance to high Doppler. Therefore, a combination of burst repetition and symbol spreading is proposed.

7.1.2.1.2.11
Phase rotation
Following spreading, a π/2 phase rotation per BPSK chip, or π/4 phase rotation per QPSK chip, is applied in order to reduce the peak-to-average power ratio (PAPR) of the modulation. No phase rotation is applied for 16-QAM modulation.  

The chips associated with the preamble and pilot symbols are phase rotated in accordance with the modulation type used for the data symbols, even though the preamble and pilot chips are always modulated using BPSK. 

The total phase rotation for the k’th chip (indexing from k=0 for the first chip of the preamble, if present, otherwise the first pilot chip), is (kπ/2) for BPSK, (kπ/4) for QPSK, and 0 for 16-QAM.

7.1.2.1.2.12
Pulse shaping
The I and Q samples after phase rotation are pulse shaped with a root-raised cosine filter, as defined below. 
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where Ts =1/12,000 is the chip period and β = 0.22 is the roll-off factor.
7.1.2.1.2.13
Modulation and coding schemes (MCS)
FFS. 

7.1.2.2
 Physical layer procedure
7.1.2.2.1 
Cell search procedure

Cell search is the procedure by which a MTC device acquires time and frequency synchronization with a BS and detects the cell ID of that cell.  
The cell search is assumed to be based on two signals transmitted in the downlink, the “PSS” (Primary Synchronization Signal) and “SSS” (Secondary Synchronization Signal) which are included in the PBSCH (Physical Broadcast Synchronization Channel). The PSS and SSS are defined by time-domain sequences as described in subclause 7.1.2.1.2.4 and 7.1.2.1.2.5, respectively.
The cell search procedure consists of 4 operations: signal detection, symbol timing and carrier frequency synchronization acquisition, frame timing, and physical cell ID identification.
The basic cell search procedure is illustrated in Figure 7.1.2-11.
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Figure 7.1.2-11. Basic cell search procedure

7.1.2.2.1.1  
Signal detection
The MTC device searches for a viable BS carrier when it initially switches on, when it fails to operate with its previous BS carrier, or when it wishes to check for a higher signal strength BS carrier. The searching is implemented based on the detection of the PSS/SSS. The center frequency of the PBSCH containing PSS/SSS satisfies the channelization condition described in subcaluse 7.1.2.1.1.1. 
7.1.2.2.1.2  
Symbol timing and carrier frequency synchronization acquisition

Symbol timing and carrier frequency are acquired by correlation based detection of PSS/SSS. 

Typically, symbol timing is derived from the PSS while frequency synchronization (carrier frequency offset estimation) is derived from the SSS. The PSS may also be used to obtain a coarse estimate of the carrier frequency offset (CFO) based on the phase of the correlation peak. The accuracy of CFO estimation may then be improved by using the SSS. Differential detection may be applied to the PSS sequence to mitigate the negative impact of phase rotation on the correlation performance due to large initial CFO.

Cross-correlation and/or auto-correlation may be used for PSS/SSS based symbol timing and CFO estimation, providing different trade-offs between implementation complexity and performance in low SNR. 

7.1.2.2.1.3 
 Frame timing

Frame timing is directly derived from the PSS/SSS since the PSS/SSS is only transmitted once in every frame. 

7.1.2.2.1.4 
 Physical cell ID identification

A physical-layer cell ID (PCI) is introduced for each cell to facilitate network planning (e.g. frequency re-use) and cell-specific operation (e.g. scrambling, frequency hopping and etc). 

There are 36 unique PCIs in the system. The PCIs are grouped into 12 unique PCI groups, each group containing three unique identities. The grouping is such that each PCI is part of one and only one PCI group. A PCI 
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in the range of 0 to 11, representing the PCI group, and a number
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 in the range of 0 to 2, representing the PCI within the PCI group.

The PCI
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within the PCI group is associated with the scrambling sequence masked on PSS while the PCI group index
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is associated with the scrambling sequence masked on SSS. 

The MTC device first tests the 3 PSS scrambling sequences to identify
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within the PCI group, and then the device tests the 12 SSS scrambling sequences to identify the PCI group index
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. By this hierarchical and grouping design, the maximum number of hypothesis tests to identify a PCI is reduced from 36 to 15.


7.1.3
Uplink physical layer design

7.1.3.1 
Basic transmission scheme
7.1.3.1.1
Multiplexing scheme
7.1.3.1.1.1
Channelization
For the uplink, it is proposed that the 200 kHz resource block is sub-divided into multiple uplink physical channels, for example 36 channels, which occupy a total of 180 kHz, plus a 10 kHz guard band at each edge. This is illustrated in Figure 7.1.3-1.
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Figure 7.1.3-1.  Uplink channelization
The physical channels are numbered UL_CHAN = 0 to 35, with UL_CHAN = 0 representing the lowest frequency channel. The center frequency, FUL(UL_CHAN), of each physical channel relative to the lowest frequency of the resource block is given by:

FUL(UL_CHAN) = (UL_CHAN + 0.5) x 5 + 10 kHz

For UEs that have good link budget, it is beneficial to increase their uplink data rate in order to reduce the duration of their transmissions and so improve their power consumption (as an alternative to reducing their transmit power, which may degrade network capacity). This is achieved by bonding the uplink channels into wider bandwidth channels, as illustrated in Figure 7.1.3-2. A bonded channel is modulated as a single carrier, so the peak to average power ratio of the UE transmission is not increased.
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Figure 7.1.3-2.  Use of bonded channels on the uplink, showing x2 and x4 bonding

If a continuous block of uplink channels numbered from UL_CHANlow to UL_CHANhigh are bonded into a single bonded channel, the bonded channel is numbered UL_CHANlow, with the center frequency given by (FUL(UL_CHANlow) + FUL(UL_CHANhigh)) / 2.

There is only one type of uplink physical channel: the physical uplink shared channel (PUSCH) that carries data, signalling and random access messages, etc.

Each base station sector is allocated a number of uplink channels according to the frequency re-use strategy.

A UE must be capable of re-tuning its transmitter from one uplink physical channel to a different uplink physical channel.
The use of FDMA on the uplink to increase uplink capacity, through the use of narrow uplink channels, has some important benefits compared with using code division multiple access (CDMA) with wider channels:

-
The narrow channels are individually modulated and pulse shaped with sufficient channel spacing that they are not significantly overlapping in frequency. This means that timing errors, frequency errors and time-varying propagation channels do not significantly erode orthogonality between different users.

-
In comparison, CDMA techniques rely on maintaining orthogonality between the different codes, whether the codes are applied at the symbol rate or the burst repetition rate. This orthogonality can be eroded due to many effects such as frequency errors, timing errors, and time-varying propagation channels. Once orthogonality has been eroded, the “near-far” problem becomes very significant.

-
Consequently, the proposed system has no requirement for closed loop power control, whilst a CDMA based system is likely to require relatively accurate power control. This is an important performance consideration because closed loop power control is ill-suited to an IoT network given that the typical traffic is short and sporadic (in contrast with a voice or data streaming service). Furthermore, minimizing control traffic is crucial to meeting the power consumption targets.

7.1.2.1.1.2
Time structure
The uplink time structure and the definition of slot, frame, superframe and hyperframe are the same as for the downlink.
7.1.2.1.1.3
Burst structure
There is only one type of burst in the uplink:
1)
Non-DCI burst type 2. This burst is transmitted on PUSCH and is used to carry random access messages as well as data and signalling information for higher layers. It has a duration of an integral number of slots, each containing 37.5*B symbols (where B is the channel bonding factor). 
Random access messages can share the same PUSCH with data and signalling information. In this case every burst in the uplink is scheduled by a DCI burst in the downlink, and the parameter N2 of a non-DCI burst type 2 is indicated in the scheduling information contained in the DCI burst.

It is also possible to configure some periodically repeated slots on one or more PUSCHs to be dedicated for random access messages. For these resources the UE does not need to wait for a DCI burst before transmitting a random access message on the PUSCH, and the parameter N2 of the burst containing the random access message is determined according to the MCS chosen for that message.

The structure of the non-DCI burst type 2 is shown in Figure 7.1.3-3. Pilot symbols are inserted at regular intervals into the stream of data symbols. For BPSK, QPSK and 8-PSK modulations, 2 pilots are inserted for every 8 data symbols. For GMSK modulation, 5 pilots are inserted for every 10 data symbols; this allows the outer pilot symbols in each group to be discarded as they are impacted by ISI due to the GMSK shaping filter.
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Figure 7.1.3-3.  Non-DCI burst type 2
Depending on the intended coverage level, a burst may be repeated a number of times when being transmitted.
7.1.3.1.2
Transmission chain
7.1.3.1.2.1
General
The transmission chains for PUSCH using GMSK modulation and PSK modulation are shown in Figure 7.1.3-4 and Figure 7.1.3-5, respectively.
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Figure 7.1.3-4.  Transmission chain for PUSCH using GMSK modulation
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Figure 7.1.3-5.  Transmission chain for PUSCH using PSK modulation
7.1.3.1.2.2
FEC and interleaving
Turbo coding is proposed for forward error correction in the uplink because it provides better coding gain than convolutional coding even for small code block sizes (though the benefit is reduced as the block size becomes small). Although the decoding complexity of turbo coding is higher than that of convolutional coding, the decoding is performed at the base station and the complexity is considered acceptable.

The Turbo coding and interleaving procedure described in sub-clause 5.1.3.2 of 3GPP TS 36.212 is re-used.
7.1.3.1.2.3
Scrambling
The output symbols from FEC/interleaving are scrambled by applying an XOR logical operation between each output bit and the output of a cell-specific scrambling sequence generator. The scrambling can randomize the inter-cell interference and reduce the potential impact of long sequences of equal valued bits.

The scrambling sequence is generated using the same length-31 Gold sequence generator as described in sub-clause 7.1.2.1.2.3.

For random access message transmissions in the PUSCH, the sequence generator is initialised at the start of each burst with a seed that depends on the physical cell identifier, CELL_ID, and the frame index corresponding to the start of the burst, FRAME, as follows:
Cinit = {19’b0, FRAME[5:0], CELL_ID[5:0]} ^ 1
For non-random access message transmissions in the PUSCH, the sequence generator is initialised at the start of each burst with a seed that depends on the physical cell identifier, CELL_ID, the frame index corresponding to the start of the burst, FRAME, and the UE identifier, UE_ID, as follows:
Cinit = {UE_ID[19:0], FRAME[5:0], CELL_ID[4:0]} ^ 1
7.1.3.1.2.4
Pilot insertion
The pilot symbols are generated using the same length-31 Gold sequence generator as described in sub-clause 7.1.2.1.2.3.
The sequence generator is initialised at the start of each burst with a seed that depends on the uplink channel index, UL_CHAN, the physical cell identifier, CELL_ID, and the frame index corresponding to the start of the burst, FRAME, as follows:
Cinit = {13’b0, UL_CHAN[5:0], FRAME[5:0], CELL_ID[5:0]} ^ 3

7.1.3.1.2.5
Modulation
GMSK is proposed as the baseline modulation scheme for the uplink. The benefit of GMSK is the constant envelope property that allows power amplifiers to operate with high efficiency. However, GMSK has reduced demodulation performance compared with linear modulation schemes, and also requires the insertion of more pilot symbols due to the inherent ISI caused by the GMSK shaping filter.

Therefore, BPSK, QPSK and 8-PSK are proposed as optional UE modulation schemes. The three modulation schemes can provide improved demodulation performance compared with GMSK and also have reduced spectral sidelobes. Furthermore, in the case of QPSK and 8-PSK the spectral efficiency is increased. Higher order modulation schemes are not proposed because of the likely increase in cost/complexity for the UE transmitter due to linearity considerations.

7.1.3.1.2.6
Spreading
Symbol spreading may be applied to the uplink transmissions in a similar manner to the downlink.
The spreading sequence is applied to the chips in order of transmission, such that a ‘1’ in the spreading sequence results in a polarity inversion of both the I and Q values for a given chip. The spreading is applied to the pilot symbols in addition to the data symbols.

The symbol spreading sequence is generated using the same length-31 Gold sequence generator as described in sub-clause 7.1.2.1.2.3.

For random access message transmissions in the PUSCH, the sequence generator is initialised at the start of each burst with a seed that depends on the physical cell identifier, CELL_ID, the frame index corresponding to the start of the burst, FRAME, and the MCS value, as follows:
Cinit = {15’b0, MCS[3:0], FRAME[5:0], CELL_ID[5:0]} ^ 2
The dependency of the seed on the MCS value ensures that if random access bursts with different spreading factors overlap on the same physical uplink channel, the base station receiver may be able to separate the bursts based on the differing spreading codes.

For non-random access message transmissions in the PUSCH, the sequence generator is initialised at the start of each burst with a seed that depends on the physical cell identifier, CELL_ID, the frame index corresponding to the start of the burst, FRAME, and the UE identifier, UE_ID, as follows:
Cinit = {UE_ID[19:0], FRAME[5:0], CELL_ID[4:0]} ^ 2
7.1.3.1.2.7
Phase rotation
Phase rotation is applied to the BPSK and QPSK modulations in the same manner as the downlink. Phase rotation is applied to the 8-PSK modulation in the same manner as for BPSK, exception that the rotation angle is π/8. No phase rotation is applied for GMSK modulation.
7.1.3.1.2.8
Pulse shaping
For BPSK, QPSK and 8-PSK modulations, the I and Q samples after phase rotation are pulse shaped with a root-raised cosine filter in the same manner as the downlink, but with a different chip period of Ts=1/3,750. In the case of bonded uplink channels, the chip period, Ts, is reduced by the channel bonding factor, B.

For GSMK modulation, the same shaping function is applied as for GSM GMSK modulation, but with a chip period of Ts=1/3,750 for unbonded uplink channels. In the case of bonded uplink channels, the chip period, Ts, is reduced by the channel bonding factor, B.

7.1.3.1.2.9
Modulation and coding schemes (MCS)
FFS.

7.1.3.2 
Physical layer procedure

e.g. random access design, uplink scheduling approach, link adaptation mechanism, time diversity mechanism, cell detection mechanism, power control mechanism, physical layer measurements etc. 
7.1.4
 Link layer aspects

e.g. random access procedure, control channels and mapping to physical layer resources, traffic channels and mapping to physical layer resources, multiplexing/de-multiplexing principles, priority handling principles, data segmentation and re-assembly principles, retransmission schemes etc.

7.1.5
Radio resource management

e.g. MS states, system information, mobility procedure in different states, radio resource management ( e.g. bearer addition, modification, release principles, admission control principles, mobility management principles, load balancing principles, interference mitigation principles) etc.

7.1.6

Concept evaluation

7.2 
Clean slate concept#2


8 
Network architecture options 
8.1

Overall architecture

8.1.1
Overall architecture requirements

Independent of the choice of radio access solution, the cellular system for supporting ultra low complexity and low throughput Internet of Things (Cellular IoT), should:

a)
re-use existing Core Network (CN) features for reducing UE energy consumption e.g. Rel-12 Power Save Mode (PSM) and Rel-10 long periodic RAU/TAU timers. 

b)
support network sharing (both Full-MOCN and GWCN)

c)
support a mechanism to control MTC device access on a per PLMN basis e.g. equivalent to the existing PLMN specific access class barring mechanism.

d)
support Short Message Service (SMS)

e)
support IP header compression for IP-based services

f)
support mobility (in both Ready/Connected and Standby/Idle states) based on MS autonomous cell selection/reselection. Network controlled mobility with MS measurement reporting is not required.

g)
be capable of supporting a broadcast mechanism in the future, e.g. support for MBMS, PWS and CBS. There is no requirement to support broadcast in the initial release. Support for low latency warnings such as ETWS is not required.
h) 
if based on a Gb architecture, be able to support future introduction of O&M procedures equivalent to the “S1 Setup” procedure. There is no requirement to support this in the initial release. 
Editor’s Note: further work is needed on:

a) The evaluation of the energy consumption efficiency of both Gb and S1 based architecture options.
b)
Whether support for MME/SGSN level Attach without PDN connection activation is needed.
8.1.2 
Security requirements

A security framework should be defined for the Cellular IoT system to support security features like mutual authentication, integrity protection and ciphering. It is anticipated that this work will be led by 3GPP SA WG3.
8.1.3
 Architecture requirements related to new Radio Access solutions.

It is agreed that:

a)
an Iu interface based architecture will not be used.
b)
it is desirable that both a “flat-RAN” based architecture and a “BSC” based architecture are supported. The feasibility of this needs to be verified.
8.1.4 
Architecture requirements related to GERAN Evolution solutions
It is agreed that:

a)
the Gb interface should be used for the GERAN evolution option. 
8.2 
Architecture evaluation criteria

8.2.1 
Transmission efficiency

The choice of an architecture option inherently impacts the amount of signalling the MTC device has to perform before sending or receiving user plane data and the header overhead associated with each user plane packet. The amount of signalling and overhead imposed by an architecture option has an impact on the system capacity and energy consumption of the device. It is thus important to analyse the transmission efficiency of each architecture option. For the purpose of the architecture evaluation, the transmission efficiency is defined as the ratio of the application data size to the total amount of data (application data, signalling data and associated header overheads for the transmission of the signalling and data).
E_transmission=D_application/ (D_application+H_CN + H_access + S_radio + H_signalling)

Where D_application is the amount of application layer data to transmit,

H_CN is the overhead from protocols below the application layer and above equivalent of SNDCP layer (See Annex E for an example protocol stack),

H_access is the header overhead for user plane data due to radio access network (which is dependent on the architecture and radio access technology),
S_radio is the amount of signalling information exchanged before transfer of the user plane data and

H_signalling is the header overhead for signaling information.
NOTE: The evaluation of transmission efficiency of an architecture option should be done using the MAR periodic traffic model only (See Annex E).
8.3
Option A: Gb based architecture

e.g. evaluation of signalling overhead, security implications, user plane handling etc. 
8.4
Option B: S1 based architecture

e.g. evaluation of signalling overhead, security implications, user plane handling etc. 


8.5 
Conclusions on architecture options evaluation
9 
Overall conclusions
Annex <A>: 

Deployment scenarios for Cellular IoT

Editor’s Note:  This section should capture the deployment scenarios for cellular IoT
Annex <B>:
Calculation of MCL for legacy GPRS

B.1 
Downlink

The proposed calculation of Maximum Coupling Loss (MCL) for the legacy GPRS downlink is shown in Table B.1 for an antenna configuration of 1T1R and is based on the MCL calculation methodology in subclause 5.1 of TR 36.888 [3]. 

The BS transmit power is set to +43 dBm to reflect the common assumption for this study (See assumption 6 in Table D.1, Annex D, on system level simulation assumptions).

The MS receiver sensitivity calculation is based on Table 6.2.1a of TS 45.005 [5] which specifies a reference sensitivity level of -102 dBm for “GSM900 small MS”. This value is then adjusted by 4 dB to reflect the improved noise figure of 5 dB that is assumed in this study for typical MS receivers (See Table 5.1-2: Assumptions on MCL calculation). This results in the -106 dBm Receiver Sensitivity value shown in Table B.1. 
Table B.1: Link budget table for legacy GPRS downlink
	
	Downlink MCL based on TS 45.005[8]

	Transmitter
	

	(1) Total Tx power  (dBm)
	43

	Receiver
	

	(2) Thermal noise density (dBm/Hz)
	-174

	(3) Receiver noise figure (dB)
	5

	(4) Interference margin (dB)
	0

	(5) Occupied channel bandwidth (kHz)
	180

	(6) Effective noise power
        = (2) + (3) + (4) + 10 log((5))  (dBm)
	-116.4

	(7) Required SINR (dB)
	10.4 (See Note 1)

	(8) Receiver sensitivity
        = (6) + (7) (dBm)
	-106.0

	(9) Receiver processing gain (dB)
	0

	Maximum coupling loss (MCL)
        = (1) – (8) + (9) (dB)
	149.0

	Note 1: This value has been derived from the “Receiver sensitivity” value shown in row (8) and is shown for completeness.




B.2 
Uplink

The proposed calculation of Maximum Coupling Loss (MCL) for the legacy GPRS uplink is shown in Table B.2 for an antenna configuration of 1T2R and is based on the MCL calculation methodology in subclause 5.1 of TR 36.888 [3].  

The MS transmit power is set to +33 dBm to reflect the  assumption for this study of the MS transmit power of legacy GPRS modem operating at 850/900 MHz (See sub clause 5.5.5: GPRS reference)

The BS receiver sensitivity calculation is based on the specification of -104 dBm for PDTCH/CS-1 (TU50, no FH) taken from TS 45.005 [5]. This value is then adjusted by 2 dB to reflect the improved noise figure of 3 dB that is assumed in this study for typical BS receivers (See Table 5.1-2: Assumptions on MCL calculation). This results in the Receiver Sensitivity value of -106 dBm that is shown in Table B.2. The Receiver Processing Gain value of 5 dB has been taken from TR 36.888 [3] to reflect the use of two receiver antennas at the base station. 
Table B.2: Link budget table for legacy GPRS uplink
	
	Uplink MCL based on TS 45.005[8]
(adjusted for2 x Rx gain)

	Transmitter
	

	(1) Total Tx power  (dBm)
	33

	Receiver
	

	(2) Thermal noise density (dBm/Hz)
	-174

	(3) Receiver noise figure (dB)
	3

	(4) Interference margin (dB)
	0

	(5) Occupied channel bandwidth (kHz)
	180

	(6) Effective noise power
        = (2) + (3) + (4) + 10 log((5))  (dBm)
	-118.4

	(7) Required SINR (dB)
	12.4 (See Note 1)

	(8) Receiver sensitivity= (6) + (7) (dBm)
	-106.0

	(9) Receiver processing gain (dB)
	5 (See Note 2)

	Maximum coupling loss (MCL)= (1) – (8) + (9) (dB)
	144.0

	Note 1: This value has been derived from the “Receiver sensitivity” value shown in row (8) so is just shown for completeness.

Note 2: This value is taken from TR 36.888[3] for the processing gain for a typical BS, and is assumed to include the use of two receive antennas at the base station.








B.3
 Overall MCL for legacy GPRS
From Tables B.1 and B.2, it can be observed that the overall MCL for legacy GPRS is 144.0 dB, since the uplink is limiting the MCL.
Annex <C>:
 Link level simulation assumptions
The assumptions for the MS transmit power and BS transmit power are as described in Table D.1 (system level simulation assumptions). The other relevant link level simulation assumptions are summarised in Table C.1.
Table C.1: Assumptions for link level simulations

	No.
	Parameter
	Value

	1
	Frequency band
	900 MHz

	2
	Propagation channel model
	TU

	3
	Doppler spread
	1 Hz with model for Doppler spectrum taken from TR 36.888 [3]1

	4
	Interference/noise
	Sensitivity2 

	5
	Antenna configuration
	BS: 1T2R
MS: 1T1R

	6
	Frequency error
	F_offset(t) = F_est_error + (F_drift_inactive *T_inactive)  + (F_drift_active * t). See Note 3.


	7
	MS initial frequency error (for evaluation of synchronization performance)
	Randomly chosen from -20 ppm and 20 ppm (i.e. either -20 ppm or 20 ppm), generated per synchronisation attempt.

	Note 1:
Doppler spread of 1 Hz, with model from TR 36.888 [3], is a working assumption. This will be revisited if a more appropriate model is identified which shows significant difference in performance results. Doppler spread of 1Hz will model a non-stationary surrounding environment and not a non-stationary mobile device. Link level simulation results assuming 1Hz Doppler will be used in system level evaluation.
Note 2:        Sensitivity shall be modelled as a baseline. Interference scenarios need to be developed.
Note 3:        F_offset(t) is the frequency offset  at time t relative to the start of an uplink transmission.
F_est_error (Hz) is the candidate technology specific estimation of the downlink frequency error, which should be declared for each candidate technology.  
F_drift_inactive (0.010 ppm/sec) represents the frequency drift rate during the interval between the end of the last downlink reception used for frequency error estimation and the start of the uplink transmission. The polarity (sign) of the F_drift_inactive rate should be selected randomly for each simulated uplink packet. 
T_inactive (sec) is the time interval between the end of the last downlink reception used for frequency error estimation and the start of the uplink transmission.
F_drift_active (0.025ppm/sec) is the frequency drift rate during the uplink transmission. The polarity (sign) of the F_drift_active rate should be selected randomly for each simulated uplink packet (so where a packet is composed of many repetitions, the polarity should be the same for each repetition). 
Refinement to the basic model which takes into account the candidate Cellular IoT radio interface technology proposal is allowed but the changes must be declared.


Annex <D>: 
System level simulation assumptions

The assumptions for system level simulations are summarised in Table D.1. 
D.1: Assumptions for system level simulations

	No
	Parameter
	Assumption

	1
	Cellular Layout
	Hexagonal grid, 3 sectors per site1

	2
	Frequency band
	900 MHz

	3
	Inter site distance 
	1732 m

	4
	MS speed 
	0 km/h as the baseline2

	5
	User distribution
	Users dropped uniformly in entire cell

	6
	BS transmit power per 200 KHz (at the antenna connector)
	43 dBm3

	7
	MS Tx power (at the antenna connector)
	Candidate solution specific4

	8
	Pathloss model
	L=I + 37.6log10(.R), R in kilometers

I=120.9 for the 900 MHz band

	9
	Shadowing standard deviation
	8 dB

	10
	Correlation distance of Shadowing
	110 m 

	11
	Shadowing correlation
	Between cell sites


	0.5

	
	
	Between sectors of the same cell site
	1.0 

	12
	Antenna pattern (horizontal)

(For 3-sector cell sites with fixed antenna patterns) 
	See table 5-7, 3GPP TR 45.914[4], 65° H-plane.

	13
	BS antenna gain
	18 dBi

	14
	MS Antenna gain
	-4dBi

	15
	BS cable loss
	3 dB

	16
	Building Penetration Loss
	Based on distributions derived from adapted COST 231 NLOS model. See  clause D.1 and NOTE 5


	Note 1:       Simulations should consider enough BS sites to obtain reliable results. 

Note 2:       Mobility scenario has to be defined  
Note 3:       The carrier PSD compared to GSM shall not be exceeded. 
Note 4:       The highest MS Tx power level at which PA integration on chip is feasible needs to be identified (working assumption is 23 dBm). The supported MS Tx power levels shall be declared and evaluated for any candidate solution.
Note 5:       Simulations should be performed for two scenarios of building penetration loss described in Annex D.1.All evaluations should provide results for both scenarios.
   


D.1 
Building penetration loss
The building penetration loss is a component of the overall path loss model for cellular devices in conditions of deep penetration loss and is in addition to the outdoor pathloss model (see simulation assumption#8 in Table D.1). 
Path loss indoor = outdoor path loss + Building Penetration Loss

The building penetration loss model for this study is based on the COST 231 Non Line of Sight (NLOS) model for building penetration loss which is adapted to reflect the attenuation characteristics of both old and modern construction materials and also with parameters chosen to reflect the expected environment in which cellular IoT devices will be placed. 
Building Penetration Loss = External wall penetration loss + max (Tor1, Tor3) – GFH
Tor1 = Wi*p, where Wi is the loss in internal walls and p is the number of penetrated internal walls.
Wi = 4-10 dB (uniformly distributed)
p =0, 1, 2 or 3 (with p =3 also accounting for devices in deep penetration loss e.g. basement)

Tor3 = alpha*d, where alpha is the penetration distance coefficient and d is the penetration distance.
Penetration distance coefficient (alpha) = 0.6 dB/m
d = uniformly distributed in the range 0-15m
GFH = n*Gn, where Gn is the floor height gain per floor, n is the floor number
n = 0,1,2,3 or 4 (uniform distribution)
Gn = 1.5 dB/floor 

External wall loss is modelled as uniformly distributed either in range 4-11 dB, 11-19 dB or 19-23 dB.

The two scenarios to be simulated for the evaluation in this study are summarised in Table D.2 (scenario#1) and Table D.3 (scenario#2)
Table D.2: Definition of scenario#1 for building penetration loss
	Distribution of external wall penetration loss

	External wall  penetration loss
	4-11 dB
	11-19 dB
	19-23 dB

	Percentage of devices uniformly distributed in  range
	25%
	65%
	10%

	Assumptions related to additional penetration loss due to internal walls

	Percentage of devices mapped to case p=3 ( with remaining devices equally distributed among cases p=0,1,2)
	15%

	Assumption for dependency of penetration loss of internal walls of a building. 
	Independent i.e. a different value of Wi is randomly generated for each internal wall. 


Table D.3: Definition of scenarios#2 for building penetration loss
	Distribution of external wall penetration loss

	External wall  penetration loss
	4-11 dB
	11-19 dB
	19-23 dB

	Percentage of devices uniformly distributed in  range
	25%
	50%
	25%

	Assumptions related to additional penetration loss due to internal walls

	Percentage of devices mapped to case p=3 ( with remaining devices equally distributed among cases p=0,1,2)
	20%

	Assumption for dependency of penetration loss of internal walls of a building. 
	Dependent i.e. one value of Wi is randomly generated and applies to all internal walls.


Editor’s Note: it is FFS if an inter-site correlation coefficient is required for the building penetration loss model and the value of the respective coefficient to use.

Annex <E>: 
Traffic Models

E.1
 Cellular IoT device density per cell
The cellular IoT device density per cell is calculated by assuming 40 devices per household. The household density is based on the assumptions of TR 36.888 [3] for London in Table E.1-1.
Table E.1-1: Device density assumption per cell
	Case
	Household Density per Sq km
	Inter-site Distance (ISD) (m) 
	Number of devices within a household
	Number of devices within a cell 

	Urban
	1517
	1732 m
	40
	52547


E.2 
Traffic models for Cellular IoT

The traffic models in this annex are required to perform capacity evaluations using system level simulations and  for latency analysis.
Four different application traffic models are defined to reflect the traffic characteristics of applications expected to be supported using Cellular IoT. 
E.2.1
 Mobile Autonomous Reporting (MAR) exception reports

Many sensor type applications are expected to monitor a physical condition and trigger an exception report when an event is detected. Such events are expected to be generally rare, typically occurring every few months or even years. Examples of such applications include smoke alarm detectors, power failure notifications from smart meters, tamper notifications etc. 
For the purpose of latency analysis, it is assumed that MAR exception reports have an uplink application payload of 20 bytes. 
 It is required that such reports are delivered in near real time, with a latency target of 10s.
For every generated uplink report (i.e. 100% of uplink exception reports), 
it is also assumed that the application will send a downlink application ACK of 20 bytes
.
E.2.2 
Mobile Autonomous Reporting (MAR) periodic reports

Periodic uplink reporting is expected to be common for cellular IoT applications such as smart utility (gas/water/electric) metering reports, smart agriculture, smart environment etc. The MAR periodic uplink reporting traffic model is used in system level simulations for capacity analysis. 

Table E.2-1 summarises the characteristics of MAR periodic reporting:
Table E.2-1: MAR periodic UL reporting traffic model
	Characteristic
	

	Application payload size distribution
	Pareto distribution with shape parameter alpha = 2.5 and minimum application payload size = 20 bytes with a cut off of 200 bytes
 i.e. payloads higher than 200 bytes are assumed to be 200 bytes.

	Periodic inter-arrival time
	Split of inter-arrival time periodicity for MAR periodic is:  1 day (40%), 2 hours (40%), 1 hour (15%), and 30 minutes (5%)



A DL application layer ACK for an uplink periodic reporting event is assumed in 50% of UL MAR periodic reports generated. 
  The application downlink ACK payload size is assumed to be 20 bytes 
and is immediately sent after the base station successfully receives an application UL packet. No retransmission of the APP DL ACK/UL packet is required. 
E.2.3 
Network Command 
The Network Command (NC) traffic model is used to model applications where an application server generates an application layer command to the device to perform an action without the need for an uplink response from the device e.g. command to switch on the lights or to trigger the device to send an uplink report as a result of the network command e.g. request for a smart meter reading. 
It is assumed that 50% of such Network Commands will require the MS to send an application layer UL response whilst the other 50% will not generate a response in system level simulations.  Moreover, for the case where there is an uplink response, there is no need for an application DL ACK for the response.

The size of the downlink Network Command is assumed to be 20 bytes 
and the distribution of the periodic inter-arrival time is the same as for MAR periodic model (Table E.2-1)
. The distribution of the application payload size in response to the Network Command, where applicable, is the same as application payload size distribution of MAR periodic in 
Table E.2-1. 
E.2.4 
Software update/reconfiguration model
It is expected that all Cellular IoT devices will require some form of application layer software update/reconfiguration occasionally. Software reconfigurations (patches) are expected to make up most of the events and are not expected to result in the large payload sizes expected for complete software updates. 
For the purpose of capacity evaluations, the traffic characteristics for Software update/reconfiguration are described in Table E.2-2
. The assumption of maximum payload size in Table E.2-2 takes into consideration that the downloads will be done using unicast (See clause 8.1.1)
Table E.2-2: Traffic characteristics for Software download/reconfiguration model.
	Characteristic
	

	Application payload size distribution
	Pareto distribution with shape parameter alpha = 1.5 and minimum application payload size = 200 bytes with a cut off of 2000 bytes
 i.e. payload higher than 2000 bytes are assumed to be 2000 bytes. 

	Periodic inter-arrival time
	(180 days)



E.3 
Assumptions for header overhead
The total packet size at the equivalent of the SNDCP layer (excluding equivalent of SNDCP layer overhead) is made up of the application payload size and header overhead of protocols below the application layer and above the equivalent of the SNDCP layer.
For the purpose of this study, the example protocol stack is assumed to be CoAP (Constrained Application Protocol)/DTLS (Datagram Transport Layer Security/UDP (User Datagram Protocol) /IP (Internet Protocol)

The assumptions for header sizes for the different protocols are summarised in Table E.2-3.
Table E.2-3: Assumptions for header overhead above the equivalent of the SNDCP layer

	Protocol
	Size in bytes

	COAP
	4

	DTLS
	13

	UDP
	8

	IP
	40  (without IP header compression)
	4  (with IP header compression)

	Total header size 
	65 
	29




Annex <F>: 
Link layer design principles and radio resource management concepts for clean slate solutions
This clause describes the general principles of the link layer design for any clean slate solution for Cellular IoT and outlines the concept for radio resource management.  The principles do not apply to the GERAN evolution concept, unless otherwise stated.
F.1 
Multiplexing principles

-
Multiplexing of UE specific signaling and data is required. 

-
MS only needs to support one IP address.
F.2 
Scheduling principles
-
A scheduling mechanism to support flexible resource utilization is required. 
F.3 
 MAC layer retransmissions

-
A feedback mechanism for MAC layer transmissions (ACK/NACK) is required.
Editor’s Note:  It is FFS how MAC layer retransmissions work with the concept of repetitions at the PHY.

F.4 
Segmentation and reassembly of MAC layer SDU

-
Segmentation and re-assembly of upper layer PDU is required. 
F.5 
Random access procedure

-
Random access for data transmission and NAS signalling is required (at least for contention based access. 
-
It should be possible to allocate different set of RACH resources depending on the coverage conditions of the MS.
Editor’s Notes:  
-Need for Non-contention based RACH is FFS.
-Need for including a UE identity in the initial RACH request is FFS.
-It is FFS if MS needs to indicate how much data it needs to send in the initial RACH transmission.
-It is FFS if we need different RACH resources for other reasons than coverage conditions.
F.6 
MS mobility states

-
The system shall support devices that need low or medium latency (e.g. of the order of seconds or minutes) mobile terminating services. The system also supports other devices that want to use PSM.
-
The system shall only apply PSM to devices with applications that generate Mobile Autonomous Reporting (MAR) traffic type and applications that are triggered with a Network Command without any latency requirement. 
Editor’s Notes:  It is FFS how the system will identify devices with specific traffic types for which PSM is configurable.

F.7 
System information (SI)
The system information contains the following information:

Basic system information 
-Indication of change SI

-PLMN identity

-Cell identity (excluding PLMN identity/TA code for S1 architecture option and PLMN identity/Routing Area id for Gb architecture option)

-Tracking area code (S1 architecture option) or Routing Area ID (Gb architecture option)

-Cell barred (to prevent access to all MS)

-Access control parameters for PLMN to prevent initial access (RACH procedures) by a group of devices including:

1) Access control category to identify home/roaming users

2) An access control bit map for 10 ‘normal’ access classes as baseline.

- A threshold for signal level for cell selection
Editor’s Notes:  
-Need for ‘Cell reserved’ indication to only allow access by a class of devices is FFS.

- It is FFS if 10 ‘normal’ access classes is ‘suitable’.

-It is FFS if access control bitmap apply to roaming users.

-It is FFS if access control based on other device types (than defined by access classes) is needed.

-It is FFS if access control based on access control parameters for ‘common’ PLMN applies to both signalling and data or if separate access control parameters need to be defined. 

-The size of the cell identity is FFS.
-Content of cell barred information is FFS.
Other system information 

-Indication of existence of optional subsets of system information is required.

-Default Paging DRX cycle

-Parameters for MS to calculate paging group

-Information to indicate the current segment of a block of system information that has been segmented due to its size. 

-Cell reselection parameters

-Neighbour cell information to include at least:

-Band indicator

-Frequency

-Network sharing information will support a list of up to four additional PLMNS as a baseline.

-Access control for additional PLMNs will be based on assumption of 10 normal access classes.

Editor’s Notes:  
-It is FFS if system information should include GB or S1 related timers.

-It is FFS if system information should contain definition of coverage categories. The definition, if required, will be solution specific.

-Details of cell reselection parameters are FFS.
-Need of physical cell identity in Neighbour cell information is FFS and may be solution specific. 

-It is FFS if system information (Neighbour cell information) should contain frequency/cell priority for load balancing

-It is FFS if the access control parameters for the ‘common’ PLMN also apply for the network sharing PLMNs.
F.8
 Paging
- Paging mechanism needs to be optimized for different coverage classes.
-The DRX/paging cycle should be configurable to support applications with different latency requirements for application server triggered events (Network Commands). This should range from 1-30s (typical for existing 3GPP technologies) for low latency applications to 1-30 minutes to reduce energy consumption for medium latency applications that need to ‘listen’ to paging.
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