3GPP TSG GERAN WG2 Ad Hoc on MBMS
G2MBMS-042022
Agenda Item: 6.6
Turin, Italy
13th – 15th September 2004

Proposal for GERAN MBMS work plan
The document reports a list of the open issues on MBMS Stage 2 and Stage 3. The work plan aims at guaranteeing the finalisation of the MBMS work item in GERAN within the Rel-6 timeframe. The parts highlighted in yellow are considered to be more relevant to GERAN WG1.
Stage 2
· MBMS pre-notification flag and notification procedure (Ericsson,…) 
· MBMS paging co-ordination (Vodafone,…)
· Reception of parallel sessions (Ericsson, Siemens, Telecom Italia, Vodafone,…)

· The need for one more bit in the RLC/MAC header for the MS_ID (stealing it from the ES/P field in EGPRS or from the RRBP field) and in the PACKET DOWNLINK ACK/NACK (Ericsson, Siemens, Telecom Italia,…)

Stage 3
· Broadcast/Multicast Receive mode as an MS state (Ericsson, Siemens,…)
· Support of MBMS in GPRS Cell Options IE (Ericsson,…)
· MBMS notification (Ericsson,…)

· MBMS pre-notification flag 

· MBMS Notification inside the (PACKET) PAGING REQUEST message, including the MPRACH description

· Introduction of a timer for a maximum time limit after the notification and before the MBMS ASSIGNMENT message

· MBMS paging co-ordination (Vodafone,…)

· PACKET CHANNEL REQUEST access cause “Single Block MBMS Access” and cause value (Ericsson, Telecom Italia,…)
· MBMS SERVICE REQUEST message (Ericsson, Telecom Italia,…)
· MBMS ASSIGNMENT message, including also the TLLI, the MS_ID and the timing advance parameters in an optional structure used at a cell re-selection in the target cell (in case MBMS NEIGHBOURING CELL INFORMATION for the target cell is not available in the serving cell) (Ericsson, Siemens, Telecom Italia,…)
· MBMS MS_ID ASSIGNMENT message (Siemens, Telecom Italia,…)

· MBMS_BEARER_ID + MS_ID (Siemens, Telecom Italia,…)
· MBMS SESSION START REQUEST message (SGSN->BSS) (Ericsson,…)
· MBMS SESSION START RESPONSE message (BSS->SGSN) (Ericsson,…)
· MBMS SESSION STOP REQUEST message (SGSN->BSS) (Ericsson,…)
· MBMS SESSION STOP RESPONSE message (BSS->SGSN) (Ericsson,…)
· RLC/MAC-PTM_DATA primitive (Ericsson, Siemens,…)
· RLC protocol behaviour (Siemens,…)
· PACKET TBF RELEASE message (Telecom Italia,…) 
· Reconfiguration of the radio resources relevant to an MBMS p-t-m radio bearer via the PACKET DOWNLINK ASSIGNMENT message (Telecom Italia,…)
· MBMS p-t-m data transfer options: (Ericsson, Siemens,…)
· Block Repetitions

· Feedback based retransmission strategy

· Multislot capabilities: (Siemens, Telecom Italia,…)
· 4 DL PDCHs + 1 DL (P)BCCH/(P)CCCH TS(PDCH) + 0 UL

· 4 DL PDCHs + 1 DL (P)BCCH/(P)CCCH TS(PDCH) + 1 UL

· MBMS NEIGHBOURING CELL INFORMATION message (Siemens, Telecom Italia,…)
· Parameters affecting cell re-selection provided on the PACCH if the PBCCH is not present in the serving cell (Ericsson, Siemens,…)
· Mechanism to control the inter-RAT change during MBMS reception (Ericsson, Siemens,…)
· Mechanism to allow the network to stop the MBMS data transmission for a given MBMS session in a cell which does not contain any MBMS MS joined to this MBMS session (is it feasible? Otherwise the requirement 12 in A.1.1 in TS 43.246 should be deleted). (Ericsson, Siemens, Telecom Italia,…)
· Need to specify RLC SDU error rate(s) and maximum/guaranteed RLC bit rate(s) & delay requirements. An LS to SA2 & SA4 should be sent on this issue (Ericsson, Siemens, Telecom Italia,…)

· MBMS RIM application for the inter-BSC case in the Fast Reception Resumption procedure. (Ericsson, Siemens, Telecom Italia,…)
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