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RLC/MAC Proposal for FACCH, SACCH and SDCCH
1. Introduction

In TSG GERAN AdHoc#4, it was decided to use the RLC(MAC) protocol instead of  LAPDm on the following logical channels: FACCH, SACCH, SDCCH, occuring on DPSCH.

This paper gives an RLC/MAC proposal that fullfills the following requirement:

· To keep the physical layer  of SACCH, FACCH and SDCCH unchanged. With the exception of SACCH carrying SMS, those logical channels do not carry any user data specific control information (like e.g. acknowledgements).
The blue text in the document reflects the proposal.

2. Interfaces to the physical layer (Rel9x)

The physical layer interfaces the Data Link Layer, the Radio Link Control and Medium Access Control layer and the supported functional units of the application.




Figure 1. Interfaces with the Physical Layer
The physical layer interfaces the data link layer. On this interface control channels are supported. Communication between the Physical Layer and the Data Link Layer is in an abstract way performed by means of PH‑primitives. The PH-primitives exchanged between the physical layer and the data link layer are used for the transfer of layer 2 frames.

The physical layer interfaces the Radio Link Control and Medium Access Control (RLC/MAC) layer. On this interface packet data control channels and packet data traffic channels are supported. Communication between the Physical Layer and the RLC/MAC layer is in an abstract way performed by means of the same PH-primitives. The PH-primitives exchanged between the physical layer and the RLC/MAC layer are used for the transfer of RLC/MAC blocks.

The same PH-primitves being used by the data link layer and the RLC/MAC layer, RLC/MAC could replace LAPDm from a primitive point of view.

3. service Access Point of the physical layer

On the physical layer, one SAP is defined between the physical layer and the data link layer for each control channel:




Figure 2. SAPs between the physical layer and the data link layer
However, only one SAP is defined between the physical layer and the RLC/MAC layer for the packet data control channels and the packet data traffic channel. Multiplexing of these channels is actually controlled by the RLC/MAC layer.




Figure 3. SAPs between the physical layer and the RLC/MAC layer
When replacing LAPDm by RLC/MAC, the SACCH will not be multiplexed with the logical channels above on SPSCH, but instead will occur in the 13th and 26th frame of the 26-multiframe of a DPSCH where no packet-type control channel occurs. Therefore SACCH will require a new SAP to MAC. In addition, two new SAP's are needed for TCH and FACCH, as the multiplexing between them is done at the physical layer via stealing bits. SDCCH will also require a new SAP to MAC.

4. LAPDM Service access point
A data link layer Service Access Point (SAP) is the point at which the data link layer provides services to layer 3. The Service Access Point is identified by a Service Access Point Identifier (SAPI).

Type of channel
SAPI = 0

Call control, mobility management and
radio resource management signalling
SAPI = 3

Short message service

BCCH
Unacknowledged
Not supported

CCCH
Unacknowledged
Not supported

SDCCH
Unacknowledged and acknowledged
Acknowledged

SACCH associated with SDCCH
Unacknowledged
Not Supported

SACCH associated with TCH
Unacknowledged
Acknowledged

FACCH
Unacknowledged and acknowledged
Not supported

Table 1. SAPI of LAPDm
In Iu-mode, SAPI 0 and SAPI 3 will no longer be available. RRC will provide signalling radio bearer identities that serve similar purpose. 

RRC will configure the RLC and MAC layers accordingly. An RLC entity should be established for a particular SRB as soon as data is to be sent for it and should remain until the corresponding DSPCH is released. This would avoid any signalling to establish a layer 2 link between MS and BSS, as it would be implicitly established.

5. Modes of operation

LAPDm offers two modes of operation, unacknowledged and acknowledged for carrying upper layer signalling on SACCH, FACCH and SDCCH.

5.1 Unacknowledged mode

In unacknowledged mode, layer 3 information is carried using so-called UI frames (Unnumbered Information frames).

5.2 Acknowledged mode

In acknowledged mode, layer 3 information is carried using Information frames. 

5.2.1 Window Size

In LAPDm, no more than one frame may be outstanding at any given point of time, i.e. a window size of 1 is used:
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Figure 4. Window Size of 1

The RLC protocol offers a window size of 64 RLC blocks
 when CS-1 is used. In addition, RLC guarantees in-order delivery to the upper layer, therefore an RRC message n sent after an RRC message m  cannot arrive at the peer RRC before the RRC message m when RLC ack mode is used, regardless of the window size.

5.2.2 Segmentation

In acknowledged mode of information transfer, segmentation may be used if the message is longer than the info field of the data layer frames. Concatenation at the Rx side to ensure the integrity of the layer 3 message.
N/A in unacknowledged mode.

The RLC protocol provides similar functionality, therefore no issue is foressen here either.

6. block FormatS

In this section the existing control block formats for the FACCH, SACCH are given. New block formats are then proposed for the FACCH and SACCH when RLC/MAC replaces LAPDm.

6.1 Existing SACCH and FACCH Block Formats

The physical layer implements a peer‑to‑peer protocol for the control of timing advance and power control at the operation on DPSCH. For this purpose a two octet physical header is defined on all blocks transferred via the SACCH, a logical channel always present on a DPSCH. Each SACCH block indeed conveys [1]:

· one physical layer header of two octets

· one Layer 2 frame of 21 octets.

The 23 octets of SACCH blocks are used downlink in the following way:

Bit

8
7
6
5
4
3
2
1
Octet

Spare
FPC
Ordered MS power level
1

Ordered timing advance
2

Layer 2 frame
(21 octets)
3


…


23

Figure 5. Downlink SACCH block format

The 23 octets of SACCH blocks are used uplink in the following way:

Bit

8
7
6
5
4
3
2
1
Octet

Spare
FPC
Actual MS power level
1

Actual timing advance
2

Layer 2 frame
(21 octets)
3


…


23

Figure 6. Uplink SACCH block format

The 23 octets of FACCH blocks are used in the following way:

Bit

8
7
6
5
4
3
2
1
Octet

Layer 2 frame
(23 octets)
1


…


23

Figure 7. FACCH block format

Four types of layer 2 frames are transmitted in the FACCH / SACCH blocks:

· Format A is used when there is no information to transmit.

· Format Bter is used on request of higher layers if and only if short L2 header type 1 is supported and a UI
 command is to be transmitted on SAPI 0.

· Format B4 is used for UI frames transmitted by the network on SACCH.

· Format B is used otherwise.

Bit

8
7
6
5
4
3
2
1
Octet


Spare
LPD = 00
SAPI
C/R
EA = 1
1
Address field

Control Field
2
Control field

L
M
EL = 1
3
Length Indica.

Fill bits
…



…
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Figure 8. A frame for SACCH (21) & FACCH (23)

Bit

8
7
6
5
4
3
2
1
Octet


Spare
LPD = 00
SAPI
C/R
EA = 1
1
Address field

Control Field
2
Control field

L
M
EL = 1
3
Length Indica.

Information field
…



…


Fill bits (if needed)
…
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Figure 9. B frame for SACCH (21) & FACCH (23)

Bit

8
7
6
5
4
3
2
1
octet


short L2 header
1

Information field
2


3


…
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Figure 10. Bter frame for SACCH (21) & FACCH (23)

Bit

8
7
6
5
4
3
2
1
Octet


Spare
LPD = 00
SAPI
C/R
EA = 1
1
Address field

Control Field
2
Control field

Information field
3



…



21


Figure 11. B4 frame for SACCH

The distinction between frames is made as follows:

· B vs. A: length indicator (L field): 0 ( A frame.

· B4 vs (B and A): Control field (U format for B4).

· Bter vs (B4, B and A): Specific conditions for transfer.

6.2 Existing RLC/MAC Block formats (CS1)

6.2.1 PDTCH

The 23 octets of PDTCH blocks (CS1) are used in the following way:

Bit

8
7
6
5
4
3
2
1
Octet


Payload Type
RRBP
S/P
USF
1
MAC header

PR
TFI
FBI
2


BSN
E
3


Length Indicator
M
E
4
optional

…
…


Length Indicator
M
E
…
optional

RLC Data (+ spare if present)
…
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Figure 12. Downlink RLC data block with RLC/MAC header

Bit

8
7
6
5
4
3
2
1
Octet


Payload Type
Countdown Value
SI
R
1
MAC header

spare
TFI
TI
2


BSN
E
3


Length Indicator
M
E
4
optional

…
…


Length Indicator
M
E
n
optional

TLLI
n+1
optional


n+2



n+3



n+4


RLC Data (+ spare if present)
…
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Figure 13. Uplink RLC data block with RLC/MAC header

6.2.2 PACCH

Bit

8
7
6
5
4
3
2
1
Octet


Payload Type
RRBP
S/P
USF
1
MAC header

RBSN
RTI
FS
AC
2
optional

PR
TFI
D
3
optional

Control Message Contents
…



…
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Figure 14. Downlink RLC/MAC control block together with its MAC header
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8
7
6
5
4
3
2
1
Octet


Payload Type
Spare
R
1
MAC header

Control Message Contents
2



3



…



…
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Figure 15. Uplink RLC/MAC control block together with its MAC header

6.3 New Block Formats

6.3.1 SACCH/SDCCH & FACCH block formats

The two octet physical header must be included in every block transferred via the SACCH. Each SACCH block should then convey:

· one physical layer header of two octets

· one RLC/MAC block of 21 octets.

The 23 octets of SACCH blocks should be used downlink in the following way:

Bit

8
7
6
5
4
3
2
1
Octet

Spare
FPC
Ordered MS power level
1

Ordered timing advance
2

RLC/MAC block
(168 bits - 21 octets)
3


…


23

Figure 16. New Downlink SACCH block format

The 23 octets of SACCH blocks should be used uplink in the following way:

Bit

8
7
6
5
4
3
2
1
Octet

Spare
FPC
Actual MS power level
1

Actual timing advance
2

RLC/MAC block
(168 bits - 21 octets)
3


…


23

Figure 17. New Uplink SACCH block format

Bit

8
7
6
5
4
3
2
1
Octet

RLC/MAC block (23 octets)
1


…


23

Figure 18. New FACCH/SDCCH block format

There is no multiplexing by MAC between FACCH and PACCH neither between SACCH and PACCH; and there are different SAP's for SACCH, FACCH and PACCH. Therefore the distinction between SACCH/FACCH messages and PACCH messages is straightforward (different SAP's). No inband identification using the payload type field is needed for making such distinction. This also allows to use specific RLC/MAC headers including only necessary fields for FACCH/SACCH/SDCCH as no confusion is possible with PACCH/PDTCH.

6.3.2 RLC/MAC block formats

The proposed RLC/MAC data and control block formats are defined hereafter. Description of the fields is given in 6.3.2.3.

6.3.2.1 Data blocks

Bit

8
7
6
5
4
3
2
1
Octet

PT
P
SRBid
BSN (*)
1

BSN (*)
spare
E
…

Length Indicator
M (**)
E (**)


Length Indicator (**)
M (**)
E (**)
Extension 

RLC Data
…
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(*) The size of the BSN could be set smaller depending on the maximum window size.

(**) The (M)ore bit, the (E)xtension bit and the other Length Indicators are needed only if a window size bigger than 1 is used, and if in this case the concatenation at RLC/MAC level of RRC messages using the same SRBid is allowed. 

Figure 19. New Downlink RLC/MAC data block format for FACCH/SACCH/SDCCH - PT=00

Bit

8
7
6
5
4
3
2
1
Octet

PT
P
SRBid
BSN (*)
1

BSN (*)
SI
spare
E
…

Length Indicator
M (**)
E (**)


Length Indicator (**)
M (**)
E (**)
Extension 

RLC Data
…


21/23

(*) The size of the BSN could be set smaller depending on the maximum window size.

(**) The (M)ore bit, the (E)xtension bit and the other Length Indicators are needed only if a window size bigger than 1 is used, and if in this case the concatenation at RLC/MAC level of RRC messages using the same SRBid is allowed. 

Figure 20. New Uplink RLC/MAC data block format for FACCH/SACCH/SDCCH – PT=00

6.3.2.2 Control blocks

Bit

8
7
6
5
4
3
2
1
Octet

PT
P
SRBid
D
spare
1

Control Message Content
…
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Figure 21. New RLC/MAC control block format for FACCH/SACCH/SDCCH – PT=01


SRBid and D together indicate to which SRB in which direction the RLC/MAC control message refers. The main use of this block format is for acknowledgement.

Bit

8
7
6
5
4
3
2
1
Octet

PT
P
RBSN
FS
spare
1

Control Message Content
…


21/23

Figure 22. New RLC/MAC control block format for FACCH/SACCH/SDCCH – PT=10

6.3.2.3 Fields

PT: Payload Type

00
RLC Data block

01
RLC Control block related to an ongoing RLC Data flow (of which the SRB is referred to with SRBid)

10
RLC Control block not related to an on-going RLC Data flow: SRBid invalid. Applicable in case of e.g. packet resource request, etc. See the RLC/MAC control block later.

11
Reserved

Table 2. Payload Type field

P: Polling Bit

0
Nothing

1
Acknowledgement required

Table 3. Polling bit

SRBid: Signalling Radio Bearer identity

00
SRB 0

01
SRB 1

10
SRB 2

11
SRB 3

Table 4. SRBid field

M: More Bit and E: Extension Bit

00
Reserved

01
No RRC data after the current RRC "PDU" (message), no more extension octet

10
A new RRC message starts after the current RRC message and there is another extension octet to delimit the new RRC message

11
A new RRC message starts after the current RRC message and continues until the end of the RLC info field, no more extension octet.

Table 5. M and E bits

SI: Stall Indicator

0
MS RLC Transmit Window is not stalled

1
MS RLC Transmit Window is stalled

Table 6. Stall Indicator
RBSN and FS are defined in appendix.

7. ConclusionS

This paper allows RLC/MAC protocols to be used instead of LAPDm on FACCH, SACCH and SDCCH, without any change to the physical layer. New RLC/MAC data and control block formats are proposed that are optimized for and can be used exclusively on those logical channels. The RLC/MAC block size is 21 octets for SACCH and 23 octets for FACCH and SDCCH.

In addition, the proposal enables the use of 04.60 RLC/MAC control messages, not related to an on-going SRB, on FACCH, SACCH and SDCCH, by simply inserting the message in the payload of the new block format and setting the proper payload type (10). This way, it is e.g. possible to request packet data resources by sending Packet Resource Request message on those logical  channels. Further extensions of the proposal are also possible.
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APPENDIX A: Layer 2 control fields

Bit / Field
Meaning

C/R
The Command/Response field (C/R) bit identifies a frame as either a command or a response. The MS side shall send commands with the C/R bit set to "0", and responses with the C/R bit set to "1". The BS side shall do the opposite; that is commands are sent with C/R set to "1", and responses are sent with C/R set to "0". The combinations for the BS side and MS side are shown in table 1.

EA
The address field extension bit (EA) indicates the final octet of the address field. The presence of a "1" in the first bit of an address field octet signals that it is the final octet of the address field.

EL
The Length indicator field extension bit (EL) indicates the final octet of the field. Presence of a "1" in the first bit of a length indicator field octet signals that it is the final octet of the field.

L
The length indicator (L) consists of 6 bits and is used to indicate the number of octets contained in the information field

LPD
The Link Protocol Discriminator (LPD) corresponding shall take the value "0 0", all other values are reserved.

M
The more data bit (M) is used to indicate segmentation of layer 3 message units on data link layer frames. Layer 3 messages, which need to be segmented, shall only be transported by I-frames.

SAPI
The service access point identifier (SAPI) identifies a point at which data link layer services are provided by the data link layer to a layer 3 entity.

Short L2 header
The short L2 header type 1 implicitly defines a UI command frame belonging to SAPI=0, with length N201. All other parameters of a L2 frame header are irrelevant.

Control Field




Bits
8
7
6
5
4
3
2
1




I format
N(R)
P
N(S)
0




S format
N(R)
P/F
S
S
0
1




U format
U
U
U
P/F
U
U
1
1



N(S): Transmitter send sequence number

N(R): Receiver receive sequence number

U: Unnumbered function bit

P/F: Poll bit, when issued as a command. Final bit, when issued as a response.

Those control bits are the peer in LAPDm of the ones in the RLC protocol.

See [4] for more details.

Table 7. LAPDm Control Block fields

APPENDIX A: RLC/MAC fields

Bit / Field
Meaning

AC
The Address Control (AC) bit is used to indicate the presence of the optional TFI/D octet in the header of downlink RLC/MAC control blocks. 

D
The Direction (D) bit indicates the direction of the TBF identified by the TFI field in the downlink RLC/MAC control block header. 

FS
The Final Segment (FS) bit indicates that the downlink RLC/MAC control block contains the final segment of an RLC/MAC control message. 

Payload Type
The Payload Type field shall indicate the type of data contained in remainder of the RLC/MAC block. 

PR
The Power Reduction (PR) field indicates the power level reduction of the current RLC block. 

R
The Retry (R) bit shall indicate whether the mobile station transmitted the CHANNEL REQUEST message (see GSM 04.08), PACKET CHANNEL REQUEST message, or EGPRS PACKET CHANNEL REQUEST message one time or more than one time during its most recent channel access. The mobile station shall send the same value for the R bit in each uplink RLC/MAC block of the TBF. 

RBSN
The Reduced Block Sequence Number (RBSN) bit carries the sequence number of the downlink RLC/MAC control blocks. The RBSN bit is encoded as a binary number with range 0 to 1. 

RRBP
The Relative Reserved Block Period (RRBP) value specifies a single uplink block in which the mobile station shall transmit either a PACKET CONTROL.

RTI
The Radio Transaction Identifier (RTI) field is used to group the downlink RLC/MAC control blocks that make up an RLC/MAC control message and identifies the segmented control message sequence with which the downlink RLC/MAC control block is associated. The RTI field is five bits in length with range 0 to 31. 

S/P
The Supplementary/Polling (S/P) bit is used to indicate whether the RRBP field is valid or not valid. 

TFI
The Temporary Flow Identity (TFI) field identifies the Temporary Block Flow (TBF) to which the RLC/MAC control message contained in the downlink RLC/MAC control block relates. 

USF
The Uplink state Flag (USF) field is sent in all downlink RLC/MAC blocks and indicates the owner or use of the next uplink radio block on the same timeslot.

Table 8. RLC/MAC Control Block fields





















� A message can consist of several RLC/MAC blocks.


� Unnumbered Information, which is not acknowledged
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