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44.060 Questions Pending Resolution

Source

44.060 CR Editor
Lucent Technologies

Abstract

This contribution lists questions pending resolution before 44.060 can be completed. These questions are in addition to the 44.060 assignment list.

Recommendation

E-mail changes and additions to asacuta@telusplanet.net by 23 Feb 01. The 44.060 CR editor will compile the questions, and by 27 Feb 01, will distribute the result via the reflector. Each question and the organization responsible for answering it could be added to the 44.060 assignment list.

The following questions need to be answered before we can complete 44.060:

1.
In Iu mode, can mobiles establish TBFs using one-phase access? If yes, how? Will ARI be used?

2.
When the MS wants to connect to the network in Iu mode, what parameters need to be exchanged between the upper layer and RLC/MAC when initiating a packet access (see 7.1 and 7.2.1)? At the RLC/MAC drafting session, the MAC SAP was identified as one of the parameters.

3.
Are the RBid and the G-RNTI required during contention resolution? Should random G-RNTI be introduced and how does the network differentiate a random G-RNTI from random TLLI?

4.
Should there be a separate TBF establishment cause for GRA update? The current assumption is that a TBF establishment cause of Mobility Management will be used. 

5.
Will an RRC cell-change-order procedure exist within RRC or will there just be an RR cell-change-order procedure within RR?

6.
What specifications for SDU discard need to be added to 44.060?

7.
How is TBF established on a DPSCH?

8.
How do we support multiple TBFs to the same MS, e.g., PACCH for multislot MSs?

9.
How is integrity protection and ciphering handled?

10.
How is paging handled?

