	Configuration
	2
	3
	4

	Source
	Ericsson
	Motorola
	Ericsson
	Motorola
	Ericsson
	Motorola

	Frequency load
	40 %
	40 %
	70 %
	70 %
	30 %
	30 %

	Number of bursts
	427,440
	2,000,000
	496,080
	1,403,298
	485,056
	1,496,688

	Fraction of these where dominant is
	Co
	Note 1
	75 %
	Note 1
	77 %
	Note 1
	74 %

	
	Adj.
	
	25 %
	
	23 %
	
	26 %

	
	Noise
	
	0.1 %
	
	0.2 %
	
	~0 %

	DIR [dB] at percentile
	10th
	
	-10.5
	
	-9.1
	
	-13.2

	
	50th
	
	-1.9
	
	-2.6
	
	0.2

	
	90th
	
	6.0
	
	4.0
	
	9.3

	DIR2 [dB] at percentile
	10th
	
	-15.2
	
	-15.7
	
	-21.1

	
	50th
	
	-5.9
	
	-6.5
	
	-4.3

	
	90th
	
	0.2
	
	-1.3
	
	3.0

	Fraction where CINR < 10 dB

(Bursts)
	66.5 %

(N/A)
	15 %

(306,063)
	76.5 %

(N/A)
	31 %

(430,939)
	11.8 %

(N/A)
	0.7%

(11,125)

	Fraction of these where dominant is
	Co
	95.9 %
	97 %
	95.5 %
	96 %
	90.3 %
	99 %

	
	Adj.
	3.9 %
	3 %
	4.5 %
	4 %
	9.7 %
	1 %

	
	Noise
	0.2 %
	~0 %
	0.0 %
	~0 %
	0.0 %
	0 %

	DIR [dB] at percentile
	10th
	-3
	-3.8
	-4.5
	-4.9
	-1
	0.6

	
	50th
	2
	0.8
	0
	-1.1
	6
	6.3

	
	90th
	10
	8.3
	7.5
	4.6
	16
	14.1

	DIR2 [dB] at percentile
	10th
	-5
	-4.9
	-7
	-9.5
	-2.5
	-9.5

	
	50th
	-2
	-3.2
	-3
	-4.6
	1.5
	-0.5

	
	90th
	4
	2.5
	2.5
	0.2
	8
	6.8

	Fraction where CINR < 0 dB
	14.4 %
	0.01 %
	16.6 %
	0.08 %
	0.9 %
	0 %

	Fraction of these where dominant is
	Co
	99.7 %
	Note 2
	99.9 %
	Note 2
	93.7 %
	Note 2

	
	Adj.
	0.2 %
	
	0.1 %
	
	6.3 %
	

	
	Noise
	0.1 %
	
	0.0 %
	
	0.0 %
	

	DIR at percentile
	10th
	-2
	
	-3.5
	
	-
	

	
	50th
	3
	
	1.5
	
	-
	

	
	90th
	12
	
	8
	
	-
	

	DIR2 at percentile
	10th
	-5
	
	-6.5
	
	-
	

	
	50th
	-1
	
	-2.5
	
	-
	

	
	90th
	5
	
	2.5
	
	-
	


Notes:

1. Not published.

2. Insufficient data to report reliable statistics.

