(GSM 11.10-1 version 9.0.0 Release 1999)
1
Draft ETSI EN 300 607-1 V9.0.0 (2000-06)


3GPP TSG GERAN WG4 #1
Document
G4-000040

Sophia-Antipolis, France, 12-15 Sept. 2000

e.g. for 3GPP use the format  TP-99xxx 

or for SMG, use the format  P-99-xxx







CHANGE REQUEST
Please see embedded help file at the bottom of this
page for instructions on how to fill in this form correctly.




51.010-1
CR
004
Current Version:
4.0.1








GSM (AA.BB) or 3G (AA.BBB) specification number (

( CR number as allocated by MCC support team



For submission to: 
GERAN #2
for approval
X

strategic

(for SMG

list expected approval meeting # here (
for information


non-strategic
X
use only)





Form: CR cover sheet, version 2 for 3GPP and SMG        The latest version of this form is available from: ftp://ftp.3gpp.org/Information/CR-Form-v2.doc



Proposed change affects:
(U)SIM

ME
X
UTRAN / Radio

Core Network


(at least one should be marked with an X)



Source:
Anite Telecoms
Date: 
06.09.00



Subject:
Test case 31.3.1.5 – Additions to test procedure.



Work item:
TEI



Category: 
F
Correction
X
Release: 
Phase 2
x


A
Corresponds to a correction in an earlier release


Release 96
X

(only one category 
B
Addition of feature


Release 97
X

shall be marked
C
Functional modification of feature


Release 98
X

with an X)
D
Editorial modification


Release 99
X





Release 00
X



Reason for 
change:

The test purpose for this testcase states:

To test the correct operation of the deactivation procedure, and correct display of the response from the SS in the following cases

      1)  Successful deactivation

2)
Error response (reject)

3)
Deactivation reject (Invoke problem)

The current test procedure only tests for case 1) and does not test for cases 2), and 3). Therefore we propose to add tests for cases 2) and 3) to the procedure.
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31.3.1.5
Deactivation

Conformance requirement

GSM 04.83 subclause 1.5

Applicability

MS supporting the Call Waiting supplementary service.

Test purpose

To test the correct operation of the deactivation procedure, and correct display of the response from the SS in the following cases

1)
Successful deactivation

2)
Error response (reject)

3)
Activation reject (Invoke problem)

Initial conditions

System Simulator:


1 cell, default parameters.

Mobile Station:


The MS is "idle updated".

Related PICS/PIXIT statement(s)

Description of the user's commands and of display of the answers from the network for deactivation of call waiting.

Foreseen final state of the MS

The MS is "idle updated".

Test procedure

By means of appropriate MMI functions (using either GSM 02.30 or manufacturer defined MMI), the user requests deactivation of CW for a basic service group supported by the MS.

Upon receipt of the operation (in a REGISTER message), the system simulator answers with a RELEASE COMPLETE message with the Facility information element containing the return result of the DeactivateSS operation.

The SS transaction is released and the dedicated channel is released.

Then again, by means of appropriate MMI functions as defined by the basic public MMI described in GSM 02.30, the user requests deactivation of CW for all basic service groups.

Upon receipt of the REGISTER message, the system simulator answers with the RELEASE COMPLETE message with the Facility information element containing the return result of the DeactivateSS operation.


The SS transaction is released and the dedicated channel is released.

By means of appropriate MMI functions (using either GSM 02.30 or manufacturer defined MMI), the user requests deactivation of CW for a basic service group supported by the MS.

Upon receipt of the operation (in a REGISTER message), the system simulator answers with the RELEASE COMPLETE message with the Facility information element containing a Return Error component with Error code:SS not available.

The SS transaction is released and the dedicated channel is released.

Then again, by means of appropriate MMI functions as defined by the basic public MMI described in GSM 02.30, the user requests deactivation of CW for all basic service groups.

Upon receipt of the operation (in a REGISTER message), the system simulator answers with the RELEASE COMPLETE message with the Facility information element containing a Return Error component with Error code:SS not available.

The SS transaction is released and the dedicated channel is released.

By means of appropriate MMI functions (using either GSM 02.30 or manufacturer defined MMI), the user requests deactivation of CW for a basic service group supported by the MS.

Upon receipt of the REGISTER message, the system simulator answers with the RELEASE COMPLETE message with the Facility information element containing A Reject component with Invoke problem (Resource limitation).

The SS transaction is released and the dedicated channel is released.

Then again, by means of appropriate MMI functions as defined by the basic public MMI described in GSM 02.30, the user requests deactivation of CW for all basic service groups.

Upon receipt of the REGISTER message, the system simulator answers with the RELEASE COMPLETE message with the Facility information element containing A Reject component with Invoke problem (Resource limitation).

Maximum duration of test

9 min.

Expected sequence

Step
Direction
Message
Comments

1
MS

The MS is made to initiate a deactivation of CW for a basic service group supported by the MS

2
MS -> SS
CHANNEL REQUEST
with establishment cause "Other procedures which can be completed with an SDCCH"

3
SS -> MS
IMMEDIATE ASSIGNMENT


4
MS -> SS
CM SERVICE REQUEST
cause: "supplementary service activation"

5
SS -> MS
CM SERVICE ACCEPT


6
MS -> SS
REGISTER


7
SS -> MS
RELEASE COMPLETE
DeactivateSS operation Return_result

8
MS

provide user MMI indication

9
SS -> MS
CHANNEL RELEASE


10
MS

The MS is made to initiate a deactivation of CW (all basic services)

11
MS -> SS
CHANNEL REQUEST
with establishment cause "Other procedures which can be completed with an SDCCH"

12
SS -> MS
IMMEDIATE ASSIGNMENT


13
MS -> SS
CM SERVICE REQUEST
cause: "supplementary service activation"

14
SS -> MS
CM SERVICE ACCEPT


15
MS -> SS
REGISTER


16
SS -> MS
RELEASE COMPLETE
DeactivateSS operation Return result

17
MS

provide correct MMI user indication

18
SS -> MS
CHANNEL RELEASE


19
MS

The MS is made to initiate a deactivation of call forwarding service for CW for the selected basic service group

20
MS -> SS
CHANNEL REQUEST
with establishment cause "Other procedures which can be completed with an SDCCH"

21
SS -> MS
IMMEDIATE ASSIGNMENT


22
MS -> SS
CM SERVICE REQUEST
cause: "supplementary service activation"

23
SS -> MS
CM SERVICE ACCEPT


24
MS -> SS
REGISTER


25
SS -> MS
RELEASE COMPLETE
DeactivateSS operation Return Error

26
MS

provide user MMI indication

27
SS -> MS
CHANNEL RELEASE


28
MS

The MS is made to initiate a deactivation of CW (all basic service groups)

29
MS -> SS
CHANNEL REQUEST
with establishment cause "Other procedures which can be completed with an SDCCH"

30
SS -> MS
IMMEDIATE ASSIGNMENT


31
MS -> SS
CM SERVICE REQUEST
cause: "supplementary service activation"

32
SS -> MS
CM SERVICE ACCEPT


33
MS -> SS
REGISTER


34
SS -> MS
RELEASE COMPLETE
DeactivateSS operation Return Error

35
MS

provide correct MMI user indication

36
SS -> MS
CHANNEL RELEASE


37
MS

The MS is made to initiate a deactivation of call forwarding service for CW for the selected basic service group

38
MS -> SS
CHANNEL REQUEST
with establishment cause "Other procedures which can be completed with an SDCCH"

39
SS -> MS
IMMEDIATE ASSIGNMENT


40
MS -> SS
CM SERVICE REQUEST
cause: "supplementary service activation"

41
SS -> MS
CM SERVICE ACCEPT


42
MS -> SS
REGISTER


43
SS -> MS
RELEASE COMPLETE
DeactivateSS operation Reject

44
MS

provide user MMI indication

45
SS -> MS
CHANNEL RELEASE


46
MS

The MS is made to initiate a deactivation of CW (all basic service groups)

47
MS -> SS
CHANNEL REQUEST
with establishment cause "Other procedures which can be completed with an SDCCH"

48
SS -> MS
IMMEDIATE ASSIGNMENT


49
MS -> SS
CM SERVICE REQUEST
cause: "supplementary service activation"

50
SS -> MS
CM SERVICE ACCEPT


51
MS -> SS
REGISTER


52
SS -> MS
RELEASE COMPLETE
DeactivateSS operation Reject

53
MS

provide correct MMI user indication

54
SS -> MS
CHANNEL RELEASE


Specific message content

step 6, 24, 42 - CW

-
protocol discriminator: non call related SS message

-
message type: REGISTER

-
facility

invoke = Deactivation


Supplementary service code = CW


Basic service code: the selected basic service group.

step 15, 33, 51 - CW

-
protocol discriminator: non call related SS message

-
message type: REGISTER

-
facility

invoke = Deactivation


Supplementary service code = CW


Basic service code: no bearer service present

