
Comments on EN 300 607-1 v8.1.0

FR1 : p.37-40 : for the references to GSM recommendations, the EN reference should be added (ex : “GSM 11.21 (EN 301 087)…”)

FR2: p.68 : for frequency hopping, some bandwidths should be corrected : 

a) For the E-GSM the brackets in “[21] MHz” could be deleted

b) for the DCS 1800 : the bandwidth used is 71,6 MHz (and not 75)

c) for the GSM 450 : 6,6 MHz (and not 6,4 MHz)

d) same remark for the GSM 480

FR3 : Intermodulation attenuation test : why is the test applicable only to DCS 1800, and not to 
GSM 400 / 900 ?

FR4 : Receiver Tests : section 14

a) Sections 14.6.1.4.2, 14.6.2.4.1 : the wanted signal level shall be specified at 3dB (and not at 4dB) above the reference sensitivity level – cf GSM05.05 §5.3.

b) §14.6.2.4.1 : editorial comment = the reference to Table 14-25 shall be replaced by Table 14-26

c) In Tables 14-24 and 14-26, the wanted signal level for the DCS Class1 & 2 MSs concerns the MSs type approved before the 1st of Dec99 (cf GSM05.05) ; the level for the other MSs (type approved after this date) need to be also specified, accordingly to GSM05.05.

d) For the tests described in sections 14.7.1 to 14.7.4, and 14.8.1, 14.8.2, there is no coherence about the wanted signal level between the « conformance requirement » (specifying 3dB above reference sensitivity level) and the « procedure » (introducing a new value of 4dB above reference sensitivity level). In order to bring this value into alignment with both the  « conformance requirement » and the GSM05 .05 rec, the « procedure » sections of each of the concerned tests shall use the “3dB above reference sensitivity level” value.

e) §14.8.1.2 : editorial comments =

- reference is made to Table 1, which does not exist…to be replaced by “Table 1 of GSM 05.05”;

- reference is made to section 5.2 of the GSM 05.05…to be replaced by « section 6.2 of GSM 05.05”.
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