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"TI for Call A-B or Call A-C, Hold MPTY Invoke component"

and step 3 states that the SS should send a FACILTY message with:

"Same TI as step 2, Return Result Component"

The comments for step 8 of the expected message sequence state that the MS is to send a FACILITY message with:
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"Same TI as step 2, Return Result Component"

Step 9 is incorrect. We are expecting the Return Result from Line 8,

to acknowledge the BuildMTPY. Therefore if the TI value at Line 8 is for

Call A-B, Call A-C or Call A-D , the TI value for the FACILTY Return Result component for Line 9 should also be either Call A-B, Call A-C or Call A-D
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31.4.5
Adding extra remote parties

Conformance requirement

GSM 04.84 subclause 1.5

Applicability

MS supporting the MultiParty supplementary service.

Test purpose

To test that the MS adds extra remote parties to the MultiParty call.

Method of test

Related PICS/PIXIT statements

-
method of alternating between the single call to the MultiParty call.

Initial conditions

System Simulator:


1 cell, default parameters.

Mobile Station:

The MS shall have a MultiParty call to two destinations (Call A-B and Call A-C) active. Both call states shall be U10 “Active” with auxiliary state “Call in MPTY”. The call shall be of a basic service supported by the MS and relevant to the MultiParty supplementary service as stated in GSM 02.04 Table A.1,

Foreseen final state of the MS

Call A-B, state U10, auxiliary state "Call in MPTY". Call A-C, state U10, auxiliary state "Call in MPTY". Call A-D state U10, auxiliary state "Call in MPTY".

Maximum duration of test

30 s.

Procedure

The procedure of test 34.4.2.1.1.1 “Put the MultiParty call on hold, successful case” shall be performed followed by the procedure of 34.4.3.2 “Initiate a new call”, followed by the procedure of 31.4.4.3.1 ” Add the single call to the MPTY, successful case”.

Expected sequence

	Step
	Direction
	Message
	Comments

	1
	MS
	
	Using MMI commands, put the MultiParty call on Hold

	2
	MS -> SS
	FACILITY
	TI for Call A-B or call A-C, HoldMPTY Invoke component

	3
	SS -> MS
	FACILITY
	Same TI as step 2, Return Result component

	4
	MS -> SS
	SETUP
	TI different from Call A-B or Call A-C (new Call A-D)

	5
	SS -> MS
	ALERTING
	Transaction identifier of Call A-D

	6
	SS -> MS
	CONNECT
	Transaction identifier of Call A-D

	7
	MS -> SS
	CONNECT ACKNOWLEDGE
	Transaction identifier of Call A-D

	8
	MS -> SS
	FACILITY
	TI for Call A-B, Call A-C or call A-D, BuildMPTY Invoke component

	9
	SS -> MS
	FACILITY
	TI same as step 8, Return Result component

	10
	SS -> MS
	STATUS ENQUIRY
	Transaction identifier of Call A-B

	11
	MS -> SS
	STATUS
	Transaction identifier of Call A-B, state U10, auxiliary state "Call in MPTY"

	12
	SS -> MS
	STATUS ENQUIRY
	Transaction identifier of Call A-C

	13
	MS -> SS
	STATUS
	Transaction identifier of Call A-C, state U10, auxiliary state "Call in MPTY"

	14
	SS -> MS
	STATUS ENQUIRY
	Transaction identifier of Call A-D

	15
	MS -> SS
	STATUS
	Transaction identifier of Call A-D, state U10, auxiliary state "Call in MPTY"

	16
	SS
	
	Check that the TCH is through-connected


