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A3.2.2
Man machine interface

A3.2.2.1
Mobile station features

-
Description of manual entry and display of a called number.

-
Description of the basic way to send a call manually.

-
Description of the basic way to take a call manually.

-
Description of the basic way to end a call manually.

-
Description of the basic way to send an emergency call manually.

-
Description of the basic way to send DTMF manually.

-
Description of the manual PLMN selector.

-
Description of the automatic PLMN selector.

-
Description of the indication of the country.

-
Description of the indication of the available PLMN.

-
Description of the indication of the automatic registration to a PLMN.

-
Description of the service indicator.

-
Description of the management of the SIM by the user:

.
keying PIN and changing PIN,

.
indication of acceptance or rejection of keyed PIN,

.
indication of blocked SIM,

.
indication of successful unblocking of the SIM,

.
storing an abbreviated number,

.
displaying an abbreviated number.

-
Description of the selection of the hands free.

-
Description of the volume control.

-
Description of local barring of outgoing calls.

-
Description of prevention of unauthorized calls.

-
Description of the auto calling management:

.
selection of the auto calling,

.
indication that the call failed and a re-try is attempted,

.
indication that the call finally failed,
.
number of B-party numbers that can be stored in the list of blacklisted numbers.
· Description of the way in which the MS generates an MS originated NOTIFY, if possible. This feature may or may not be supported by the MS. 

· Description of the way the MS indicates the identity of the current LSA to the human user (only applicable if the SoLSA MS has an interface to the human user)

· Description of the way the MS indicates the change of the current LSA to the human user (only applicable if the SoLSA MS has an interface to the human user)

NOTE:
All the above description could be extracted from the user's manual.

28.2
Constraining the access to a single number (GSM 02.07 category 3)

During this test the SETUP messages shall contain the same B-party number. 

No manual intervention shall be performed except to initiate and end the test.

28.2.1
Conformance requirement

A repeat call attempt may be made when a call attempt is unsuccessful for the reasons listed below (as defined in GSM 04.08).

These reasons are classified in three major categories:

1. "Busy destination".

2. "Unobtainable destination - temporary".

3. "Unobtainable destination - permanent/long term".

NOTE:
Cause values for each category are defined in GSM 02.07, annex A.

The table below describes a repeat call restriction pattern to any B number. This pattern defines a maximum number (n) of call repeat attempts; when this number n is reached, the associated B number shall be blacklisted by the MT until a manual re-set at the MT is performed in respect of that B number. When a repeat attempt to anyone B number fails, or is blacklisted, this does not prevent calls being made to other B numbers.

For the categories 1 and 2 above, n shall be 10; for category 3, n shall be 1.

	Call attempt
	Minimum duration between call attempts

	Initial call attempt
	-

	1st repeat attempt
	5 sec

	2nd repeat attempt
	1 min

	3rd repeat attempt
	1 min

	4th repeat attempt
	1 min

	5th repeat attempt
	3 min

	   .
	

	   .
	

	nth repeat attempt
	3 min


Reference:

GSM 02.07, annex A.

Purpose of the test

28.2.2
Test purpose

To ensure the correct behaviour of the MS to GSM 02.07 Category 3.

28.2.3
Method of test

Initial condition.

There shall be no numbers in the list of blacklisted numbers in the MS. The time set between the first re-attempt and the next re-attempt is set to the minimum value possible. The number of re-attempts is set to the lowest possible number, greater than 1, that is supported by the MS. The autocalling function is invoked for the B-party number to be used during the test.

Related PICS/PIXIT Statement(s)

PICS:
Cause number 27 implemented in:



-category 2 (preferred);



-category 3.

PIXIT:
Description of auto calling management:



-selection of the auto calling;



-indication that the call failed and a re-try is attempted;



-indication that a call finally failed


-number of B-party numbers that can be stored in the list of blacklisted numbers.

Non standard keystroke sequences to be used on the EMMI (in line with GSM 11.10, sect. 36):

Foreseen Final State of the MS

The MS has a valid TMSI. It is "idle updated".

Test Procedure

	Step
	Direction
	Message
	Comments

	1
	MS
	
	"called number" entered

	2
	MS -> SS
	CHANNEL REQUEST
	Establishment cause indicates "originating call".

	3
	SS -> MS
	IMMEDIATE ASSIGNMENT
	

	4
	MS -> SS
	CM SERVICE REQUEST
	Message is contained in SABM.

	5
	SS -> MS
	AUTHENTICATION REQUEST
	

	6
	MS -> SS
	AUTHENTICATION RESPONSE
	

	7
	SS -> MS
	CIPHERING MODE COMMAND
	

	8
	MS -> SS
	CIPHERING MODE COMPLETE
	

	9
	SS
	
	SS starts ciphering.

	10
	MS -> SS
	SETUP
	

	11
	SS -> MS
	RELEASE COMPLETE
	Cause value from category 3 of GSM 02.07, annex A.

	12
	SS -> MS
	CHANNEL RELEASE
	The main signalling link is released

	13
	
	
	The MS is invoking the auto calling function. The time between step 12 and 14 must be minimum 5 sec.

	14
	MS -> SS
	CHANNEL REQUEST
	Establishment cause indicates "originating call".

	15
	SS -> MS
	IMMEDIATE ASSIGNMENT
	

	16
	MS -> SS
	CM SERVICE REQUEST
	Message is contained in SABM.

	17
	SS -> MS
	AUTHENTICATION REQUEST
	

	18
	MS -> SS
	AUTHENTICATION RESPONSE
	

	19
	SS -> MS
	CIPHERING MODE COMMAND
	

	20
	MS -> SS
	CIPHERING MODE COMPLETE
	

	21
	SS
	
	SS starts ciphering.

	22
	MS -> SS
	SETUP
	

	23
	SS -> MS
	RELEASE COMPLETE
	Cause value from category 3 of GSM 02.07, annex A.

	24
	SS -> MS
	CHANNEL RELEASE
	The main signalling link is released

	25
	MS
	
	Clear the auto calling constraint by manual intervention after a minimum of 2 minutes from step 24.


28.3
Constraining the access to a single number (GSM 02.07 categories 1 and 2)

During this test the SETUP messages shall contain the same B-party number.

No manual intervention shall be performed except to initiate and end the test.

28.3.1
Conformance requirement

The MS must fulfil the requirements for category 1 and 2, see sect. 28.2.1

Reference:

GSM 02.07, annex A.

28.3.2
Test purpose

To ensure the correct behaviour of the MS to GSM 02.07 Categories 1 and 2.

28.3.3
Method of test

Initial condition.

There shall be no numbers in the list of blacklisted numbers in the MS. The re-try scheme is set to give the shortest possible intervals between re-tries. The number of re-attempts is set to the maximum possible number (N), that is supported by the MS. The autocalling function is invoked for the B-party number to be used during the test.

Related PICS/PIXIT Statement(s)

PICS:
Cause number 27 implemented in:



-category 2 (preferred);



-category 3.

PIXIT:
Description of auto calling management:



-selection of the auto calling;



-indication that the call failed and a re-try is attempted;



-indication that a call finally failed 



-number of B-party numbers that can be stored in the list of blacklisted numbers.

Non standard keystroke sequences to be used on the EMMI (in line with GSM 11.10, sect. 36):

Foreseen Final State of the MS

The MS has a valid TMSI. It is "idle updated".

Test Procedure

A, MS initiated, generic call setup is performed up to and including CIPHERING MODE COMPLETE. The SS then releases the establishment with a cause value from category 1 or 2 ( GSM 02.07, annex A).

The MS is continuously making new generic call setup attempts invoked by the auto calling function after each CHANNEL RELEASE from the SS.

	Step
	Direction
	Message
	Comments

	1
	MS
	
	"called number" entered

	2
	MS -> SS
	CHANNEL REQUEST
	Establishment cause indicates "originating call".

	3
	SS -> MS
	IMMEDIATE ASSIGNMENT
	

	4
	MS -> SS
	CM SERVICE REQUEST
	Message is contained in SABM.

	5
	SS -> MS
	AUTHENTICATION REQUEST
	

	6
	MS -> SS
	AUTHENTICATION RESPONSE
	

	7
	SS -> MS
	CIPHERING MODE COMMAND
	SS starts deciphering after sending the message.

	8
	MS -> SS
	CIPHERING MODE COMPLETE
	

	9
	SS
	
	SS starts ciphering.

	10
	MS -> SS
	SETUP
	

	11
	SS -> MS
	RELEASE COMPLETE
	Cause value from category 1 or 2 of GSM 02.07, annex A. This shall be chosen randomly, from both categories. Cause no. 27 shall be excluded if the MS has implemented in category 3 of GSM 02.07, as declared in PIXIT statement

	12
	SS -> MS
	CHANNEL RELEASE
	The main signalling link is released

	13
	
	
	The MS is invoking the auto calling function. 1: At the first re-attempt the time between step 12 and 14 must be minimum 5 sec. 2: At the 2nd, 3rd and 4th re-attempt the time between step 12 and 14 must be minimum 1 min. 3: At the 5th to 10th re-attempt the time between step 12 and 14 must be minimum 3 min.

	14
	MS -> SS
	CHANNEL REQUEST
	Establishment cause indicates "originating call".

	15
	SS -> MS
	IMMEDIATE ASSIGNMENT
	

	16
	MS -> SS
	CM SERVICE REQUEST
	Message is contained in SABM.

	17
	SS -> MS
	AUTHENTICATION REQUEST
	

	18
	MS -> SS
	AUTHENTICATION RESPONSE
	

	19
	SS -> MS
	CIPHERING MODE COMMAND
	SS starts deciphering after sending the message.

	20
	MS -> SS
	CIPHERING MODE COMPLETE
	

	21
	SS
	
	SS starts ciphering.

	22
	MS -> SS
	SETUP
	

	23
	SS -> MS
	RELEASE COMPLETE
	Cause value from category 1 or 2 of GSM 02.07, annex A. This shall be chosen randomly, from both categories. Cause no. 27 shall be excluded if the MS has implemented in category 3 of GSM 02.07, as declared in PIXIT statement

	24
	SS -> MS
	CHANNEL RELEASE
	The main signalling link is released.

	25
	
	
	The auto calling function shall repeat step 13 to 24 (N‑1) times. The MS shall not make more than maximum 10 re-attempts.

	26
	MS
	
	Clear the auto calling constraint by manual intervention after a minimum of 4 minutes from step 25. Following the final completion of step 25 the MS initiate a call prior to manual intervention.


28.4
Behaviour of the MS when its list of blacklisted numbers is full

The number of B-party numbers that can be stored in the list of blacklisted numbers, as stated in the PIXIT statement (annex 3), is M.

This test shall only apply to MS that are capable of autocalling more than M B-party numbers.

28.4.1
Conformance requirement

The number of B numbers that can be held in the blacklist is at the manufacturers discretion but there shall be at least 8. However, when the blacklist is full the MT shall prohibit further automatic call attempts to any one number until the blacklist is manually cleared at the MT in respect of one or more B numbers.

Reference:

GSM 02.07, annex A.

28.4.2
Test purpose

To ensure the correct behaviour of the MS when its list of blacklisted numbers is full.

28.4.3
Method of test

Initial condition.

The list of blacklisted numbers, in the MS, shall be full. This may be achieved as described in the procedure in 28.2, applied to M B-party numbers.

Related PICS/PIXIT Statement(s)

PICS:
Cause number 27 implemented in:



-category 2 (preferred),



-category 3.

PIXIT:
Description of auto calling management:



-selection of the auto calling,



-indication that the call failed and a re-try is attempted,



-indication that a call finally failed 



-number of B-party numbers that can be stored in the list of blacklisted numbers.

Non standard keystroke sequences to be used on the EMMI (in line with GSM 11.10, sect. 36):

Foreseen Final State of the MS

The MS has a valid TMSI. It is "idle updated".

Test Procedure

The autocalling function is invoked for a B-party number that is not in the list of blacklisted numbers.

Clear the autocalling constraint by manual intervention after a minimum of 10 s.

28.4.4
Test requirements

The MS must not initiate a call.

