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The MS shall have a MultiParty call to two destinations (A-B and A-C) both in state U10 “Active” with auxiliary state “Call in MPTY”.
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31.4.4.3
Add the single call to the MPTY

31.4.4.3.1
Add the single call to the MPTY, successful case

Conformance requirement

GSM 04.84 subclause 1.4.1.4

Applicability

MS supporting the MultiParty supplementary service.

Test purpose

To test that the MS correctly adds a single held call to an active MultiParty call, and reacts correctly to a response from the SS indicating success.




Method of test

Related PICS/PIXIT statements

-
method of adding the single call to the MultiParty call.

Initial conditions

System Simulator:


1 cell, default parameters.

Mobile Station:

The MS shall have a MultiParty call to two destinations (A-B and A-C) both in state U10 “Active” with auxiliary state “Call in MPTY”. The MS shall have in addition a single call (A-D) in state U10 “Active” with auxiliary state “Call held”. Both calls shall be of a basic service supported by the MS and relevant to the MultiParty supplementary service as stated in GSM 02.04 Table A.1,

NOTE:
The MultiParty call may be set up using the procedures  of section 31.4.1.1.

Foreseen final state of the MS

Call A-B, state U10, auxiliary state "Call in MPTY". Call A-C, state U10, auxiliary state "Call in MPTY". Call A-D state U10, auxiliary state "Call in MPTY".

Maximum duration of test

30 s.

Procedure

Using suitable MMI commands, the MS shall add the single call to the MultiParty call. The MS shall send a FACILITY message containing one of the transaction identifiers A-B, A-C or A-D and containing a BuildMPTY invoke component. Calls A-B and A-C shall remain in state U10 “Active” with auxiliary state “Call in MPTY”. Call A-D shall enter state U10 “Active” with auxiliary state “MPTY request, call held”. The call states shall be verified by the SS sending a STATUS ENQUIRY message in respect of the transaction identifier of each call, and receiving a STATUS message indicating the appropriate call state.

On receipt of a FACILITY message containing a return result component, all calls shall enter state U10 “Active” with auxiliary state “Call in MPTY”. The call states shall be verified by the SS sending a STATUS ENQUIRY message in respect of the transaction identifier of each call, and receiving a STATUS message indicating the appropriate call state.

Expected sequence

	Step
	Direction
	Message
	Comments

	1
	MS
	
	Using MMI commands, join the single call to the MultiParty call

	2
	MS -> SS
	FACILITY
	TI for Call A-B, Call A-C or call A-D, BuildMPTY Invoke component

	3
	SS -> MS
	STATUS ENQUIRY
	Transaction identifier of Call A-B

	4
	MS -> SS
	STATUS
	Transaction identifier of Call A-B, state U10, auxiliary state " Call in MPTY "

	5
	SS -> MS
	STATUS ENQUIRY
	Transaction identifier of Call A-C

	6
	MS -> SS
	STATUS
	Transaction identifier of Call A-C, state U10, auxiliary state " Call in MPTY "

	7
	SS -> MS
	STATUS ENQUIRY
	Transaction identifier of Call A-D

	8
	MS -> SS
	STATUS
	Transaction identifier of Call A-D, state U10, auxiliary state "MPTY request, Call held"

	9
	SS -> MS
	FACILITY
	TI same as step 2, Return Result component

	10
	SS -> MS
	STATUS ENQUIRY
	Transaction identifier of Call A-B

	11
	MS -> SS
	STATUS
	Transaction identifier of Call A-B, state U10, auxiliary state "Call in MPTY"

	12
	SS -> MS
	STATUS ENQUIRY
	Transaction identifier of Call A-C

	13
	MS -> SS
	STATUS
	Transaction identifier of Call A-C, state U10, auxiliary state "Call in MPTY"

	14
	SS -> MS
	STATUS ENQUIRY
	Transaction identifier of Call A-D

	15
	MS -> SS
	STATUS
	Transaction identifier of Call A-D, state U10, auxiliary state "Call in MPTY"

	16
	SS
	
	Check that the TCH is through-connected


31.4.4.3.2
Add the single call to the MPTY, maximum number of participants exceeded

Conformance requirement

GSM 04.84 subclause 1.4.1.4

Applicability

MS supporting the MultiParty supplementary service.

Test purpose

To test that the MS correctly adds a single held call to an active MultiParty call, and reacts correctly to a response from the SS indicating maximum number of participants exceeded.

Method of test

Related PICS/PIXIT statements

-
method of adding the single call to the MultiParty call.

Initial conditions

System Simulator:


1 cell, default parameters.

Mobile Station:

The MS shall have a MultiParty call to five destinations (A-B, A-C, A-D, A-E and A-F) all in state U10 “Active” with auxiliary state “Call in MPTY”. The MS shall have in addition a single call (A-G) in state U10 “Active” with auxiliary state “Call held”. Both calls shall be of a basic service supported by the MS and relevant to the MultiParty supplementary service as stated in GSM 02.04 Table A.1,

Foreseen final state of the MS

Call A-B, state U10, auxiliary state "Call in MPTY". Call A-C, state U10, auxiliary state "Call in MPTY". Call A-D state U10, auxiliary state "Call in MPTY", A-E state U10, auxiliary state "Call in MPTY", A-F state U10, auxiliary state "Call in MPTY", A-G state U10, auxiliary state "Call Held", 

Maximum duration of test

30 s.

Procedure

Using suitable MMI commands, the MS shall add the single call to the MultiParty call. The MS shall send a FACILITY message containing any one of the transaction identifiers and containing a BuildMPTY invoke component. Calls A-B to A-F shall remain in state U10 “Active” with auxiliary state “Call in MPTY”. Call A-G shall enter state U10 “Active” with auxiliary state “MPTY request, call held”. The call states shall be verified by the SS sending a STATUS ENQUIRY message in respect of the transaction identifier of each call, and receiving a STATUS message indicating the appropriate call state.

On receipt of a FACILITY message containing a return error component “MaxNumberOfMPTY-ParticipantsExceeded”, then all calls shall return to their original states. The call states shall be verified by the SS sending a STATUS ENQUIRY message in respect of the transaction identifier of each call, and receiving a STATUS message indicating the appropriate call state.

Expected sequence

	Step
	Direction
	Message
	Comments

	1
	MS
	
	Using MMI commands, join the single call to the MultiParty call

	2
	MS -> SS
	FACILITY
	TI for Call A-B, Call A-C, Call A-D, Call A-E, Call A-F or Call A-G, BuildMPTY Invoke component

	3
	SS -> MS
	STATUS ENQUIRY
	Transaction identifier of Call A-B

	4
	MS -> SS
	STATUS
	Transaction identifier of Call A-B, state U10, auxiliary state " Call in MPTY "

	5
	SS -> MS
	STATUS ENQUIRY
	Transaction identifier of Call A-C

	6
	MS -> SS
	STATUS
	Transaction identifier of Call A-C, state U10, auxiliary state " Call in MPTY "

	7
	SS -> MS
	STATUS ENQUIRY
	Transaction identifier of Call A-D

	8
	MS -> SS
	STATUS
	Transaction identifier of Call A-D, state U10, auxiliary state " Call in MPTY "

	9
	SS -> MS
	STATUS ENQUIRY
	Transaction identifier of Call A-E

	10
	MS -> SS
	STATUS
	Transaction identifier of Call A-E, state U10, auxiliary state " Call in MPTY "

	11
	SS -> MS
	STATUS ENQUIRY
	Transaction identifier of Call A-F

	12
	MS -> SS
	STATUS
	Transaction identifier of Call A-F, state U10, auxiliary state " Call in MPTY "

	13
	SS -> MS
	STATUS ENQUIRY
	Transaction identifier of Call A-G

	14
	MS -> SS
	STATUS
	Transaction identifier of Call A-G, state U10, auxiliary state "MPTY request, Call held"

	15
	SS -> MS
	FACILITY
	Same TI as step 2, Return error component “MaxNumberOfMPTY-ParticipantsExceeded”

	16
	SS -> MS
	STATUS ENQUIRY
	Transaction identifier of Call A-B

	17
	MS -> SS
	STATUS
	Transaction identifier of Call A-B, state U10, auxiliary state "Call in MPTY"

	18
	SS -> MS
	STATUS ENQUIRY
	Transaction identifier of Call A-C

	19
	MS -> SS
	STATUS
	Transaction identifier of Call A-C, state U10, auxiliary state "Call in MPTY"

	20
	SS -> MS
	STATUS ENQUIRY
	Transaction identifier of Call A-C

	21
	MS -> SS
	STATUS
	Transaction identifier of Call A-C, state U10, auxiliary state "Call in MPTY"

	22
	SS -> MS
	STATUS ENQUIRY
	Transaction identifier of Call A-D

	23
	MS -> SS
	STATUS
	Transaction identifier of Call A-D, state U10, auxiliary state "Call in MPTY"

	24
	SS -> MS
	STATUS ENQUIRY
	Transaction identifier of Call A-E

	25
	MS -> SS
	STATUS
	Transaction identifier of Call A-E, state U10, auxiliary state "Call in MPTY"

	26
	SS -> MS
	STATUS ENQUIRY
	Transaction identifier of Call A-F

	27
	MS -> SS
	STATUS
	Transaction identifier of Call A-F, state U10, auxiliary state "Call in MPTY"

	28
	SS -> MS
	STATUS ENQUIRY
	Transaction identifier of Call A-G

	29
	MS -> SS
	STATUS
	Transaction identifier of Call A-G, state U10, auxiliary state "Call Held"


