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Reason for change:

TSG SA WG1 #6 decided to remove Annonymous Access from release 99. It has already been removed from e.g. 22.060, 23.060 and 24.008.




Summary of change:

It is proposed to remove Anonymous Access from 03.22, 03.64, 04.18, 04.60 and 05.08 for R99 and the corresponding specifications for REL-4.




Consequences if 

not approved:
Inconsistancy between specifications.




Clauses affected:

4.1.
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Other comments:



4.1
Process goal

The aim of the idle mode processes is to achieve the following conditions ("normal service state"):

a)
The registered PLMN is the selected PLMN; 

b)
The MS is camped on a suitable cell of the registration area on which the last successful LR was performed, and that cell has the highest value of C2 for any unbarred cell in that registration area;

c)
The value of C2 for the MS is not lower than the value of C2 for any suitable cell in another registration area of the selected PLMN by more than the hysteresis value CRH.

Instead of the parameter C2, a GPRS MS applies the corresponding GPRS parameter if provided.

An MS supporting SoLSA with SoLSA subscription shall use the SoLSA cell re-selection parameters.

Registration is not performed by MSs only capable of services which need no registration for example GPRS services PTM-M. 

There may be temporary conditions under which not all these are fully satisfied, e.g., during cell selection on a PLMN or while in the process of reselecting another cell. However, if the above cannot be satisfied for a certain period of time, the MS will normally enter a "limited service state" in which it will try to camp on an acceptable cell. In this state, only emergency calls are possible.
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