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	Reason for change:
	Accoding to the Conformance Requirements in TC 31.2.1.7.2.1 (Step 2) “Forwarded-to mobile subscriber side”, the MS should give a user indication that the incoming call is a forwarded one (CF) upon receipt of a SETUP message. This is not correct or useful, because it makes no sense to display any CF-information, before there was an ALERTING îndication given to the user.
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	This change applies to Phase 2 mobiles onwards.


31.2.1.7.2
Forwarded-to mobile subscriber side

31.2.1.7.2.1
Conformance requirements

1)
Upon receipt of the SETUP message containing a notification indication that the call is a forwarded one (with any SS code except CFC), the MS shall correctly continue call establishment and enter CC state U6.

2) Upon receipt of the SETUP message containing a notification indication that the call is a forwarded one, or after sending CALL CONFIRMED, or after sending ALERTING, the MS shall provide the appropriate user indication (which is to be described by the manufacturer).

References

1)
GSM 04.82.

2)
GSM O2.30 section 4.5.

31.2.1.7.2.2
Test purpose

1)
To check that, upon receipt of the SETUP message containing a notification indication that the call is a forwarded one, the MS correctly continues call establishment and enters CC state U6.

To check that, upon receipt of the SETUP message containing a notification indication that the call is a forwarded one, or after sending Call CONFIRMED, or after sending ALERTING, the MS provides the appropriate user indication (which is to be described by the manufacturer).

31.2.1.7.2.3
Method of test

Initial conditions

System Simulator:


1 cell, default parameters.

Mobile Station:


The MS is "idle updated".

Related PICS/PIXIT statement(s)

Description of the user's commands and of display of the answers from the network for call forwarding.

Foreseen final state of the MS

The MS is "idle updated".

Test procedure

An incoming call is given to the MS with the SETUP message with the facility information element containing an invoke of the NotifySS operation with the indication that the call is forwarded.
After the MS was brought to CC state U7, the SS sends a STATUS ENQUIRY message. The MS responds indicationg CC state U7 (implying that it has travelled through state U6)
After the MS has responded with a CALL CONFIRM message the SS sends a STATUS ENQUIRY message: the MS responds indicating CC state U9 (implying that it has travelled through state U6).

The transaction and the channel are released by the SS.

Maximum duration of test

1 min.

Expected sequence

	Step
	Direction
	Message
	Comments

	1
	SS -> MS
	PAGING
	

	2
	MS -> SS
	CHANNEL REQUEST
	with establishment cause "answer to paging"

	3
	SS -> MS
	IMMEDIATE ASSIGNMENT
	

	4
	MS -> SS
	PAGING RESPONSE
	

	5
	SS -> MS
	SETUP
	containing the notification that the call is a forwarded one

	6
	MS -> SS
	CALL CONFIRMED
	

	7
	SS -> MS
	ASSIGNMENT COMMAND
	

	8
	MS -> SS
	ASSIGNMENT COMPLETE
	

	9
	MS -> SS
	ALERTING
	Ringing and user indication that the incoming call is forwarded

	7 10
	SS -> MS
	STATUS ENQUIRY
	

	8 11
	MS -> SS
	STATUS
	(U9) (U7)

	9 12
	SS -> MS
	RELEASE COMPLETE
	

	10 13
	SS -> MS
	CHANNEL RELEASE
	


Specific message contents

at step 5 -

-
protocol discriminator: CC

-
transaction identifier:

-
message type: SETUP

-
facility


invoke = notification

-
SS-Code (CFU, CFB, CFNRy, CFNRc or CF)

-
SS-Notification (indicating: call is forwarded i.e.


Call is forwarded indication to C-subscriber).
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