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4.1.1.11
RTD Drift Factor Values IE

This IE contains the drift factor values for the Channel RTD Values included into this broadcast message. The RTD Drift Factor Values indicate the RTD drift in meters per second. Positive and negative RTD Drift Factors can be indicated as well as no drift value. This information element is conditional and  included if the RTD Drift Factors Present bit in the Message Structure Definition IE is active and the RTDs Present bit is active. The RTD Drift Factors are included into the broadcast message with same conditions and in same order than the Channel RTD Values which are described in Channel RTD Values IE section [15]. This IE should be ciphered if the ciphering is active. Each RTD Drift Factor Value is 5 bits long and the coding is as follows:

Table 16: RTD Drift Factor Values

Positive/Negative MSB
Coding Bits

MSB
LSB
Definition

3
3
0

0

0

0

1

1

1
2

0

0

0

1

1

1

1
1
0


Don't care
0
0
0
0
0 m/s

0
0
0
0
1
+0.33 m/s

0
0
0
1
0
+0.66 m/s

0
0
0
1
1
+1 m/s

0
0
1
0
0
+1.33 m/s

0
0
1
0
1
+1.66 m/s

0
0
1
1
0
+2 m/s

0
0
1
1
1
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0
1
0
0
0
+3 m/s

0
1
0
0
1
+4 m/s

0
1
0
1
0
+5 m/s

0
1
0
1
1
+7 m/s

0
1
1
0
0
+9 m/s

0
1
1
0
1
+11 m/s

0
1
1
1
0
+13 m/s
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1
1
1
1
+15 m/s
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-1.33 m/s
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0
1
0
1
-1.66 m/s

1
0
1
1
0
-2 m/s

1
0
1
1
1
-2.5 m/s

1
1
0
0
0
-3 m/s

1
1
0
0
1
-4 m/s

1
1
0
1
0
-5 m/s

1
1
0
1
1
-7 m/s

1
1
1
0
0
-9 m/s

1
1
1
0
1
-11 m/s

1
1
1
1
0
-13 m/s

1
1
1
1
1
-15 m/s

Table 17: RTD Drift Factor Values IE

RTD Drift Factor NbLast  (MSB)
…
RTD Drift Factor Nb3
RTD Drift Factor Nb2
RTD Drift Factor Nb1   (LSB)

RTD Drift Factor Value (5 bits)
…
RTD Drift Factor Value (5 bits)
RTD Drift Factor Value (5 bits)
RTD Drift Factor Value (5 bits)
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