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28.3
Constraining the access to a single number (GSM 02.07 categories 1 and 2)

During this test the SETUP messages shall contain the same B-party number.

No manual intervention shall be performed except to initiate and end the test.

28.3.1
Conformance requirement

The MS must fulfil the requirements for category 1 and 2, see sect. 28.2.1

Reference:

GSM 02.07, annex A.

28.3.2
Test purpose

To ensure the correct behaviour of the MS to GSM 02.07 Categories 1 and 2.

28.3.3
Method of test

Initial condition.

There shall be no numbers in the list of blacklisted numbers in the MS. The re-try scheme is set to give the shortest possible intervals between re-tries. The number of re-attempts is set to the maximum possible number (N), that is supported by the MS. The autocalling function is invoked for the B-party number to be used during the test.

Related PICS/PIXIT Statement(s)

PICS:
Cause number 27 implemented in:



-category 2 (preferred);



-category 3.

PIXIT:
Description of auto calling management:



-selection of the auto calling;



-indication that the call failed and a re-try is attempted;



-indication that a call finally failed.


Non standard keystroke sequences to be used on the EMMI (in line with GSM 11.10, sect. 36):

Foreseen Final State of the MS

The MS has a valid TMSI. It is "idle updated".

Test Procedure

A, MS initiated, generic call setup is performed up to and including CIPHERING MODE COMPLETE. The SS then releases the establishment with a cause value from category 1 or 2 ( GSM 02.07, annex A).

The MS is continuously making new generic call setup attempts invoked by the auto calling function after each CHANNEL RELEASE from the SS.

	Step
	Direction
	Message
	Comments

	1
	MS
	
	"called number" entered

	2
	MS -> SS
	CHANNEL REQUEST
	Establishment cause indicates "originating call".

	3
	SS -> MS
	IMMEDIATE ASSIGNMENT
	

	4
	MS -> SS
	CM SERVICE REQUEST
	Message is contained in SABM.

	5
	SS -> MS
	AUTHENTICATION REQUEST
	

	6
	MS -> SS
	AUTHENTICATION RESPONSE
	

	7
	SS -> MS
	CIPHERING MODE COMMAND
	SS starts deciphering after sending the message.

	8
	MS -> SS
	CIPHERING MODE COMPLETE
	

	9
	SS
	
	SS starts ciphering.

	10
	MS -> SS
	SETUP
	

	11
	SS -> MS
	CIPHERING MODE COMMAND
	

	12
	MS -> SS
	CIPHERING MODE COMPLETE
	

	13
	SS
	
	SS stops ciphering

	14
	SS -> MS
	RELEASE COMPLETE
	Cause value from category 1 or 2 of GSM 02.07, annex A. This shall be chosen randomly, from both categories. Cause no. 27 shall be excluded if the MS has implemented in category 3 of GSM 02.07, as declared in PIXIT statement

	15
	SS -> MS
	CHANNEL RELEASE
	The main signalling link is released

	16
	
	
	The MS is invoking the auto calling function. 1: At the first re-attempt the time between step 15 and 17 must be minimum 5 sec. 2: At the 2nd, 3rd and 4th re-attempt the time between step 15 and 17 must be minimum 1 min. 3: At the 5th to 10th re-attempt the time between step 15 and 17 must be minimum 3 min.

	17
	MS -> SS
	CHANNEL REQUEST
	Establishment cause indicates "originating call".

	18
	SS -> MS
	IMMEDIATE ASSIGNMENT
	

	19
	MS -> SS
	CM SERVICE REQUEST
	Message is contained in SABM.

	20
	SS -> MS
	AUTHENTICATION REQUEST
	

	21
	MS -> SS
	AUTHENTICATION RESPONSE
	

	22
	SS -> MS
	CIPHERING MODE COMMAND
	SS starts deciphering after sending the message.

	23
	MS -> SS
	CIPHERING MODE COMPLETE
	

	24
	SS
	
	SS starts ciphering.

	25
	MS -> SS
	SETUP
	

	26
	SS -> MS
	CIPHERING MODE COMMAND
	

	27
	MS -> SS
	CIPHERING MODE COMPLETE
	

	28
	SS
	
	SS stops ciphering

	29
	SS -> MS
	RELEASE COMPLETE
	Cause value from category 1 or 2 of GSM 02.07, annex A. This shall be chosen randomly, from both categories. Cause no. 27 shall be excluded if the MS has implemented in category 3 of GSM 02.07, as declared in PIXIT statement

	30
	SS -> MS
	CHANNEL RELEASE
	The main signalling link is released.

	31
	
	
	The auto calling function shall repeat step 16 to 30 (N‑1) times. The MS shall not make more than maximum 10 re-attempts.

	32
	MS
	
	Clear the auto calling constraint by manual intervention after a minimum of 4 minutes from step 31. Following the final completion of step 31 the MS initiate a call prior to manual intervention.
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