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7.6
Blocking Characteristics

7.6.1
Test Purpose

Blocking and spurious response rejection is a measure of the ability of a BSS receiver to receive a wanted GSM modulated signal in the presence of an interfering signal; the level of the interfering signal is higher for the test of blocking than for spurious response.

7.6.2
Test Case

The manufacturer shall declare any intermediate frequencies (IF1 to IFn) used within the receiver, and the frequency of the local oscillator applied to the first receiver mixer.

1)
This measurement is carried out in three stages:

a)
an optional preliminary test to identify frequencies of interfering signal which require more detailed investigation.

b)
measurement of blocking performance.

c)
measurement of spurious response performance; this test need only be performed at those frequencies of interfering signal at which the specification for blocking is not met. 

2)
The BSS shall be configured to operate as close to the centre of the operating receive band as is possible. If Slow frequency hopping is supported by the BSS, it shall be disabled during these measurements.

3)
The two RF signals shall be fed into the receiver antenna connector of the BSS using a combining network. The wanted signal shall be at the operating frequency of the receiver, shall be modulated with normal GSM modulation, and shall be at a level as specified in table 21. The measurement is only performed under static propagation conditions. 

If BSS supports both EGPRS and ECSD, it is not necessary to perform testing in both modes. If ECSD channel other than E-TCH/F43.2 NT is to be measured a wanted signal level 3 dB above the test signal level specified in subclause 7.3 shall be used, with the exception for GSM850, MXM850 and MXM 1900 normal BTSs, where a wanted signal 1 dB above the test signal level specified in subclause 7.3 shall be used. If TCH/FS is not supported, the highest supported of  PDTCH/MCS-1 to MCS-4  shall be measured using a wanted signal level 3 dB above the test signal level specified in subclause 7.3, with the exception for GSM850, MXM850 and MXM 1900 normal BTSs, where a wanted signal 1 dB above the test signal level specified in subclause 7.3 shall be used. A MXM 1900 normal BTS may instead be tested to the requirements of  a PCS 1900 normal BTS.
Table 21: Power level of wanted signal for test of Blocking Characteristics

BTS Type
Power level of Wanted Signal 


TCH/

FS
E-TCH/

F43.2 NT
PDTCH/

MCS-5
PDTCH/

MCS-6
PDTCH/

MCS-7
PDTCH/

MCS-8
PDTCH/

MCS-9

GSM 400/ GSM900/DCS1800/PCS 1900  BTS
‑101 dBm
-94 dBm
-98 dBm
-96.5 dBm
-93 dBm
-90 dBm
-88.5 dBm

GSM850/MXM 850*/MXM 1900*  BTS
-103 dBm
- 96 dBm
-100 dBm
-98.5 dBm
-95 dBm
-92 dBm
-90.5 dBm

GSM900/GSM850/MXM 850* micro‑BTS M1
‑94 dBm
- 87 dBm
-91 dBm
-89.5 dBm
-86 dBm
-83 dBm
-81.5 dBm

GSM900/GSM850/MXM 850* micro‑BTS M2
‑89 dBm
- 82 dBm
-86 dBm
-84.5 dBm
-81 dBm
-78 dBm
-76.5 dBm

GSM900/GSM850/MXM 850* micro‑BTS M3
‑84 dBm
- 77 dBm
-81 dBm
-79.5 dBm
-76 dBm
-73 dBm
-71.5 dBm

GSM900/GSM850/MXM 850* pico-BTS P1
-85 dBm
- 78 dBm
-82 dBm
-80.5 dBm
-93 dBm
-74 dBm
-72.5 dBm

DCS1800/PCS 1900/ MXM 1900* micro‑BTS M1
‑99 dBm
- 92 dBm
-96 dBm
-94.5 dBm
-91 dBm
-88 dBm
-86.5 dBm

DCS1800/PCS 1900/ MXM 1900* micro‑BTS M2
‑94 dBm
- 87 dBm
-91 dBm
-89.5 dBm
-86 dBm
-83 dBm
-81.5 dBm

DCS1800/PCS 1900/ MXM 1900* micro‑BTS M3
‑89 dBm
- 82 dBm
-86 dBm
-84.5 dBm
-81 dBm
-78 dBm
-76.5 dBm

DCS1800/PCS 1900/ MXM 1900* pico-BTS P1
-92 dBm
- 85 dBm
-89 dBm
-87.5 dBm
-84 dBm
-81 dBm
-79.5 dBm

* NOTE: TCH/FS and E-TCH/F43.2 are not applicable for MXM850 and 1900.

PRELIMINARY TEST
4)
This optional test may be performed to reduce the number of measurements required in step 8. If it is performed, this shall be at the frequencies specified below.

5)
The test shall be performed for an interfering signal at all frequencies which are integer multiples of 200 kHz , and which fall within one or more of the frequency ranges listed below, but excluding frequencies which exceed 12.75 GHz or are less than 600 kHz from the wanted signal:

a)
from


PGSM 900:
790 MHz to 1015 MHz inclusive.


EGSM 900:
780 MHz to 1015 MHz inclusive.


RGSM 900:
776 MHz to 1015 MHz inclusive.


DCS 1800:
1610 MHz to 1885 MHz inclusive.


PCS 1900 and MXM 1900:
1750  MHz to 2010  MHz inclusive.


GSM 850 and MXM 850:
724 MHz to 949 MHz inclusive.


GSM 450:
      350 MHz to 558 MHz inclusive.


GSM 480:
      378 MHz to 586 MHz inclusive.

b)
GSM 850, MXM 850, PGSM 900, EGSM900 and RGSM 900:



from Flo ‑ (IF1 + IF2 + .... + IFn + 12.5 MHz) to



Flo + (IF1 + IF2 + .... + IFn + 12.5 MHz).


DCS 1800:



from Flo ‑ (IF1 + IF2 + .... + IFn + 37.5 MHz) to



Flo + (IF1 + IF2 + .... + IFn + 37.5 MHz).


GSM 400:



from Flo ‑ (IF1 + IF2 + .... + IFn + 3.6 MHz) to



Flo + (IF1 + IF2 + .... + IFn + 3.6 MHz).


PCS 1900 and MXM 1900:



from Flo ‑ (IF1 + IF2 + .... + IFn + 30 MHz) to



Flo + (IF1 + IF2 + .... + IFn + 30 MHz).

c)
from IF1 ‑ 400 kHz to IF1 + 400 kHz.

d)
All of the ranges:


mFlo ‑ IF1 ‑ 200 kHz to mFlo ‑ IF1 + 200 kHz


and


mFlo + IF1 ‑ 200 kHz to mFlo + IF1 + 200 kHz 

e)
All integer multiples of 10 MHz


Where:
Flo 

is the frequency of the local oscillator applied to the first receiver mixer.



IF1 ... IFn 
are the n intermediate frequencies.



m 



is all positive integers.


To reduce test time, a shortened test procedure according to annex A of the present document may be used, with an upper limit of measurement of 4 GHz.

6)
The interfering signal shall be frequency modulated with a modulation frequency of 2 kHz and a peak deviation of +/‑100 kHz.

7)
For separations between the wanted and interfering signals of:


PGSM 900, EGSM 900, RGSM 900, GSM 850 and MXM 850 :
45 MHz or less.


DCS 1800:













95 MHz or less,


PCS 1900 and MXM 1900:









80 MHz or less,


GSM 400:














10 MHz or less,


the level of the interfering signal at the receiver input shall be:


GSM 400, GSM 900, GSM 850 and MXM 850:






‑3 dBm.


DCS 1800, PCS 1900 and MXM 1900:





‑15 dBm.


For greater separations, the level of the interfering signal shall be +10 dBm.


The Residual Bit Error Ratio (RBER) for the TCH/FS channel using class II bits and the Block Error Ratio (BLER) for one supported PDTCH/MCS-x with lowest number x and 8PSK modulation (x=5, if the BSS supports all coding schemes) and/or E-TCH/F43,2 NT channel or BLER (or BER) for the highest supported data speed shall be measured and if TCH/FS is not supported the BLER for the tested PDTCH/MCS-1 to MCS-4. All frequencies at which the RBER exceeds 10 % and/or at which the BLER exceeds 25 % or the BER exceeds 0,25 % respectively shall be recorded for further study. A relaxed statistical significance may be used for this measurement, compared to that of step 9).

BLOCKING TEST
8)
If the preliminary test has been performed, this test shall be performed at all frequencies which have been recorded at step 7. If the preliminary test has not been performed, this test shall be performed at all frequencies specified in step 5.


The interfering signal shall be unmodulated, and shall have a level at the receiver input as specified in table 22. For GSM 850 normal BTS, MXM 850 normal BTS and MXM 1900 normal BTS at frequency offsets ( 3000 kHz the interfering signal shall be GMSK modulated by any 148‑bit sequence of the 511‑bit pseudo random bit sequence, defined in CCITT Recommendation 0.153 fascicle IV.4.

9)
The channels below shall, if supported, be measured. All frequencies at which the limit below is exceeded shall be recorded.

Channel:   TCH/FS 







Limit: classII(RBER) = 2.0 %.

Channel:   E-TCH/F43,2 NT 
or for the highest supported data speed


Limit: according to table 15 

Channel:   PDTCH/MCS-5 

or, if not supported, 

PDTCH/MCS-x with the 

next higher supported number x




Limit: according to table 15

Channel: PDTCH/MCS-1 to MCS-4
if TCH/FS is not supported 





Limit: according to table 15 


For this test, in band frequencies are defined as follows:

PGSM900:
870 MHz to 925 MHz;

EGSM900:
860 MHz to 925 MHz;

RGSM900:
856 MHz to 921 MHz;

DCS1800:

1690 MHz to 1805 MHz.

GSM 450:

 444.4 MHz to 460.4  MHz;

GSM 480:

 472.8 MHz to 488.8 MHz;

GSM 850 and MXM 850:
804 MHz to 859 MHz;

PCS 1900 and MXM 1900:
1830 MHz to 1930 MHz;

NOTE:
The methodology for the measurement of BER is described in annex A.


fo is the frequency of the wanted signal

Table 22: Level of interfering signal for blocking


GSM 400 and GSM900 (dBm)
 DCS1800 and PCS 1900  (dBm)

Frequency band

micro and pico‑BTS

micro and pico‑BTS


BTS
M1 
M2
M3
P1
BTS
M1
M2
M3
P1

in ‑ band:











fo +/‑ 600 kHz
‑26
‑31
‑26
‑21
-34
‑35
‑40
‑35
‑30
-41

800 kHz 
[image: image1.wmf]£

 |f‑fo| < 1.6 MHz
‑16
‑21
‑16
‑11
-34
‑25
‑30
‑25
‑20
-41

1.6MHz 
[image: image2.wmf]£

 |f‑fo| < 3MHz
-16
-21
-16
-11
-26
-25
-30
-25
-20
-31

3 MHz
[image: image3.wmf]£

 |f‑fo|
‑13
‑21
‑16
‑11
-18
‑25
‑30
‑25
‑20
-23

out - of – band
8
8
8
8
8
0
0
0
0
0


GSM 850 and MXM 850 (dBm)
MXM 1900 (dBm)

Frequency band

micro and pico‑BTS

micro and pico‑BTS


BTS
M1 
M2
M3
P1
BTS
M1
M2
M3
P1

in ‑ band:











fo +/‑ 600 kHz
‑37
‑31
‑26
‑21
-34
‑43
‑40
‑35
‑30
-41

800 kHz 
[image: image4.wmf]£

 |f‑fo| < 1.6 MHz
‑35
‑21
‑16
‑11
-34
‑38
‑30
‑25
‑20
-41

1.6MHz 
[image: image5.wmf]£

 |f‑fo| < 3MHz
-33
-21
-16
-11
-26
-33
-30
-25
-20
-31

3 MHz
[image: image6.wmf]£

 |f‑fo|
‑33
‑21
‑16
‑11
-18
‑33
‑30
‑25
‑20
-23

out - of –  band
8
8
8
8
8
0
0
0
0
0













NOTE:
Micro and pico-BTS is not defined for GSM400.

For PGSM900 and EGSM900, the blocking level in the band 925 MHz to 935 MHz is relaxed to 0 dBm.

For RGSM900 at offsets 600 kHz 
[image: image7.wmf]£

 |f‑fo| < 3 MHz, the blocking level in the band 876 MHz ‑ 880 MHz shall be reduced by 5 dB.

Spurious response
10)
This test shall be performed at all frequencies and channels which have been recorded at step 9. The interfering signal shall be unmodulated, and shall have a level of ‑43 dBm.

11)
The RBER for TCH/FS channel using class II bits and BLER for one supported PDTCH/MCS-x with lowest number x and 8PSK modulation (x=5, if the BSS supports all coding schemes) and/or BLER for E-TCH/F43,2 NT or BLER (or BER) for the highest supported data speed and, if TCH/FS is not supported, the BLER for the tested PDTCH/MCS-1 to MCS-4  shall be measured.

7.6.3
Essential conformance

Test environment

Normal:
One TRX shall be tested.

Conformance Requirement
For step 9) (blocking), the recorded frequencies for the channel type tested shall meet all of the following requirements:

a)
For measurement frequencies which are:

GSM 900:

45 MHz or less from the wanted signal, the total number does not exceed six.

GSM 850 and MXM 850:
in band frequencies, the total number does not exceed six.

DCS 1800:
95 MHz or less from the wanted signal, the total number does not exceed twelve.

PCS 1900 and MXM 1900:
In band frequencies, the total number does not exceed twelve.

GSM 400:

in band frequencies, the total number does not exceed three.

b)
For measurement frequencies which are:

GSM 900:

45 MHz or less from the wanted signal, no more than three are consecutive.

GSM 850 and MXM 850:
in band frequencies, no more than three are consecutive.

DCS 1800:
95 MHz or less from the wanted signal, no more than three are consecutive.

PCS 1900 and MXM 1900:
In band frequencies , no more than three are consecutive.

c)
For measurement frequencies which are:

GSM 900:

more than 45 MHz from the wanted signal, the total number does not exceed twenty 
four.

GSM 850 and MXM 850:

out band frequencies, the total number does not exceed twenty 
four.

DCS 1800:
more than 95 MHz from the wanted signal, the total number does not exceed twenty 
four.

PCS 1900 and MXM 1900:
out band frequencies, the total number does not exceed twenty four.

GSM 400:

out band frequencies, the total number does not exceed twenty 
four.

d)
For measurement frequencies which are:

GSM 900:

more than 45 MHz below the wanted signal, no more than three are consecutive.

GSM 850 and MXM 850:
out band frequencies below the wanted signal, no more than three are consecutive.

DCS 1800:
more than 95 MHz below the wanted signal, no more than three are consecutive.

PCS 1900 and MXM 1900:
out band frequencies below the wanted signal, no more than three are consecutive.

GSM 400:

out band frequencies below the wanted signal, no more than three are consecutive.

For step 11) (spurious response), the limits below shall never be exceeded.

Channel:   TCH/FS 





Limit: classII (RBER) = 2.0 %.

Channel:   E-TCH/F43,2 NT 
or the highest supported data speed

Limit: according to table 15

Channel:   PDTCH/MCS-5 

or, if not supported, 

PDTCH/MCS-x with the 

next higher supported number x


Limit: according to table 15.

Channel: PDTCH/MCS-1 to MCS-4 
if TCH/FS is not supported 



Limit: according to table 15

7.6.4
Complete conformance

The requirements of essential conformance shall apply.

7.6.5
Requirements reference

GSM 05.05 (EN 300 910) [22] subclause 5.1.
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