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5.5.1.4.1
Consistent sets of system information messages

A mobile station, receiving a PSI or SI message belonging to a consistent set of system information messages, shall store the last PSI or SI change mark value received for the set of messages (see table 1). A mobile station lacking all non-GSM capabilities defined for PSI6, PSI7, SI 18 or SI 20 shall consider those message as irrelevant when making a determination of whether or not a consistent set of system information messages has been received.

A mobile station lacking UTRAN capabilities shall consider a PSI3quater message as irrelevant when making a determination of whether or not a consistent set of system information messages has been received.

Whenever mobile station receives a PSI or SI change mark value, which is not equal to the previously stored value for the set of messages, the mobile station shall perform a partial acquisition of either PBCCH or BCCH information. It shall then receive all instances of the PSI or SI messages belonging to the consistent set of system information messages.

*** Next modified sub-clause ***

5.6.1
Network Control (NC) measurement reporting

The behaviour of the mobile station is controlled by the parameter NETWORK_CONTROL_ORDER broadcast in the PSI5 message on PBCCH, in the SI13 and SI2quater messages on the BCCH and in the PSI13 message on PACCH. Alternatively, the network may send the NETWORK_CONTROL_ORDER parameters in a PACKET MEASUREMENT ORDER or in a PACKET CELL CHANGE ORDER message on PCCCH or PACCH to a particular mobile station . The parameter NETWORK_CONTROL_ORDER may have one of the values NC0, NC1, NC2 or RESET, see 3GPP TS 05.08. 

When in mode NC1 or NC2, the mobile station shall perform the NC measurements as defined in 3GPP TS 05.08. The reporting periods are indicated in the NC_REPORTING_PERIOD_I and NC_REPORTING_PERIOD_T field of the PSI5, the SI2quater, the PACKET CELL CHANGE ORDER or the PACKET MEASUREMENT ORDER message. If NC_NON_DRX_PERIOD, NC_REPORTING_PERIOD_I or NC_REPORTING_PERIOD_T have not been received by the mobile station the default values shall be used. The mobile station shall apply to the timer T3158 either the NC_REPORTING_PERIOD_I when in packet idle mode or the NC_REPORTING_PERIOD_T when in packet transfer mode. The measurement results shall be sent to the network using the procedures specified in subclause 7.3 for packet idle mode, and in subclause 8.3 for packet transfer mode.

On expiry of timer T3158, the mobile station shall restart timer T3158 with the indicated reporting period, perform the measurements and send either the PACKET MEASUREMENT REPORT message or the PACKET ENHANCED MEASUREMENT REPORT to the network. The condition for sending the PACKET ENHANCED MEASUREMENT REPORT message instead of the PACKET MEASUREMENT REPORT message is based on the REPORT_TYPE parameter and if the MS has received BSIC information for all cells. For the detailed conditions see sub-clauses 11.2.23, 11.2.4 and 11.2.9b (“Packet System Information Type 5, Packet Cell Change Order, and Packet Measurement Order”) and also 3GPP TS 04.18 sub-clause 10.5.2.33b (“SI 2quater Rest Octets”).

A mobile station in mode NC1 or NC2 may receive a new indicated reporting period or change packet mode while timer T3158 is active. If the new indicated reporting period is less than the time to expiry of timer T3158, the mobile station shall immediately restart timer T3158 with the new indicated reporting period. Otherwise, the timer T3158 shall continue to run.

When the mobile station leaves the MM Ready state, the timer T3158 shall be stopped and no more measurement reports shall be sent to the network.

A mobile station may reselect a new cell or may be ordered to reselect a new cell with mode NC1 or NC2 while timer T3158 is active. If time to expiry of timer T3158 is greater than the indicated reporting period for the new cell, the mobile station shall immediately restart timer T3158 with the indicated reporting period for the new cell. Otherwise, the timer T3158 shall continue to run.

At cell reselection the NC measurement parameters valid for the mobile station in the new cell (NETWORK_CONTROL_ORDER, NC_NON_DRX_PERIOD, NC_REPORTING_PERIOD_I and NC_REPORTING_PERIOD_T) are either:

-
brought from the old cell (if received in a PACKET MEASUREMENT ORDER or PACKET CELL CHANGE ORDER message); or

-
received in a broadcast PSI5, SI13, PSI13 or SI2quater message in the new cell. If no parameters have been brought from the old cell, and until individual measurement parameters are received in the new cell, the mobile station shall use the broadcast measurement parameters from PSI5 if a PBCCH is allocated in the cell or SI2quater if a PBCCH is not allocated in the cell or use the default parameter values.

The default frequency list to be applied in the new cell shall be the BA(GPRS) list of that cell until a new PACKET MEASUREMENT ORDER message is received. The BA(GPRS) list could also have been modified by frequency parameters received in a PACKET_CELL_CHANGE_ORDER message in the old cell.

*** Next modified sub-clause ***

5.6.3
Additional measurement and reporting parameters

Some parameters from the PACKET MEASUREMENT ORDER, PACKET CELL CHANGE ORDER, SI2quater, PSI3bis, PSI3ter, PSI3quater or PSI5 messages allow to build GPRS Measurement Parameters, GPRS 3G Measurement Parameters and neighbour cell lists which are used for Network Control (NC) measurement reporting.

5.6.3.1
Deriving the 3G Neighbour Cell list from the 3G Neighbour Cell description

In a cell without a PBCCH allocated, the 3G Neighbour Cell list is given by one or more instances of the SI2quater message with the same 3G_BA_IND value. 

In a cell with a PBCCH allocated, the 3G Neighbour Cell list is given by one or more instances of the PSI3quater message with the same PSI3_CHANGE_MARK value. 

The 3G Neighbour cell list may be modified by a PACKET CELL CHANGE ORDER message (in which case the reference list is given on the new cell) or by one or more instances of the PACKET MEASUREMENT ORDER message with the same 3G_BA_IND value or PSI3_CHANGE_MARK value.

The 3G Neighbour Cell list may contain up to 96 3G Neighbour Cells.

Each 3G Neighbour Cell Description received is added to the 3G Neighbour Cell list, starting with the index equal to the parameter Index_Start_3G. If this parameter is not present then the value 0 shall be used.
For each 3G Neighbour Cell Description received, the cells are indexed in the following order:

1
UTRAN FDD cells: FDD UARFCNs are indexed in the order of occurrence in the 3G Neighbour Cell description. Then for each FDD UARFCN, the cells are indexed in the order of increasing values of the decoded FDD_CELL_INFORMATION parameters.

2
UTRAN TDD cells: TDD UARFCNs are indexed in the order of occurrence in the 3G Neighbour Cell description. Then for each TDD UARFCN, the cells are indexed in the order of increasing values of the decoded TDD_CELL_INFORMATION parameters.

If more than one cell with the same index in the 3G Neighbour Cell list are provided by different instances of 3G Neighbour Cell descriptions, the cell from the message instance with the highest index shall be used. In case the same 3G Cell occurs more than once in the resulting 3G Neighbour Cell list, each occurrence shall be assigned an index but only the cell with the highest index in the 3G Neighbour Cell list shall be referred to in measurement reports.

The 3G Neighbour Cell Description may contain information on 3G Neighbour Cells to be removed (REMOVED_3GCELL_Description). The cells to be removed are identified by their indices in the 3G Neighbour Cell list. Removed cells shall keep their indices but no measurement shall be performed. If the index is higher than 95 or points to a 3G cell that does not exist, this shall not be considered as an error.

In a cell without PBCCH allocated, the mobile station shall only combine 3G Neighbour cells from SI2quater messages indicating the same value of the 3G_BA_IND without any message indicating a different value of the 3G_BA_IND received in between.

In a cell with a PBCCH allocated, the mobile station shall only combine 3G Neighbour cells from PSI3quater messages indicating the same PSI3_CHANGE_MARK value.

If a 3G Neighbour Cell Description includes non-supported frequencies or Radio Access Technologies or if the same cell occurs more than once, this shall not be considered as an error; indices in the 3G neighbour Cell list shall be incremented accordingly.

5.6.3.2
Deriving BA(GPRS) and the GSM Neighbour Cell list

In a cell without a PBCCH allocated, BA(GPRS) is equal to the BA (list) from the SI2/SI2bis/SI2ter messages. BSICs from the GPRS BSIC Description from one or more instances of the SI2quater message (if broadcast) shall be associated with BA(GPRS) with the same BA_IND value to create the GSM Neighbour Cell list, as described in 3GPP TS 04.18 (sub-clause 3.4.1.2.1.2, “Deriving the GSM Neighbour Cell list from the BSIC and the BA (list)”). If GPRS BSIC Description is not broadcast, the GSM Neighbour Cell list is equal to BA(GPRS) (only a frequency list).

In a cell with a PBCCH allocated, BA(GPRS) is derived from the neighbour cell parameters sent in PSI3 and ascending order of PSI3bis on PBCCH with the same PSI3_CHANGE_MARK value (see 11.2.20). Each neighbour cell listed in PSI3 and in one or more instances of PSI3bis is assigned an ascending index used for measurement reports. The first neighbour cell in PSI3 has the lowest index (= 0), and the last neighbour cell in the highest indexed PSI3bis message has the highest index. The GSM Neighbour Cell list is equal to BA(GPRS).

The GSM Neighbour Cell list may contain up to 96 GSM Neighbour Cells. The total number of GSM frequencies to measure shall not exceed 32. If the list includes more than 32 frequencies, the MS shall only measure the 32 frequencies with the lowest indices. 

The GSM Neighbour Cell list may be modified by “NC Frequency List” in a PACKET CELL CHANGE ORDER message (in which case the reference list is given on the new cell) or one or more instances of the PACKET MEASUREMENT ORDER message with the same BA_IND value or PSI3_CHANGE_MARK value.

The “NC Frequency List” may add cells to the GSM Neighbour Cell list (see sub-clause 11.2.4 and 11.2.9b, “PACKET CELL CHANGE ORDER” and “PACKET MEASUREMENT ORDER”). These cells shall be added at the end of the GSM Neighbour Cell list and indexed in the order of occurrence within the PACKET CELL CHANGE ORDER message or ascending instances of the PACKET MEASUREMENT ORDER message. The list of added cells may contain GPRS cell re-selection parameters.

In case the same cell (ARFCN+BSIC) or the same ARFCN without BSIC occur more than once in the resulting GSM Neighbour Cell list, each occurrence shall be assigned an index but only the cell with the highest index shall be used for cell re-selection and referred to in measurement reports.

The “NC Frequency List” may delete frequencies from the BA(GPRS) list (see 11.2.9b). The frequencies to be removed are identified by their indices in the BA(GPRS). In this case all cells associated with the removed frequencies shall be removed from the GSM Neighbour Cell list. Removed cells/frequencies shall keep their indices but no measurements or reporting shall be performed. If the index points to a cell that does not exist, this shall not be considered as an error.

If the mobile station receives a PACKET MEASUREMENT ORDER message (full set of instances) with changed PMO_IND parameter value, any old “NC frequency list” shall be deleted. If the last PACKET MEASUREMENT ORDER message (full set of instances) does not contain a “NC frequency list” (no added or deleted frequencies) the mobile station shall return to BA(GPRS).

In a cell without PBCCH allocated, if the BA_IND parameter is changed, the mobile station shall re-read and rebuild the GSM Neighbour Cell list.

In a cell with a PBCCH allocated, if PSI3_CHANGE_MARK is changed, the mobile station shall re-read and rebuild the GSM Neighbour Cell list.

5.6.3.3
Deriving the Neighbour Cell list from the GSM Neighbour Cell list and the 3G Neighbour Cell list

The Neighbour Cell list may contain up to 96 Neighbour Cells. For report with the PACKET ENHANCED MEASUREMENT REPORT message, the Neighbour Cell list is the concatenation of the GSM Neighbour Cell list and the 3G Neighbour Cell list (if any). In this concatenation the value of the parameter Absolute_Index_Start_EMR is added to the 3G Neighbour Cell list indices. If the same index occurs for a GSM Cell and a 3G Cell, the GSM Cell shall be used.

NOTE:
For report with the PACKET MEASUREMENT REPORT message, the concatenated list is not used. Instead, the two lists are used separately, as defined in Table 58, “PACKET MEASUREMENT REPORT information element details” from sub-clause 11.2.9, “Packet Measurement Report”.

*** Next modified sub-clause ***

11.2.3
Packet Cell Change Failure

This message is sent on the PACCH from the mobile station to the network to indicate that a commanded cell change order has failed. For a (3G) multi-RAT mobile station this may be a 3G Cell.

Message type:
PACKET CELL CHANGE FAILURE

Direction:
mobile station to network 

Table 39: PACKET CELL CHANGE FAILURE message content

< Packet Cell Change Failure message content > ::=


< TLLI : bit (32) >


< ARFCN : bit (10) >


< BSIC : bit (6) >


< CAUSE : bit (4) >

{ null | 0 
bit **
= < no string >

-- Receiver compatible with earlier release


 | 1 


-- Additions in release 99 :



{ 0 | 1 < FDD-ARFCN : bit (14) >





-- 3G UTRAN FDD






< Diversity : bit >






{ 0 | 1 < Bandwidth_FDD : bit (3) > }






< SCRAMBLING_CODE : bit (9) > }




{ 0 | 1 < TDD-ARFCN : bit (14) >





-- 3G UTRAN TDD






< Diversity : bit >






{ 0 | 1 < Bandwidth_TDD : bit (3) > }






< Cell Parameter : bit (7) >






< Sync Case : bit > }




< padding bits > } ;

Table 40: PACKET CELL CHANGE FAILURE information element details

TLLI (32 bit field)
This field is defined in clause 12.16.

ARFCN (10 bit field)
This field contains the BCH frequency of the new cell on which the failure occurred. This field is encoded as the ARFCN defined in 3GPP TS 04.08.
Range 0 to 1023
If a 3G Cell is indicated, this field shall be sent with the value 0.

BSIC (6 bit field)
This field contains the BSIC of the BCH frequency of the new cell on which the failure occurred. This field is encoded as the BSIC value defined in 3GPP TS 04.08.
Range 0 to 63 
If a 3G Cell is indicated, this field shall be sent with the value 0.

CAUSE (4 bit field)
This field indicates the cause of the cell change order failure on the target cell.

 bit
4 3 2 1
0 0 0 0


Frequency not implemented
0 0 0 1


No response on target cell
0 0 1 0


Immediate Assign Reject or Packet Access Reject on target cell
0 0 1 1


On going CS connection
0 1 0 1


MS in GMM Standby state
0 1 1 0


Forced to the Standby state
All others

Reserved for future use

UTRAN FDD Target cell Description:
FDD_ARFCN (14 bit field)
This information element is defined as the UARFCN in 3G TS 25.101. 

Diversity (1 bit field)
This parameter indicates the value of the Diversity bit for the cell:
Bit
0
Diversity is not applied for this cell
1
Diversity is applied for this cell.
Bandwidth_FDD (3 bit field)
This information element will be used for future releases. It shall not be sent in this version of the protocol.

Scrambling Codes (9 bit field)
This parameter is defined in 3GPP TS 25.331.

UTRAN TDD Target cell Description:

TDD_ARFCN (14 bit field)
This information element is defined as the UARFCN in 3G TS 25.102. 
Bandwidth_TDD (3bit field)
This information element refers to 3G TS 25.331.
Bit
321
000
3.84Mcps
001
1.28Mcps
All other values shall not be sent.
Diversity (1 bit field)
This parameter indicates the value of the Diversity bit for the cell:
Bit
0
Diversity is not applied for this cell
1
Diversity is applied for this cell.
Cell Parameter (7 bit field)
This parameter is defined in 3GPP TS 25.304.

Sync Case (1 bit field)
This parameter is defined in 3GPP TS 25.304.

11.2.4
Packet Cell Change Order

This message is sent on the PCCCH or PACCH by the network to the mobile station to command the mobile station to leave the current cell and change to a new cell. For a (3G) multi-RAT mobile station the new cell may be a 3G Cell.

Message type:
PACKET CELL CHANGE ORDER

Direction:
network to mobile station

Classification:
non-distribution message

Table 41: PACKET CELL CHANGE ORDER message content

< Packet Cell Change Order message content > ::=


< PAGE_MODE : bit (2) >


{
{ 0
< Global TFI : < Global TFI IE > >



 | 10
< TLLI : bit (32) > }



{ 0






{
< IMMEDIATE_REL : bit >




< GSM target cell: < GSM target cell struct >>





! < Non-distribution part error : bit (*) = < no string > > }




 | 1




{ 00 
-- Message escape




{
< IMMEDIATE_REL : bit >






< 3G-target cell: < 3G-target cell struct >>





 ! < Non-distribution part error : bit (*) = < no string > > }




 ! < Message escape : { 01 | 10 | 11} bit (*) = <no string> > } }


 ! < Address information part error : bit (*) = < no string > > }


 ! < Distribution part error : bit (*) = < no string > > ;



< GSM target cell struct > ::=


< ARFCN : bit (10) >


< BSIC : bit (6) >


< NC Measurement Parameters : < NC Measurement Parameters struct > >


{ null | 0 
bit ** = < no string >

-- Receiver compatible with earlier release

| 1 

-- Additions in release 98 :


{ 0 | 1 < LSA Parameters : < LSA Parameters IE >> }



{ null | 0 
bit ** = < no string >

-- Receiver compatible with earlier release


 | 1 

-- Additions in release 99 :



< ENH Measurement parameters : < ENH Measurement parameters struct >> }



< padding bits > } } ;



< 3G-target cell struct > ::=


{ 0 | 1 < FDD-ARFCN : bit (14) >





-- 3G UTRAN FDD




< Diversity : bit >




{ 0 | 1 < Bandwidth_FDD : bit (3) > }




< SCRAMBLING_CODE : bit (9) > }


{ 0 | 1 < TDD-ARFCN : bit (14) >





-- 3G UTRAN TDD




< Diversity : bit >




{ 0 | 1 < Bandwidth_TDD : bit (3) > }




< Cell Parameter : bit (7) >




< Sync Case : bit > } 


< padding bits > ;



< NC Measurement Parameters struct > ::=


< NETWORK_CONTROL_ORDER : bit (2) >


{ 0 | 1 < NC_NON_DRX_PERIOD : bit (3) >




< NC_REPORTING_PERIOD_I : bit (3) >




< NC_REPORTING_PERIOD_T : bit (3) > }


{ 0 | 1 < NC_FREQUENCY_LIST : NC Frequency list struct > } ;



< NC Frequency list struct > ::=


{ 0 | 1
 < NR_OF_REMOVED_FREQ : bit (5) >




{ < REMOVED_FREQ_INDEX : bit (6) > } * (1 + val(NR_OF_REMOVED_FREQ)) }


{ 1 < List of added Frequency : < Add Frequency list struct > >} ** 0;



< Add Frequency list struct > ::=


< START_FREQUENCY : bit (10) >


< BSIC : bit (6) >


{ 0 | 1 < Cell selection params : < Cell Selection struct > > }




< NR_OF_FREQUENCIES : bit (5) >




< FREQ_DIFF_LENGTH : bit (3) >




{ < FREQUENCY_DIFF : bit (val(FREQ_DIFF_LENGTH)) >




< BSIC : bit (6) >




{ 0 | 1
< Cell selection params : 







< Cell Selection struct > > } } * (val(NR_OF_FREQUENCIES));



< Cell Selection struct > ::=


< CELL_BAR_ACCESS_2 : bit (1) >


< EXC_ACC : bit >


< SAME_RA_AS_SERVING_CELL : bit (1) >


{ 0 | 1
< GPRS_RXLEV_ACCESS_MIN : bit (6) >




< GPRS_MS_TXPWR_MAX_CCH : bit (5) > }


{ 0 | 
< GPRS_TEMPORARY_OFFSET : bit (3) >




< GPRS_PENALTY_TIME : bit (5) > }


{ 0 | 1
< GPRS_RESELECT_OFFSET : bit (5) > }


{ 0 | 1
< HCS params : < HCS struct > > }


{ 0 | 1
< SI13_PBCCH_LOCATION : < SI13_PBCCH_LOCATION struct > > } ;



< SI13_PBCCH_LOCATION struct > ::=


{ 0
< SI13_LOCATION : bit (1) >


 | 1
< PBCCH_LOCATION : bit (2) >



< PSI1_REPEAT_PERIOD : bit (4) > } ;



< HCS struct > ::=


< PRIORITY_CLASS : bit (3) >


< HCS_THR : bit (5) > ;



< ENH Measurement parameters struct > :: = 


{ 0 < BA_IND : bit > < 3G_BA_IND : bit > | 1 < PSI3_CHANGE_MARK : bit(2) > }


< PMO_IND : bit >

< REPORT_TYPE : bit >


< REPORTING_RATE : bit >

< UNKNOWN_BSIC_REPORTING : bit >

{ 0 | 1 < 3G Neighbour Cell Description : < 3G Neighbour Cell Description struct >> }


{ 0 | 1 < GPRS REP PRIORITY Description : < GPRS REP PRIORITY Description struct >> }


{ 0 | 1 < GPRS MEASUREMENT Parameters Description : < GPRS MEASUREMENT PARAMETERS Description 
struct >> }


{ 0 | 1 < GPRS 3G MEASUREMENT Parameters Description : < GPRS 3G MEASUREMENT PARAMETERS 
Description struct >> } ;



< 3G Neighbour Cell Description struct > ::=


( 0 | 1 < Index_Start_3G : bit (7) > }

( 0 | 1 < Absolute_Index_Start_EMR : bit (7) > }

{ 0 | 1 < UTRAN FDD Description : < UTRAN FDD Description struct >> }

{ 0 | 1 < UTRAN TDD Description : < UTRAN TDD Description struct >> }

{ 0 | 1 < REMOVED_3GCELL_Description : < REMOVED_3GCELL_Description struct >> } ; 



< REMOVED_3GCELL_Description struct > ::=


< N1 : bit (2) >


{
< N2 : bit (5) >



{
< REMOVED_3GCELL_INDEX : bit (7) >



< 3G_CELL_DIFF_LENGTH : bit (3) >




< 3GCELL_DIFF : bit (val(3G_CELL_DIFF_LENGTH)) >



} * (1+val(N2))


} * (1+val(N1)) ;



< UTRAN FDD Description struct > ::=


{ 0 | 1 < Bandwidth_FDD : bit (3) > }

{ 1 < Repeated UTRAN FDD Neighbour Cells : < Repeated UTRAN FDD Neighbour Cells struct >> } ** 0 ;



< Repeated UTRAN FDD Neighbour Cells struct > ::=

{ 0 < FDD-ARFCN : bit (14) > | 1 < FDD-ARFCN-INDEX : bit (3) > }

< FDD_Indic0 : bit >

< NR_OF_FDD_CELLS : bit (5) >

< FDD_CELL_INFORMATION Field : bit(p(NR_OF_FDD_CELLS)) > ; -- p(x) defined in table 60.1/3GPP TS 04.60



< UTRAN TDD Description struct > ::=


{ 0 | 1 < Bandwidth_TDD : bit (3) > }

{ 1 < Repeated UTRAN TDD Neighbour Cells : < Repeated UTRAN TDD Neighbour Cells struct >> } ** 0 ;



< Repeated UTRAN TDD Neighbour Cells struct > ::=

{ 0 < TDD-ARFCN : bit (14) > | 1 < TDD-ARFCN-INDEX : bit (3) > }

< TDD_Indic0 : bit >

< NR_OF_TDD_CELLS : bit (5) >

< TDD_CELL_INFORMATION Field : bit(q(NR_OF_TDD_CELLS)) > ; -- q(x) defined in table 60.2/3GPP TS 04.60.



< GPRS REP PRIORITY Description struct > ::=

< Number_Cells : bit(7) >


{ < REP_PRIORITY : bit > } * (val(Number_Cells)) ;



< GPRS MEASUREMENT PARAMETERS Description struct > ::=

( 0 | 1
< MULTIBAND_REPORTING : bit (2) > }

( 0 | 1
< SERVING_BAND_REPORTING : bit (2) > }

< SCALE_ORD : bit(2) >



( 0 | 1
< 900_REPORTING_OFFSET : bit (3) > 



< 900_REPORTING_THRESHOLD : bit (3) > }



( 0 | 1
< 1800_REPORTING_OFFSET : bit (3) > 



< 1800_REPORTING_THRESHOLD : bit (3) > }



( 0 | 1
< 450_REPORTING_OFFSET : bit (3) > 



< 450_REPORTING_THRESHOLD : bit (3) > }



( 0 | 1
< 1900_REPORTING_OFFSET : bit (3) > 



< 1900_REPORTING_THRESHOLD : bit (3) > }



( 0 | 1
< 850_REPORTING_OFFSET : bit (3) > 



< 850_REPORTING_THRESHOLD : bit (3) > } ;




< GPRS 3G MEASUREMENT PARAMETERS Description struct > ::=


< Qsearch_P : bit (4) > 

< 3G_SEARCH_PRIO : bit >

( 0 | 1 < FDD_REP_QUANT : bit >












-- FDD Parameters




< FDD_MULTIRAT_REPORTING : bit (2) > }
 

( 0 | 1
< FDD_REPORTING_OFFSET : bit (3) > 



< FDD_REPORTING_THRESHOLD : bit (3) > }



( 0 | 1
< TDD_MULTIRAT_REPORTING : bit (2) > }







-- TDD Parameters

( 0 | 1
< TDD_REPORTING_OFFSET : bit (3) > 



< TDD_REPORTING_THRESHOLD : bit (3) > } ;


Table 42: PACKET CELL CHANGE ORDER information element details

PAGE_MODE (2 bit field)
This field is defined in clause 12.20.

Global TFI
This information element contains the TFI of the mobile station's downlink TBF or uplink TBF. This field is defined in clause 12.10.

TLLI (32 bit field)
This field is defined in clause 12.16.

IMMEDIATE_REL (bit)
This field indicates whether the MS shall immediately abort any operation in the old cell and move to the target cell (see subclause 8.4), or it shall not immediately abort operation in the old cell and follow the cell reselection procedure defined in subclause 5.5.1.1. This field is coded according to the following table:

0
No immediate abort of operation in the old cell is required.
1
Immediate abort of operation in the old cell is required.

ARFCN (10 bit field)
This field contains the BCCH frequency of the new cell. This field is encoded as the ARFCN defined in 3GPP TS 04.08.
Range 0 to 1023

BSIC (6 bit field)
This field contains the BSIC of the new cell. This field is encoded as the BSIC value defined in 3GPP TS 04.08.
Range 0 to 63

The NC_Measurement_Parameters struct contains the NETWORK_CONTROL_ORDER and the optional parameters NC_NON_DRX_PERIOD, NC_REPORTING_PERIOD_I, NC_REPORTING_PERIOD_T and the NC_FREQUENCY LIST. These parameters shall apply in the target cell (see subclause 5.6.1)

NETWORK_CONTROL_ORDER (2 bit field)
The NETWORK_CONTROL_ORDER field is coded according to the following table (for definition of NCx see 3GPP TS 05.08):

bit
2 1
0 0

NC0 
0 1

NC1 
1 0

NC2 
1 1

RESET

NC_NON_DRX_PERIOD (3 bit field)
NC_REPORTING_PERIOD_I (3 bit field)
NC_REPORTING_PERIOD_T (3 bit field)
For detailed element definitions see the PSI5 message.

NC_FREQUENCY_LIST 
For detailed element definitions see the Packet Measurement Order message.
The 'LSA parameters IE' is optional.

ENH Measurement Parameters:

For detailed element definitions see the Packet Measurement Order message 
(except that CDMA2000 Description struct does not exist in this message).

3G Target Cell struct

Bandwidth_FDD (3bit field)
This information element will be used for future releases of the protocol. When missing, this indicates the present FDD bandwidth. When present, this shall not be considered as an error; indices of the 3G Neighbour Cell list shall be incremented accordingly.

FDD_ARFCN (14 bit field)
This information element is defined as the UARFCN in 3G TS 25.101. Any non-supported frequency shall not be considered as an error; indices of the 3G Neighbour Cell list shall be incremented accordingly.

Scrambling Code (9 bit field)
This parameter indicates the Primary Scrambling Code as defined in 3GPP TS 25.213.

Diversity (1 bit field)
This parameter indicates if diversity is applied for the cell:
Bit
0
Diversity is not applied for this cell
1
Diversity is applied for this cell.

Bandwidth_TDD (3 bit field)
This optional information element refers to 3G TS 25.331. 
Bit
321
000
3.84Mcps
001
1.28Mcps
All other values shall not be interpreted as an error; indices of the 3G Neighbour Cell list shall be incremented accordingly (but no reporting can be performed). When missing, this indicates 3.84 Mcps.

TDD_ARFCN (14 bit field)
This optional information element is defined as the UARFCN in 3G TS 25.102. Any non supported frequency shall not be considered as an error; indices of the 3G Neighbour Cell list shall be incremented accordingly.

Cell Parameter (7 bit field)
This parameter is defined in 3GPP TS 25.223.

Sync Case (1 bit field)
This parameter is defined in 3GPP TS 25.223
Bit
0
Sync Case 1
1
Sync Case 2

*** Next modified sub-clause ***

11.2.9
Packet Measurement Report

This message is sent on the PACCH from the mobile station to the network to report measurement results. The message may contain measurement results from the Network Control measurements or from the Extended measurements, but not both simultaneously. More than one message may be required depending on the number of measurements to report. For a (3G) multi-RAT mobile station, report on 3G cells may be included as a result of Network Control measurements.

Message type:
PACKET MEASUREMENT REPORT

Direction:
mobile station to network

Table 57: PACKET MEASUREMENT REPORT message content

< Packet Measurement Report message content > ::=


< TLLI : bit (32) >


{ 0 | 1 < PSI5_CHANGE_MARK : bit (2) > }


{ 0 < NC Measurement Report : < NC Measurement Report struct > >


 | 1 < EXT Measurement Report : < EXT Measurement Report struct > > }



{ null | 0 bit** = < no string >


-- Receiver compatible with earlier release




 | 1 



-- Additions in release 99 :

{ 0 | 1 { 0 < BA_USED : bit > < 3G_BA_USED : bit > | 1 < PSI3_CHANGE_MARK : bit(2) > }

 
< PMO_USED : bit > }

{ 0 |1 < 3G Measurement Report : < 3G Measurement Report struct > > } 

< padding bits > ;



< NC Measurement Report struct > ::=


< NC_MODE : bit (1) >


< RXLEV_SERVING_CELL : bit (6) >


{ 0 | 1 < INTERFERENCE_SERVING_CELL : bit (6) > }


< NUMBER_OF_NC_MEASUREMENTS : bit (3) >


{
< FREQUENCY_N : bit (6) >



{ 0 | 1 < BSIC_N : bit (6) > }



< RXLEV_N : bit (6) > } * (val(NUMBER_OF_NC_MEASUREMENTS)) ;



< EXT Measurement Report struct > ::=


< EXT_REPORTING_TYPE: 00 | 01 | 10 >


{ 0 | 1




{ 0 | 1 < I_LEVEL_TN0 : bit (6) > }



{ 0 | 1 < I_LEVEL_TN1 : bit (6) > }



{ 0 | 1 < I_LEVEL_TN2 : bit (6) > }



{ 0 | 1 < I_LEVEL_TN3 : bit (6) > }



{ 0 | 1 < I_LEVEL_TN4 : bit (6) > }



{ 0 | 1 < I_LEVEL_TN5 : bit (6) > }



{ 0 | 1 < I_LEVEL_TN6 : bit (6) > }



{ 0 | 1 < I_LEVEL_TN7 : bit (6) > } }


< NUMBER_OF_MEASUREMENTS : bit (5) >


{
< FREQUENCY_N : bit (6) >



{ 0 | 1 < BSIC_N : bit (6) > }



< RXLEV_N : bit (6) > } * (val(NUMBER_OF_MEASUREMENTS)) ;



< 3G Measurement Report struct > ::=


< N_3G: bit (3) >


{
< 3G_CELL_LIST_INDEX : bit (7) >



< REPORTING_QUANTITY : bit (6) > } * (val(N_3G + 1 )) ;



Table 58: PACKET MEASUREMENT REPORT information element details

TLLI (32 bit field)
This field contains the TLLI of the mobile station. This field is encoded as defined in clause 12.16.

PSI5_CHANGE_MARK (2 bit field)
This field shall contain the value of the PSI5_CHANGE_MARK in the PSI5 message containing the list of frequencies to measure. If the measurement order has been initiated by a PACKET MEASUREMENT ORDER message, the PSI5_CHANGE_MARK parameter shall be omitted from the message.

BA_USED (1 bit field) 
3G_BA_USED (1 bit field) 
PSI3_CHANGE_MARK (2 bit field) 

In case of NC measurement report, these fields shall be included and contain the value of the BA_IND, 3G_BA_IND and PSI3_CHANGE_MARK respectively in the messages defining the used Neighbour Cell list. 

In case PBCCH exists, PSI3_CHANGE_MARK shall be used.
In case PBCCH does not exist, BA_USED and 3G_BA_USED shall be used.

PMO_USED (1 bit field)
This parameter shall contain the value of the PMO_IND in the PACKET CELL CHANGE ORDER or PACKET MEASUREMENT ORDER messages that has modified the used Neighbour Cell list. If no such message has been received, PMO_USED shall be set to zero.

NC_MODE (1 bit field)
This field indicates if the mobile station was in mode NC1 or NC2 when sending the measurement report.

0
Mobile station in mode NC1
1
Mobile station in mode NC2

RXLEV_SERVING_CELL (6 bit field)
This field contains the value of the RXLEV parameter for the serving cell calculated by the mobile station (see 3GPP TS 05.08). This field is encoded as the binary representation of the RXLEV parameter value defined in 3GPP TS 05.08.
Range 0 to 63

INTERFERENCE_SERVING_CELL (6 bit field)
This field contains the average interference level for the serving cell measured on the PCCCH if a valid value is available (measured in packet idle mode, see 3GPP TS 05.08). The field is encoded as the binary representation of the I_LEVEL value defined in 3GPP TS 05.08.

EXT_REPORTING_TYPE (2 bit field)
This field indicates the type of Extended measurement report also indicated by the same parameter in the PSI5 or in the PACKET MEASUREMENT ORDER message (see 3GPP TS 05.08).

bit
2 1
0 0

Type 1 measurement reporting
0 1

Type 2 measurement reporting
1 0

Type 3 measurement reporting
1 1

Reserved.

I_LEVEL_TN0 (6 bit field)
I_LEVEL_TN1 (6 bit field)
I_LEVEL_TN2 (6 bit field)
I_LEVEL_TN3 (6 bit field)
I_LEVEL_TN4 (6 bit field)
I_LEVEL_TN5 (6 bit field)
I_LEVEL_TN6 (6 bit field)
I_LEVEL_TN7 (6 bit field)
These fields contain the I_LEVEL value measured on timeslots 0 through 7, respectively for the frequency specified either in the Packet Measurement Order or in the PSI5 message. . The fields are transferred if the data is available and each field is encoded as the binary representation of the I_LEVEL value defined in 3GPP TS 05.08.
Range 0 to 63

FREQUENCY_N (6 bit field)
This field indicates the frequency/cell upon which the measurement was made. The field is an index into the resulting Frequency/Cell List either for NC- or for EXT- measurements. 

NC Measurements 

The resulting frequency/cell list for NC Measurements is the GSM Neighbour Cell list defined in subclause 5.6.3.2.
EXT Measurements 

The ‘EXT Measurements Parameters’ can be repeated either in a sequence of PSI5 message instances or in a sequence of Packet Measurement Order message instances where each message instance can contain one or more sub-lists of frequency (ARFCN) parameters. The sub-lists of either of the messages shall then be concatenated into a resulting frequency list in order of appearance within a message instance and then in order of ascending message instances. Each added frequency position in the resulting frequency list shall then be assigned an ascending index used for measurement reports. If the same frequency is defined more than once in the resulting list, each occurrence will get en index, but measurements shall only be performed and reported for the last added position.

For EXT measurements the FREQUENCY_N = 0 refers to the first frequency within the first message instance and FREQUENCY_N = n refers to the last frequency in the ‘EXT Frequency list struct’ within the last message instance.
Range 0 to 63

BSIC_N (6 bit field)
This field indicates the BSIC of the frequency upon which the measurement was made. For EXT measurements this field shall be include only if the Frequency List Type is type 1 or type 2. For type 1, this field is included if the BSIC was decoded and shall not be included if the BSIC was not decoded. For NC measurements this field shall be included only for frequencies that refer to the BA(BCCH) list. The field is encoded as the BSIC value defined in 3GPP TS 04.08.
Range 0 to 63

RXLEV_N (6 bit field)
This field indicates the measured RXLEV of the frequency upon which the measurement was made (see 3GPP TS 05.08). This field is encoded as the RXLEV value defined in 3GPP TS 04.08.
Range 0 to 63

3G Measurements
Measurement reporting for 3G Cells is defined in 3GPP TS 05.08.
3G_CELL_LIST_INDEX (7 bit field)
This is the index of the i'th reported 3G neighbour cell in the 3G Neighbour Cell List. See sub-clause 5.6.3.1 (“Deriving the 3G Neighbour Cell list from the 3G Neighbour Cell description”).

REPORTING_QUANTITY (6 bit field)
This is the reporting quantity for the i'th reported 3G cell. The quantities are defined in 3GPP TS 05.08 for the respective Radio Access Technology.

11.2.9b
Packet Measurement Order

This message is sent on the PCCCH or PACCH by the network to a mobile station giving information for NC and EXT measurement reporting and network controlled cell reselection. If not all information fits into one message, the remaining information will be sent in other instances of the Packet Measurement Order message.

Message type:
PACKET MEASUREMENT ORDER

Direction:


network to mobile station

Classification:
non-distribution message

Table 59: Packet Measurement Order information elements

< Packet Measurement Order message content > ::=


< PAGE_MODE : bit (2) >


{
{ 0
< Global TFI : < Global TFI IE > >



 | 10
< TLLI : bit (32) > }



{ < PMO_INDEX : bit (3) >



< PMO_COUNT : bit (3) >



{ 0 | 1 < NC Measurement Parameters : < NC Measurement Parameters struct > > }



{ 0 | 1 < EXT Measurement Parameters : < EXT Measurement Parameters struct > > }




{ null | 0 bit** = < no string > 


-- Receiver compatible with ealier release



 | 1 



-- Additions in release 98 :




{ 0 | 1 < LSA Parameters : < LSA Parameters IE >> }





{ null | 0 bit** = < no string >


-- Receiver compatible with ealier release




 | 1 



-- Additions in release 99 :





{ 0 | 1 < ENH Measurement Parameters : < ENH Measurement Parameters struct >> }




< padding bits > } }




 ! < Non-distribution part error : bit (*) = < no string > > }



 ! < Address information part error : bit (*) = < no string > > }


 ! < Distribution part error : bit (*) = < no string > > ;



< NC Measurement Parameters struct > ::=


< NETWORK_CONTROL_ORDER : bit (2) >


{ 0 | 1
< NC_ NON_DRX_PERIOD : bit (3) >



< NC_REPORTING_PERIOD_I : bit (3) >



< NC_REPORTING_PERIOD_T : bit (3) > }


{ 0 | 1
< NC_FREQUENCY_LIST : < NC Frequency list struct > > } ;



< NC Frequency list struct > ::=


{ 0 | 1 { < NR_OF_REMOVED_FREQ : bit (5) >




{ < REMOVED_FREQ_INDEX : bit (6) > } * (1 + val(NR_OF_REMOVED_FREQ)) } }


{ 1 < List of added Frequency struct : < Add Frequency list struct > >} ** 0;



< Add Frequency list struct > ::=


< START_FREQUENCY : bit (10) >


< BSIC : bit (6) >


{ 0 | 1
< Cell selection params : < Cell Selection struct > > }


< NR_OF_FREQUENCIES : bit (5) >


< FREQ_DIFF_LENGTH : bit (3) >


{
< FREQUENCY_DIFF : bit (1+val(FREQ_DIFF_LENGTH)) >



< BSIC : bit (6) >



{ 0 | 1
< Cell selection params : < Cell Selection struct > > } } * (val(NR_OF_FREQUENCIES));



< Cell Selection struct > ::=


< CELL_BAR_ACCESS_2 : bit (1) >


< EXC_ACC : bit >


< SAME_RA_AS_SERVING_CELL : bit (1) >


{ 0 | 1
< GPRS_RXLEV_ACCESS_MIN : bit (6) >



< GPRS_MS_TXPWR_MAX_CCH : bit (5) > }


{ 0 | 1
< GPRS_TEMPORARY_OFFSET : bit (3) >



< GPRS_PENALTY_TIME : bit (5) > }


{ 0 | 1
< GPRS_RESELECT_OFFSET : bit (5) > }


{ 0 | 1
< HCS params : < HCS struct > > }


{ 0 | 1
< SI13_PBCCH_LOCATION : < SI13_PBCCH_LOCATION struct > > } ;



< SI13_PBCCH_LOCATION struct > ::=


{ 0
< SI13_LOCATION : bit (1) >


 | 1
< PBCCH_LOCATION : bit (2) >



< PSI1_REPEAT_PERIOD : bit (4) > } ;



< HCS struct > ::=


< PRIORITY_CLASS : bit (3) >


< HCS_THR : bit (5) > ;



< EXT Measurement Parameters struct > ::=


{ 
< EXT_MEASUREMENT_ORDER : bit (2) == 00 > 


|
< EXT_MEASUREMENT_ORDER : bit (2) == 01 >

< EM1 struct > 


|
< EXT_MEASUREMENT_ORDER : bit (2) == 10 > 


|
< EXT_MEASUREMENT_ORDER : bit (2) == 11 > } ;



< EM1 struct > ::=


{ 0 | 1
{
< EXT_REPORTING_TYPE: bit (2) == 00 > 




|
< EXT_REPORTING_TYPE: bit (2) == 01 >

< NCC_PERMITTED : bit (8) > 




|
< EXT_REPORTING_TYPE: bit (2) == 10 >

{ 0 | 1 < INT_FREQUENCY : bit (5) > } 




|
< EXT_REPORTING_TYPE: bit (2) == 11 > } }


{ 0 | 1 < EXT_REPORTING_PERIOD : bit (3) >} 


{ < EXT_FREQUENCY_LIST : < EXT Frequency list description struct > > } ;



< EXT Frequency list description struct > ::=


< EXT Frequency list struct > { 1 < EXT Frequency list struct > } ** 0 ;



< EXT Frequency list struct > ::=


< START_FREQUENCY : bit (10) >


< NR_OF_FREQUENCIES : bit (5) >


< FREQ_DIFF_LENGTH : bit (3) >


{ < FREQUENCY_DIFF : bit (1+val(FREQ_DIFF_LENGTH)) > } * (val(NR_OF_FREQUENCIES)) ;



< ENH Measurement parameters struct > ::= 


{ 0 < BA_IND : bit > < 3G_BA_IND : bit > | 1 < PSI3_CHANGE_MARK : bit(2) > }


< PMO_IND : bit >

< REPORT_TYPE : bit >


< REPORTING_RATE : bit >

< UNKNOWN_BSIC_REPORTING : bit >

{ 0 | 1 < 3G Neighbour Cell Description : < 3G Neighbour Cell Description struct >> }


{ 0 | 1 < GPRS REP PRIORITY Description : <GPRS REP PRIORITY Description struct >> }


{ 0 | 1 < GPRS MEASUREMENT Parameters Description : < GPRS MEASUREMENT PARAMETERS Description 
struct >> }


{ 0 | 1 < GPRS 3G MEASUREMENT Parameters Description : < GPRS 3G MEASUREMENT PARAMETERS 
Description struct >> } ;



< 3G Neighbour Cell Description struct> ::=


( 0 | 1 < Index_Start_3G : bit (7)> }

( 0 | 1 < Absolute_Index_Start_EMR : bit (7)> }

{ 0 | 1 < UTRAN FDD Description : < UTRAN FDD Description struct > }

{ 0 | 1 < UTRAN TDD Description : < UTRAN TDD Description struct > }

{ 0 | 1 < CDMA2000 Description : < CDMA2000 Description struct > }

{ 0 | 1 < REMOVED_3GCELL_Description : < REMOVED_3GCELL_Description struct >> } ;



< REMOVED_3GCELL_Description struct > ::=


< N1 : bit (2) >


{
< N2 : bit (5) >



{
< REMOVED_3GCELL_INDEX : bit (7) >



< 3G_CELL_DIFF_LENGTH : bit (3) >




< 3GCELL_DIFF : bit (val(3G_CELL_DIFF_LENGTH)) >



} * (1+val(N2))


} * (1+val(N1)) ;



< UTRAN FDD Description struct> ::=


{ 0 | 1 < Bandwidth_FDD : bit (3) > }

{ 1 < Repeated UTRAN FDD Neighbour Cells : Repeated UTRAN FDD Neighbour Cells struct >> } ** 0 ;



< Repeated UTRAN FDD Neighbour Cells struct > ::=

{ 0 < FDD-ARFCN : bit (14) > | 1 < FDD-ARFCN-INDEX : bit (3) > }

< FDD_Indic0 : bit >

< NR_OF_FDD_CELLS : bit (5) >

< FDD_CELL_INFORMATION Field : bit(p(NR_OF_FDD_CELLS)) > ; -- p(x) defined in table 60.1/3GPP TS 04.60



< UTRAN TDD Description struct > ::=


{ 0 | 1 < Bandwidth_TDD : bit (3) > }

{ 1 < Repeated UTRAN TDD Neighbour Cells : < Repeated UTRAN TDD Neighbour Cells struct >> } ** 0 ;



< Repeated UTRAN TDD Neighbour Cells struct > ::=

< TDD_Indic0 : bit >

{ 0 < TDD-ARFCN : bit (14) > | 1 < TDD-ARFCN-INDEX : bit (3) > }

< NR_OF_TDD_CELLS : bit (5) >

< TDD_CELL_INFORMATION Field : bit(q(NR_OF_TDD_CELLS)) > ; -- q(x) defined in table 60.2/3GPP TS 04.60.



< CDMA 2000 Description struct> ::=




< cdma2000 frequency band : bit (5) >



< cdma2000 frequency : bit (11) >



< number_cdma2000_cells : bit (5) >



{ < Pilot PN offset : bit (9) >




-- this information is enough for 1X Common Pilot



{0 | 1{ 000 { <TD_MODE : bit (2) > <TD_POWER_LEVEL : bit (3) >}




-- additional information for 1X Common Pilot with Transmit Diversity




| 001 { < QOF : bit (2) > <WALSH_LEN_A : bit (3) > 





< AUX_PILOT_WALSH : bit(val(WALSH_LEN_A)+6)>}





-- additional information for 1X Auxiliary Pilot




| 010 { < QOF : bit (2) > <WALSH_LEN_B : bit (3) > 






< AUX_TD_WALSH : bit(val(WALSH_LEN_B)+6)>






< AUX_TD_POWER_LEVEL : bit (2) > <TD_MODE : bit (2) >}





-- additional information for 1X Auxiliary Pilot with Transmit Diversity




| 011 { < SR3_PRIM_PILOT : bit (2) > <SR3_PILOT_POWER1 : bit (3) >






< SR3_PILOT_POWER2 : bit (3) >}





-- additional information for 3X Common Pilot




| 110 { < SR3_PRIM_PILOT : bit (2) > <SR3_PILOT_POWER1 : bit (3) >






< SR3_PILOT_POWER2 : bit (3) > <QOF : bit (2) >






< WALSH_LEN_C : bit (3) > 






< AUX_WALSH_LEN : bit(val(WALSH_LEN_C)+6)>





{ 0 | 1 < QOF1 : bit (2) > < WALSH_LENGTH1 : bit (3) > 








< AUX_PILOT_WALSH1 : bit(val(WALSH_LENGTH1)+6)>}





{ 0 | 1 < QOF2 : bit (2) > <WALSH_LENGTH2 : bit (3) >








<AUX_PILOT_WALSH2 : bit(val(WALSH_LENGTH2)+6)>}}





-- additional information for 3X Auxiliary Pilot





}




}



} * val(number_cdma2000_cells) ;



< GPRS REP PRIORITY Description struct> ::=


< Number_Cells : bit(7) >


{ < REP_PRIORITY : bit >} * (val(Number_Cells)) ;



< GPRS MEASUREMENT PARAMETERS Description struct > ::=

( 0 | 1
< MULTIBAND_REPORTING : bit (2) > }

( 0 | 1
< SERVING_BAND_REPORTING : bit (2) > }

< SCALE_ORD : bit(2) >



( 0 | 1
< 900_REPORTING_OFFSET : bit (3) > 



< 900_REPORTING_THRESHOLD : bit (3) > }



( 0 | 1
< 1800_REPORTING_OFFSET : bit (3) > 



< 1800_REPORTING_THRESHOLD : bit (3) > }



( 0 | 1
< 450_REPORTING_OFFSET : bit (3) > 



< 450_REPORTING_THRESHOLD : bit (3) > }



( 0 | 1
< 1900_REPORTING_OFFSET : bit (3) > 



< 1900_REPORTING_THRESHOLD : bit (3) > }



( 0 | 1
< 850_REPORTING_OFFSET : bit (3) > 



< 850_REPORTING_THRESHOLD : bit (3) > } ;




< GPRS 3G MEASUREMENT PARAMETERS Description struct > ::=


< Qsearch_P : bit (4) > 

< 3G_SEARCH_PRIO : bit >

( 0 | 1
< FDD_REP_QUANT : bit >












-- FDD Parameters




< FDD_MULTIRAT_REPORTING : bit (2) > }

 

( 0 | 1
< FDD_REPORTING_OFFSET : bit (3) > 



< FDD_REPORTING_THRESHOLD : bit (3) > }



( 0 | 1
< TDD_MULTIRAT_REPORTING : bit (2) > }







-- TDD Parameters

( 0 | 1
< TDD_REPORTING_OFFSET : bit (3) > 



< TDD_REPORTING_THRESHOLD : bit (3) > }



( 0 | 1
< CDMA2000_MULTIRAT_REPORTING : bit (2) > }





-- CDMA2000 Parameters


( 0 | 1
< CDMA2000_REPORTING_OFFSET : bit (3) > 



< CDMA2000_REPORTING_THRESHOLD : bit (3) > } ;


Table 60 : Packet Measurement Order information element details

The Packet Measurement Order message contains measurement parameters either for Network Control (NC) measurements or for Extended (EXT) measurements or for both. If parameters for one of the measurement types are not included, a previous Packet Measurement Order message for that type shall still be valid.

The ‘NC measurement parameters struct’ contains the Network Control Order, the NC parameters and an NC Frequency List struct. If the value of the Network Control Order or any of the NC parameters differs between instances of the message, the value of the parameter in the instance with the highest PMO_INDEX shall be valid and all others shall be ignored. 

If included the NC Frequency List struct is a deviation list which contains removed or added frequencies to the BA(GPRS) list (see 3GPP TS 05.08). The building of the resulting GSM Neighbour Cell list is defined in subclause 5.6.3.2. 

The 'EXT measurement parameters struct' contains the EXT Measurement Order, the EXT parameters and one or more EXT Frequency List structs. If the value of the EXT Measurement Order or any of the EXT parameters differs between instances of the message, the value of the parameter in the instance with the highest index shall be valid and all others shall be ignored. 
The EXT Frequency List struct is a frequency list that contains frequencies to be measured on (see 3GPP TS 05.08). 

The ‘LSA parameters IE’ contains a list of LSA_ID(s) corresponding to the entries in the ‘Add Frequency list struct’. Some entries in ‘LSA parameters IE’ may be empty. The entries in the two structures are listed in the same order and the number of entries (nr_of_frequencies) should be the same. In case there are too few entries in the ‘LSA parameters IE’, empty entries shall be added at the end. In case there are too many entries in the ‘LSA parameters IE’, the last shall be discarded. The ‘LSA parameters IE’ is defined in subclause 12.28.

The 'ENH Measurement parameters structure' contains information for performing enhanced measurements and reporting the measurement with the PACKET MEASUREMENT REPORT or PACKET ENHANCED MEASUREMENT REPORT message. For a 3G multi-RAT mobile station it may also include information for reporting on 3G Cells.

PAGE_MODE (2 bit field)
This field is defined in clause 12.20.

PMO_INDEX (3 bit field) and PMO_COUNT (3 bit field)
The purpose of the PMO_INDEX field and the PMO_COUNT field is to indicate the number of individual messages within the sequence of Packet Measurement Order messages and to assign an index to identify each one of them. The PMO_INDEX field is binary coded, range: 0 to 7, and provides an index to identify the individual Packet Measurement Order message. The PMO_COUNT field is binary coded, range: 0 to 7, and provides the PMO_INDEX value for the last (highest indexed) message in the sequence of Packet Measurement Order messages. A measurement order shall not be effected by the mobile station until all instances of a Packet Measurement Order message is received.

Global TFI
If present, this information element indicates the mobile station to which this message is addressed. This field is defined in subclause 12.10.

TLLI (32 bit field)
If present, this field indicates the mobile station to which this message is addressed. This field is defined in subclause 12.16.

The NC Measurement Parameters gives the parameters for the serving cell and may contain frequency list deviations (add/delete) to the BA(GPRS) either on PBCCH or on BCCH.

The EXT Measurement Parameters gives the EXT measurement parameters to be used in the serving cell and contains one or more frequency lists.

The NC_Measurement_Parameters struct contains the NETWORK_CONTROL_ORDER and the optional parameters NC_NON_DRX_PERIOD, NC_REPORTING_PERIOD_I, NC_REPORTING_PERIOD_T and the NC_FREQUENCY LIST.

NETWORK_CONTROL_ORDER (2 bit field)
The NETWORK_CONTROL_ORDER field is coded according to the following table (for definition of NCx see 3GPP TS 05.08):

Bit
2 1
0 0

NC0 
0 1

NC1 
1 0

NC2 
1 1

RESET

NC_NON_DRX_PERIOD (3 bit field)
NC_REPORTING_PERIOD_I (3 bit field)
NC_REPORTING_PERIOD_T (3 bit field)
For detailed element definitions, see the PSI5 message.

NR_OF_REMOVED_FREQ (5 bit field)
1+val(NR_OF_REMOVED_FREQ) indicates the number of frequencies in the BA-list which shall not be used for NC-measurements and gives the number of instances of the parameter REMOVED_FREQ_INDEX. 
Range of NR_OF_REMOVED_FREQ: 0 to 31. 

REMOVED_FREQ_INDEX (6 bit field)
This field indicates the index to the frequency to be removed in the BA(GPRS) sent on PBCCH or on BCCH, see subclause 5.6.3.2. 
Range: 0 to 63.

Add Frequency list struct and EXT Frequency list struct contains the frequency list for NC measurements and for EXT measurements respectively.

START_FREQUENCY (10 bit field)
FREQ_DIFF_LENGTH (3 bit field)
FREQUENCY_DIFF (1+val(FREQ_DIFF_LENGTH) bit field)
For detailed element definition of these parameters, see the PSI5 message.

BSIC (6 bit field)
This field is encoded as the 'Base Station Identity Code' defined in 3GPP TS 03.03.
Range 0 to 63

The Cell selection params in the Add Frequency list struct shall only be included when a frequency is added to the NC_FREQUENCY_LIST. For description of the cell selection parameters see Table: PSI3 information element details, except for the handling of neighbour cell parameter default values when PCCCH is not present in the serving cell. In this case, the following applies :

The whole Cell Selection struct may be missing for one or more of the first neighbour cells defined in Packet Measurement Order. In that case, the parameters will be undefined for those cells. For the first neighbour cell in the message where the struct exists, the following default values shall be used for missing parameters:


GPRS_RXLEV_ACCESS_MIN : 

Serving cell RXLEV_ACCESS_MIN

GPRS_MS_TXPWR_MAX_CCH : 
Serving cell MS_TXPWR_MAX_CCH

GPRS_TEMPORARY_OFFSET : 

Serving cell TEMPORARY_OFFSET

GPRS_PENALTY_TIME : 



Serving cell PENALTY_TIME

GPRS_RESELECT_OFFSET : 

0

HCS_THR : 







infinity 

PRIORITY_CLASS : 




undefined

SI13_PBCCH_LOCATION : 


undefined

The following neighbour cells use the parameter values of the previous neighbour cell as their default values.

EXT_MEASUREMENT_ORDER (2 bit field)
The EXT_MEASUREMENT_ORDER field indicates to the mobile station how to interpret the rest of the extended measurement parameters. This field is coded according to the following table (for definition of Emx see 05.08):

Bit
2 1
0 0

EM0 
0 1

EM1 
1 0

Reserved. 
1 1

RESET

If the EXT_MEASUREMENT_ORDER parameter = EM1 the other optional parameters in the EXT Measurement parameters struct may be included in at least one instance of the message.

If the EXT_MEASUREMENT_ORDER parameter = RESETthe mobile station shall stop performing EXT Measurements and stop sending EXT measurement reports (if not ordered in the PSI5 message).

For description of the following Extended Measurement parameters see the PSI5 message 

NCC_PERMITTED (8 bit field)

EXT_REPORTING_TYPE (2 bit field)

EXT_REPORTING_PERIOD (3 bit field)

INT_FREQUENCY (5 bit field)

ENH Measurement Parameters:

BA_IND (1 bit field) 
3G_BA_IND (1 bit field) 
PSI3_CHANGE_MARK (2 bit field) 

These parameters are needed to allow the mobile station to associate the removed/added cells to the correct Neighbour Cell list. The values of this parameters are reflected in the PACKET ENHANCED MEASUREMENT REPORT message and in the PACKET MEASUREMENT REPORT message.

In case PBCCH exists, PSI3_CHANGE_MARK shall be used.
In case PBCCH does not exist, BA_IND and 3G_BA_IND shall be used.

PMO_IND (1 bit field) 
This parameter is needed to allow the network to discriminate measurements results related to Neighbour Cell list modified by different Packet Cell Change Order or Packet Measurement Order messages sent to the MS. The value of this parameter is reflected in the PACKET ENHANCED MEASUREMENT REPORT message and in the PACKET MEASUREMENT REPORT message.

REPORT_TYPE (1 bit)
This parameter is used to indicate to the mobile station to use the PACKET MEASUREMENT REPORT or PACKET ENHANCED MEASUREMENT REPORT messages for (NC) reporting:

If the cell has a PBCCH allocated:
Bit
0
The mobile station shall use the PACKET ENHANCED MEASUREMENT REPORT message for (NC) reporting
1 
The mobile station shall use the PACKET MEASUREMENT REPORT message for (NC) reporting
If the cell has no PBCCH allocated:
Bit
0
The mobile station shall use the PACKET ENHANCED MEASUREMENT REPORT message for (NC) reporting if at least one BSIC is allocated to each BA(GPRS) frequency. Otherwise, the PACKET MEASUREMENT REPORT shall be used.
1 
The mobile station shall use the PACKET MEASUREMENT REPORT message for (NC) reporting

REPORTING_RATE (1 bit)
This parameter is used for measurements, see 3GPP TS 05.08.
bit
0
Normal rate reporting
1
Reduced reporting rate allowed

UNKNOWN_BSIC_REPORTING (1 bit)
This field specifies if cells with invalid BSIC and allowed NCC part of BSIC are allowed to be reported or not, see 3GPP TS 05.08.
bit
0
Report on cells with invalid BSIC and allowed NCC part of BSIC is not allowed.
1
Report on cells with invalid BSIC and allowed NCC part of BSIC is allowed. In this case NCC_PERMITTED is required in PSI5.

3G Neighbour Cell Description:

The building of the 3G Neighbour Cell list and the ordering of indices within each Radio Access Technology is described in sub-clause 5.6.3.1 (“Deriving the 3G Neighbour Cell list from the 3G Neighbour Cell description”).
Index_Start_3G (7 bit)
This optional information element indicates the value of the first index to use to build this instance of the 3G Neighbour Cell list. When missing, the value 0 is assumed. See sub-clause 5.6.3.1 (“Deriving the 3G Neighbour Cell list from the 3G Neighbour Cell description”).

Absolute_Index_Start_EMR (7 bit)
This parameter indicates the value to be added to the indices of the 3G Neighbour Cell list for reporting 3G Cells with the PACKET ENHANCED MEASUREMENT REPORT message (see sub-clause 5.6.3.3). If present, it overrides the parameter value of the reference 3G Neighbour Cell list. If different values are received for this parameter in different instances of this message, the instance with the highest index shall be used. 

NOTE: 
This parameter is not used for reporting 3G Cells with the PACKET MEASUREMENT REPORT message, see sub-clause 11.2.9.

UTRAN FDD Description:

Bandwidth_FDD (3 bit field)
This information element will be used for future releases of the protocol. When missing, this indicates the present FDD bandwidth. When present, this shall not be considered as an error; indices of the 3G Neighbour Cell list shall be incremented accordingly.
FDD_ARFCN (14 bit field)
This information element is defined as the UARFCN in 3G TS 25.101. Any non-supported frequency shall not be considered as an error; indices of the 3G Neighbour Cell list shall be incremented accordingly.

FDD-ARFCN-INDEX (3 bit field)
This field points to the absolute frequency received in the UTRAN Freq list information element in the Channel Release message, see 3GPP TS 04.18. If there is no frequency associated to this value of the FDD-ARFCN-INDEX parameter, this shall not be considered as an error; indices of the 3G Neighbour Cell list shall be incremented accordingly.

FDD_Indic0, information 0 indicator (1 bit):
This field indicates if the Scrambling Code/Diversity parameter value ‘0000000000’ is a member of the set.

Bit
0
parameter value ‘0000000000’ is not a member of the set
1
parameter value ‘0000000000’ is a member of the set

NOTE:
This bit FDD_Indic0 is equivalent to the bit F0 bit in the frequency list information element (see 3GPP TS 04.18).

NR_OF_FDD_CELLS (5 bit field)
This field defines the number of FDD_CELL_INFORMATION parameters.

FDD_CELL_INFORMATION Field (p bit field)
This field allows to compute a set of 10-bit-long FDD_CELL_INFORMATION parameters, re-using the Range 1024 format compression algorithm, see 3GPP TS 04.18 Annex J: ‘Algorithm to encode frequency list information’. The formulas for decoding are given in 3GPP TS 04.18 sub-clause, 10.5.2.13.3: ‘Range 1024 format’. The consecutive parameters of this field are concatenated, starting with w1, and then w2, w3… 

The total number of bits p of this field depends on the value of the parameter NR_OF_FDD_CELLS = n, as follows:


n
 p
n
p
n
p
n
p


0
0
5
44
10
81
15
116



1
10
6
52
11
88
16
122


2
19
7
60
12
95
17-31

0

3
28
8
67
13
102

4
36
9
74
14
109


Table 60.1

If n=0 and FDD_Indic0 = 0, this indicates the 3G Neighbour Cell list index for report on RSSI, see 3GPP TS 05.08.

If n is equal or greater than 17, this shall not be considered as an error; the corresponding index in the 3G Neighbour Cell list shall be incremented by one.

For each (10-bit-long) decoded parameter, bits 1-9 are the Scrambling Code and bit 10 is the Diversity bit.

Scrambling Code (9 bit field)

This parameter indicates the Primary Scrambling Code as defined in 3GPP TS 25.213.

Diversity (1 bit field)

This parameter indicates if diversity is applied for the cell:

Bit
0
Diversity is not applied for this cell
1
Diversity is applied for this cell.

UTRAN TDD Description:

Bandwidth_TDD (3bit field)
This optional information element refers to 3G TS 25.331. 

Bit
321
000
3.84Mcps
001
1.28Mcps
All other values shall not be interpreted as an error; indices of the 3G Neighbour Cell list shall be incremented accordingly (but no reporting can be performed). When missing, this indicates 3.84 Mcps.

TDD_ARFCN (14 bit field)
This optional information element is defined as the UARFCN in 3G TS 25.102. Any non supported frequency shall not be considered as an error; indices of the 3G Neighbour Cell list shall be incremented accordingly.

TDD-ARFCN-INDEX (3 bit field)
This field points to the absolute frequency received in the UTRAN Freq list information element in the Channel Release message, see 3GPP TS 04.18. If there is no frequency associated to this value of the TDD-ARFCN-INDEX parameter, this shall not be considered as an error; indices of the 3G Neighbour Cell list shall be incremented accordingly.

TDD_Indic0, information 0 indicator (1 bit):
This field indicates if the Cell_Parameter/Sync_Case/Diversity parameter value ‘0000000000’ is a member of the set.

Bit
0
parameter value ‘0000000000’ is not a member of the set
1
parameter value ‘0000000000’ is a member of the set

NR_OF_TDD_CELLS (5 bit field)
This field defines the decimal value of the number of TDD_CELL_INFORMATION parameters.

TDD_CELL_INFORMATION Field (q bit field)
This field allows to compute a set of 9-bit-long TDD_CELL_INFORMATION aprameters, re-using the Range 512
format compression algorithm, see 3GPP TS 04.18 Annex J: ‘Algorithm to encode frequency list information’. The formulas for decoding are given in 3GPP TS 04.18 sub-clause 10.5.2.13.4: ‘Range 512 format’, with w0=0. The consecutive parameters of this field are concatenated, starting with w1, and then w2, w3… 

The total number of bits q of this field depends on the value of the parameter NR_OF_TDD_CELLS = m, as follows:


m
 q
m
 q
 m
 q
 m
q
m
q

0
0
5
39
10
 71
15
101
20
126

1
9
6
46
11
 77
16
106
21-31

0


2
17
7
53
12
 83
17
111

3
25
8
59
13
 89
18
116

4
32
9
65
14
 95
19
121

Table 60.2.

If m=0 and TDD_Indic0=0, or m is equal or greater than 21, this shall not be considered as an error; the corresponding index in the 3G Neighbour Cell list shall be incremented by one.

For each (9-bit-long) decoded parameter, bits 1-7 are the Cell Parameter, bit 8 is the Sync Case and bit 9 is the Diversity bit.

Cell Parameter (7 bit field)
This parameter is defined in 3GPP TS 25.223.

Sync Case (1 bit field)
This parameter is defined in 3GPP TS 25.223.
Bit
0
Sync Case 1
1
Sync Case 2

Diversity (1 bit field)
This parameter indicates if diversity is applied for the cell:
Bit
0
Diversity is not applied for this cell
1
Diversity is applied for this cell.

CDMA 2000 Description:

cdma2000 frequency band (5 bit field)
A binary representation of cdma2000 BAND_CLASS, as defined in TIA/EIA-IS-2000-5-A. The mobile station shall ignore all the information relative to a cdma2000 frequency band that it can not support. 
cdma2000 frequency (11 bit field)
A binary representation of cdma2000 CDMA_FREQ, as defined in TIA/EIA-IS-2000-5-A. The mobile station shall ignore all the information relative to a cdma2000 frequency that it can not support.

number_cdma2000_cells (5 bit field)
This field indicates the number of CDMA 2000 neighbour cells.

Pilot PN offset (9 bit field)
A binary representation of the PN offset of the Pilot PN sequence (in units of 64 cdma2000 1x-chips), PILOT_PN, as defined in TIA/EIA-IS-2000-5-A.

TD_MODE (2 bit field)
An indication of transmit diversity mode is specified in TIA/EIA-IS-2000-5-A. The mobile station shall ignore TD_MODE if it does not support 1X Common Pilot with Transmit Diversity.

TD_POWER_LEVEL (3 bit field)
Power level of the Transmit Diversity Pilot relative to that of the Forward Pilot Channel as specified in TIA/EIA/IS-2000-5-A. The mobile station shall ignore TD_POWER_LEVEL if it does not support 1X Common Pilot with Transmit Diversity.

QOF (2 bit field)
Quasi-orthogonal function index is defined in TIA/EIA/IS-2000-5-A. The mobile station shall ignore QOF if it does not support the quasi-orthogonal function.

WALSH_LEN_A, WALSH_LEN_B and WALSH_LEN_C (3 bit field each)
A three bit field to indicate the length of the Walsh code for the pilot that is used in as the Auxiliary Pilot, and specified as WALSH_LEN in TIA/EIA/IS-2000-5-A. The mobile station shall ignore WALSH_LEN if it does not support 1X Auxiliary Pilot.

AUX_PILOT_WALSH (var.Length field)
Indicates the walsh code corresponding to the Auxiliary Pilot, as specified in TIA/EIA/IS-2000-5-A. The mobile station shall ignore AUX_PILOT_WALSH if it does not support 1X Auxiliary Pilot.

AUX_TD_WALSH (var.Length field)
Indicates the walsh code corresponding to the Auxiliary Transmit Diversity Pilot, as specified in TIA/EIA/IS-2000-5-A. The mobile station shall ignore AUX_TD_WALSH if it does not support 1X Auxiliary Pilot with Transmit Diversity.

AUX_TD_POWER_LEVEL (2 bit field)
Power level of the Auxiliary Transmit Diversity Pilot relative to that of the Forward Pilot Channel as specified in TIA/EIA/IS-2000-5-A. The mobile station shall ignore AUX_TD_POWER_LEVEL if it does not support 1X Auxiliry Pilot with Transmit Diversity.

SR3_PRIM_PILOT (3 bit field)
Position of the primary SR3 pilot as specified in TIA/EIA/IS-2000-5-A. The mobile station shall ignore SR3_PRIM_PILOT if it does not support 3X Common Pilot.

SR3_PILOT_POWER1 (3 bit field), relative power level between the primary SR3 pilot and the pilot on the lower frequency of the two remaining SR3 frequencies, as specified in TIA/EIA/IS-2000-5-A. The mobile station shall ignore SR3_PILOT_POWER1 if it does not support 3X Common Pilot.

SR3_PILOT_POWER2 (3 bit field), relative power level between the primary SR3 pilot and the pilot on the higher frequency of the two remaining SR3 frequencies, as specified in TIA/EIA/IS-2000-5-A. The mobile station shall ignore SR3_PILOT_POWER2 if it does not support 3X Common Pilot.

QOF1 (2 bit field), WALSH_LEN1 (3 bit field) and AUX_PILOT_WALSH1 (var. Length field)
The corresponding quantities for pilot on the lower frequency of the two remaining SR3 frequencies, as specified in TIA/EIA/IS-2000-5-A. The mobile station shall ignore QOF1, WALSH_LEN1 and AUX_PILOT_WALSH1 if it does not support 3X Auxiliary Pilot.

QOF2 (2 bit field), WALSH_LENGTH2 (3 bit field) and AUX_PILOT_WALSH2 (var Length field)
The corresponding quantities for pilot on the higher frequency of the two remaining SR3 frequencies, as specified in TIA/EIA/IS-2000-5-A. The mobile station shall ignore QOF2, WALSH_LEN2 and AUX_PILOT_WALSH2 if it does not support 3X Auxiliary Pilot.

REMOVED_3GCELL_Description
This struct contains a list of cells to be removed from the 3G Neighbour Cell list for measurements (see subclause 5.6.3.1). The cells are identified by their index. The struct consists of N1 sublists, each comprising the following three parameters:

REMOVED_3GCELL_INDEX (7 bit field)
This field indicates the index of the first cell in the sublist. 
3G_CELL_DIFF_LENGTH (3 bit field)
This field indicates the number of bits used for the 3GCELL_DIFF field in the current sublist.
3GCELL_DIFF (variable size)
This field indicates the difference in index to the next cell in the sublist.

GPRS REP PRIORITY Description

REP_PRIORITY bit:
0
Normal reporting priority
1
High reporting priority
The use of these bits is defined in sub-clause 5.6.5 and 3GPP TS 05.08.

GPRS MEASUREMENT PARAMETERS Description
The fields of this Description are used for measurements, as defined in 3GPP TS 05.08.
Any parameter present overwrites any old data held by the mobile station for this parameter. 

GPRS 3G MEASUREMENT PARAMETERS Description
The fields of this Description are used for measurements, as defined in 3GPP TS 05.08.
Any parameter present overwrites any old data held by the mobile station for this parameter. 

*** Next modified sub-clause ***

11.2.9d
Packet Enhanced Measurement Report
This message is sent either on the PACCH if in packet transfer mode or on an assigned block on a PDTCH, from the mobile station to the network to report enhanced measurement results. The message contains measurement results from the Network Control measurements. More than one message may be required depending on the number of measurements to report.

Message type:
PACKET ENHANCED MEASUREMENT REPORT

Direction:
mobile station to network

Table 63: PACKET ENHANCED MEASUREMENT REPORT message content

< PACKET ENHANCED MEASUREMENT REPORT message content > ::=


< TLLI : bit (32) >


{ < NC Measurement Report : < NC Measurement Report struct > > }


< padding bits > ;



< NC Measurement Report struct > ::=

< NC_MODE : bit (1) >
{ 0 < BA_USED : bit > < 3G_BA_USED : bit > | 1 < PSI3_CHANGE_MARK : bit(2) > }
< PMO_USED : bit > 
< BSIC_Seen : bit >
< SCALE : bit >
{ 0 | 1 < Serving cell data : < Serving cell data struct >> }

{ 1 < Repeated Unknown_BSIC_Information : < Repeated Unknown_BSIC_Information struct >> } ** 0
{ 0 | 1 {0 | 1 < REPORTING_QUANTITY : bit (6) > }** } ; 

-- bitmap type reporting


< Serving cell data struct > ::=

< DTX_USED : bit >

< RXLEV_VAL : bit (6) >

< RX_QUAL_FULL : bit (3) >

< MEAN_BEP : bit (5) >

< CV_BEP : bit (3) >

< NBR_RCVD_BLOCKS : bit (5) > ;


< Repeated Unknown_BSIC_Information struct > ::=
< BCCH-FREQ-NCELL : bit (5) >
< BSIC : bit (6) >
< RXLEV-NCELL : bit (6) > ;



Table 64: PACKET ENHANCED MEASUREMENT REPORT information element details

TLLI (32 bit field)
This field contains the TLLI of the mobile station. This field is encoded as defined in clause 12.16.

NC_MODE (1 bit field)
This field indicates if the mobile station was in mode NC1 or NC2 when sending the measurement report.

0
Mobile station in mode NC1
1
Mobile station in mode NC2

BA_USED (1 bit field),
3G_BA_USED (1 bit field) 
PSI3_CHANGE_MARK (2 bit field) 

These fields shall contain the value of the BA_IND, 3G_BA_IND and PSI3_CHANGE_MARK respectively in the messages defining the used Neighbour Cell list. 

In case PBCCH exists, PSI3_CHANGE_MARK shall be used.
In case PBCCH does not exist, BA_USED and 3G_BA_USED shall be used.

PMO_USED (1 bit field)
This parameter shall contain the value of the PMO_IND in the PACKET CELL CHANGE ORDER or PACKET MEASUREMENT ORDER messages that has modified the used Neighbour Cell list. If no such message has been received, PMO_USED shall be set to zero.

BSIC_Seen (1 bit field)
This parameters indicates if a GSM cell with invalid BSIC and allowed NCC part of BSIC is one of the six strongest, see 3GPP TS 05.08.

Bit
0
No cell with invalid BSIC and allowed NCC part of BSIC is seen
1
One cell or more with invalid BSIC and allowed NCC part of BSIC is seen

SCALE (1 bit field)
The value of this field is defined in 3GPP TS 05.08.

Serving cell reporting

If the structure “serving cell data” is missing, this indicates that no valid measurement exist for the serving cell.

Parameters RXLEV_VAL (6 bits), RX_QUAL_FULL (3 bits), MEAN_BEP (5 bits), CV_BEP (3 bits), NBR_RCVD_BLOCKS (5 bits) are defined in 3GPP TS 05.08.

DTX_USED (1 bit field)
This bit indicates whether or not the mobile station used DTX during the previous measurement period.

0
DTX was not used
1
DTX was used.

Neighbour cell reporting

Repeated Unknown BSIC

BCCH-FREQ-NCELL (5 bits). This field represents the index of the BA(GPRS), see 3GPP TS 04.18 sub-clause 11.2.20.
BSIC (6 bits). Base station identity code of the corresponding index in the BA(GPRS).
RXLEV (6 bits). GSM reporting quantity, see 3GPP TS 05.08.
Bitmap type reporting:

Each bit of the bitmap points to the corresponding index of the Neighbour Cell list defined in sub-clause 5.6.3.3 (“Deriving the Neighbour Cell list from the GSM Neighbour Cell list and the 3G Neighbour Cell list”).

If this structure is present and more bits than needed are available at the end of the message, the MS shall set the value of the redundant bitmap positions to '0'.

After the last REPORTING_QUANTITY parameter, some remaining bits indicating no report may be missing.

REPORTING_QUANTITY (6 bits):
Measurement quantities are defined in 3GPP TS 05.08.

*** Next modified sub-clause ***

11.2.16
Packet Resource Request

This message is sent on the PACCH by the mobile station to the network to request a change in the uplink resources assigned.

Message type:
PACKET RESOURCE REQUEST

Direction:
mobile station to network

Table 77: Packet RESOURCE REQUEST information elements

< Packet Resource Request message content > ::=


{ 0 | 1 < ACCESS_TYPE : bit (2) > }


{ 0 < Global TFI : < Global TFI IE > >


| 1 < TLLI : < TLLI IE > > }


{ 0 | 1 < MS Radio Access Capability : < MS Radio Access Capability IE > > }


< Channel Request Description : < Channel Request Description IE > >


{ 0 | 1 < CHANGE_MARK : bit (2) > }


< C_VALUE : bit (6) >


{ 0 | 1 < SIGN_VAR : bit (6) >}


{ 0 | 1 < I_LEVEL_TN0 : bit (4) > }


{ 0 | 1 < I_LEVEL_TN1 : bit (4) > }


{ 0 | 1 < I_LEVEL_TN2 : bit (4) > }


{ 0 | 1 < I_LEVEL_TN3 : bit (4) > }


{ 0 | 1 < I_LEVEL_TN4 : bit (4) > }


{ 0 | 1 < I_LEVEL_TN5 : bit (4) > }


{ 0 | 1 < I_LEVEL_TN6 : bit (4) > }


{ 0 | 1 < I_LEVEL_TN7 : bit (4) > }


{ null | 0 bit** = <no string> 




-- Receiver backward compatible with earlier version



| 1










-- Additional contents for Release 1999


{ 0 | 1 < EGPRS BEP Link Quality Measurements : 






< EGPRS BEP Link Quality Measurements IE >> }



{ 0 | 1 < EGPRS Timeslot Link Quality Measurements : 






< EGPRS Timeslot Link Quality Measurements IE >>}



{ 0 | 1 < PFI: bit(7) > }



< ADDITIONAL MS RAC INFORMATION AVAILABLE : bit (1) >



< RETRANSMISSION OF PRR : bit (1) >


< padding bits > };

Table 78: Packet RESOURCE REQUEST information element details

Global TFI
This information element contains the TFI of the mobile station's uplink TBF, if available, or the TFI of the mobile station's downlink TBF. If no TFI is available, this field is omitted. This field is defined in clause 12.10.

ACCESS_TYPE (2 bit field)
This field indicates the reason for requesting the access. It shall be included only in response to a single block or Multi block assignment.

Bit
2 1
0 0

Two Phase Access Request
0 1

Page Response
1 0

Cell Update
1 1

Mobility Management procedure

TLLI 
This information element is defined in Clause 12.16.

MS Radio Access Capability
This information element is coded as defined by the MS RA capability value part defined in the MS Radio Access Capability IE defined in 3GPP TS 24.008. This information element is sent only during two phase access. When this information element is sent, all spare bits shall be suppressed by the transmitter. An EGPRS capable mobile station shall provide its EGPRS capability in the MS Radio Access Capability.

Channel Request Description
This information element is defined in clause 12.7.

CHANGE_MARK (2 bit field)
This field contains the PSI2_CHANGE_MARK value stored by the mobile station's if PBCCH is present in the current cell. If PBCCH is not present in the current cell, this field contains the SI13_CHANGE_MARK value stored by the mobile station. If the mobile station does not have a valid PSI2 or SI13 change mark for the current cell, the mobile station shall omit this field. The coding of this field is network dependent.

C_VALUE (6 bit field)
This field is encoded as the binary representation of the C value as specified in 3GPP TS 05.08.
Range 0 to 63

SIGN_VAR (6 bits)
This field contains the signal variance parameter SIGN_VAR calculated by the mobile station (see 3GPP TS 05.08). This field is not present for TBF establishment using two phase access or for a TBF in EGPRS mode.

  bit
6 5 4 3 2 1
0 0 0 0 0 0

0dB2 to 0.25 dB2
0 0 0 0 0 1

>0.25 dB2 to 0.50 dB2
0 0 0 0 1 0

>0.50 dB2 to 0.75 dB2
 : : : 
1 1 1 1 1 0

>15.50 dB2 to 15.75 dB2
1 1 1 1 1 1

>15.75 dB2

I_LEVEL_TN0 (4 bit field)
I_LEVEL_TN1 (4 bit field)
I_LEVEL_TN2 (4 bit field)
I_LEVEL_TN3 (4 bit field)
I_LEVEL_TN4 (4 bit field)
I_LEVEL_TN5 (4 bit field)
I_LEVEL_TN6 (4 bit field)
I_LEVEL_TN7 (4 bit field)
For element definition see subclause 11.2.6 – Packet Downlink Ack/Nack. These fields shall not be present if they are included in the EGPRS Timeslot Link Quality Measurements IE.

EGPRS BEP Link Quality Measurements IE
This information element is defined in clause 12.5.3. These fields are transferred if the data is available and if the fields would not cause the message to expand beyond one RLC/MAC control block. block and if the PACKET RESOURCE REQUEST is sent during on-going EGPRS concurrent TBF.

EGPRS Timeslot Link Quality Measurements
This information element is defined in clause 12.5.4. These fields are transferred if the data is available and if the fields would not cause the message to expand beyond one RLC/MAC control block and if the PACKET RESOURCE REQUEST is sent during on-going EGPRS TBF.

PFI (7 bit field)
This field contains the PFI parameter identifying a Packet Flow Context. The PFI parameter is encoded as the contents of the PFI information element as defined in 3G TS 24.008. This field may be included if the network supports packet flow context procedures.

ADDITIONAL MS RAC INFORMATION AVAILABLE (1 bit field)
0
 indicates that MS will not send more information about its radio access capabilities than included in this message
1
 indicates that MS will send more information about its radio access capabilities in the next control message

RETRANSMISSION OF PRR (1 bit field)
This field indicates whether the corresponding Packet Resource Request message is a retransmission. In case the PRR message is a retransmission, the message content (except this field) shall be identical to the one of the PRR which was sent immediately after the uplink TBF was established (and preceding any eventual request for resource reassignment).

0
indicates that this message is an initial Packet Resource Request
1
indicates that this message is a retransmitted Packet Resource Request: in this case the corresponding PRR message shall not be interpreted as a request for resource reassignment. 

*** Next modified sub-clause ***

11.2.19
Packet System Information Type 2

This message is sent by the network on PBCCH and PACCH giving information of reference frequency lists, cell allocation, GPRS mobile allocations and PCCCH descriptions being used in the cell. Special requirements for the transmission of this message apply on PBCCH, see 3GPP TS 05.02.

PSI2 also contains Non-GPRS cell options applicable for non-packet access.

This message shall not be segmented across more than one RLC/MAC control block by using the procedures specified in subclause 9.1.12a. A consistent set of this message type is required to completely decode the information (see 5.5.2.1.4).

Message type:
PACKET SYSTEM INFORMATION TYPE 2

Direction:
network to mobile station

Classification:
distribution message

Table 83: PSI2 information elements

< PSI2 message content > ::=


< PAGE_MODE : bit (2) >


< PSI2_CHANGE_MARK : bit (2) >


< PSI2_INDEX : bit (3) >


< PSI2_COUNT : bit (3) >


{
{ 0 | 1 < Cell Identification : < Cell Identification IE > > }



{ 0 | 1 < Non GPRS Cell Options : < Non GPRS Cell Options IE > > }



< Reference Frequency Lists : < Reference Frequency Lists struct > >



< Cell Allocation : < Cell Allocation Lists struct > >



< GPRS Mobile Allocations : < GPRS Mobile Allocations Lists struct > >



< PCCCH Description : < PCCCH Description Lists struct > >



{ null | 0
bit** = < no string >



| 1








-- Release 1999 additions:



{ 0 | 1 < COMPACT Control Information : < COMPACT Control Info struct > > }




{ 0 | 1 < Additional PSI Messages : < Additional PSI Messages struct > > }




< padding bits > } } //
-- truncation at end of message allowed, bits ‘0’ assumed

 ! < Distribution part error : bit (*) = < no string > > ;


< Reference Frequency Lists struct > ::= { 1 < Reference Frequency struct > } ** 0;

< Reference Frequency struct >::=


< RFL_NUMBER : bit (4) >


< Length of RFL contents : bit (4) >


< RFL contents : octet (val(Length of RFL contents) + 3) > ; 



< Cell Allocation Lists struct > ::= { 1 < Cell Allocation struct > } ** 0 ;

< Cell Allocation struct > ::=


< RFL_NUMBER : bit (4) > ;



< GPRS Mobile Allocations Lists struct > ::= { 1 < GPRS Mobile Allocations struct > } ** 0 ;

< GPRS Mobile Allocations struct > ::=


< MA_NUMBER : bit (4) >


< GPRS Mobile Allocation : < GPRS Mobile Allocation IE > > ;



< PCCCH Description Lists struct > ::= { 1 < PCCCH Description struct > } ** 0 ;

< PCCCH Description struct > ::=


< TSC : bit (3) >


{ 0
< Non-hopping PCCCH carriers : < Non-Hopping PCCCH Carriers Lists struct > >


| 1
< MA_NUMBER : bit (4) >



< Hopping PCCCH carriers : < Hopping PCCCH Carriers Lists struct > > } ;



< Non-hopping PCCCH Carriers Lists struct > ::= { 1 < Non-Hopping PCCCH Carriers struct > } ** 0 ;

< Non-Hopping PCCCH Carriers struct > ::=


< ARFCN : bit (10) >


< TIMESLOT_ALLOCATION : bit (8) > ;



< Hopping PCCCH Carriers Lists struct > ::= { 1< Hopping PCCCH Carriers struct > } ** 0 ;

< Hopping PCCCH Carriers struct > ::=


< MAIO : bit (6) >


< TIMESLOT_ALLOCATION : bit (8) > ;



< COMPACT Control Info struct > ::=


< Large Cell Operation : bit (1) >


{0 | 1 <Number of Idle Blocks : <Number of Idle Blocks struct> >}


{0 | 1 <N_CCCH_NH : bit (4) >} ;



<Number of Idle Blocks struct> ::=

{0 | 1 { < NIB_CCCH_0 : bit (4) > } }

{0 | 1 { < NIB_CCCH_1 : bit (4) > } }

{0 | 1 { < NIB_CCCH_2 : bit (4) > } }

{0 | 1 { < NIB_CCCH_3 : bit (4) > } } ;



< Additional PSI Messages struct > ::=


< NON_GSM_INFORMATION : bit(2) > 


< PSI8_BROADCAST : bit (1) >

< PSI3ter_BROADCAST : bit (1) > 


< PSI3quater_BROADCAST : bit (1) > ;

*** Next modified sub-clause ***

11.2.20
Packet System Information Type 3

This message is sent by the network on the PBCCH or PACCH giving information of the BCCH allocation (BA(GPRS)) in the neighbour cells and cell selection parameters for serving cell and non-serving cells. This message shall not be segmented across more than one RLC/MAC control block by using the procedures specified in subclause 9.1.12a. Special requirements for the transmission of this message apply on the PBCCH, see 3GPP TS 05.02.

Message type:
PACKET SYSTEM INFORMATION TYPE 3

Direction:
network to mobile station

Classification:
distribution message

Table 85: PSI3 information elements

< PSI3 message content > ::=


< PAGE_MODE : bit (2) >


< PSI3_CHANGE_MARK : bit (2) >


< PSI3_BIS_COUNT : bit (4) >


< Serving Cell parameters : < Serving Cell params struct > >


< General Cell Selection parameter : < Gen Cell Sel struct > >


< Neighbour Cell parameters : { 1 < Neighbour Cell params struct > } ** 0 >


{ null | 0
bit** = < no string >


| 1













-- Release 1998 additions:


< Serving Cell LSA ID information : < LSA ID information struct > >



{ 0 | 1 < LSA Parameters :< LSA Parameters IE >> }


{ null | 0
bit** = < no string >


| 1













-- Release 1999 additions:



< CELL_BAR_QUALIFY_2 : bit (2) >


-- CBQ2 for serving cell.


{ 0 | 1 < COMPACT Information : < COMPACT Information struct > > }



{ 0 | 1 < Neighbour CBQ2 list : < CBQ2 list struct >> }

-- CBQ2 for neighbour cells.

< padding bits > } }


 ! < Distribution part error : bit (*) = < no string > > ;



< Serving Cell params struct > ::=


< CELL_BAR_ACCESS_2 : bit >


< EXC_ACC : bit >


< GPRS_RXLEV_ACCESS_MIN : bit (6) >


< GPRS_MS_TXPWR_MAX_CCH : bit (5) >


{ 0 | 1 < HCS Serving Cell parameters : < HCS struct > > } 


< MULTIBAND_REPORTING : bit (2) >;



< HCS struct > ::=


< PRIORITY_CLASS : bit (3) >


< HCS_THR : bit (5) > ;



< Gen Cell Sel struct > ::=


< GPRS_CELL_RESELECT_HYSTERESIS : bit (3) >


< C31_HYST : bit (1) >


< C32_QUAL: bit (1) >


< RANDOM_ACCESS_RETRY : bit (1) >


{ 0 | 1 < T_RESEL : bit (3) > }


{ 0 | 1 < RA_RESELECT_HYSTERESIS : bit (3) > } ;



< Neighbour Cell params struct > ::=


< START_FREQUENCY : bit (10) >


< Cell selection params : < Cell Selection struct > >


< NR_OF_REMAINING_CELLS : bit (4) >


< FREQ_DIFF_LENGTH : bit (3) >


{
< FREQUENCY_DIFF : bit (1 + val(FREQ_DIFF_LENGTH)) >



< Cell Selection Params : <Cell Selection struct>> } * (val(NR_OF_REMAINING_CELLS)) ;



< Cell Selection struct > ::=


< BSIC : bit (6) >


< CELL_BAR_ACCESS_2 : bit >


< EXC_ACC : bit >


< SAME_RA_AS_SERVING_CELL : bit (1) >


{ 0 | 1
< GPRS_RXLEV_ACCESS_MIN : bit (6) >



< GPRS_MS_TXPWR_MAX_CCH : bit (5) > }


{ 0 | 1
< GPRS_TEMPORARY_OFFSET : bit (3) >



< GPRS_PENALTY_TIME : bit (5) > }


{ 0 | 1
< GPRS_RESELECT_OFFSET : bit (5) > }


{ 0 | 1
< HCS params : < HCS struct > > }


{ 0 | 1
< SI13 PBCCH Location : < SI13 PBCCH Location struct > > } ;



< SI13 PBCCH Location struct > ::=


{ 0
< SI13_LOCATION : bit (1) >


 | 1
< PBCCH_LOCATION : bit (2) >



< PSI1_REPEAT_PERIOD : bit (4) > } ;



< LSA ID information struct > ::=


{ 1 { 0 < LSA_ID : bit (24) >



| 1 < ShortLSA_ID : bit (10) > } } ** 0 ;



< COMPACT Information struct > : :=


<Cell Identification : Cell identification IE>


{ 1 < COMPACT Neighbour Cell params struct > } ** 0 ;



< COMPACT Neighbour Cell params struct > ::=


< START_FREQUENCY : bit (10) >


< COMPACT Cell selection params : < COMPACT Cell Selection struct > >


< NR_OF_REMAINING_CELLS : bit (4) >


< FREQ_DIFF_LENGTH : bit (3) >


{
< FREQUENCY_DIFF : bit (1 + val(FREQ_DIFF_LENGTH)) >



< COMPACT Cell selection params : < COMPACT Cell Selection struct > > } 


















* (val(NR_OF_REMAINING_CELLS));



< COMPACT Cell Selection struct > ::=


< BSIC : bit (6) >


< CELL_BAR_ACCESS_2 : bit >


< EXC_ACC : bit >


< SAME_RA_AS_SERVING_CELL : bit (1) >


{ 0 | 1
< GPRS_RXLEV_ACCESS_MIN : bit (6) >




< GPRS_MS_TXPWR_MAX_CCH : bit (5) > }


{ 0 | 1
< GPRS_TEMPORARY_OFFSET : bit (3) >




< GPRS_PENALTY_TIME : bit (5) }


{ 0 | 1
< GPRS_RESELECT_OFFSET : bit (5) > }


{ 0 | 1
< HCS params : < HCS struct > > }


{ 0 | 1
< TIME_GROUP : bit (2) > }


{ 0 | 1
< GUAR_CONSTANT_PWR_BLKS : bit (2) >} ;



< CBQ2 list struct > ::=


< N_CBQ2 : bit (3) >


< CELL_BAR_QUALIFY_2 : bit (2) > * (val(N_CBQ2) + 1) ;



Table 86: PSI3 information element details

PAGE_MODE (2 bit field)
This field describes which type of page mode used, i.e. either normal paging, extended paging, paging reorganization or same as before from the previous page mode. The mobile station shall ignore this field if the message is received on the PACCH. Coding of this field is defined in 3GPP TS 04.08

PSI3_CHANGE_MARK (2 bit field)
The PSI3 change mark field is changed each time information has been updated in any of the PSI3, PSI3 bis or PSI3 ter messages. A new value indicates that the mobile station shall re-read the information from the PSI3 and all PSI3 bis and PSI3 ter messages. The coding of this field is network dependent.
Range: 0-3.

PSI3_BIS_COUNT (4 bit field)
This field is coded as the binary representation of the PSI3 bis index (in the PSI3 bis message) for the last (highest indexed) individual PSI3 bis message.
Range: 0-15.

Serving Cell Parameters:
CELL_BAR_ACCESS_2 (1 bit field)
This field combines the CELL_BAR_ACCESS and CELL_BAR_QUALIFY parameters and indicates the status for cell reselection, see 3GPP TS 05.08:

0
Status for cell reselection is set to normal;
1
Status for cell reselection is set to barred.

EXC_ACC (1 bit field)
EXC_ACC is used by the network to prevent mobiles without exclusive access rights from camping on the cell. The usage of EXC_ ACC is described in 3GPP TS 03.22. The coding of EXC_ ACC is as follows: 
0
The cell is not used for SoLSA exclusive access. 
1
The cell is used for SoLSA exclusive access.

GPRS_RXLEV_ACCESS_MIN (6 bit field)
The GPRS_RXLEV_ACCESS_MIN field is coded as the binary representation of the 'RXLEV_ACCESS_MIN' defined in 3GPP TS 05.08. It is the minimum received level at the mobile station required for access to the system.

GPRS_MS_TXPWR_MAX_CCH (5 bit field)
The GPRS_MS_TXPWR_MAX_CCH field is coded as the binary representation of the 'power control level' in 3GPP TS 05.05 corresponding to the maximum TX power level a mobile station may use when accessing on a packet control channel. This value shall be used by the mobile station according to 3GPP TS 05.08.

HCS struct

If the HCS struct is omitted for the serving cell, HCS is not used and the HCS parameters for the other cells shall be neglected i.e the HCS signal strength threshold shall be set to infinity for all cells. Otherwise PRIORITY_CLASS and HCS_THR are defined. The use of the HCS parameters is defined in 3GPP TS 05.08.

PRIORITY_CLASS (3 bit field)
The PRIORITY_CLASS field contains the binary representation of the HCS priority for the cell.
Bit
3 2 1
0 0 0

Lowest Priority
...
...
1 1 1

Highest Priority

HCS_THR (5 bit field)
The HCS_THR is the HCS signal strength threshold

  Bit
5 4 3 2 1
0 0 0 0 0

-110 dBm
0 0 0 0 1

-108 dBm
...
...
1 1 1 1 1

-48 dBm

MULTIBAND_REPORTING (2 bit field) 
Binary encoding of multiband reporting parameter as specified in 3GPP TS 05.08
Range 0-3.

General Cell Selection Parameters
GPRS_CELL_RESELECT_HYSTERESIS (3 bit field)
The GPRS_CELL_RESELECT_HYSTERESIS field indicates the Additional Hysteresis which applies in Ready state for cells in same RA. This field is encoded according to the following table:

 Bit
3 2 1
0 0 0

0 dB
0 0 1

2 dB
0 1 0

4 dB
0 1 1

6 dB
1 0 0

8 dB
1 0 1

10 dB
1 1 0

12 dB
1 1 1

14 dB

C31_HYST (1 bit field)
The C31_HYST field indicates if set to 1 that the GPRS_RESELECT_HYSTERESIS shall be applied to the C31 criterion.

C32_QUAL (1 bit field)
C32_QUAL is a flag indicating an exception rule for GPRS_RESELECT_OFFSET according to 3GPP TS 05.08.

RANDOM_ACCESS_RETRY (1 bit field)
The RANDOM_ACCESS_RETRY field indicates if set to 1 that the mobile station is allowed to try to access another cell if available (see sub-clause 9.4.2).

T_RESEL (3 bit field)
If the mobile station has performed an abnormal release with cell reselection (see sub-clause 9.4.2) from this cell, the mobile station is not allowed to reselect this cell for T_RESEL seconds if another cell is available. The default value of T_RESEL is 5 seconds. If the field is omitted from the message, the default value shall be used by the mobile station.

 Bit
3 2 1
0 0 0

5 seconds
0 0 1

10 seconds
0 1 0

15 seconds
0 1 1

20 seconds
1 0 0

30 seconds
1 0 1

60 seconds
1 1 0

120 seconds
1 1 1

300 seconds

RA_RESELECT_HYSTERESIS (3 bit field)
The RA_RESELECT_HYSTERESIS field indicates in both STANDBY and READY state the additional hysteresis which applies when selecting a cell in a new Routing Area. If this field is not present, the default value is GPRS_CELL_RESELECT_HYSTERESIS. This field is encoded according to the following table:

 Bit
3 2 1
0 0 0

0 dB
0 0 1

2 dB
0 1 0

4 dB
0 1 1

6 dB
1 0 0

8 dB
1 0 1

10 dB
1 1 0

12 dB
1 1 1

14 dB

Neighbour Cell Parameters
The Neighbour cell parameters are used to specify neighbour cells (BA(GPRS)) and their corresponding cell selection parameters. The Neighbour cell parameters are specified in PSI3 and in at least one instance of PSI3bis. If one instance of PSI3bis is not sufficient to specify the cell selection parameters of all neighbour cells, the remaining neighbour cells are specified in consecutive instances of PSI3bis. If all information fits within the PSI3 message, one instance of PSI3bis without any neighbour cell parameters is broadcast.
NOTE: For efficient coding, cells with common cell selection parameters should be grouped together.
Building of BA(GPRS) is defined in subclause 5.6.3.2.

START_FREQUENCY (10 bit field)
The START_FREQUENCY defines the ARFCN for the first carrier in the list (ARFCN(0)). FREQ_DIFF_LENGTH (3 bit field)
This field is required to calculate the number of bits to be used for the FREQUENCY_DIFF field in the current frequency group.

FREQUENCY_DIFF (1+val(FREQ_DIFF_LENGTH) bit field)
Each FREQUENCY_DIFF parameter field specifies the difference in frequency to the next carrier to be defined. The FREQUENCY_DIFF parameter encodes a non negative integer in binary format (W).

Each frequency following the start frequency (ARFCN(0)) and belonging to the Frequency List struct is then calculated by the formula ARFCN(n) = (ARFCN(n-1) + W(n) ) modulus 1024, n=1, . . ., val(NR_OF_REMAINING_CELLS.

General rules for handling neighbour cell parameter default values
The first neighbour cell defined in PSI3 uses as its default parameter values the parameter values defined for the serving cell. The following neighbour cells use the parameter values of the previous neighbour cell as their default values.

Cell Selection params
The first field of the Cell Selection struct, BSIC, defines the BSIC of the cell and then comes the fields CELL_BAR_ACCESS_2, ECX_ACC and SAME_RA_AS_SERVING_CELL. Then follows none, some, or all of the fields GPRS_RXLEV_ACCESS_MIN, GPRS_MS_TXPWR_MAX_CCH, GPRS_TEMPORARY_OFFSET, GPRS_PENALTY_TIME, GPRS_RESELECT_OFFSET , HCS params, SI13_PBCCH_LOCATION, PCCH_TYPE and PSI1_REPEAT_PERIOD. If fields are omitted, the values for these parameters are the same as for the preceding cell unless otherwise specified for the parameter.

BSIC (6 bit field)
The BSIC field is coded as the 'Base Station Identity Code' defined in 3GPP TS 03.03. One BSIC for each carrier in BA(GPRS) is defined.

CELL_BAR_ACCESS_2 (1 bit field)
EXC_ACC (1 bit field)
For definition see Serving Cell parameters

SAME_RA_AS_SERVING_CELL (1 bit field)
The same RA as serving cell field contains one bit, set to
0
if the cell is in a Routeing Area different from the serving cell, or
1
if the cell is in the same Routeing Area as the serving cell.

GPRS_TEMPORARY_OFFSET (3 bit field)
The GPRS_TEMPORARY_OFFSET field indicates the negative offset to C32 that the mobile station shall use for duration of GPRS_PENALTY_TIME. It is used by the mobile station as part of its calculation of C32 for the cell reselection process.

 Bit
3 2 1
0 0 0

0 dB
0 0 1

10 dB
0 1 0

20 dB
0 1 1

30 dB
1 0 0

40 dB
1 0 1

50 dB
1 1 0

60 dB
1 1 1

infinity

GPRS_PENALTY_TIME (5 bit field)
The GPRS_PENALTY_TIME defines the length of time for which GPRS_TEMPORARY_OFFSET is active.

 Bit
5 4 3 2 1
0 0 0 0 0

10 seconds
0 0 0 0 1

20 seconds
 . . .
1 1 1 1 1

320 seconds

GPRS_RESELECT_OFFSET (5 bit field)
GPRS_RESELECT_OFFSET is used by the mobile station to apply a positive or negative offset and a hysteresis to the GPRS cell reselection criterion. Default value is 0 dB. If the field is omitted from the message, the default value shall be used by the mobile station.

 Bit
5 4 3 2 1
0 0 0 0 0

-52 dB
0 0 0 0 1

-48 dB

...
0 1 0 1 0

-12 dB
0 1 0 1 1

-10 dB

...
1 0 1 1 0

+12 dB
1 0 1 1 1

+16 dB

...
1 1 1 1 1

+48 dB

SI13_PBCCH_LOCATION construction
The optional SI13_PBCCH_LOCATION struct may either indicate the position of the SI13 message or a PBCCH position. If not included, SI3 and SI4 in the neighbour cell indicates if the neighbour cell supports GPRS.

SI13_LOCATION (1 bit field)
The SI13_LOCATION field, if present, indicates the logical channel where the SYSTEM INFORMATION TYPE 13 is broadcast (see 3GPP TS 05.02).

0
SYSTEM INFORMATION TYPE 13 message is sent on BCCH norm 
1
SYSTEM INFORMATION TYPE 13 message is sent on BCCH ext

PBCCH_LOCATION (2 bit field)
The PBCCH_LOCATION field, if present, indicates the location of the PBCCH on the BCCH carrier (see 3GPP TS 05.02).

bit
2 1
0 0

PBCCH on TN 1 of BCCH carrier
0 1

PBCCH on TN 2 of BCCH carrier
1 0

PBCCH on TN 3 of BCCH carrier
1 1

PBCCH on TN 4 of BCCH carrier

PSI1_REPEAT_PERIOD (4 bit field)
The PSI1_REPEAT_PERIOD field indicates the PSI repeat period. The field is coded according to the following table:

 Bit
4 3 2 1
0 0 0 0

PSI1 repeat period = 1 
0 0 0 1

PSI1 repeat period = 2
 ...
1 1 1 1

PSI1 repeat period = 16

LSA Parameters IE
The LSA Parameters IE contains a list of LSA_ID(s) corresponding to the entries in the Neighbour Cell Parameters. Some entries in LSA parameters may be empty. The entries in the LSA Parameters IE are listed in the same order as in the Neighbour Cell Parameters and the number of entries (nr_of_frequencies_or_cells) should be the same. In case there are too few entries in the LSA Parameters IE, empty entries shall be added at the end. In case there are too many entries in the LSA parameters, the last shall be discarded. The ‘LSA parameters IE’ is defined in subclause 12.28.

LSA_ID (24 bit field)
The purpose of the LSA_ID field is to identify a LSA. The LSA ID value field is coded as specified in 3GPP TS 03.03.

Short LSA_ID (10 bit field)
The purpose of the Short LSA_ID field is to identify a LSA. The LSA ID defined by the Short LSA_ID is a LSA_ID as specified in 3GPP TS 03.03 with bit 0 set to “0” bit 1 to 10 set to the value of the Short LSA_ID field (LSB in bit 1, MSB in bit 10) and bit 11 to 23 set to “0”.

TIME_GROUP (2 bit field)
The TIME_GROUP defines which time group (see 3GPP TS 05.02) the cell belongs to

bit
2 1
0 0

Time Group 0
0 1

Time Group 1
1 0

Time Group 2
1 1

Time Group 3

GUAR_CONSTANT_PWR_BLKS (2 bit field)
This field indicates the guaranteed number of constant power blocks in the neighbour cell. These are the blocks that the MS can use to perform neighbour cell measurements (see 3GPP TS 05.08). Note that there may be more CPBCCH blocks or allowed paging blocks in the neighbour cell than what is indicated in this field, but never less.

 bit
2 1

Blocks at constant power 
0 0

4
0 1

5
1 0

6
1 1

12 (i.e. BS_PAG_BLKS_RES = 0 in that cell)

CELL_BAR_QUALIFY_2
This indicator is used by the network to indicate cells without voice support and to control mobile station cell selection (by overriding the cell bar indication). The use of this parameter for this purpose is defined in 3GPP TS 05.08.

00

Voice supported, Cell Bar indication active
01

Reserved, shall be interpreted as 11
10

Voice not supported, Cell not barred, norm. cell selection priority
11

Voice not supported, Cell not barred, low cell selection priority

Neighbour CBQ2 list
This list may be included in this message and assigns CELL_BAR_QUALIFY_2 parameter values to the neighbour cells defined by the message. Neighbour cells may be defined by the Neighbour Cell parameters and the COMPACT Information constructions. The CELL_BAR_QUALIFY_2 parameter values are assigned to the neighbour cells in the same order they appear in the message. The default value is ‘00’ (Voice supported, Cell Bar indication active).

Cell Identification
This information element is defined in subclause 12.23.

*** Next modified sub-clause ***

11.2.21a

Packet System Information Type 3 ter

This message is sent by the network on the PBCCH or PACCH giving information on additional measurement and reporting parameters. This message shall not be segmented across more than one RLC/MAC control block by using the procedures specified in subclause 9.1.12a. If not all information fits into one instance of the PSI3ter message, the PSI3ter message can be repeated. Special requirements for the transmission of this message apply on PBCCH, see 3GPP TS 05.02.

Message type:
PACKET SYSTEM INFORMATION TYPE 3 TER

Direction:
network to mobile station

Classification:
distribution message

Table 88.1: PSI3 ter information elements

< PSI3 ter message content > ::=


< PAGE_MODE : bit (2) >


< PSI3_CHANGE_MARK : bit (2) >


< PSI3_TER_INDEX : bit (4) >


< PSI3_TER_COUNT : bit (4) >


{
{ 0 | 1 < Real Time Difference Description : < Real Time Difference Description struct >> }



{ 0 | 1 < GPRS REP_PRIORITY Description : < GPRS REP PRIORITY Description struct >> }


< padding bits > } //

-- truncation at end of message allowed, bits ‘0’ assumed

 ! < Distribution part error : bit (*) = < no string > > ;



< Real Time Difference Description struct > ::=


{ 0 | 1
{ 0 | 1
< Cell_Index_Start_RTD : bit (7) > }

--default value=0



< RTD Struct : < RTD6 Struct >>




{ 0 < RTD Struct : < RTD6 Struct >> **1 }


-- '0' : increment by 1 the index of the GSM Neighbour Cell list

}


{ 0 | 1
{ 0 | 1
< Cell_Index_Start_RTD : bit (7) > }

--default value=0



< RTD Struct : < RTD12 Struct >>




{ 0 < RTD Struct : < RTD12 Struct >> **1 }

-- '0' : increment by 1 the index of the GSM Neighbour Cell list

} ;



< RTD6 Struct > ::=


{ 0 | 1
< RTD : bit (6) > } ;








--'0' means no RTD for this cell
< RTD12 Struct > ::=


{ 0 | 1
< RTD : bit (12) > } ;








-- '0' means no RTD for this cell


< GPRS REP PRIORITY Description struct > ::=


< Number_Cells : bit(7) > 


{ < REP_PRIORITY : bit > } * (val(Number_Cells)) ;


























Table 88.2: PSI3 ter information element details

PAGE_MODE (2 bit field)
See description under PSI3.

PSI3_CHANGE_MARK (2 bit field)
See description under PSI3.

PSI3_TER_INDEX (4 bit field)
The PSI3_TER_INDEX field is used to distinguish individual PSI3 bis messages containing information about different neighbour cells. The field can take the binary representation of the values 0 to n, where n is the index of the last PSI3 ter message. (PSI3 ter count).

PSI3_TER_COUNT (4 bit field)
This field is coded as the binary representation of the PSI3 ter index (in the PSI3 ter message) for the last (highest indexed) individual PSI3 ter message.
Range: 0-15.

Real Time Difference Description

Cell_Index_Start_RTD (5 bit field)
This field indicates the GSM Neighbour Cell list index for the first RTD parameter. When missing, the value '0' is assumed.

RTD (6 or 12 bit field) is defined in 3GPP TS 05.08.
The use of these parameters is defined in sub-clause 5.6.3.4.

GPRS REP PRIORITY Description 

REP_PRIORITY bit:
0
Normal reporting priority
1
High reporting priority
The use of these bits is defined in sub-clause 5.6.3.5 (“GPRS Report Priority Description”).








 




11.2.21b

Packet System Information Type 3 quater

This message is sent by the network on the PBCCH or PACCH giving information on 3G Neighbour Cells and additional measurement and reporting parameters. This message shall not be segmented across more than one RLC/MAC control block by using the procedures specified in subclause 9.1.12a. If not all information fits into one instance of the PSI3quater message, the PSI3quater message can be repeated. Special requirements for the transmission of this message apply on PBCCH, see 3GPP TS 05.02.

Message type:
PACKET SYSTEM INFORMATION TYPE 3 QUATER

Direction:
network to mobile station

Classification:
distribution message

Table 88.1: PSI3 quater information elements

< PSI3 quater message content > ::=


< PAGE_MODE : bit (2) >


< PSI3_CHANGE_MARK : bit (2) >


< PSI3_QUATER_INDEX : bit (4) >


< PSI3_QUATER_COUNT : bit (4) >


{
{ 0 | 1 < GPRS REP_PRIORITY Description : < GPRS REP PRIORITY Description struct >> }


{ 0 | 1 < 3G Neighbour Cells Description : < 3G Neighbour Cells Description struct >> }


{ 0 | 1 < 3G MEASUREMENT Parameters Description :











< 3G MEASUREMENT PARAMETERS Description struct >> }


< padding bits > } //

-- truncation at end of message allowed, bits ‘0’ assumed

 ! < Distribution part error : bit (*) = < no string > > ;



< GPRS REP PRIORITY Description struct > ::=


< Number_Cells : bit(7) > 


{ < REP_PRIORITY : bit > } * (val(Number_Cells)) ;



< 3G Neighbour Cell Description struct > ::= 


{ 0 | 1 < Index_Start_3G : bit (7) > }

{ 0 | 1 < Absolute_Index_Start_EMR : bit (7) > }

{ 0 | 1 < UTRAN FDD Description : < UTRAN FDD Description struct >> }

{ 0 | 1 < UTRAN TDD Description : < UTRAN TDD Description struct >> } ;



< UTRAN FDD Description struct > ::=


{ 0 | 1 < Bandwidth_FDD : bit (3) > }

{ 1 < Repeated UTRAN FDD Neighbour Cells : < Repeated UTRAN FDD Neighbour Cells struct >> } ** 0 ;



< Repeated UTRAN FDD Neighbour Cells struct > ::=

{ 0 < FDD-ARFCN : bit (14) > | 1 < FDD-ARFCN-INDEX : bit (3) > }

< FDD_Indic0 : bit >

< NR_OF_FDD_CELLS : bit (5) >

< FDD _CELL_INFORMATION Field : bit(p(NR_OF_FDD_CELLS)) > ; -- p(x) defined in table 60.1/3GPP TS 04.60.



< UTRAN TDD Description struct > ::=

{ 0 | 1 < Bandwidth_TDD : bit (3) > }

{ 1 < Repeated UTRAN TDD Neighbour Cells : < Repeated UTRAN TDD Neighbour Cells struct >> } ** 0 ;



< Repeated UTRAN TDD Neighbour Cells struct > ::=

{ 0 < TDD-ARFCN : bit (14) > | 1 < TDD-ARFCN-INDEX : bit (3) > }

< TDD_Indic0 : bit >

< NR_OF_TDD_CELLS : bit (5) >

< TDD_CELL_INFORMATION Field : bit(q(NR_OF_TDD_CELLS)) > ; -- q(x) defined in table 60.2/3GPP TS 04.60.


< 3G MEASUREMENT PARAMETERS Description struct > ::=


< Qsearch_P : bit (4) > 
 
< 3G_SEARCH_PRIO : bit >

( 0 | 1 < FDD_GPRS_Qoffset : bit (4) >




-- FDD information



< FDD_Qmin : bit (3) > }

( 0 | 1 < TDD_GPRS_Qoffset : bit (4) > } ;




-- TDD information


Table 88.2: PSI3 quater information element details

PAGE_MODE (2 bit field)
See description under PSI3.

PSI3_CHANGE_MARK (2 bit field)
See description under PSI3.

PSI3_QUATER_INDEX (4 bit field)
The PSI3_QUATER_INDEX field is used to distinguish individual PSI3 quater messages containing information about different neighbour cells. The field can take the binary representation of the values 0 to n, where n is the index of the last PSI3 quater message. (PSI3 quater count).

PSI3_QUATER_COUNT (4 bit field)
This field is coded as the binary representation of the PSI3 quater index (in the PSI3 quater message) for the last (highest indexed) individual PSI3 quater message.
Range: 0-15.

GPRS REP PRIORITY Description 

REP_PRIORITY bit:
0
Normal reporting priority
1
High reporting priority
The use of these bits is defined in sub-clause 5.6.3.5 (“GPRS Report Priority Description”).

3G Neighbour Cell Description
The building of the 3G Neighbour Cell list and the ordering of indices within each Radio Access Technology is described in sub-clause 5.6.3.1 (“Deriving the 3G Neighbour Cell list from the 3G Neighbour Cell description”).

Index_Start_3G (7 bit)

This optional information element indicates the value of the first index to use to build this instance of the 3G Neighbour Cell list. When missing, the value 0 is assumed. See sub-clause 5.6.3.1.

Absolute_Index_Start_EMR (7 bit)

This parameter indicates the value to be added to the indexes of the 3G Neighbour Cell list for reporting 3G Cells with the PACKET ENHANCED MEASUREMENT REPORT message (see sub-clause 5.6.3.3). If different values are received for this parameter in different instances of this message, the instance with the highest index shall be used.

NOTE: 
This parameter is not used for reporting 3G Cells with the PACKET MEASUREMENT REPORT message, see sub-clause 11.2.9.

UTRAN FDD Description:
For detailed element definitions see the Packet Measurement Order message.

UTRAN TDD Description:
For detailed element definitions see the Packet Measurement Order message.

3G MEASUREMENT PARAMETERS Description
The fields of this Description are used for measurements as defined in 3GPP TS 05.08.

*** Next modified sub-clause ***

11.2.23
Packet System Information Type 5

This optional message is sent by the network on the PBCCH giving information for measurement reporting and network controlled cell reselection. This message shall not be segmented across more than one RLC/MAC control block by using the procedures specified in subclause 9.1.12a. If not all information fits into one message, the remaining information will be sent in other instances of the PSI5 message. The message is sent on PBCCH only if so indicated in PSI1.

Message type:
PACKET SYSTEM INFORMATION TYPE 5

Direction:


network to mobile station

Classification:
distribution message

Table 91: PSI5 information elements

< PSI5 message content > ::=


< PAGE_MODE : bit (2) >


< PSI5_CHANGE_MARK : bit (2) >


< PSI5_INDEX : bit (3) >


< PSI5_COUNT : bit (3) >


{ 0 | 1 < NC Measurement Parameters : < NC Measurement Parameters struct > > }


{ 0 | 1 < EXT Measurement Parameters : < EXT Measurement Parameters struct > > }


{ null | 0 bit** = <no string> 




-- Receiver backward compatible with earlier version


| 1











-- Additional contents for Release ‘99


{ 0 | 1
< ENH Reporting Parameters : < ENH Reporting Parameters struct >> }

< padding bits > }


 ! < Distribution part error : bit (*) = < no string > > ;



< NC Measurement Parameters struct > ::=


< NETWORK_CONTROL_ORDER : bit (2) >


{ 0 | 1 < NC_ NON_DRX_PERIOD : bit (3) >




< NC_REPORTING_PERIOD_I : bit (3) >




< NC_REPORTING_PERIOD_T : bit (3) > } ;



< EXT Measurement Parameters struct >::=


{ 
< EXT_MEASUREMENT_ORDER : bit (2) == 00 > 


|
< EXT_MEASUREMENT_ORDER : bit (2) == 01 >

< EM1 struct > 


|
< EXT_MEASUREMENT_ORDER : bit (2) == 10 > 


|
< EXT_MEASUREMENT_ORDER : bit (2) == 11 > } ;



< EM1 struct > ::=


{ 0 | 1
{
< EXT_REPORTING_TYPE: bit (2) == 00 > 




|
< EXT_REPORTING_TYPE: bit (2) == 01 >

< NCC_PERMITTED : bit (8) > 




|
< EXT_REPORTING_TYPE: bit (2) == 10 >

{ 0 | 1 < INT_FREQUENCY : bit (5) > } 




|
< EXT_REPORTING_TYPE: bit (2) == 11 > } }


{ 0 | 1 < EXT_REPORTING_PERIOD : bit (3) >} 


{ < EXT_FREQUENCY_LIST : < EXT Frequency list description struct > > } ;



< EXT Frequency List Description struct > ::=


 < EXT Frequency List struct > { 1 < EXT Frequency List struct > } ** 0 ;



< EXT Frequency List struct > ::=


{
< START_FREQUENCY : bit (10) >



< NR_OF_FREQUENCIES : bit (5) >



< FREQ_DIFF_LENGTH : bit (3) >



{ < FREQUENCY_DIFF : bit (1+val(FREQ_DIFF_LENGTH)) >} * (val(NR_OF_FREQUENCIES))};



< ENH Reporting parameters struct > ::=


< Report_Type : bit >

< REPORTING_RATE : bit >


< UNKNOWN_BSIC_REPORTING : bit >


{ 0 | 1 < NCC_PERMITTED : bit (8) > } 


{ 0 | 1 < GPRS MEASUREMENT Parameters Description : < GPRS MEASUREMENT Parameters Description struct >> }


{ 0 | 1 < GPRS 3G MEASUREMENT Parameters Description : < GPRS 3G MEASUREMENT Parameters Description struct>> } ;



< GPRS MEASUREMENT PARAMETERS Description struct > ::=


{ 0 | 1 < Multiband_Reporting : bit (2) > }

{ 0 | 1 < Serving_Band_Reporting : bit (2) > }

{ 0 | 1 < SCALE_ORD : bit (2) > }



{ 0 | 1
< 900_REPORTING_OFFSET : bit (3) > 



< 900_REPORTING_THRESHOLD : bit (3) > }



{ 0 | 1
< 1800_REPORTING_OFFSET : bit (3) > 




< 1800_REPORTING_THRESHOLD : bit (3) > }


{ 0 | 1
< 400_REPORTING_OFFSET : bit (3) > 




< 400_REPORTING_THRESHOLD : bit (3) > }


{ 0 | 1
< 1900_REPORTING_OFFSET : bit (3) > 




< 1900_REPORTING_THRESHOLD : bit (3) > }


{ 0 | 1
< 850_REPORTING_OFFSET : bit (3) > 




< 850_REPORTING_THRESHOLD : bit (3) > } ;



< GPRS 3G MEASUREMENT PARAMETERS Description struct > ::=


{ 0 | 1
< FDD_REP_QUANT : bit >











-- FDD Parameters



< FDD_MULTIRAT_REPORTING : bit (2) > } 

{ 0 | 1
< FDD_REPORTING_OFFSET : bit (3) > 



< FDD_REPORTING_THRESHOLD : bit (3) > }



{ 0 | 1
< TDD_MULTIRAT_REPORTING : bit (2) > }






-- TDD Parameters

{ 0 | 1 < TDD_REPORTING_OFFSET : bit (3) > 



< TDD_REPORTING_THRESHOLD : bit (3) > } ;


Table 92: PSI5 information element details

The optional PSI5 message contains broadcast measurement parameters for either Network Control (NC) measurements containing the NC Measurement Parameters, or for Extended measurements containing the EXT Measurement Parameters, or for both. If included, the NC Measurement parameters struct shall only exist in one instance of the PSI5 message. If the NC Measurement parameters struct is included in more than one instance, the value of the struct in the instance with the highest index shall be valid and all others shall be ignored.

The 'EXT measurement parameters struct' contains the EXT Measurement Order, the EXT parameters and one or more EXT Frequency List structs. If the value of the EXT Measurement Order or any of the EXT parameters differs between instances of the PSI5 message, the value of the parameter in the instance with the highest index shall be valid and all others shall be ignored.

PAGE_MODE (2 bit field)
This field is defined in clause 12.20.

PSI5_CHANGE_MARK (2 bit field)
The PSI5_CHANGE_MARK field is changed each time information has been updated in any of the individual instances of the PSI5 message. A new value indicates that the mobile station shall re-read the information from all PSI5 messages. Range: 0 to 3. The coding of this field is network dependent.

PSI5_INDEX (3 bit field) and PSI5_COUNT (3 bit field)
The purpose of the PSI5_INDEX field and the PSI5_COUNT field is to indicate the number of individual messages within the sequence of PSI5 messages and to assign an index to identify each one of them. The PSI5_INDEX field is binary coded, range: 0 to 7, and provides an index to identify the individual PSI5 message. The PSI5_COUNT field is binary coded, range: 0 to 7, and provides the PSI5_INDEX value for the last (highest indexed) message in the sequence of PSI5 messages.

NETWORK_CONTROL_ORDER (2 bit field)
The NETWORK_CONTROL_ORDER field is coded according to the following table (for definition of NCx see 3GPP TS 05.08):

bit
2 1
0 0

NC0 
0 1

NC1 
1 0

NC2 
1 1

Reserved

If the NETWORK_CONTROL_ORDER parameter = NC0, then the other parameters in the NC Measurement parameters struct may be omitted. If the NETWORK_CONTROL_ORDER parameter indicates NC1 or NC2 and the other parameters are omitted, the default value for these parameters shall be assumed.

NC_NON_DRX_PERIOD (3 bit field)
This field indicates the minimum time the mobile station shall stay in non-DRX mode after an NC-measurement report has been sent. The field is coded according to the following table:

 bit
3 2 1
0 0 0

No non-DRX mode after a measurement report has been sent. 
0 0 1

0,24 sec 
0 1 0

0,48 sec (default value)
0 1 1

0,72 sec 
1 0 0

0,96 sec 
1 0 1

1,20 sec
1 1 0

1,44 sec 
1 1 1

1,92 sec

NC_REPORTING_PERIOD_I (3 bit field)
NC_REPORTING_PERIOD_T (3 bit field)
These fields indicate the time period for cell reselection measurement reporting for packet idle mode (I) and packet transfer mode (T), respectively. The field is coded according to the following table:

 bit
3 2 1
0 0 0

0.48 sec 
0 0 1

0.96 sec 
0 1 0

1.92 sec 
0 1 1

3.84 sec (default value for NC_REPORTING_PERIOD_T)
1 0 0

7.68 sec 
1 0 1

15.36 sec 
1 1 0

30.72 sec 
1 1 1

61.44 sec (default value for NC_REPORTING_PERIOD_I)

EXT Measurements
The ‘EXT Measurements Parameters’ can be repeated in a sequence of PSI5 message instances where each message instance can contain a sub-list of frequency (ARFCN) parameters. The sub-lists shall be concatenated into a resulting frequency list in order of ascending PSI5 message instances. Each added frequency position in the resulting frequency list shall then be assigned an ascending index used for measurement reports. If the same frequency is defined more than once in the resulting list, each occurrence will get en index, but measurements shall only be performed and reported for the last added position.

EXT_MEASUREMENT_ORDER (2 bit field)
The EXT_MEASUREMENT_ORDER field indicates to the mobile station how to interpret the rest of the extended measurement parameters. This field is coded according to the following table (for definition of EMx see 05.08):

bit
2 1
0 0

EM0 
0 1

EM1 
1 0

Reserved. 
1 1

Reserved and shall be interpreted as EM0 by the receiver.

If the EXT_MEASUREMENT_ORDER parameter = EM1 the optional parameters in the EM1 struct may beincluded in at least one instance of the message. If a field is included in more than one instance, the value of the field in the instance with the highest index shall be valid and all others shall be ignored.

NCC_PERMITTED (8 bit field) 
This field is a bitmap of NCCs for which the mobile station is permitted to report measurement; this bitmap relates to NCC part of BSIC (see coding field in 04.08).

EXT_REPORTING_TYPE (2 bit field)
This field indicates the type of extended measurement reporting to which the frequencies on the list are subject. This field is coded according to the following table (see 3GPP TS 05.08):

bit
2 1
0 0

Type 1 measurement reporting (default value for EXT_REPORTING_TYPE
0 1

Type 2 measurement reporting 
1 0

Type 3 measurement reporting 
1 1

Reserved. In this version of the protocol the mobile station shall ignore the entire list containing this field.

EXT_REPORTING_PERIOD (3 bit field)
The EXT_REPORTING_PERIOD field indicates the time interval between extended measurement reports. This field is coded according to the following table:

 bit
3 2 1
0 0 0

60 sec
0 0 1

120 sec
0 1 0

240 sec
0 1 1

480 sec
1 0 0

960 sec
1 0 1

1920 sec (default value for EXT_REPORTING_TYPE
1 1 0

3840 sec
1 1 1

7680 sec

INT_FREQUENCY (5 bit field) 
This optional field indicates the frequency upon which the interference measurement shall be made. This field is an index into the EXT Frequency List. If the field is not included in any instance of the message, no interference measurements shall be done.
Range 0 to 31

EXT_FREQUENCY_LIST
Contains the EXT Frequency List description struct. The EXT Frequency Lists description struct may contain multiple EXT frequency list struct.

START_FREQUENCY (10 bit field)
The START_FREQUENCY defines the ARFCN for the first carrier in the list (ARFCN(0)).

FREQ_DIFF_LENGTH (3 bit field)
This field is required to calculate the number of bits to be used for the FREQUENCY_DIFF field in the current frequency group.

FREQUENCY_DIFF (1+val(FREQ_DIFF_LENGTH) bit field)
Each FREQUENCY_DIFF parameter field specifies the difference in frequency to the next carrier to be defined. The F REQUENCY_DIFF parameter encodes a non negative integer in binary format (W). Each frequency following the start frequency (ARFCN(0)) and belonging to the Frequency List struct is then calculated by the formula ARFCN(n) = (ARFCN(n-1) + W(n) ) modulus 1024, n=1, . . ., val(NR_OF_FREQUENCIES

ENH Reporting Parameters (Enhanced Measurement reporting parameters)

Report_Type (1bit)
This parameter is used to indicate to the mobile station to use the PACKET ENHANCED MEASUREMENT REPORT message or the PACKET MEASUREMENT REPORT message for (NC) reporting:

Bit
0
The MS shall use the PACKET ENHANCED MEASUREMENT REPORT message for (NC) reporting
1
The MS shall use the PACKET MEASUREMENT REPORT message for (NC) reporting.

REPORTING_RATE (1 bit)
This parameter is used for measurements, see 3GPP TS 05.08.

Bit
0
normal rate reporting
1
Reduced reporting rate allowed.

UNKNOWN_BSIC_REPORTING (1 bit)
This field specifies if cells with invalid BSIC and allowed NCC part of BSIC are allowed to be reported or not, see 3GPP TS 05.08.

Bit
0
Report on cells with invalid BSIC and allowed NCC part of BSIC is not allowed.
1
Report on cells with invalid BSIC and allowed NCC part of BSIC is allowed. In this case NCC_PERMITTED is required.

GPRS MEASUREMENT PARAMETERS Description

The fields of this Description are used for measurements as defined in 3GPP TS 05.08.

GPRS 3G MEASUREMENT PARAMETERS Description

The fields of this Description are used for measurements as defined in 3GPP TS 05.08.

*** Next modified sub-clause ***

11.2.32
Additional MS Radio Access Capabilities

This message is sent on the PACCH by the mobile station to the network to inform about radio access capabilities of the mobile station.

Message type:
Additional MS Radio Access Capabilities 

Direction:

mobile station to network 

Table111: ADDITIONAL MS RADIO ACCESS CAPABILITIES information elements

< Additional MS Radio Access Capabilities message content > ::=


{ 0 < Global TFI : < Global TFI IE > >


| 1 < TLLI : < TLLI IE > > }


< MS Radio Access Capability : < MS Radio Access Capability IE > >


< spare padding > ;

Table 112: ADDITIONAL MS RADIO ACCESS CAPABILITIES information element details

Global TFI
This information element contains the TFI of the mobile station's uplink TBF, if available, or the TFI of the mobile station's downlink TBF. If no TFI is available, this field is omitted. This field is defined in clause 12.10.

TLLI IE (32 bit field)
This information element is defined in Clause 12.16. 

MS Radio Access Capability
This information element is sent during one phase and two phase access procedures. This information element is coded as defined by the MS RA capability value part defined in the MS Radio Access Capability IE defined in 3GPP TS 24.008. An EGPRS capable mobile station shall provide its EGPRS capability in the MS Radio Access Capability.

*** Next modified sub-clause ***

12.12a
Global Packet Timing Advance

The Global Packet Timing Advance field describes the timing advance mode and timing advance value assigned to the mobile station for uplink and/or downlink TBF.

Table 141: Global Packet Timing Advance information elements

< Global Packet Timing Advance IE > ::=




{ 0 | 1 < TIMING_ADVANCE_VALUE : bit (6) > }




{ 0 | 1 < UPLINK_TIMING_ADVANCE_INDEX : bit (4) >






< UPLINK_TIMING_ADVANCE_TIMESLOT_NUMBER : bit (3) > }




{ 0 | 1 < DOWNLINK_TIMING_ADVANCE_INDEX : bit (4) >






< DOWNLINK_TIMING_ADVANCE_TIMESLOT_NUMBER : bit (3) > }

Table 142: Global Packet Timing Advance information element details

TIMING_ADVANCE_VALUE (6 bit field)
If the TIMING_ADVANCE_VALUE field is present, the mobile station shall use the value contained therein after time defined in 3GPP TS 05.10. If the TIMING_ADVANCE_VALUE field is not present the mobile station shall not change its timing advance value. The Timing Advance value field is encoded the same as the Timing Advance value of the Timing Advance information element defined in 3GPP TS 04.08

UPLINK_TIMING_ADVANCE_INDEX (4 bit field)
This field indicates the Timing Advance Index related to Uplink TBF. This information field is encoded as a binary representation of the Timing Advance Index defined in 3GPP TS 05.02.
Range 0 to 15.

UPLINK_TIMING_ADVANCE_TIMESLOT_NUMBER (3 bit field)
This field indicates the timeslot assigned for Continuous Timing Advance operation on the PTCCH related to Uplink TBF. This field is coded as the binary representation of the timeslot number as defined in 3GPP TS 05.10.
Range 0 to 7

DOWNLINK_TIMING_ADVANCE_INDEX (4 bit field)
This field indicates the Timing Advance Index related to Downlink TBF. This information field is encoded as a binary representation of the Timing Advance Index defined in 3GPP TS 05.02.
Range 0 to 15.

DOWNLINK_TIMING_ADVANCE_TIMESLOT_NUMBER (3 bit field)
This field indicates the timeslot assigned for Continuous Timing Advance operation on the PTCCH related to Downlink TBF. This field is coded as the binary representation of the timeslot number as defined in 3GPP TS 05.10.
Range 0 to 7

If Timing Advance Index and Timing Advance Timeslot Number are present for any of the TBFs already existing or to be established with this message, the mobile station shall begin operation of the Continuous Timing Advance procedure at the point in time denoted by the TBF starting time if present, otherwise within the reaction time specified in 3GPP TS 05.10.

If Timing Advance Index and Timing Advance Timeslot Number are not present for any of the TBFs already existing or to be established with this message, the mobile station shall stop operation of the Continuous Timing Advance procedure.

*** Next modified sub-clause ***

12.28
LSA Parameters

The LSA Parameters information element is used for cell reselection by SoLSA mobile stations. The IE contains a list of LSA_ID(s) corresponding either to the entries in the ‘Add Frequency list struct’ defined in the Packet Cell Change Order message and in Packet Measurement Order message or to the entries in the Neighbour Cell Parameters when used in the packet System Information 3 and 3bis messages. Some entries in the ‘LSA parameters IE’ may be empty. In case there are too few entries in the ‘LSA parameters IE’, empty entries shall be added at the end. In case there are too many entries in the ‘LSA parameters IE’, the last shall be discarded. 

Table 12.28a1/3GPP TS 04.60: LSA Parameters information element

< LSA Parameters IE > ::=


< NR_OF_FREQ_OR_CELLS : bit (5) >:

{ < LSA ID information : < LSA ID information struct >> * (val(NR_OF_FREQ_OR_CELLS)) };


< LSA ID information struct > ::=

{ 1 { 0 < LSA_ID : bit (24) >



 |1 < ShortLSA_ID : bit (10) >} } ** 0 ;

Table 12.28a2/3GPP TS 04.60: LSA Parameters information element details

LSA_ID (24 bit field)
The purpose of the LSA_ID field is to identify a LSA. The LSA ID value field is coded as specified in 3GPP TS 03.03.

Short LSA_ID (10 bit field)
The purpose of the Short LSA_ID field is to identify a LSA. The LSA ID defined by the Short LSA_ID is a LSA_ID as specified in 3GPP TS 03.03 with bit 0 set to “0” bit 1 to 10 set to the value of the Short LSA_ID field (LSB in bit 1, MSB in bit 10) and bit 11 to 23 set to “0”.
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