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___________________________________________________________________________

CN1 thanks GERAN2 for their liaison statement on Addition of Dummy LLC PDU for Delayed TBF Release (N1-010405), and for the accompanying CRs to TS 04.64 Rel-4 and TS 44.060 v4.0.0. 

In this liaison statement GERAN2 effectively describes a new technique to delay the release of the downlink TBF for some time. This technique is described as follows:

i) When the RLC layer does not have any more downlink data to send; and

ii) the RLC layer wants to keep the downlink TBF alive for some time; then

iii) the RLC layer shall insert on the downlink dummy LLC PDUs, which will merely be ignored by the receiving LLC entity. In CN1’s understanding, the dummy LLC PDUs will restart an appropriate timer at the mobile (timer T3190, see TS 44.060) and therefore they will prevent the mobile from abnormally releasing the downlink TBF. 

CN1 has discussed the accompanying CR to TS 04.64 and has found no technical problems. However, it has been decided that the term ‘dummy LLC PDU’ does not comply with the terminology used in TS 04.64. Therefore, the ‘dummy LLC PDU’ has been renamed to ‘UI Dummy command’ and the accompanying CR to TS 04.64 has been revised accordingly. However, due to lack of time, the revised CR to TS 04.64 could not be agreed in CN1#16 meeting and requires further editorial discussion. 

CN1 kindly asks GERAN2 to revise the accompanying CR to TS 44.060 and change the ‘dummy LLC PDU’ to ‘UI Dummy command’.

