Page 1



3GPP TSG-GERAN WG4 Meeting #3 
Tdoc G4-010082

Sophia-Antipolis, France, 26th February - 2nd March 2001

	CR-Form-v3

	CHANGE REQUEST

	

	(

	51.010-1
	CR
	190
	(

rev
	-
	(

Current version:
	4.2.0
	(


	

	For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.

	

	Proposed change affects:
(

	(U)SIM
	
	ME/UE
	x
	Radio Access Network
	
	Core Network
	

	

	Title:
(

	51.010-1 Test Case 31.1.3.1. Error in Test Procedure

	
	

	Source:
(

	Anite Telecoms

	
	

	Work item code:
(

	TEI
	
	Date: (

	14-02-01

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	REL-4

	
	Use one of the following categories:
F  (essential correction)
A  (corresponds to a correction in an earlier release)
B  (Addition of feature), 
C  (Functional modification of feature)
D  (Editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
REL-4
(Release 4)
REL-5
(Release 5)

	
	

	Reason for change:
(
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31.1.3
COLP

31.1.3.1
Normal operation

Conformance requirement:

GSM 04.81 subclause 3.1
Applicability

MS supporting the COLP supplementary service.

Purpose:

To test that the MS displays the connected number presented to it in an incoming CONNECT message

Method of test

Related PICS/PIXIT statements

-
supported MO circuit switched basic services.

-
description of display for COLP

Initial conditions

System Simulator:


1 cell, default parameters.

Mobile Station:


The SIM in the MS under test has COLP enabled.

The MS is in MM-state "idle, updated" with valid TMSI and CKSN.


The MS is brought into the state U1 by using table 26.8.1.2/4.

Foreseen final state of the MS

U10, call active.

Maximum duration of test

30 s.

Test procedure

1.
An MO circuit switched basic service is selected that is supported by the MS; if the MS supports MO telephony, the selected basic service is telephony. If necessary, the MS is configured for that basic service. Then, the MS is made to initiate a call. The CC entity of the MS is brought to the state U4. The SS sends a CONNECT message to the MS containing a connected number information element and a connected party subaddress information element. The MS shall respond by sending a CONNECT ACKNOWLEDGE message. The MS shall correctly display the connected line information.

2.
Repeat procedure 1, except that the CONNECT message includes a connected number information element indicating "presentation restricted".

3.
Repeat procedure 1, except that the CONNECT message includes a connected number information element indicating "Number not available due to interworking".

Expected sequence, procedure 1

	Step
	Direction
	Message
	Comments

	1
	SS -> MS
	CONNECT
	See specific message contents

	2
	MS -> SS
	CONNECT ACKNOWLEDGE
	

	3
	MS
	
	The MS shall correctly display the connected line information


Specific message contents

CONNECT

	Connected number information element
	

	
Presentation indicator
	Presentation allowed

	
Screening indicator
	User provided, not screened

	Connected subaddress
	Any valid subaddress


Expected sequence, procedure 2

	Step
	Direction
	Message
	Comments

	1
	SS -> MS
	CONNECT
	See specific message contents

	2
	MS -> SS
	CONNECT ACKNOWLEDGE
	

	3
	MS
	
	The MS shall display no connected line information


Specific message contents

CONNECT

	Connected number information element
	

	
Presentation indicator
	Presentation restricted

	
Screening indicator
	User provided, not screened

	Connected subaddress
	Not present


Expected sequence, procedure 3

	Step
	Direction
	Message
	Comments

	1
	SS -> MS
	CONNECT
	See specific message contents

	2
	MS -> SS
	CONNECT ACKNOWLEDGE
	

	3
	MS
	
	The MS shall display no connected line information


Specific message contents

CONNECT

	Connected number information element
	

	
Presentation indicator
	Number not available due to interworking

	
Screening indicator
	User provided, not screened

	Connected subaddress
	Not present
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