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Reason for change:
(

The TFI may be included in the RLC header. Even if it is included, the network can not exclude the address field in the control part of the message. The address field normally contains either the TFI or the TLLI.

If the TFI is included in both the RLC header and in the address field of the control message, the MS shall discard the TFI in the control message.

(No explicit rule is stated how the MS shall treat the combination: TFI in the RLC header and TLLI in the address field of the control message.)

In order to facilitate the implementation it is proposed that the MS may treat the address field in the control part of the message independent on if the TFI was included in the RLC header or not.




Summary of change:
(

State that it is optional to not read the TFI in the control part of the message.




Consequences if 
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not approved:
The MS needs two different ways to handle the address field in the control message.
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Other comments:
(



10.4.10
Temporary Flow Identity (TFI) field

In RLC data blocks, the TFI identifies the Temporary Block Flow (TBF) to which the RLC data block belongs. For the downlink and the uplink TFI the TFI field is 5 bits in length and are encoded as a binary number with range 0 to 31.In downlink RLC/MAC control blocks, the TFI identifies the Temporary Block Flow (TBF) to which the RLC/MAC control message contained in the downlink RLC/MAC control block relates. If present, this field indicates the mobile station to which the control message is addressed; all other mobile stations shall analyse the distribution contents, depending on their protocol state, as specified in clauses 5 and 7 of the present document. If this field is present and the contents of the control message also contain a TFI addressing the mobile station, the mobile station may ignore the TFI in the control message contents. If this field is not present all mobile stations shall interpret the contents of the control message.
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