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The problem is following, 08.31 defines PDU types: SMLCPP-REQ-PDU, SMLCPP-RSP-PDU and SMLCPP-ERROR_PDU.  The problem with this message is the contents of one of those PDUs. Hence, PDU type information is missing. This is wrong because peer entity cannot detect PDU type (request, response or error).
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-- Request, Response or errorPDU is encapsulated to SMLCPP-PDU 

SMLCPP-PDU::= CHOICE {

        requestPDU      SMLCPP-REQ-PDU,

        responsePDU     SMLCPP-RSP-PDU,

        errorPDU        SMLCPP-ERROR-PDU,

        ...

}

This is only change that is needed.  This addition, SMLCPP-PDU, enables peer entity to detect PDU type.  From now on, message contains a) pdu type and b) the contents of the pdu.
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************************ MODIFIED SECTION **************************

6
Signalling Elements

In this Clause the messages are described.

The formal definitions of the SMLCPP messages are based on:

-
ITU-T Recommendation X.680 (Specification of Abstract Syntax Notation One (ASN.1));

-
ITU-T Recommendation X.691 (Specification of packet encoding rules for Abstract Syntax Notation One); and

-
is consistent with these ITU-T recommendations. Also further definitions in this document are based on the same X.680 and X.691. BASIC-PER, unaligned variant is used.
6.1
Messages

This clause describes the contents of the different messages.

There are three different types of messages:

-
request;

-
response;

-
error

Operations use some or all of these message types, as described in Clause 4. The messages structures are as follows.
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The following ASN.1 description gives the formal definition of the messages.

SMLCPP-PDUs

-- { SMLCPP-Operations object identifier }

DEFINITIONS AUTOMATIC TAGS::=

BEGIN 

-- Export all operations as default

IMPORTS


SMLCPP-OPERATION, ERROR

FROM


SMLCPP-OperationDefinition


rit-Query-Req, rit-Indication-Req, toa-PerformMeasure-Req,


decipheringKeysUpdate-Req, rit-QueryStop-Req

FROM


SMLCPP-Operations

;

-- Request, Response or errorPDU is encapsuled to SMLCPP-PDU.
SMLCPP-PDU::= CHOICE {

        requestPDU      SMLCPP-REQ-PDU,

        responsePDU     SMLCPP-RSP-PDU,

        errorPDU        SMLCPP-ERROR-PDU,

        ...

}

-- PDU definitions for Requests

SMLCPP-REQ-PDU ::= SEQUENCE {


code


SMLCPP-OPERATION.&code ({SMLCPP-Operation-table}),


requestID

INTEGER (0..255),


value

SMLCPP-OPERATION.&Argument ({SMLCPP-Operation-table}{@code})

}

-- PDU definitions for Responses

SMLCPP-RSP-PDU ::= SEQUENCE {


code


SMLCPP-OPERATION.&code ({SMLCPP-Operation-table}),


requestID

INTEGER (0..255),


value

SMLCPP-OPERATION.&Result ({SMLCPP-Operation-table}{@code})

} 

-- PDU definition for ERROR messages

SMLCPP-ERROR-PDU ::= SEQUENCE {


requestID

INTEGER (0..255),


value

ERROR.&code

} 

SMLCPP-Operation-table SMLCPP-OPERATION ::= {


rit-Query-Req |


rit-Indication-Req |


toa-PerformMeasure-Req |


decipheringKeysUpdate-Req |


rit-QueryStop-Req,


...

}

END
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