Page 1



3GPP TSG-GERAN WG2 Meeting #5 
GP-011144

Chicago, USA, 28th May – 1st June 2001

	CR-Form-v4

	CHANGE REQUEST

	

	(

	TS 43.059
	CR
	004
	(

rev
	-
	(

Current version:
	4.0.0
	(


	

	For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.

	

	Proposed change affects:
(

	(U)SIM
	
	ME/UE
	x
	Radio Access Network
	x
	Core Network
	

	

	Title:
(

	Correction of Positioning Procedure Descriptions

	
	

	Source:
(

	Motorola

	
	

	Work item code:
(

	
	
	Date: (

	20 May, 01

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Release 4

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
REL-4
(Release 4)
REL-5
(Release 5)

	
	

	Reason for change:
(

	Based on a liaison letter from SA2 (S2-011517), SA2 has made changes in TS 03.71. Since TS 43.059 is developed based on TS 03.71, corresponding changes have been recommended to TS 43.059. 

	
	

	Summary of change:
(

	Allow network to decide what assistance messages to use. 

	
	

	Consequences if 
(

not approved:
	It would lead to unnecessary confusion and inconsistency.

	
	

	Clauses affected:
(

	9.4.1, 9.4.2, 9.4.3

	
	

	Other specs
(

	
	 Other core specifications
(

	

	affected:
	
	 Test specifications
	

	
	
	 O&M Specifications
	

	
	

	Other comments:
(

	


How to create CRs using this form:

Comprehensive information and tips about how to create CRs can be found at: http://www.3gpp.org/3G_Specs/CRs.htm.  Below is a brief summary:

1)
Fill out the above form. The symbols above marked (
 contain pop-up help information about the field that they are closest to.

2)
Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://ftp.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2001-03 contains the specifications resulting from the March 2001 TSG meetings.

3)
With "track changes" disabled, paste the entire CR form (use CTRL-A to select it) into the specification just in front of the clause containing the first piece of changed text.  Delete those parts of the specification which are not relevant to the change request.
***** NEXT MODIFIED SECTION *****
9.4
E-OTD and GPS Positioning Procedures 

9.4.1
General procedures

For any location request where the highest priority level is assigned and MS-based GPS positioning is not used, the SMLC functionality shall provide sufficient assistance data to a target MS to enable a location estimate or location measurements to succeed according to the required QoS on the first attempt. The SMLC shall not assume in this case that the target MS already possesses assistance data. For a lower priority location request or when MS-based GPS positioning is used, the SMLC may reduce the assistance data provided to a target MS on the first location attempt.  
For MS-assisted GPS, acquisition data shall be included in the RRLP MEASURE POSITION REQUEST for the high priority case of the first positioning attempt.
9.4.2
Positioning Request

This signaling flow is generic for all MS based or assisted location methods (MS Based E-OTD, MS Assisted E-OTD, MS Based GPS, and MS Assisted GPS)  The signaling flow below applies to integrated and standalone SMLCs in a circuit switched network.

If the SMLC desires to avoid lower layer (e.g. BSSAP-LE) segmentation, see section 6.1.2, and transfer the LCS assistance data more reliably, this procedure may be preceded by an “Assistance Data Delivery” procedure. Note, that part of the entire set of assistance data may be included in the RRLP Measure Position Request even when the message is preceded by an  “Assistance Data Delivery” procedure.
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Figure 30: E-OTD or GPS Position Request Flow

1) The SMLC may precede the RRLP MEASURE POSITION REQUEST with an optional Assistance Data Delivery procedure. 

2) The SMLC determines possible assistance data and sends RRLP MEASURE POSITION REQUEST to the BSC. 

3) The BSC forwards the positioning request including the QoS and any assistance data to the MS in a RRLP MEASURE POSITION REQUEST.

4) The MS performs the requested E-OTD or GPS measurements, if needed assistance data is available in the MS. If the MS is able to calculate its own location and this is required and needed assistance data is available in MS, the MS computes a location estimate based on E-OTD or GPS measurements. In case of E-OTD, any data necessary to perform these operations will either be provided in the RRLP MEASURE POSITION REQUEST or available from broadcast sources. In case of Assisted GPS (both MS based GPS and MS assisted GPS) and first positioning attempt, a minimum set of GPS assistance data will either be provided in the RRLP MEASURE POSITION REQUEST or available from broadcast sources. For further positioning attempt (failure in first attempt due to missing assistance data), sufficient GPS assistance data, possibly excluding the assistance data sent in the first attempt, will be provided in the RRLP MEASURE POSITION REQUEST and possibly preceding RRLP ASSISTANCE DATA messages. The resulting E-OTD or GPS measurements or E-OTD or GPS location estimate are returned to the BSC in a RRLP MEASURE POSITION RESPONSE. If the MS was unable to perform the necessary measurements, or compute a location, a failure indication identifying the reason for failure (e.g. missing assistance data) is returned instead.

5) BSC forwards the RRLP MEASURE POSITION response to SMLC.

9.4.3 
Assistance Data Delivery 

This signalling flow is generic for all MS based or assisted location methods (MS Based and Assisted E-OTD, and MS Based or MS Assisted GPS) in a circuit switched network.

If the SMLC desires to avoid lower layer (e.g. BSSAP-LE) segmentation and transfer the LCS assistance data more reliably, the sequence 1-4 illustrated in the figure below may be repeated several times to deliver more assistance data than can be sent by one RRLP Assistance Data Delivery message. In this case, each individual message is independent such that the data received in one message is stored in the MS independently of the other RRLP Assistance Data messages (i.e. an error of delivery of one message does not require a retransmission of all the RRLP Assistance Data messages). The SMLC shall indicate in the RRLP ASSISTANCE DATA message if more RRLP ASSISTANCE DATA messages will be used after the current one in order to deliver the entire set of assistance data. Data that is specific to the current cell should be sent in the last message this is recommended so that assistance data for the correct cell is available to the MS after a handover.
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Figure 31: E-OTD or GPS Assistance Data Delivery Flow 

1) The SMLC determines assistance data and sends it in the RRLP ASSISTANCE DATA message to the BSC. 
2) The BSC forwards the assistance data to the MS in a RRLP ASSISTANCE DATA message.

3) The MS acknowledges the reception of complete assistance data to the BSC with a RRLP ASSISTANCE DATA Ack. 

4) The BSC forwards the RRLP ASSISTANCE DATA Ack message to the SMLC.
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