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	Proposed change affects:
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	(U)SIM
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	Title:
(

	Harmonisation of conformance tests related to terminal acoustics in GSM and 3G

	
	

	Source:
(

	Ericsson

	
	

	Work item code:
(

	TEI
	
	Date: (
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	Category:
(

	F
	
	Release: (

	REL-4

	
	Use one of the following categories:
F  (essential correction)
A  (corresponds to a correction in an earlier release)
B  (Addition of feature), 
C  (Functional modification of feature)
D  (Editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
REL-4
(Release 4)
REL-5
(Release 5)

	
	

	Reason for change:
(

	The changes are needed as a consequence of the approval of CR 029 Rev 2 to 3GPP TS 43.050 (Formerly GSM 03.50) (TDOC S4-(01)0254)

	
	

	Summary of change:
(

	· The options for artificial ears is appended with type 3.2, high leakage option and type 3.3 ears

· For release 4 and on, the sending sensitivity/frequency response test described in 51.010-1; 30.12 is substituted for 51.010-1; 30.1

· For release 4 and on, the SLR test described in 51.010-1; 30.13 is substituted for 51.010-1; 30.2

·  For release 4 and on, the receiving sensitivity/frequency response test described in 51.010-1; 30.14 is substituted for 51.010-1; 30.3

· For release 4 and on, the RLR test described in 51.010-1; 30.15 is substituted for 51.010-1; 30.4

· For release 4 and on, the STMR test described in 51.010-1; 30.16 is substituted for 51.010-1; 30.5.1

· For release 4 and on, the LSTR test is ommited

· For release 4 and on, the Echo loss test described in 51.010-1; 30.17.1 is substituted for 51.010-1; 30.6.1

· For release 4 and on, the stability margin test described in 51.010-1; 30.17.2 is substituted for 51.010-1; 30.6.2

· For release 4 and on, the sending distortion test described in 51.010-1; 30.18 is substituted for 51.010-1; 30.7.1

· For release 4 and on, the Out Of Band, Sending test is ommited

· For release 4 and on, the Out Of Band, Receiving test is ommited

· For release 4 and on, the Ambient Noise Rejection test described in 51.010-1; 30.19 is substituted for 51.010-1; 30.11

	
	

	Consequences if 
(

not approved:
	If the CR is not approved there will be a discrepancy between the requirements on terminal acoustics stated in 3GPP TS 43.050 and the tests described in 3GPP TS 51.010
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	A.4.8 Table A25, Annex B Table B1
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Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://www.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2000-09 contains the specifications resulting from the September 2000 TSG meetings.
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Table A.25: Additional Information

	Item
	Additional Information
	Ref.
	Release
	Status
	Support
	Mnemonic

	
	
	
	
	
	
	

	74
	Implementation of cause number 27 of busy autocalling in category 3
	GSM 02.07, Annex A
	Phase 2
	O
	
	TSPC_AddInfo_Impl_CNr27_Cat3

	75
	Support of immediate connect
	GSM 04.08, 5.2.1.6

3GPP TS 24.008, annex A
	Phase 2
	O
	
	TSPC_ AddInfo_imm_Con

	76
	Artificial ear type 1
	GSM 03.50
	Phase 2 up to and including release 4
	O
	
	TSPC_ AddInfo_Ear_type1

	77
	Artificial ear type 3.2, Low leak option
	GSM 03.50
	Phase 2
	O
	
	TSPC_ AddInfo_Ear_type32_LL

	
	
	
	
	
	
	


	
	
	
	
	
	
	

	104
	Integral_Antenna Connector
	3GPP TS 51.010‑1 12
	Release 4
	O.2504
	
	TSPC_AddInfo_IntegrAntenna

	105
	Artificial ear type 3.2, High leak option
	3GPP TS 43.050
	Phase 2
	O
	
	TSPC_ AddInfo_Ear_type32_HL

	106
	Artificial ear type 3.3
	3GPP TS 43.050
	R96
	O
	
	TSPC_AddInfo_Ear_type33


Table B.1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Status
	Supported

	29.4.3.6
	Speed conversion factor
	Phase 2
	MS supporting TS61 and/or TS62
	C29
	

	29.4.3.7
	Quality Check
	Phase 2
	MS supporting TS61
	C26
	

	30.1
	Sending sensitivity/frequency response
	Phase 2 up to and including release 1999
	MS with handset and supporting speech
	C121
	

	30.2
	Sending loudness rating
	Phase 2 up to and including release 1999
	MS with handset and supporting speech
	C121
	

	30.3
	Receiving sensitivity/frequency response
	Phase 2 up to and including release 1999
	MS with handset and supporting speech
	C121
	

	30.4
	Receiving loudness rating
	Phase 2 up to and including release 1999
	MS with handset and supporting speech
	C121
	

	30.5.1
	Side Tone Masking Rating (STMR)
	Phase 2 up to and including release 1999
	MS with handset and supporting speech
	C121
	

	30.5.2
	Listener Side Tone Rating (LSTR)
	Phase 2 up to and including release 1999
	MS with handset and supporting speech
	C121
	

	30.6.1
	Echo Loss (EL)
	Phase 2 up to and including release 1999
	MS with handset and supporting speech
	C121
	

	30.6.2
	Stability margin
	Phase 2 up to and including release 1999
	MS supporting speech
	C24
	

	30.7.1
	Distortion, Sending
	Phase 2 up to and including release 1999
	MS with handset and supporting speech
	C121
	

	30.7.2
	Distortion, Receiving
	Phase 2
	MS with handset and supporting speech
	C121
	

	30.8
	Sidetone distortion
	Phase 2
	MS with handset and supporting speech
	C121
	

	30.9.1
	Out-of-band signals, Sending
	Phase 2 up to and including release 1999
	MS with handset and supporting speech
	C121
	

	30.9.2
	Out-of-band signals, Receiving
	Phase 2 up to and including release 1999
	MS with handset and supporting speech
	C121
	

	30.10.1
	Idle channel noise, Sending
	Phase 2
	MS with handset and supporting speech
	C121
	

	30.10.2
	Idle channel noise, Receiving
	Phase 2
	MS with handset and supporting speech
	C121
	

	30.11
	Ambient Noise Rejection
	R96 up to and including release 1999
	MS with handset and supporting speech
	C121
	

	30.12
	Sending sensitivity/frequency response
	Release 4
	MS with handset and supporting speech except dual mode GSM/3GPP release 4 or later handsets
	C276
	

	30.13
	Sending loudness rating
	Release 4
	MS with handset and supporting speech except dual mode GSM/3GPP release 4 or later handsets
	C276
	

	30.14
	Receiving sensitivity/frequency response
	Release 4
	MS with handset and supporting speech except dual mode GSM/3GPP release 4 or later handsets
	C276
	

	30.15
	Receiving loudness rating
	Release 4
	MS with handset and supporting speech except dual mode GSM/3GPP release 4 or later handsets
	C276
	

	30.16
	Side Tone Masking Rating (STMR)
	Release 4
	MS with handset and supporting speech except dual mode GSM/3GPP release 4 or later handsets
	C276
	

	30.17.1
	Echo Loss (EL)
	Release 4
	MS with handset and supporting speech except dual mode GSM/3GPP release 4 or later handsets
	C276
	

	30.17.2
	Stability margin
	Release 4
	MS with handset and supporting speech except dual mode GSM/3GPP release 4 or later handsets
	C276
	

	30.18
	Distortion, Sending
	Release 4
	MS with handset and supporting speech except dual mode GSM/3GPP release 4 or later handsets
	C276
	

	30.19
	Ambient Noise Rejection
	Release 4
	MS with handset and supporting speech except dual mode GSM/3GPP release 4 or later handsets
	C276
	

	31.1.1.1
	CLIP/ Normal operation
	Phase 2
	MS supporting the SS CLIP
	C197
	

	31.1.1.2.1
	CLIP/ Interrogation accepted
	Phase 2
	MS supporting the SS CLIP
	C197
	


	C276
	IF A.25/57 AND NOT A.2/56 THEN A ELSE N/A
	--TSPC_AddInfo_SpeechHandset AND ( NOT TSPC_Type_UTRAN )


�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR will be applied if it is approved. Make sure that the lastest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��http://www.3gpp.org/3G_Specs/3G_Specs.htm�


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line.


�PAGE \# "'Page: '#'�'"  �� Enter the source of the CR. This is either (a) one or several companies or, (b) if a (sub)working group has already reviewed and agreed the CR, then list the group as the source.


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, B & C CRs for release 4 and later. Work item acronyms are listed in the 3GPP work plan. See � HYPERLINK "http://www.3gpp.org/ftp/information/work_plan/" ��http://www.3gpp.org/ftp/information/work_plan/�


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed below. For more detailed help on interpreting these categories, see the Technical Report 21.900 "3GPP working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR was to be rejected. It is necessary to complete this section only if the CR is of category "F" (i.e. essential correction).


�PAGE \# "'Page: '#'�'"  �� Enter each the number of each clause which contains changes.


�PAGE \# "'Page: '#'�'"  �� Enter an X in the box if any other specifications are affected by this change.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.


�PAGE \# "'Page: '#'�'"  �� This is an example of pop-up text.





CR page 2

