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Table B.1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Status
	Supported


	51.2.1.1
	Permission to access the network / priority classes
	R99
	All EGPRS MS
	C216
	

	51.2.2.1
	Initiation of the packet access procedure / establishment causes
	R99
	All EGPRS MS
	C216
	

	51.2.2.2
	Random references for single block packet access
	R99
	All EGPRS MS
	C216
	

	51.2.2.3
	Random references for one phase packet access
	R99
	All EGPRS MS
	C216
	

	51.2.2.4
	Initiation of the packet access procedure / timer T3146
	R99
	All EGPRS MS
	C216
	

	51.2.2.5
	Initiation of the packet access procedure / Request Reference
	R99
	All EGPRS MS
	C216
	

	51.2.3.1
	Two-message assignment / Successful case
	R99
	All EGPRS MS
	C216
	

	51.2.3.2
	Two-message assignment / Failure cases
	R99
	All EGPRS MS
	C216
	

	51.2.3.3
	Packet uplink assignment / Polling bit set
	R99
	All EGPRS MS
	C216
	

	51.2.3.4
	One phase packet access / Contention resolution / Successful case
	R99
	All EGPRS MS
	C216
	

	51.2.3.5
	One phase packet access / Contention resolution / TLLI mismatch
	R99
	All EGPRS MS
	C216
	

	51.2.3.6
	One phase packet access / Contention resolution / Counter N3104
	R99
	All EGPRS MS
	C216
	

	51.2.3.7
	One phase packet access / Contention resolution / Timer T3166
	R99
	All EGPRS MS
	C216
	

	51.2.3.8
	One phase packet access / Contention resolution / 4 access repetition attempts
	R99
	All EGPRS MS
	C216
	

	51.2.3.9
	One phase packet access / TBF starting time
	R99
	All EGPRS MS
	C216
	

	51.2.3.10
	One phase packet access / Timing Advance Index present
	R99
	All EGPRS MS
	C216
	

	51.2.3.11
	One phase packet access / Timing Advance Index not present
	R99
	All EGPRS MS
	C216
	

	51.2.4.1
	Single block packet access / Packet Resource Request
	R99
	All EGPRS MS
	C216
	

	51.2.4.2
	Single block packet access / Packet Measurement Report
	R99
	All EGPRS MS
	C216
	

	51.2.5.1
	Packet access rejection / wait indication
	R99
	All EGPRS MS
	C216
	

	51.2.5.2
	Packet access rejection / assignment before T3142 expires
	R99
	All EGPRS MS
	C216
	

	51.2.6.1
	Initiation of packet downlink assignment procedure / MS listens to correct CCCH block
	R99
	All EGPRS MS
	C216
	

	51.2.6.2
	Initiation of packet downlink assignment procedure / timer T3190
	R99
	All EGPRS MS
	C216
	

	51.2.6.3
	Initiation of packet downlink assignment procedure / TBF starting time
	R99
	All EGPRS MS
	C216
	

	51.2.6.4
	Initiation of packet downlink assignment procedure / incorrect TFI
	R99
	All EGPRS MS
	C216
	

	51.2.7.1
	Single block packet downlink assignment / TBF Starting Time
	R99
	All EGPRS MS
	C216
	

	51.2.7.2
	Single block packet downlink assignment / MS returns to packet idle mode
	R99
	All EGPRS MS
	C216
	

	52.5.5.1
	Downlink Transfer/ Reestablishment/ T3192 Expiry
	R99
	All EGPRS MS
	C216
	

	52.5.5.2
	Downlink Transfer/ Reestablishment/ Packet Downlink Assignment
	R99
	All EGPRS MS
	C216
	

	52.5.5.3
	Downlink Transfer/ Reestablishment/ Invalid Frequency Parameters IE
	R99
	All EGPRS MS
	C216
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