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Proposed way forward for Handover and Cell Reselection for GERAN Iu mode


1. Introduction

The purpose of this contribution is to facilitate the discussion related to the drafting of CRs to 43.051, 23.060 and 23.009.

2.  Background

In the document GAHW-010239 accepted as an output document of TSG GERAN Adhoc#5, following principles have been identified:

· Existing handover procedures shall be reused for GERAN (from core network point of view no new handover procedures are introduced due to GERAN inter-mode / intra-mode handovers and GERAN/UTRAN inter-system handovers, changes in messages shall be avoided). However the content of the transparent containers that are passed through the core network will be different;

· Descriptions and figures have to be aligned to the existing ones within the appropriate specifications;

· “The source adopts to the target” (e.g. in case of circuit switched handover from GERAN A/Gb mode to GERAN Iu mode the target RNC-id is sent within Handover Required message). (Note: To avoid changes to existing messages the RNC-id shall be used to identify the target BSC/RNC);

· GERAN will reuse the enhancements made due to the UTRAN handover for real- time PDP contexts/RABs supporting services with real-time requirements, which are not yet covered in 23.060. After the outcome of TR 25.936 is included into 23.060 (this work is done in SA2), the applicability for GERAN has to be checked (no GERAN specific changes are expected).
3. Proposal for Drafting the CRs TO 43.051, 23.060 AND 23.009
It is proposed to draft CRs to the relevant specifications as follows:

· 43.051: State transitions between GERAN A/Gb mode and Iu mode, GERAN Iu mode to UTRAN, Radio Interface Handover and Cell Reselections signaling flows;

· 23.009: Handover signaling flows related with A and Iu-cs interface signaling. 23.009 should be updated only in case there are no applicable signaling scenarios already and if these handovers between modes are different from existing intersystem or intra UMTS signaling scenarios. In most of the cases it is enough from 23.009 point of view, to add some text in relevant chapters describing the applicability of certain signaling scenarios to GERAN;

· 23.060: Handover procedures and Cell Reselection for Iu-ps case. The applicability of real-time services in case of GERAN should be checked based on 25.936.
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