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	To allow the receipt of handover access bursts on a SACCH.  
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	A new path shall be added to allow the receipt of handover access bursts on a SACCH.
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not approved:
	Mobiles that send access bursts on a SACCH will fail.
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The RR_hocomp3 test step expects access bursts on the DCCH channel stored in the variable TCV_ch. The variable TCV_sacch is used within the test step to obtain the header of layer one messages. TCV_sacch contains the SACCH channel associated with the DCCH stored in TCV_ch. The variable TCV_sacch shall be used to allow the test step to successfully receive access bursts on a SACCH.

	PRIVATE
Test Step Dynamic Behaviour

	Test Step Name
	RR _hocomp3 (time _fn1 _fn: INTEGER; oldch: LOGICCH) 

	Group
	GSM _L3 _MS _v4300b/Miscellaneous/

	Objective
	To finish the HO-procedure . 

	Defaults
	OtherEvents

	Comments
	used var's: 
TCV _ch, TCV _Horf, TCV _L1Head    

	Nr
	Label
	Behaviour
	Cref
	Verdict
	Comments

	1
	 
	(TCV _Cnt: =0, TCV _L1Head : = OM _GetL1Hd ( TCV _sacch) ) 
	 
	 
	1 .  

	2
	 
	 REPEAT localtree _hoacc UNTIL [TCV _Cnt = 4] 
	 
	 
	 

	3
	 
	  L?DL _EstIn
	DLEstInd ( TCV _ch) 
	 
	 

	4
	 
	   L?DL _DatInHoCom ( TCV _Fn : = DL _DatInHoCom .fn) 
	HndOvCmpRcv ( TCV _ch, HandOverCmp _20) 
	 
	 

	5
	 
	    L!MDL _RelRq
	MDLRelReq (oldch) 
	 
	Release the original channel

	6
	 
	     +localtree _hotime
	 
	 
	2 . 

	 
	 
	localtree _hoacc
	 
	 
	 

	7
	 
	L?DL _RacInHoacc
	HndOvAccRcv ( TCV _ch, HandOverAcc _02 ( TCV _Horf) ) 
	 
	 

	8
	 
	 (TCV _Cnt : = TCV _Cnt + 1) 
	 
	 
	 

	9
	 
	L?DL _RacInHoacc
	HndOvAccRcv ( TCV _sacch, HandOverAcc _02 ( TCV _Horf) ) 
	 
	 

	10
	 
	 (TCV _Cnt : = TCV _Cnt + 1) 
	 
	 
	 

	 
	 
	localtree _hotime
	 
	 
	 

	11
	 
	+FnArith ( TCV _Fn1, TCV _Fn) 
	 
	 
	 

	12
	L _0913
	 [TCV _Time > time _fn1 _fn] 
	 
	(F) 
	 

	13
	L _0914
	 [TCV _Time <= time _fn1 _fn] 
	 
	(P) 
	 

	Detailed Comments: 
	1) Store first SACCH L1 header from MS to check TA and Power
2) Check of HO-time 
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