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9.1.55
ENHANCED MEASUREMENT REPORT

This message containing measurement results is sent on the SACCH by the mobile to the network. See figure 9.1.55.1/3GPP TS 04.18.

This message may contain reports on GSM and/or 3G Radio Access Technologies. Measurements are defined in 3GPP TS 05.08.

Message type:
ENHANCED MEASUREMENT REPORT

Significance:
dual

Direction:
mobile station to network

<Enhanced Measurement report> ::=

< RR short PD : bit >





-- See 3GPP TS 04.07

< Message type : bit (5) >




-- See 10.4

< Short layer 2 header : bit (2) >


-- See 3GPP TS 04.06

< BA_USED : bit >

< 3G_BA_USED : bit >

< BSIC_Seen : bit >

< SCALE : bit >



{ 0 | 1 < Serving cell data : < Serving cell data struct >> }

{ 1 < Repeated Invalid_BSIC_Information : < Repeated Invalid_BSIC_Information struct >> } ** 0

{ 0 | 1 { 0 | 1 < REPORTING_QUANTITY : bit (6) > }**}    -- bitmap type reporting

< spare padding > ;



< Serving cell data struct > ::=

< DTX_USED : bit >

< RXLEV_VAL : bit (6) >

< RX_QUAL_FULL : bit (3) >

< MEAN_BEP : bit (5) >

< CV_BEP : bit (3) >

< NBR_RCVD_BLOCKS : bit (5) > ;



< Repeated Invalid_BSIC_Information struct > ::=
< BCCH-FREQ-NCELL : bit (5) >
< BSIC : bit (6) >
< RXLEV-NCELL : bit (6) > ;



Figure 9.1.55.1/3GPP TS 04.18: Enhanced Measurement Report message content

Table 9.1.55.1/3GPP TS 04.18: Enhanced Measurement Report information element details.

BA_USED (1 bit field),
The value of the BA-IND field of the neighbour cell description information element or elements defining the BCCH allocation used. Range 0 to 1.

3G_BA_USED (1 bit field)
The value of the 3G-BA-IND field of the neighbour cell description information element or elements defining the 3G allocation used. Range 0 to 1.

BSIC_Seen (1 bit field)
This parameters indicates if a GSM cell with invalid BSIC and allowed NCC part of BSIC is one of the six strongest, see 3GPP TS 05.08.

Bit
0
No cell with invalid BSIC and allowed NCC part of BSIC is seen
1
One cell or more with invalid BSIC and allowed NCC part of BSIC is seen

SCALE (1 bit field)
The value of this field is defined in 3GPP TS 05.08.

Serving cell reporting

If this structure is missing, this indicates that no valid measurement exist for the serving cell.

Parameters RXLEV_VAL (6 bits), RX_QUAL_FULL (3 bits), MEAN_BEP (5 bits), CV_BEP (3 bits), NBR_RCVD_BLOCKS (5 bits) are defined in 3GPP TS 05.08.

DTX_USED (1 bit field)
This bit indicates whether or not the mobile station used DTX during the previous measurement period.

0
DTX was not used
1
DTX was used.

Neighbour cell reporting

Repeated Invalid BSIC
This structure contains the report of cells with invalid BSIC.
BCCH-FREQ-NCELL (5 bits). This field represents the index of the BA (list), see 10.5.2.20.
BSIC (6 bits). Base station identity code of the corresponding index in the BA (list).
RXLEV (6 bits). GSM reporting quantity, see 3GPP TS 05.08.

Bitmap type reporting:
This structure contains the report of cells with valid BSIC.
Each bit of the bitmap points to the corresponding index of the Neighbour Cell list defined in clause 3.4.1.2.1.3 'Deriving the Neighbour Cell list from the GSM Neighbour Cell list and the 3G Neighbour Cell list'.

If this structure is present and more bits than needed are available at the end of the message, the MS shall set the value of the redundant bitmap positions to '0'.

After the last REPORTING_QUANTITY parameter, some remaining bits indicating no report may be missing.

REPORTING_QUANTITY (6 bits):
Measurement quantities are defined in 3GPP TS 05.08. 
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