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5.5.2.1.4
Consistent sets of system information messages

Certain types of PSI and SI messages are sent on PBCCH and BCCH in a multiple number of instances. If such a PSI or SI message type is sent on (P)BCCH, the mobile station shall receive a consistent set of that type of PSI or SI message. In some cases, more than one type of PSI messages may be joined into one consistent set, see table 1.

Table 1: Consistent sets of system information messages

	Consistent set / 
Message Type(s)
	Broadcast
Channel
	Number of instances
	PSI or SI change mark
parameter
	PSI or SI index 
parameter
	PSI or SI count 
parameter

	PSI2
	PBCCH
	1 – 8
	PSI2_CHANGE_MARK
	PSI2_INDEX
	PSI2_COUNT

	PSI3
	PBCCH
	1
	PSI3_CHANGE_MARK
	
	

	PSI3 bis
	PBCCH
	1 – 16
	PSI3_CHANGE_MARK
	PSI3bis_INDEX
	PSI3bis_COUNT

	PSI3 ter
	PBCCH
	0 – 16
	PSI3_CHANGE_MARK
	PSI3ter_INDEX
	PSI3ter_COUNT

	PSI3 quater
	PBCCH
	0 – 16
	PSI3_CHANGE_MARK
	PSI3quater_INDEX
	PSI3quater_COUNT

	PSI4
	PBCCH
	0 – 8
	PSI4_CHANGE_MARK
	PSI4_INDEX
	PSI4_COUNT

	PSI5
	PBCCH
	0 – 8
	PSI5_CHANGE_MARK
	PSI5_INDEX
	PSI5_COUNT

	PSI6
	PBCCH
	0 – 8
	PSI6_CHANGE_MARK
	PSI6_INDEX
	PSI6_COUNT

	PSI7
	PBCCH
	0 – 8
	PSI7_CHANGE_MARK
	PSI7_INDEX
	PSI7_COUNT

	PSI8
	PBCCH
	0 – 8
	PSI8_CHANGE_MARK
	PSI8_INDEX
	PSI8_COUNT

	SI13 (Note 1, 2)
	BCCH
	1
	SI13_CHANGE_MARK
	
	

	SI2  ter
	BCCH
	0 – 8
	SI2ter_MP_CHANGE_MARK and SI2ter_3G_ CHANGE_MARK
	SI2ter_INDEX
	SI2ter_COUNT

	SI2  quater
	BCCH
	0 – 16
	BA_IND, 3G_BA_IND and MP_CHANGE_MARK
	SI2quater_INDEX
	SI2quater_COUNT

	SI18
	BCCH
	0 – 8
	SI18_CHANGE_MARK
	SI18_INDEX
	None (Note  4)

	SI19
	BCCH
	0 – 8
	SI19_CHANGE_MARK
	SI19_INDEX
	None (Note  4)

	SI20
	BCCH
	0 – 8
	SI20_CHANGE_MARK
	SI20_INDEX
	None (Note  4)


NOTE 1:
If the SI13 message provides a GPRS mobile allocation, it shall also provide an SI13_CHANGE_MARK. The SI13_CHANGE_MARK shall be used if the indirect encoding of the frequency information is applied in a packet assignment, referring to the GPRS mobile allocation provided in the SI13 message. There is only one instance of the SI13 message.

NOTE 2:
The PSI13 message may be received on PACCH. It provides the same information as SI13, including the SI13_CHANGE_MARK.

NOTE 3:
If PSI2 and SI13 change mark values need to be distinguished, e.g., during an activation or release of PBCCH, the network should assign appropriate values to these parameters. 

NOTE  4:
For SI18, SI19 and SI20 messages, there is no count parameter (see 3GPP  TS  04.18).

A consistent set of system information messages is identified by a PSI or SI change mark parameter included in each message in the set. All messages within a consistent set shall have the same value of this parameter.

The total number of system information messages of a certain type within a consistent set is indicated by a PSI or SI count parameter included in each message in the set. The position of a certain message instance within the consistent set of system information messages is indicated by a PSI or SI index parameter.

The PSI or SI count parameter shall have the value N–1, where N is the number of instances of the particular message type present in the consistent set. The PSI or SI index parameter shall have a range from zero to N–1. Different instances of a particular message type in a consistent set shall have different values of the PSI or SI index parameter.
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