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26.15.1.1
Default message content

Default contents SYSTEM INFORMATION messages and default settings 

For cell A and B 

For GSM°900 use 26.6.14.

For DCS°1800 use 26.6.15, for GSM°450 use 26.6.16, for GSM°480 use 26.6.17, for PCS 1900 use 26.6.18, for GSM 700 use 26.6.19 and for GSM 850 use 26.6.20. 
The following parameters shall be coded into the system information messages. Parameters shall be coded according to GSM 04.18.

SYSTEM INFORMATION TYPE 2bis, SYSTEM INFORMATION TYPE 5bis messages are not used.

SYSTEM INFORMATION TYPE 3

Default except:

	Information Element
	Value/remark

	SI3 rest octets
	

	
Early Classmark Sending Control
	Early Sending is explicitly accepted


Default message contents for other messages

	For section 26.15.2 
	same as in 26.7.6

	For section 26.15.3
	same as in 26.7.6

	For section 26.15.4
	same as in 26.7.6

	For section 26.15.5
	same as in 26.9.9


26.15.5.5.1
Conformance requirements

1)
The MS in the "idle, updated" state, as after a successful location update, after the number 112 (for GSM 900 and 1800 MS), or 911 (for GSM 700, GSM 850 and PCS 1900 MS in USA and Canada), or 08 (for GSM 700, GSM 850 and PCS 1900 MS in Mexico) has been entered  by user, shall send a CHANNEL REQUEST message with correct establishment cause ("emergency call").

2) After assignment of a dedicated channel the first layer message sent by the MS on the assigned dedicated channel shall be a CM SERVICE REQUEST message specifying the correct CKSN and TMSI , with CM Service Type "emergency call establishment" and indicating early sending of classmark change and SoLSA support.

3) After the initial message the SoLSA MS shall send a CLASSMARK CHANGE message in the uplink block followed direct after the Layer 2 UA message sent from the network. The CLASSMARK CHANGE message shall contain information elements Mobile Station Classmark 2.

4)
Authentication and cipher mode setting shall be performed successfully.

5)
After cipher mode setting acceptance by the network, the MS shall send an EMERGENCY SETUP message.

6), 7)
The emergency call shall be correctly established. The assignment procedure shall be correctly performed.

8)
After receipt of a CONNECT ACKNOWLEDGE message during correct establishment of the emergency call the TCH shall be through connected in both directions if an appropriate TCH is available.

9)
The call shall be cleared correctly.

Requirement Reference:

Conformance requirement 1 and 2:
GSM 04.18 section 3.3.1.1 
TS 24.008 section 5.2.1, 4.5.1.5
GSM 02.30 section 4.2.2

Conformance requirement 3:
GSM 04.18 section 3.3.1.1.4.1, and 9.1.11
GSM 03.73 section 11.4.1
TS 24.008 sections 9.2.9, 9.2.15, 10.5.1.5 and 10.5.1.6

Conformance requirement 4:
GSM 04.18, section 3.4.7
TS 24.008 section 4.3.2

Conformance requirement 5:

TS 24.008, section 5.2.1

Conformance requirement 6 and 7:
GSM 04.18, section 3.4.3

Conformance requirement 8:

TS 24.008, sections 5.2.1.6

Conformance requirement 9:

TS 24.008, section 5.4.

26.15.5.6.1
Conformance requirements

1)
The MS in the "idle, updated" state, as after a successful location update, after the number 112 (for GSM 900 and 1800 MS), or 911 (for GSM 700, GSM 850 and PCS 1900 MS in USA and Canada), or 08 (for GSM 700, GSM 850 and PCS 1900 MS in Mexico) has been entered  by user, shall send a CHANNEL REQUEST message with correct establishment cause ("emergency call").

2)
After assignment of a dedicated channel the first layer message sent by the MS on the assigned dedicated channel shall be a CM SERVICE REQUEST message specifying the correct IMEI and a non-available CKSN, with CM Service Type "emergency call establishment" and indicating early sending of classmark change and SoLSA support.

3)
After the initial message the SoLSA MS shall send a CLASSMARK CHANGE message in the uplink block followed direct after the Layer 2 UA message sent from the network. The CLASSMARK CHANGE message shall contain information elements Mobile Station Classmark 2.

4)
After cipher mode setting acceptance by the network, the MS shall send an EMERGENCY SETUP message.

5),6)
The emergency call shall be correctly established. The assignment procedure shall be correctly performed.

7)
After receipt of a CONNECT ACKNOWLEDGE message during correct establishment of the emergency call the TCH shall be through connected in both directions if an appropriate TCH is available.

8)
The call shall be cleared correctly.

Requirement Reference:

Conformance requirement 1 and 2:
GSM 04.18 section 3.3.1.1 
TS 24.008 section 5.2.1, 4.5.1.5
GSM 02.30 section 4.2.2

Conformance requirement 3:
GSM 04.18 section 3.3.1.1.4.1, and 9.1.11
GSM 03.73 section 11.4.1
TS 24.008 sections 9.2.9, 9.2.15, 10.5.1.5 and 10.5.1.6

Conformance requirement 4:

TS 24.008, section 5.2.1

Conformance requirement 5 and 6:
GSM 04.18, section 3.4.3

Conformance requirement 7: 

TS 24.008, section 5.2.1.6

Conformance requirement 8: 

TS 24.008, section 5.4.
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