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Reason for change:
(

In contrary to RXQUAL there exist no experience in the compatibility of the MEAN_BEP and CV_BEP values delivered by different MS. To ensure the radio link control operation, a valid RXQUAL value shall be delivered also during DTX periods. The RXQUAL value could then be used as a fallback solution.




Summary of change:
(

RXQUAL_FULL was replaced by RXQUAL_VAL. The definition how RXQUAL_VAL shall be evaluated by the MS was introduced.




Consequences if 
(

not approved:
High risk of reduced spectrum efficiency.
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8.4.8.2
Measurement Reporting

The reporting period shall be as specified in 8.4.1 for the MS on a TCH and as specified in 8.4.2 for the MS on a SDCCH.

When on a TCH, the MS shall assess during the reporting period and transmit to the BSS in the next SACCH message block the following:

-
RXLEV for neighbour cells in the order defined in 8.4.8.1. For a cell of other radio access technology, see subclause 8.1.5.

-
RXQUAL_VAL:
RXQUAL measured on SACCH frames and on all correctly decoded data blocks within the reporting period, whether the DTX was used in downlink or not. For speech traffic channels, blocks that have not been erased, shall be considered as correctly decoded. For non-transparent data, blocks are considered as correctly decoded according the CRC received. For transparent data, all blocks are considered as correctly decoded. 
-
RXLEV_VAL:
RXLEV measured on SACCH frames and on the 4 last time slots of each fully received and correctly decoded data block, whether the DTX was used in downlink or not. For speech traffic channels, blocks that have not been erased, shall be considered as correctly decoded. For non-transparent data, blocks are considered as correctly decoded according the CRC received. For transparent data, all blocks are considered as correctly decoded.

-
MEAN_BEP and CV_BEP:
The average over the reporting period of the Mean and Coefficient of Variation of the Bit Error Probability measures excluding CV_BEPblock measurements from SACCH blocks (see subclause 8.2.3).

-
NBR_RCVD_BLOCKS:
The number of correctly decoded data blocks, as defined for RXLEV_VAL, (excluding all SID frames, RATSCCH, SACCH and FACCH blocks) that were completed during the measurement report period.

-
BSIC_SEEN:
Indicates if a GSM cell with invalid BSIC and allowed NCC part of the BSIC is one of the six strongest cells. 

In case of a multislot configuration the MS shall report the following according to the definition above:

-
on the main SACCH: the RXLEV values from the adjacent cells, BSIC_SEEN, RXLEV_VAL and NBR_RCVD_BLOCKS from the main channel, the worst RXQUAL_VAL value and the worst MEAN_BEP value from the main channel and the unidirectional channels and the CV_BEP value from the same channel as the reported MEAN_BEP;

· on each other bi‑directional SACCH: the RXLEV values from the adjacent cells, BSIC_SEEN, RXLEV_VAL, NBR_RCVD_BLOCKS, RXQUAL_VAL, MEAN_BEP and CV_BEP from the corresponding channel.

When on a SDCCH, the MS shall assess during the reporting period and transmit to the BSS in the next SACCH message block the following:

-
RXLEV for neighbour cells as defined in 8.4.8.1. For a cell of other radio access technology, see subclause 8.1.5.

· RXLEV_VAL, NBR_RCVD_BLOCKS, RXQUAL_VAL, MEAN_BEP and CV_BEP for the full set of 12 (8 SDCCH and 4 SACCH) TDMA frames within the reporting period. As DTX is not allowed on the SDCCH, measurements on all 12 TDMA frames shall be included for RXLEV_VAL and RXQUAL_VAL. 

-
BSIC_SEEN:
Indicates if a GSM cell with invalid BSIC and allowed NCC part of the BSIC is one of the six strongest cells. 

The common aspects for the MS on a TCH or a SDCCH as defined in 8.4.4 shall apply.
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